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Preface 



We are very happy to present the proceedings of the 8* International Workshop on 
Interactive Distributed Multimedia Systems - IDMS 2001, in co-operation with ACM 
SIGCOMM and SIGMM. These proceedings contain the technical programme for 
IDMS 2001, held September 4-7, 2001 in Lancaster, UK. 

For the technical programme this year we received 48 research papers from both aca- 
demic and industrial institutions all around the world. After the review process, 15 
were accepted as hill papers for publication, and a lurther 8 as short positional papers, 
intended to provoke debate. The technical programme was complimented by three 
invited papers: “QoS for Multimedia - What's Going to Make It Pay?” by Derek 
McAuley, “Enabling the Internet to Provide Multimedia Services” by Markus Hof- 
mann, and “MPEG-21 Standard: Why an Open Multimedia Framework?” by 
Fernando Pereira. 

The organisers are very grateful for the help they received to make IDMS 2001 a 
successful event. In particular, we would like to thank the PC for their first class re- 
views of papers, particularly considering the tight reviewing deadlines this year. Also, 
we would like to acknowledge the support from Agilent, BTexact Technologies, 
Hewlett Packard, Microsoft Research, Orange, and Sony Electronics - without whom 
IDMS 2001 would not have been such a memorable event. 

We hope that readers will find these proceedings helpful in their future research, and 
that IDMS will continue to be an active forum for the discussion of distributed multi- 
media research for years to come. 



D. Shepherd 
J. Finney 
L. Mathy 
N. Race 



June 2001 




Welcome from the Minister of State for Lifelong 
Learning and Higher Education 



To the participants of the 8th International Workshop on Interactive Distributed Mul- 
timedia Systems: 

I am delighted to welcome you all to the IDMS 2001 workshop in Lancaster, and 
indeed welcome many of you to the UK. We see throughout the world that confer- 
ences are being held to try to educate people in the area of distributed computing as it 
becomes an inereasingly important part of the information society we live in. I am 
happy to see that the University of Lancaster are part of this drive by hosting this 
international conference. 

I send you my best wishes for a successlul workshop and hope that this opportunity to 
present interesting research results to a broad professional audience gives stimulus for 
collaboration and further progress in the field. 

I wish all participants a pleasant stay in Lancaster. 







Margaret Hodge 

Minister of State for Lifelong Learning and Higher Education 
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Welcome to the Computing Department at Lancaster 

University 



I'd like to extend a very warm welcome to all participants to IDMS 2001. We're par- 
ticularly pleased that IDMS has come to Lancaster this year where the Distributed 
Multimedia Research Group has played such a prominent role in the distributed mul- 
timedia systems research community over the last 10 years. 

As a rather envious outsider it has struck me how successful the distributed multime- 
dia systems community has been in tapping the pool of research talent. In recent years 
at Lancaster, we have enjoyed a very strong flow of students through our Doctoral 
programme, from our own undergraduate programme and from elsewhere. In large 
measure, this has been due to the buzz generated by research in distributed multimedia 
systems and I'm sure this is reflected in other research and development centres. 

However, we have seen this phenomenon before, where hot research areas soak up 
talent and resources. Thankfully, what distinguishes the distributed multimedia sys- 
tems community is the coexistence of three key factors: it addresses a real economic 
and societal need; it has attracted the resources and backing needed to make it work; 
and, crucially, it is delivering. Computer Science needs challenging, high profile and 
successftil areas like this to keep the discipline healthy. 

I hope you have a great time at IDMS 200 1 . 



Pete Sawyer 
Head of Computing 
Lancaster University 
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QoS for Multimedia - What’s Going to Make It Pay? 



Derek McAuley 

Marconi Research Centre, Cambridge, UK 
Derek . Mcauley@marconi . com 



Abstract. Delivering the form of QoS we see in the form of Service Level 
Agreements is a big deal for ISPs; however, this is a long way from the tradi- 
tional multimedia view of per application instance QoS. Likewise many OS and 
middleware platforms take one of the two views on QoS: machines are getting 
faster so who cares, or, we have a real time scheduling class. Are we ever going 
to drive QoS into the mainstream? 
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New Resource Control Issues in Shared Clusters 



Timothy Roscoe^ and Prashant Shenoy^* 

^ Sprint Advanced Technology Labs, 1 Adrian Court, Burlingame, CA 94010, USA. 

troscoeOsprintlabs . com 

^ Department of Computer Science, University of Massachusetts, 

Amherst, MA 01003, USA. 
shenoyOcs . umass . edu 



Abstract. We claim that the renting of machine resources on clusters of 
servers introduces new systems challenges which are different from those 
hitherto encountered, either in multimedia systems or cluster-based com- 
puting. We characterize the requirements for such “public computing 
platforms” and discuss both how the scenario differs from more tradi- 
tional multimedia resource control situations, and how some ideas from 
multimedia systems work can be reapplied in this new context. Finally, 
we discuss our ongoing work building a prototype public computing plat- 
form. 



1 Introduction and Motivation 

This paper argues that the growth of shared computing platforms poses new 
problems in the field of resource control that are not addressed by the current 
state of the art, and consequently there exist important unresolved resource 
control issues of interest to the multimedia systems community. 

The scenario we examine in detail is that of a public computing platform. Such 
a platform consists of a cluster of processing nodes interconnected by a network of 
switches and provides computational resources to a large number of small third- 
party service providers who pay the provider of the platform for the resources: 
CPU cycles, network bandwidth, storage space, storage bandwidth, etc. The 
platform provider offers service providers a platform which can be, for example, 
highly available, managed, and located in a geographically advantageous location 
such as a metropolitan area. In return, the platform provider can use economies 
of scale to offer service hosting at an attractive rate and still generate profit. 

Public computing platforms differ from current hosting solutions in that there 
are many more services than machines: lots of services share a relatively small 
number of nodes. The challenge for the platform provider is to be able to sell 
resources like processor cycles and predictable service to many service providers, 
who may be mutually antagonistic, in a cost-effective manner. Whereas systems 
for running one, specialized class of application (e.g. web servers, some Applica- 
tion Service Providers) in this manner are already appearing in the marketplace, 

* Prashant Shenoy was supported in part by NSF grants CCR-9984030, EIA-0080119 
and a gift from Sprint Corporation. 
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the lack of solutions for the more general problem has prevented the range of 
services offered in this way from being widened. 

Two research areas feed directly in to this area: both have much to offer, 
but do not address areas specific to the support of time- and resource-sensitive 
applications on public computing platforms. 

Resource control in multimedia systems: Resource control has been central ques- 
tion in multimedia systems research for at least the past 10 years or so. Control 
of resources within a machine is now relatively well-understood: it has been ad- 
dressed in completely new operating systems (e.g. [1]), modifications to existing 
operating systems (e.g. [2]), schedulers (e.g., [14]), and abstractions (e.g., [4]). 

Many of these advances were motivated by the desire to handle multimedia 
and other time-sensitive applications. Such mechanisms clearly have a place in 
a public computing platform designed to handle a diversity of services, not sim- 
ply for multimedia applications but to provide performance isolation between 
services owned by providers who are paying for resources. Consequently, public 
computing platforms enable much of the past and on-going research on resource 
control for multimedia systems to be applied to a new and more general setting. 
The caveat though is that most of these techniques were developed for single 
machine environments and do not directly generalize to multi-resource environ- 
ments (multiprocessors, clusters), for example see [5]. 

Cluster-based computing platforms: Much work has been performed recently on 
the use of clustered computing platforms for network services (see [6] for an 
example and convincing arguments in favor of the approach). This work aims 
at delivering high-capacity, scalable, highly-available applications, usually web- 
based. 

Typically, a single application is supported, or else the applications are as- 
sumed to be mutually trusting — a reasonable assumption in the large enterprise 
case. Consequently, little attention is paid to resource control, either for real- 
time guarantees to applications or performance isolation between them [7] ([9] is 
a notable exception.) Similarly, intra-cluster security is relaxed as a simplifying 
assumption within the platform [8]. 

While the arguments for an approach based on clusters of commodity ma- 
chines carry over into the public computing space, the assumptions about re- 
source control and trust clearly do not: the applications running on such plat- 
forms will have diverse requirements and the operators of such applications will 
be paying money to ensure that those requirements are met. In addition, they 
may be in competition with each other. Lack of trust between competing ap- 
plications as well as between applications and the platform provider introduces 
new challenges in design of cluster control systems. 

1.1 What’s Different about Public Computing Platforms 

This paper argues that the systems problems of public computing platforms are 
conveniently similar to the two fields above, but have a specificity of their own. 
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They both present new challenges, but also have properties that help to ground 
and concretize general classes of solutions. 

The most significant property of systems like this that set them apart from 
traditional multimedia systems and cluster-based servers is that resources are 
being sold. From a cluster architecture point of view this means that performance 
isolation becomes central: it is essential to provide some kind of quantitative 
resource guarantees since this is what people are paying for. 

From a multimedia systems point of view this property has two effects. 
Firstly, resource allocation must extend over multiple machines running a large 
number of services. This amounts to a problem of placement: which components 
of which services are to share a machine? 

Secondly, the policies used to drive both this placement and the resource con- 
trol mechanisms on the individual machines are now driven by a clear business 
case. Resource control research in the past has been marked by a lack of clear 
consensus over what is being optimized by the various mechanisms and poli- 
cies: processor utilization, application predictability, application performance, 
etc. The notion of graceful degradation is also made more quantitative in this sce- 
nario: we can relate degradation of service to a change in platform revenue. This 
represents a significant advance over current so-called “economic” or “market- 
driven” resource allocation policies since they can now be explicitly linked to a 
“real” market. We elaborate on these issues below. 

2 Challenges in Designing a Public Computing Platform 

2.1 Challenges for the Platform Provider: The Need for Yield 
Management 

The primary goal for the operator of a public computing platform is to maximize 
revenues obtained from renting platform resources to service providers. A public 
computing platform services a wide variety of customers; depending on how 
much each customer pays for resources, not all users are treated equally. This 
process is known as yield management, and adds an important twist to the policy 
side of the resource control problem. Maximizing yield (revenue) requires that 
platform resources be overbooked. Overbooking of resources is typically based on 
an economic cost-benefit analyses, which explicitly links resource allocation not 
to closed market abstractions (e.g. [10]) but to a “real” commercial operation. 

Beyond this, resource policies will take into account such factors as demo- 
graphics and psychometric models of client behavior in determining allocations 
and pricing. In other industries where similar challenges exist (for example, the 
airline industry [11]), much of this is in the domain of business decision-making 
and operations research models. The challenge for a public computing platform 
is to allow as much flexibility as possible in business decisions regarding its op- 
eration: it must not impose undue restrictions on business policies, but at the 
same time should facilitate their implementation. 

From a systems design point of view this has a number of implications. Firstly, 
business assessments and policies must be representable in the system, without 
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the system constraining this representation (in other words, without the sys- 
tem taking over too much of the decision-making process) . Secondly the system 
should aid the process of overbooking and reacting to the overloads resulting 
from overbooking. For instance, service providers that pay more should be bet- 
ter isolated from overloads than others; to achieve this goal, resource control 
policies should help determine (i) how to map individual applications to nodes 
in the cluster, (ii) the amount of overbooking on each individual node depending 
on the yield from that node and the service guarantees that need to be provided 
to applications, and (iii) how to handle an overload scenario. Thirdly, the system 
should provide timely feedback into the business domain as the results of the 
process and the behavior of other commercial parties involved (principally the 
service providers). 



2.2 End-User Challenges: The Need for Appropriate Abstractions 

Applications running on a public computing platform will be inherently hetero- 
geneous. One can expect such platforms to run a mix of applications such as 
streaming audio and video servers, real-time multiplayer game servers, vanilla 
web servers, and ecommerce applications. These applications have diverse per- 
formance requirements. For instance, game servers need good interactive per- 
formance and thus low average response times, ecommerce applications need 
high aggregate throughput (in terms of transactions per second), and streaming 
media servers require real-time performance guarantees. For each such applica- 
tion (or service), a service provider contracts with the platform provider for the 
desired performance requirements along various dimensions. Such requirements 
could include the desired reservation (or share) for each capsule as well as av- 
erage response times, throughput or deadline guarantees. To effectively service 
such applications, the platform should support flexible abstractions that enable 
applications to specify the desired performance guarantees along a variety of 
dimensions. 

We propose the abstraction of a capsule to express these requirements. A cap- 
sule is defined to be that component of an application that runs on an individual 
node; each application can have one or more eapsules, but not more than one 
per node. A capsule can have a number of attributes, such as the desired CPU, 
network and disk reservations, memory requirements, deadline guarantees, etc., 
that denote the performance requirements of that capsule. It’s important to note 
that capsules are a post facto abstraction: for reasons detailed in [12] we try not 
to mandate a programming model for service authors. Capsules are therefore 
an abstraction used by the platform for decomposing an existing service into 
resource principals. 



2.3 Implications for System Design 



The above research challenges have the following implications on platform design. 
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Capsule Placement. A typical public computing platform will consist of tens 
or hundreds of nodes running thousands of third-party applications. Due to 
the large number of nodes and applications in the system, manual mapping 
of capsules to nodes in the platform is infeasible. Consequently, an automated 
capsule placement algorithm is a critical component of any public computing 
platform. The aim of such an algorithm is clearly to optimize revenue from the 
platform, and in general this coincides with maximizing resource usage. However, 
a number critical factors and constrains modify this: 

Firstly, the algorithm must run incrementally: services come and go, nodes 
fail, and are added or upgraded, and all this must occur with minimal disruption 
to service. This means, for instance, that introducing a new capsule must have 
minimal impact of the placement of existing capsules, since moving a capsule is 
costly and may involve violating a resource guarantee. 

Secondly, capsule placement should take into account the issue of overbook- 
ing of resources to maximize yield; sophisticated statistical admission control 
algorithms are needed to achieve this objective. Much of the past work on sta- 
tistical admission control has focussed on a single node server; extending these 
techniques to clustered environments is non-trivial. 

Thirdly, there are technological constraints on capsule placement, for exam- 
ple capsules are generally tied to a particular operating system or execution 
environment which may not be present on all nodes. 

Finally, there are less tangible security and business-related constraints on 
capsule placement. For example, we might not wish to colocate capsules of rival 
customers on a single node. On the other hand, we might colocate a number of 
untrusted clients on a single node if the combined revenue from the clients is 
low. 

To help make this last constraint tractable, and also integrate notions of over- 
booking, we introduce the twin abstractions of trustworthiness and criticality, 
explored in more detail in [13]. These concepts allow us to represent business- 
level assessments of risk and cost-benefit at the system level. 

Trustworthiness is clearly an issue, since third-party applications will gen- 
erally be untrusted and mutually antagonistic; isolating untrusted applications 
from one another by mapping them onto different nodes is desirable. Trustwor- 
thiness is a function of many factors outside the scope of the system (including 
legal and commercial considerations), but the placement of capsules must take 
trust relationships into account. 

The complementary notion of criticality is a measure of how important a 
capsule or an application is to the platform provider. For example, criticality 
could be a function of how much the service provider is paying for application 
hosting. Clearly, mapping capsules of critical applications and untrusted appli- 
cations to the same node is problematic, since a denial of service attack by the 
untrusted application can result in revenue losses for the platform provider. 

In summary, capsule placement becomes a multi-dimensional constrained op- 
timization problem — one that takes into account the trustworthiness of an ap- 
plication, its criticality and its performance requirements. 
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Resource Control. A public computing platform should employ resource con- 
trol mechanisms to enforce performance guarantees provided to applieations and 
their capsules. As argued earlier, these mechanisms should operate in multi- 
node environments, should isolate applications from one another, enforce re- 
source reservations on a sufficiently fine time-scale, and meet requirements such 
as deadlines. These issues are well understood within the multimedia commu- 
nity for single node environments. For instance, hierarchical schedulers [14] meet 
these requirements within a node. However, these techniques do not carry over 
to multi-resource (multi-node) environments. For instance, it was shown in [5] 
that uniprocessor proportional-share scheduling algorithms can cause starvation 
or unbounded unfairness when employed for multiprocessor or multi-node sys- 
tems. Consequently, novel resource eontrol techniques will need to be developed 
for these environments. 



Failure Handling. Since high availability is critical to a public computing 
platform, the platform should handle failures in a graceful manner. In contrast 
to traditional clusters, the commereial nature of a publie eomputing platform 
has an important effect on how failures are handled: we can classify failures as 
to whose responsibility it is to handle them, the platform provider or a serviee 
provider. 

We distinguish three kinds of failures in a public computing platform: (i) 
platform failures, (ii) application failures, and (iii) eapsule failures. 

A platform failure occurs when a node fails or some platform-specific software 
on the node fails. Interestingly, resource exhaustion on a node also constitutes a 
platform failure — the failure to meet performance guarantees (since resources on 
each node of the platform may be overbooked to extract statistical multiplexing 
gains, resource exhaustion results in a violation of performance guarantees). 
Platform failures must be dealt with by deteeting them in a timely manner and 
recovering from them automatically (for instance, by restarting failed nodes or 
by offloading capsules from an overloaded node to another) . 

An applieation failure occurs when an applieation running on the platform 
fails in a manner detectable by the platform. Depending on the application and 
the service contract between the platform provider and the service provider, 
handling application failures could be the responsibility of the platform provider 
or the service provider (or both). In the former scenario, application semantics 
that constitute a failure will need to be specified a priori to the platform provider 
and the platform will need to incorporate applieation-specific mechanisms to 
detect and recover from such failures. 

A capsule failure oecurs when an application capsule fails in a way unde- 
tectable to the platform provider, for example an internal deadlock condition in 
an application. Capsule failures must be assumed to be the responsibility of the 
serviee provider and the platform itself does not provide any support for dealing 
with them. 

We have found this factorization of failure types highly useful in designing 
fault-tolerance meehanisms for a publie computing platform. 




Timothy Roscoe and Prashant Shenoy 



3 Status of Ongoing Work and Conclnding Remarks 

We believe that there are compelling reasons to host large numbers of Internet 
services on a cluster-based platform. In particular, we are interested in the case 
where there are many more services than machines - this is a different space 
from current commercial hosting solutions, but one where we feel considerable 
innovation in applications is possible if the economic barrier to entry is very low. 

Facilitating this innovation requires support for highly diverse resource guar- 
antees: current application- level connection scheduling work restricts applica- 
tions to web-based or similar request-response systems, and consequently re- 
stricts the diversity of feasible services (and how cheap it is to offer them). 
Much research from the field of multimedia systems can be reapplied here - 
indeed this may be a more compelling case for resource control facilities in the 
real world than multimedia workstations. 

However, both the clustered environment and the business relationships in- 
volved in the design of public platforms adds new challenges: (i) heterogeneity 
of applications, distributed application components, and processing nodes; (ii) 
place of capsules within the platform; (hi) failure handling in a domain of split 
responsibility, and (iv) overbooking and yield management. 

Our current research focuses on these issues for a public computing plat- 
form. Specifically, we are investigating techniques for yield management [13], 
capsule placement, overbooking and predictable resource allocation in such en- 
vironments. 
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Abstract. Future Internet applications will increasingly use multiple 
communications and computing devices in a distributed fashion. In this 
paper, we identify an emerging and important application class com- 
prised of a set of processes on a cluster of devices communicating to a 
remote set of processes on another cluster of devices across a common 
intermediary Internet path. We call applications of this type cluster-to- 
cluster (C-to-C) applications. The networking requirements of C-to-C 
applications present unique challenges that current transport-level pro- 
tocols fail to address. In particular, these applications require aggregate 
measurement of network conditions across all associated flows and coor- 
dinated transport-level protocol behavior. A Coordination Protocol (CP) 
is proposed which allows a C-to-C application to coordinate flow behavior 
in the face of changing network conditions. CP provides cluster endpoints 
with a consistent view of network conditions, as well as cluster member- 
ship and bandwidth usage information. An application may use CP to 
define and implement a coordination scheme supporting particular flow 
priorities and other objectives. 



1 Introduction 

Future Internet applications will increasingly make use of multiple communica- 
tion and computing devices in a distributed fashion. Examples of these applica- 
tions include distributed sensor arrays, tele-immersion [9], computer-supported 
collaborative workspaces (CSCW) [4], ubiquitous computing environments [13], 
and complex multi-stream, multimedia presentations [16]. In many such appli- 
cations, no one device or computer produces or manages all of the data streams 
transmitted. Instead, the endpoints of communication are collections of devices. 
We call applications of this type cluster- to- cluster (C-to-C) applications. 

In a C-to-C application, a set of processes distributed on a cluster of devices 
or computers communicates with another set of processes on a remote cluster of 
devices or computers. For example, a cluster may be comprised of a collection of 
capture devices (e.g., video cameras, microphones, etc.), each of which produces 
a stream of data. The other cluster might be a collection of display devices (e.g., 
digital light projectors, speakers, head-mounted displays, etc.) and computers 
that archive data in various ways. Processes are distributed on each device cluster 
to manage data streams and control the application. 
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C-to-C applications share two important properties. First, communication 
between endpoints on the same local cluster takes place with minimal delay 
and loss. We can make this assertion because the local intranet supporting the 
cluster can be provisioned to comfortably support application traffic loads. In 
other words, the local networking environment often will be engineered and 
implemented with the C-to-C application in mind. Second, while no two flows 
within the application share the exact same end-to-end path, all flows share a 
common Internet path between clusters. This shared common path represents 
the majority of the traversal path between endpoints on different clusters, and 
the region in which network congestion will most likely affect C-to-C application 
performance. Although the path between clusters is not guaranteed to be the 
same for all flows (or even all packets within a flow), in general we can expect 
that network conditions between clusters will be similar. 

Different flows within a C-to-C application may use more than one transport- 
level protocol to accomplish their communication objectives. Streamed audio and 
video data, for example, may use UDP or a UDP-based protocol like RTP, while 
control information is exchanged using TCP to ensure reliability. Application- 
specific protocols which handle media encoding, flow control, reliability, or con- 
gestion control in specialized ways may also be used. 

A fundamental problem with current transport-level protocols within the C- 
to-C application context, however, is that they lack coordination. Application 
streams share a common intermediary path between clusters, and yet operate 
in isolation from one another. As a result, flows may compete with one another 
when network resources become limited, instead of cooperating to use available 
bandwidth in application-controlled ways. For example, an application may wish 
to give certain streams priority over others or stipulate that different proportions 
of available bandwidth be used by specific streams. We are interested in C-to-C 
applications with rich semantic relationships between flows that can be exploited 
to improve application performance. 

In this position paper, we postulate that the C-to-C application architecture 
can significantly benefit from network mechanisms that allow transport-level 
protocol coordination of separate, but semantically related, flows of data. In the 
following sections of this paper we will: 

— Motivate the C-to-C application architecture with a specific example. 

— Identify a number of networking challenges posed by such an application. 

— Provide a specific proposal for a transport-level coordination mechanism. 

— Defend the design decisions made in our proposed mechanism, and discuss 
related work. 

2 A Motivating Example 

This section describes a specific application which motivates the need for trans- 
port-level protocol coordination and illustrates the networking challenges faced 
by C-to-C applications. The application is the Office of the Future. The Office 
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of the Future was conceived by Fuchs et ah, and their experimental prototype 
of the application is described further in [9] . 

In the Office of the Future, tens of digital light projectors are used to make al- 
most every surface of an office (walls, desktops, etc.) a display surface. Similarly, 
tens of video cameras are used to capture the office environment from a number 
of different angles. At real-time rates, the video streams are used as input to 
stereo correlation algorithms to extract 3D geometry information. Audio is also 
captured from a set of microphones. The video streams, geometry information, 
and audio streams are all transmitted to a remote Office of the Future environ- 
ment. At the remote environment, the video and audio streams are warped using 
both local and remote geometry information and stereo views are mapped to the 
light projectors. Audio is spatialized and sent to a set of speakers. Users within 
each Office of the Future environment wear shutter glasses that are coordinated 
with the light projectors. 




Fig. 1. The Office of the Future. 



The result is an immersive 3D experience in which the walls of one office 
environment essentially disappear to reveal the remote environment and provide 
a tele-immersive collaborative space for the participants. Furthermore, synthetic 
3D models may be rendered and incorporated into both display environments as 
part of the shared, collaborative experience. Figure 1 is an artistic illustration 
of the application. 

We see the Office of the Future as a concrete vision of a C-to-C applica- 
tion that progresses far beyond today’s relatively simple video applications. The 
Office of the Future uses scores of media streams which must be manipulated 
in complex ways. The computational complexity of the application requires the 
use of several computational resources (possibly including specialized graphics 
hardware) . 
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The Office of the Future is a good example of a C-to-C application because the 
endpoints of the application are collections of devices. Two similarly equipped 
offices must exchange myriad data streams. Any specific data stream is trans- 
mitted from a specific device in one environment to one or more specific devices 
in the remote environment. Within the strict definition of end-to-end used by 
current protocols, few if any of these streams will share a complete path. If we re- 
lax the definition of end-to-end, however, we can see that all of the data streams 
will span a common shared communication path between the local networking 
environments of each Office of the Future. 

The local network environments are not likely to be the source of conges- 
tion, loss, or other dynamic network conditions because these environments are 
within the control of the local user and can be provisioned to support the Office 
of the Future application. The shared path between two Office of the Future 
environments, however, is not under local control and thus will be the source of 
dynamic network conditions. 

Current transport-level protocols fail to address the complex needs of an 
application like the Office of the Future. For example, this application requires 
dynamic interstream prioritization. Beyond just video information, the Office of 
the Future uses a number of other media types including 3D models and spa- 
tialized audio. Because these media types are integrated into a single immersive 
display environment, user interaction with any given media type may have im- 
plications for how other media types are encoded, transmitted, and displayed. 
For example, the orientation and position of the user’s head indicates a region of 
interest within the display. Media streams that are displayed within that region 
of interest should receive a larger share of available bandwidth and be displayed 
at higher resolutions and frame rates than media streams that are outside the 
region of interest. When congestion occurs, lower priority streams should react 
more strongly than higher priority streams. In this way, appropriate aggregate 
behavior is achieved and application-level tradeoffs arc exploited. 



3 Networking Challenges 

To generalize the networking challenges faced by complex C-to-C applications 
like the Office of the Future, we first develop a generic model for C-to-C appli- 
cations and subsequently characterize the networking requirements associated 
with this model. 



3.1 C-to-C Application Model 

We model a generic C-to-C application as two sets of processes executing on two 
sets of communication or computing devices. Figure 2 illustrates this model. 

A duster is comprised of any number of endpoints and a single aggrega- 
tion point, or AP. Each endpoint represents a process on some endpoint host 
(typically a networked computer) that sends and/or receives data from another 
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Fig. 2. C-to-C application model. 



endpoint belonging to a remote cluster. The AP functions as a gateway node con- 
necting cluster endpoints to the Internet. The common traversal path between 
aggregation points is known as the cluster-to-cluster data path. 

Endpoints within the same cluster are connected by an intranet provisioned 
with enough bandwidth to comfortably support the communication needs of the 
cluster. In general, latency between endpoints on the same cluster is small com- 
pared to latency between endpoints on different clusters. Our overall objective 
is to coordinate endpoint flows across the cluster-to-cluster data path where 
available bandwidth is uncertain and constantly changing. 

3.2 Networking Requirements 

A useful metaphor for visualizing the networking requirements of C-to-C applica- 
tions is to view the communication between clusters as a rope with frayed ends. 
The rope represents the aggregate data flows between clusters. Each strand rep- 
resents one particular transport-level stream. At the ends of the rope, the strands 
may not share the same path. In the middle of the rope, however, the strands 
come together to form a single aggregate object. While each strand is a separate 
entity, they share a common fate and purpose when braided together as a rope. 

With this metaphor in mind, we identify several important networking re- 
quirements of C-to-C applications: 

— Global measurements of congestion, delay, and loss. Although each 
stream of a C-to-C application is an independent transport-level flow of data, 
it is also semantically related to other streams in the same distributed ap- 
plication. As such, network events such as congestion, delay, and loss should 
be measured and reported for the flows as an aggregate. 

— Preserved end-to-end semantics. The specific transport-level protocol 
(i.e., TCP, UDP, RTP, RAP, etc.) that is used by each flow will be specific 
to the communication requirements of the data within the flow and the role it 
plays within the larger application. Thus, each transport-level protocol used 
should still maintain the appropriate end-to-end semantics and mechanisms. 
For example, if a data flow contains control information that requires in- 
order, reliable delivery, then the transport-level protocol used to deliver this 
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specific flow (e.g., TCP) should provide these services on an end-to-end basis. 
Thus, although the flow is part of an aggregate set of flows, it should still 
maintain end-to-end mechanisms as appropriate. 

A coordinated view of current network conditions. Even though each 
flow maintains its own end-to-end semantics, the flows should receive a co- 
ordinated view of current network conditions like available bandwidth and 
global measures of aggregate delay, loss, and congestion. We need to sepa- 
rate the adaptive dynamic behavior of each transport-level protocol, which 
depends on end-to-end semantics of individual streams, from the mecha- 
nisms used to measure current network conditions, which are global across 
all streams of the application. 

— Interstream relative bandwidth measurements. Individual streams 
within the C-to-C application may require knowledge about their bandwidth 
usage relative to the other streams of the same application. This knowledge 
can be used to determine the appropriate bandwidth level of a particular 
stream given application-level knowledge about interstream relationships. 
For example, an application may want to establish a relationship between 
two separate flows of data such that one flow consumes twice as much band- 
width as the other. 

— Deployability Finally, the mechanisms used to provide C-to-C applications 
with transport-level protocol coordination need to be reasonably deployable. 

In the following section, we outline a design for a mechanism that meets these 
requirements. 

4 The Coordination Protocol 

Our approach to this problem is to propose a new protocol layer between the 
network layer (IP) and transport layer (TCP, UDP, etc.) that addresses the 
need for coordination in C-to-C application contexts. We call this protocol the 
Coordination Protocol ( CP). The coordination function provided by CP is trans- 
port protocol independent. At the same time, CP is distinct from network-layer 
protocols like IP that play a more fundamental role in routing a packet to its 
destination. 

CP works by attaching probe information to packets transmitted from one 
cluster to another. As the information is acknowledged and returned by packets 
of the remote cluster, a picture of current network conditions is formed and 
shared among endpoints within the local cluster. A consistent view of network 
conditions across flows follows from the fact that the same information is shared 
among all endpoints. 

Figure 3 shows our proposed network architecture. CP will be implemented 
between the network layer (IP) and the transport layer (TCP/UDP). We call 
this layer the coordination layer. The coordination layer will exist on each device 
participating in the C-to-C application, as well as on the two aggregation points 
on either end of the cluster-to-cluster data path. 
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At the endpoints, CP can be implemented on top of IP in a straightforward 
manner, much as TCP and UDP are implemented on top of IP. At the aggre- 
gation points, CP must be part of the forwarding path. As such, forwarding 
behavior must be modified to include a CP handling routine before IP forward- 
ing can subsequently take place. We acknowledge this departure from standard 
IP behavior by labeling the IP layer at the AP’s in Figure 3 as IP*. 

Transport-level protocols will be built on top of CP in the same manner that 
TCP is built on top of IP. CP will provide these transport-level protocols with 
a consistent view of network conditions. These transport-level protocols will 
in turn use this information, along with various configuration parameters, to 
determine a data transmission rate and related send characteristics. In Figure 3, 
we show several possible transport-level protocols (C-TCP, C-UDP, and C-RTP) 
which are meant to represent coordinated counterparts to existing protocols. 



4.1 Basic Operation 

Figure 4 shows a CP data packet. CP encapsulates transport-level packets by 
prepending a small header. In turn IP will encapsulate CP packets and the 
protocol header will indicate that CP is being used. Each CP header will contain 
an identifier associating the packet with a particular C-to-C application. The 
remaining contents vary according to the changing role played by the CP header 
as it traverses the network path from source endpoint to destination endpoint. 



Application Layer 

Transport Layer 

Coordination Layer 
Network Layer 




Packet Path 



Fig. 3. CP network architecture. 



— As packets originate from source endpoints. 

The CP header may be used to communicate requests to the local AP. For 
instance, an endpoint may request to join or leave a cluster, have a member- 
ship or bandwidth usage report issued, or post a message to all endpoints 
within the local cluster. If no request is made, then cluster, flow, and protocol 
information are simply included in the CP header for identification. 

As packets arrive at the local AP. 

CP header and packet information is processed. Part of the CP header will 
then be overwritten, allowing the AP to communicate congestion probe in- 
formation with the remote AP. 
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— As packets arrive at the remote AP. 

The CP header is processed and used to detect network conditions. Again, 
part of the CP header is overwritten to communicate network condition 
information with the remote endpoint. 

As packets arrive at the destination endpoint. 

Network condition information is obtained from the CP header and passed 
on to the transport-level protocol and the application. 



4.2 Detecting Network Conditions 

A primary function of CP is to measure congestion and delay along the cluster- 
to-cluster data path. To accomplish this objective, each packet passing from one 
AP to another will have two numbers inserted into its CP header. The first 
number will be a sequence number that increases monotonically for every packet 
sent. The second number will be an echo of the last sequence number received 
from the other AP. 

By recording the time when a new sequence number is sent and the time 
when its echo is received, the AP can approximate the round trip time and infer 
network delay. Similarly, missing sequence numbers can be used to detect packet 
loss and infer congestion. 

Because sequence numbers in the CP header do not have any transport-level 
function, CP can use whatever packet is being transmitted next to carry this 
information as long as the packet is part of a flow associated with the C-to-C 
application. Since the packets of multiple flows are available for this purpose, this 
mechanism can be used for fine-grained detection of network conditions along 
the cluster-to-cluster data path. 



IP Header 






CP Header 


’ 


Transport-level 

Header 


^ Packet Data 



Header Element Stage of Communication 



Protocol Identifier 
Cluster Identifier 
Sequence Number 
Echo Seq. Number 
Flow Identifier 
Flow Priority Weight 
Delay Report 
Congestion Report 



|— Always present. 

|_ Used between 
\ aggregation points. 

|_ Used from endpoint to 
\ aggregation point. 

|_ Used from aggregation 
\ point to endpoint. 



Fig. 4. CP packet structure. 



4.3 Transport-Level Interface 

An important aspect of CP is the design of its interface with transport-level 
protocols. CP provides transport-level protocols with information about network 
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conditions, including congestion and delay measurements. These measurements 
are delivered whenever packets pass from CP to the transport-level protocol 
through this interface. 

Variants of existing transport-level protocols will be developed on top of this 
interface. For example, a coordinated version of TCP (C-TCP) will consider ac- 
knowledgements only as an indicator of successful transfer. Congestion detection 
will be relegated entirely to CP. 

Because an application will need to provide CP-related information to the 
transport-level protocol, some aspects of the transport-level interface will be ex- 
posed to the networking API (i.e., the socket layer). For instance, an application 
will need to supply a cluster identifier that associates the flow with a given C-to- 
C application. In the reverse direction, some transport-level protocols will make 
delay, jitter, loss, or other CP-derived information available to the application 
layer. 



4.4 Cluster Membership Services 

An AP maintains a cluster membership table for each C-to-C application. This 
table is created when a CP packet for a C-to-C application with no current 
table is received and is maintained as soft state. Endpoints are dynamically 
added and deleted from this table. Storing the table as soft state avoids explicit 
configuration and makes the mechanism lightweight and robust 

A cluster membership table performs two important functions. First, it main- 
tains a list of known cluster endpoints. This allows the AP to broadcast network 
condition information to all C-to-C application participants. Endpoints may also 
request a membership report from the AP to receive a current listing of other 
endpoints. This list may be used in application-specific ways, for example to 
communicate point-to-point with cluster participants or to track cluster size. 

The second function is that of bandwidth monitoring. An AP will monitor 
bandwidth usage for each cluster endpoint and use the cluster membership ta- 
ble to store resulting statistics. An endpoint may request a bandwidth report 
to obtain information on bandwidth usage among other endpoints, as well as 
aggregate statistics on the cluster as a whole. This information can be used in 
application-specific ways to configure and manage flow coordination dynamically. 

5 Design Rationale 

5.1 Benefits of CP 

We believe the benefits of our approach to be substantial and include: 

— Locally deployable. 

CP requires changes to protocol stacks within application clusters only. No 
changes are required of forwarding nodes along the Internet path between 
clusters. Furthermore, cluster endpoints can coexist with non-CP communi- 
cation and computing devices. 
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— Available to all transport protocols. 

A consistent view of network conditions is accessible by all flow endpoints, 
regardless of the transport-level protocol used by a given flow. 

— Flexible. 

Our approach does not dictate how an application handles flow coordination. 
Nor does it enforce coordination schemes through external traffic shaping or 
packet scheduling at switching points. Instead, flow endpoints are informed 
of network conditions and adjust in application-defined ways. 

— Dynamic membership and configuration. 

The number of endpoints within a cluster may change dynamically, along 
with the traffic characteristics of any given flow endpoint. 

Sensitive to router performance issues. 

While the CP architecture does require per-flow and per-cluster state to 
be maintained at the aggregation points, the work involved is limited to 
simple accounting operations and does not involve packet scheduling, queue 
management, or other complex processing. Furthermore, the performance of 
routers along the Internet path between clusters remains entirely unaffected. 

It is important to note that CP is only one possible implementation of a 
mechanism to satisfy the networking requirements of C-to-C applications out- 
lined in Section 3. The need for a transport-level coordination mechanism is 
motivated by the needs of C-to-C applications like tele-immersion distributed 
sensor arrays, and CSCW, which represent an important class of future Internet 
applications. The specific design of CP is our attempt to satisfy those needs. 

5.2 Design Justification 

We anticipate several questions about why we designed CP in the manner that 
we have and justify its design below. 

5.3 Why Do This below the Transport- Level? 

The primary reason for implementing CP below the transport-level is to preserve 
end-to-end semantics of the transport-level. Another possible approach would be 
to deploy CP at the application level by having all streams of a cluster sent to 
a multiplexing agent which then incorporated the data into a single stream sent 
to a demultiplexing agent on the remote cluster. This approach, however, has 
several drawbacks. By breaking the communication path into three stages, end- 
to-end semantics of the individual transport-level protocols have been severed. 
This approach also mandates that application-level control is centralized and 
integrated into the multiplexing agent. 

A secondary reason for implementing CP below the transport-level is because 
that is where the CP mechanisms logically belong. The transport-level is asso- 
ciated with the end-to-end semantics of individual streams. The network-level 
protocol (i.e., IP) is associated with the next-hop forwarding path of individual 
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packets. CP deals with streams that are associated together and share a sig- 
nificant number of hops along their forwarding paths, but do not share exact 
end-to-end paths. This relaxed notion of a stream bundle logically falls between 
the strict end-to-end notion of the transport-level and the independent packet 
notion of the network-level. 



5.4 Why Do This at Packet Granularity? 

By using every packet from every flow of data associated with a C-to-C applica- 
tion we can achieve fine-grained sampling of current network conditions. Fine- 
grained sampling is important because Internet network conditions are highly 
dynamic at almost all time scales. Sampling across the flows as an aggregate 
allows each transport-level protocol to have a more complete picture of current 
network conditions. Also, since each packet payload needs to be delivered to 
its intended endpoint destination, each CP packet provides a convenient and 
existing vehicle for probing network conditions and communicating resulting in- 
formation to application endpoints. Endpoints are given the opportunity to react 
to changing conditions in a fine-grained manner. 



5.5 Why Not Have the Endpoints Exchange Information? 

Another possible architecture for a transport-level protocol coordination mech- 
anism would be to exchange delay, loss, and bandwidth information among end- 
points. This presupposes, however, that the endpoints are aware of each other. 
Our CP design, on the other hand, allows for loosely-coupled C-to-C applications 
in which this may not be the case. Endpoints of a C-to-C application are only 
required to use the same cluster identifier which can be distributed through a 
naming service like DNS or some other application-specific mechanism. The ag- 
gregation points are a natural place for cluster- wide accounting of loss, delay, and 
bandwidth since all packets of the cluster will pass through them. The design of 
CP is cognizant of the additional processing load this places on the aggregation 
point which is reflected in its relatively simple accounting mechanism. 

5.6 Related Work 

The ideas behind CP were primarily inspired by the Congestion Manager (CM) 
architecture developed by Balakrishnan [2]. CM provides a framework for dif- 
ferent protocols to share information concerning network conditions. The CM is 
an excellent example of a coordination mechanism, but operates only when the 
transport-level flows share the entire end-to-end path. 

In [6] , Kung and Wang propose a scheme for aggregating traffic between two 
points within the backbone network and applying the TCP congestion control 
algorithm to the whole bundle. The mechanism is transparent to applications 
and does not provide a way for a particular application to make interstream 
tradeoffs. 
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Pradhan et al. propose a way of aggregating TCP connections sharing the 
same traversal path in order to share congestion control information [8]. Their 
scheme takes a TCP connection and divides it into two separate (“implicit”) 
TCP connections: a “local subconnection” and a “remote subconnection.” This 
scheme, however, breaks the end-to-end semantics of the transport protocol (i.e., 
TCP). 

Active networking, first proposed by [11] allows custom programs to be in- 
stalled within the network. Since their original conception, a variety of active 
networking systems have been built [14, 1, 3, 12, 15, 5, 7, 10]. They are often 
thought of as a way to implement new and customized network services. In fact, 
CP could be implemented within an active networking framework. Active net- 
working, however, mandates changes to routers along the entire network path. 
This severely hinders deployment. CP requires changes only at the endpoints 
and at the aggregation points. 

6 Summary 

In this position paper, we motivated the need for transport-level protocol co- 
ordination for a particular class of distributed applications that we described 
as cluster-to-cluster applications. In particular, C-to-C applications are charac- 
terized by many independent, but semantically related, flows of data between 
clusters of computation and communication devices. This application architec- 
ture requires that end-to-end transport-level semantics be preserved, while at 
the same time, providing each stream with a consistent view of current network- 
ing conditions. To achieve this, each transport-level protocol needs measures of 
congestion, delay, and loss for the aggregate bundle of data flows. 

We described the design of the Coordination Protocol (CP) which provides 
for the unique networking requirements of C-to-C applications. The main fea- 
tures of CP are: 

— Transport-level protocol independent. 

— Locally deployable. 

— Fine grained sampling of network conditions. 

— Flexible. 

— Supports dynamic membership and configuration. 

CP provides cluster endpoints with a consistent view of network conditions, as 
well as cluster membership and bandwidth usage information. With this informa- 
tion, a C-to-C application can make coordination decisions according to specific 
objectives and a privileged understanding of application state. CP will facilitate 
the development of next generation Internet applications. 
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Abstract. This paper highlights some early results from our current research. 
We are building prototype multimedia services, e.g., digital television, video on 
demand, and teleconferencing, for metropolitan area networks. Our work 
illustrates that application-aware resource management plays a critical role in 
providing such services economically. The paper describes a middleware 
system — called Narnia — that supports the development and deployment of 
these application-aware resource controls. Using Narnia programming 
abstractions, application developers can create flexible, dynamic resource 
managers as part of multimedia service implementations. The paper also 
presents a brief summary of our experiences using Narnia to build applications. 



1 Introduction 

Our goal is to provide multimedia services to communities of people. More precisely, 
we intend to make multimedia services, e.g., digital television, video on demand, 
multimedia teleconferencing, and multi-party games, available through packet 
networks. Towards this goal, we are building a prototype data center, which is 
illustrated in Figure 1. It contains a switch/router complex that supports data 
distribution among its users’ endpoint devices, local application servers, and interfaces 
to external networks. Its application servers store and/or cache data as well as 
perform specialized manipulations. Its software manages loads on its network and 
computing resources. 

Our experience building the data center has shown us that flexible, dynamic, 
application-aware controls of network and computing resource managers are 
necessary for economical deployment of multiple services to a large number of 
people. Without such controls, switches and routers can become overloaded as servers 
try to deliver large files or real-time data streams to users. Similarly, controls are 
needed to protect application servers from too many user requests. Simply adding 
switches and application servers to meet uncontrolled service loads would typically be 
too expensive. On the other hand, control software can effectively manage service 
loads. For example, a controller can balance the request load among a group of 
application servers. In addition, this controller could filter and/or aggregate requests, 
further reducing the load to any application server. 
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Data Center 




Figure 1: Data Center Components 



We have built middleware, which we call Narnia, to support development of 
application-aware controls for network and computing resources. According to the 
Narnia reference architecture, each resource control is built as a specialized 
application. As Figure 2 indicates, a typical application is built as a collection of 
controllers and gateways. 

Controllers receive requests from users and other controllers. Therefore, they are 
able to enforce rules (policies) concerning an application’s behavior. Controllers call 
upon gateways to manage specific resources, such as network elements or media 
servers. Gateways interact with these resources according to the resources’ command 
interfaces. A collection of controllers and gateways can run on one or more physical 
machines, according to specified deployment configurations. Different collections can 
be created to form different applications; thus, these components can be reused. 



2 System Components 

Narnia provides an extensible set of abstractions to support a variety of multimedia 
applications. Its base abstractions are sessions, events, event handlers, and shared 
resources. Controllers and gateways are built upon these abstractions. 
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Sessions. Each controller and gateway executes one or more sessions. Sessions are a 
mechanism for rendezvous and communication among users and servers. They 
maintain state, which provide contexts for these communications, and they have 
memory, which can be shared among communicating parties. A session also contains 
a set of event handlers and shared resourees (see below). 



Events 

To/From 

Users 

and/or 

Controllers 





Devices 



Events 



Events 




Server 

APIs 

To/From 

Servers 



Figure 2: Basic Components of a Control Application 



Events. Events are messages sent to and received from sessions; they are Narnia’s 
communication primitives. Each event is a request sent to a session within a control 
application or a response sent to an earlier requestor’s site. Narnia conneetion 
managers and event readers/writers handle underlying eommunieation details and 
provide each session with its own priority ordered event queue. The application 
developer, therefore, deals with events, not their transmission. 

Event Handlers. Event handlers process events; they give semantics to the events and 
implement service behaviors and policies. Each session defines a set of events and the 
handlers for those events; thus, a session is the basic context for a service 
(application). A service can be modified — perhaps during its execution — by creating a 
new session with updated event handlers. 
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Shared Resources. Sessions can contain shared resources. Each shared resource 
represents a specific hardware or software entity. A resource is implemented as a 
named set of event handlers within a session. Edge resources control non-Namia 
entities. Their event handlers manage each such entity through the entity’s own control 
interface, e.g., signal ports or APT Narnia gateways use edge resources to monitor and 
control non-Namia based system components, such as network routers and video 
servers. Namia controller sessions can also contain shared resources. These non-edge 
resources may refer, in turn, to edge and non-edge resources. Multiple non-edge 
resources can access a common (edge or non-edge) resource; however, an edge 
resource does not access other Narnia resources. 

Service Management Modules. In addition to these basic building blocks, Narnia 
provides service management modules, including application and session directories 
and performance monitors for events and network loads. These monitors, which are 
built as controllers and gateways, provide data needed for adaptive, dynamic behavior 
of application-aware resource controls. 



3 Experience 

We have used Namia to build two service prototypes: a digital television service and a 
video on demand service. Each of these services is based on a collection of controllers 
and gateways. 

The digital television service provides users with standard and premium (restricted 
access) channels. Programs are delivered as MPEG-2 streams at a nominal rate of 
6Mbps. The digital television server distributes only those programs that have been 
requested by viewers, and it sends each channel’s data to a multicast group 
representing the viewers of that channel. The digital television controller is 
responsible for defining and maintaining these multicast groups. It uses a network 
resource manager (a gateway) to control the relevant network elements (e.g., 
switches). 

The video on demand service allows users to select movies for downloading. The 
service operates via a “controlled blast,” in which a movie is downloaded to a user’s 
local store at a rate that can be faster than the movie’s real-time streaming rate. Users 
and the video on demand control negotiate to find a suitable download rate (up to 
80Mbps). In our service movie downloads begin at controller-determined intervals. 
This service definition allows the video on demand controller, like the digital 
television controller, to manage multicast groups for data distribution. 

We are now using Namia to build a multimedia chat room service, which gives 
users a means of exchanging text messages, talking, and viewing shared video during 
real-time interactions. The chat room controller coordinates the actions of other 
controllers to manage each chat room session. A text message controller manages 
posting, storing, and distribution of text messages. An audio controller manages an 
audio bridge (through an audio bridge gateway). The bridge is a shared resource that 
is responsible for mixing audio for chat room participants. The video controller 
interacts with a video gateway to control distribution of videos from a standard server. 
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Our work with these various multimedia services has shown that Narnia provides a 
suitable foundation for building application-aware controls. The programming 
abstractions of Narnia offer a small, but powerful base for communication among 
users and service program elements. Furthermore, Narnia’s support for event 
handlers — event handler classes, factories, and loaders — create a convenient platform 
for application development and execution. In fact, our directory server, performance 
monitor, and event logger controllers are the same except for the events and event 
handlers each one needs. Furthermore, Narnia core eomponents exhibit good 
performance. Using a Sun Enterprise 450 with two 450MHz CPUs, we have run a 
controller that receives small (a hundred bytes or so) requests, writes them to a disk 
log, and sends similar-sized responses back to its clients. The controller can handle 
approximately 8000 events per second. This level of communication performance 
gives developers great flexibility in distributing their program modules over different 
machines. 



4 Related Work 

Several middleware platforms for the support of multimedia serviees have been 
deseribed. Some of these platforms include communication primitives similar to those 
provided by Narnia, and we have seleeted representatives of these platforms for 
comparison to our present work. 

CINEMA[4] defines sessions as the basis for access to remote services. A session 
represents the collection of resources needed to provide a service. To provide a 
service, a CINEMA session locates and reserves the service’s required resources. 
Then it establishes the needed flow of data among the resources. Narnia sessions, in 
contrast, do not have inherent flow-building eapabilities (these are programmed as 
part of controller and gateway event handlers) and are not limited to a single user 
interaction (they can persist without active users). 

Several event-based middleware platforms, such as JEDI[2], Siena[2], and CORBA 
events[3], decouple event producers and consumers. The latter must register with an 
event dispatcher, specifying the types of events they are interested in processing. The 
former send events to the dispatcher, which in turn forwards them to all the consumers 
registered for that event type. Narnia does not contain such an event dispatcher. 
Rather, programmers can build such infrastructure using Narnia primitives. One would 
simply develop a controller with the dispatcher’s functionality. Other controllers and 
gateways can register their interest in sets of events with the new dispatch controller. 
However, Narnia does not provide a specification language to describe how an event 
handler should forward events. 

JAIN[6] is a collection of Java APIs to help developers build applications for 
multi-network (i.e. IP, ATM, and PSTN), multi-protocol and multi-party 
environments. JAIN is based on the JTAPI[5] call model. In contrast, our control 
applications are based on sessions that have no knowledge of the underlying networks 
and types of endpoint devices. It is possible to develop a Narnia gateway to uses 
JAIN-based applications as resources. 
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5 Summary 

This paper has presented a brief description of the Narnia middleware system, which 
supports both the development and the deployment of application-aware controls. 
Narnia’s basic abstractions — sessions, events, event handlers, and shared resources — 
provide the foundation for development of these control applications. Sessions form 
the basic context mechanism for applications, and events provide the basis for 
communication among system components. Event handlers act on events to provide 
service behaviors and policies. Shared resources represent underlying devices 
accessed by multiple users. 

The paper has also described our experiences using this middleware to build 
applications. By building these applications, we have learned that Narnia abstractions 
create a helpful base for programming controllers and gateways. Performance 
measurements show that Narnia communication primitives are sufficiently efficient to 
support distributed applications. Our planned future work includes further application 
development and performance tests. 
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Abstract. This paper introduces a novel access control architecture for publicly 
accessible, wireless networks. The architecture was designed to address the 
requirements obtained from a case study of ubiquitous Internet service provi- 
sioning within the city of Lancaster. The proposed access control mechanism is 
based on the concepts of secure user authentication, packet marking, and packet 
filtering at the access routers. The paper demonstrates to what extent this token- 
based, soft-state access control mechanism improves security and robustness, 
and offers improved performance over that provided by existing approaches 
within roaming networks. Early indications show the access control mechanism 
can better be implemented through the use of active routers, in order to 
facilitate dynamic rollout and configuration of the system. In addition, 
extensions to Mobile IPv6 are proposed, which provide support for roaming 
users at a fundamental level. 



1 Introduction 

A wireless network infrastructure, based on 802.11 wireless LAN technology, was 
installed throughout Lancaster city centre as part of the Guide project [1,2] with the 
aim of supporting tourists via an online tourist guide application. The second phase of 
the project. Guide II [3], is intended to interact with the recently formed Mobile IPv6 
Testbed collaboration between Cisco Systems, Microsoft Research, Orange and 
Lancaster University [4]. The new challenge is to “open up” the network and provide 
general-purpose, ubiquitous services and applications to Lancaster citizens, including 
public Internet access. In order to control access to the publicly available wireless 
network, secure user authentication and fine grained access control is essential. 

The core of the wireless network is based on 1 1Mbps IEEE 802.1 1 wireless LAN 
technology. The network infrastructure consists of numerous base stations distributed 
around Lancaster covering most of the city centre. Each base station is directly 
connected to a PC-based router, forming an access router. These access routers are 
linked back to the university campus backbone via DSL and SDFI. 

For the original tourist guide application (Guide I), the network was simply man- 
aged as an Intranet, without globally routable network addressing. However, as Guide 
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II aims to provide public Internet services to citizens, several crucial changes to the 
network implementation are required. (1) Globally routable network addressing must 
be introduced. (2) A secure access control mechanism that prevents unauthorised or 
even malicious users from using the network must be incorporated. (3) Further base 
stations need to be installed to improve coverage. And finally (4) the network protocol 
needs to incorporate support for host mobility to enable roaming between cells. While 
the original Guide architecture managed mobility within the Guide application, Guide 
II requires a transparent mobility mechanism to support general-purpose applications. 



2 Requirements 

This section summarises the key requirements for our access control architecture: 

Secure Access Control - As the network is publicly available throughout the city 
centre, a secure mechanism is required to ensure authorised access only. 

Transparent Access Control — The aecess control mechanisms must operate fully 
transparent to any correspondent node on the public Internet. 

Minimum User Inconvenience - End users of the access network should, apart from 
the initial authentication at login time, not notice any changes when using the 
network (i.e., standard applications must be fully supported). 

Support for Mobile Handoffs - Many of the applications that will be used within the 
testbed will be multimedia oriented, and may therefore have stringent quality of 
service constraints. In particular, these applications are likely to be sensitive to 
the packet loss and delay effects caused by mobile terminals performing handoffs 
between cells. Consequently, any access control mechanism introduced must not 
adversely affect the performance of such handoffs. 

Protection of Access Network — Protection against internal and external security 
threats such as denial-of-service attacks must be considered. 



3 Architecture 

The access control approach proposed here is based on the concept of packet marking 
and packet filtering. Access routers are placed at the periphery of the network to 
enforce packet filtering policies on the data traffic traversing the nodes. As a result, 
data packets sent by authorised users are forwarded, while packets of unauthorised 
clients are simply discarded. 

Authorisation for access to the network is granted by the authentication server. 
Upon successful authentication of a user, the server issues a short-lived access token 
to the user’s end system and informs the relevant access router(s) about the approval. 
The access token is a transitory credential that grants data packets from a particular 
user node access to the network. It is a soft-state mechanism, which requires the end 
systems to periodically refresh their authorisations. 
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Fig. 1. The access control infrastructure proposed for our wireless network deployed 
around the City of Lancaster. 

The key components of our access control architecture are described here. Figure 1 
illustrates how this will be implemented for our wireless network at Lancaster: 

• The Authentication Server is responsible for authenticating and authorising 
users of the access network. It provides a remote management interface for the 
set-up and configuration of user accounts. 

• The Gateway connects the access network with the public Internet or a private 
Intranet (i.e., Campus network). As an extension of the firewall concept it is 
concerned with external security threats of arbitrary nodes on the Internet. 

• The Access Routers (ARs) control access to the publicly accessible, wireless 
network. They block traffic originating from unauthorised end nodes based on 
network-level packet filtering. Co-locating the ARs directly with the base 
stations enables network-level protection to be applied on a per cell basis. 

• The End Systems (i.e., handheld devices, laptops, etc.) request periodic 
authentication on behalf of the users and perform packet marking for authorised 
users. While the latter is realised through minor modification of the network 
stack, the former can be accomplished either through extensions to the network 
stack or by means of a user-level system service. 



3.1 User Authentication 

User authentication is carried out between the user’s end system and the authentication 
server. As user authentication is needed on a periodic basis to refresh the access 
tokens, a lightweight mechanism is preferable. We therefore propose the use of a very 
simple request/response protocol (that consists of only one small message in each 
direction). 

The authentication request sent from a mobile node to the authentication server 
includes the user’s username and password as well as the node’s MAC address and IP 
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address. While the username and password are required to authenticate a client, the 
MAC and IP addresses are used to authorise the client node on the access routers. To 
prevent malicious users from spoofing the secret password of another user, the 
authentication protocol encrypts the user’s credentials, using a public key mechanism. 



3.2 Access Tokens 

Access tokens are issued to users upon successful authentication and authorisation. 
The tokens are the credential that grants data packets originating from authorised user 
nodes to pass through the access router. A token is essentially a random value that is 
large enough to make it hard to guess or discover by a brute force search within the 
lifetime of the token'. 

Upon successful authorisation, the authentication server generates an access token 
and sends it to the user for the packet marking. However, before those packets can 
pass the access router, the router’s access control list must also be updated. Conse- 
quently, the authentication server will also send an access list update to the respective 
access router (and its neighbouring routers) upon generation of a new access token. 
The access list update includes the triple (access token, IP address, MAC address). 

For security and robustness reasons, we chose to restrict the validity period of the 
access tokens to a configurable time interval (referred to as expiration time). The soft- 
state authentication protocol takes care of the periodic refresh of the user authorisa- 
tion. The refresh time of the soft-state protocol must therefore be sufficiently smaller 
than the expiration time. 

The main advantage of short-lived access tokens is that they are hard to spoof; 
especially in a roaming network, where a node’s physical location changes frequently. 



3.3 Packet Filtering 

As the access control mechanism is based on network level packet filtering within the 
access routers, each access router maintains an access control list (ACL). This list 
accommodates the (access token, MAC address, IP address) filter information 
required to identify ‘authorised packets’ (packets that originate from authorised users). 
Access routers maintain separate ACLs for each network for which it is responsible. 

When an access router receives an ‘upstream’ packet from a wireless device, it 
checks the relevant ACL to decide how to process the packet. If no ACL entry is 
present for the received packet, then the packet is simply discarded. There is however, 
one exception to this rule - packets destined for selected well-known servers on the 
network are allowed to pass. This enables unauthenticated mobile nodes access to 
limited network services (for example, the authentication server). 

Upstream packets with MAC addresses matching an access list entry are further 
inspected. The router checks whether or not the IP address and access token included 
in the packet is valid. If so, the packet is granted access to the network. 



' Since we envision a tokens lifetime in the order of a few minutes, we suggest a value of 32 
bits for now. 
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Downstream packets (destined for wireless devices) are also subject to packet fil- 
tering. Thus, packets routed to the wireless networks force an ACL lookup. If no entry 
for the destination address exists, then the packet is dropped. Again, there is an 
exception for packets sourced from trusted hosts, such as the authentication server. 



3.4 Roaming Support 

We believe that in order to manage a large scale public access network, a set of 
boundaries must be in place, between areas of different administration. For example, it 
may be necessary to prevent users from gaining access to a certain part of the network 
for security reasons, or it may be necessary to use different link layer wireless tech- 
nologies in different scenarios. As a result, by far the easiest way to separate these 
administrative areas is by placing each of them into a different layer 3 network. This 
allows for much more fine-grained and scalable management of the network. 

As a result of this however, the mobile terminals require now a layer 3 mobile 
routing protocol, such as Mobile IPv4/v6, to roam between administrative domains. 
Therefore, upon a network handoff, mobile devices obtain a new care-of-address 
(CoA) for their new physical network location^. Consequently, network access may 
well be controlled by a different access router, which will have no knowledge of the 
user’s previous authorisation. The access control scheme described so far however, 
could take up to several minutes before the user regains network access (i.e., until the 
next authentication refresh is carried out), which would clearly be unacceptable. 

In order to overcome this weakness, we propose two special measures for roaming 
networks: 

1. The mobile node must immediately perform an authentication refresh upon a 
network handoff. 

2. When an access control triple is sent to an access router by the authentication 
server (in order to authorise a user), a copy of that triple is also sent to all 
neighbouring access routersh Consequently, a node’s new access router will 
already have an entry in its ACL when the node moves into its coverage area. If 
the respective access router then receives a packet from the mobile node, which 
has a valid ACL entry that matches the MAC address and access token, but not 
the IP address, it will still grant access for a short ‘reprieve time’. However, if 
the router does not receive a fresh access list update for the node’s new IP 
address before the reprieve time expires, traffic will be blocked. This technique 
preserves safety by granting access to packets based on a node’s previous 
authorisation. 

These extensions have the advantage that they do not interfere with or slow down 
network-level handoffs. The initial user authentication required when entering a new 
area is simply delayed (i.e. carried out in the background) to avoid extra latency. 



^ This is usually achieved either through DHCP (v4/v6) or the auto-configuration mechanisms 
of IPv6. 

^ Neighbouring routers are initially configured manually on the authentication server. 
However, an automated discovery protocol is subject to further research. 
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The reprieve time must be chosen carefully. On the one hand, the interval should be 
minimal as it gives provisional aecess to users based on their previous authorisation 
while, on the other hand, it must be long enough to complete an authorisation cycle."* 



3.5 Enhanced Security 

The access control solution described so far provides effective aeeess control, but is 
subject to attack - the scheme is vulnerable to MAC address spoofing. Since the 
access token is transmitted in clear text, a malicious user in the same cell could snoop 
the network to obtain another user’s “secret” credential. The combination of this cre- 
dential and ‘spoofing’ the user terminal’s MAC address would grant an attacker access 
to the network. Although the soft-state nature of the aecess control alleviates the 
problem because access tokens are only a short-lived authorisation, an impostor could 
develop an automated mechanism to snoop periodically for valid credentials. 

As a consequence, to fully secure the access control mechanism even against MAC 
address spoofing, the access token must be encrypted whenever it is sent across the 
public wireless network. This gives us two areas of vulnerability. Firstly, the 
request/response protocol between a wireless device and the authentication server, and 
secondly, when the wireless terminal sends the tagged packets with the aecess token. 

The interaction between a mobile deviee and the authentication server uses a 
combination of public and secret key meehanisms to avoid the need for a public key 
distribution infrastructure. The authentication server has a well known public key. 
Upon initiating an authentication request, the mobile device chooses a random session 
key. This key is then encrypted (along with the rest of the authentication request) using 
the server’s public key, and sent to the authentication server. The response from the 
authentication server (which contains the mobile device’s access token) is then 
encrypted using this shared session key (based on a symmetric encryption algorithm). 
This secures the conveyance of the access token. 

In order to secure the second condition (where the mobile node sends a packet), the 
access token is also encrypted using the session key. In order to verify the authorisa- 
tion of a packet, the relevant access router therefore also needs to know this session 
key. This is conveyed to the access router from the authentication server as part of the 
ACL update message. 

In order to prevent replay-attacks (whereby the encrypted access token could sim- 
ply be copied by an attacker), the access token is encrypted together with the packet’s 
checksum. The checksum is derived from a CRC of the dynamic fields in the packet, 
such as the length field in the IP header, the sequence number of the TCP header, etc. 

In network environments where the communication channels between the authenti- 
cation server and the access router cannot be trusted, the access control list up date, 
which also includes the access token, must be encrypted as well. Standard end-to-end 
encryption techniques such as IPsec are recommended. 

In cases where users demand a high level of security (for example, full privacy), the 
architecture supports an additional layer of protection based on data encryption on the 



"* We recommend a reprieve time of approximately 2-5 seconds depending on the network 
performance and authentieation server. 
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last hop. Thus, end users can choose to encrypt the whole data packet using the shared 
session key by tunnelling the data to the access router. The access router decrypts the 
data packets before forwarding them. 

Finally, it is worth noting that standard IPsec authentication and encryption are 
entirely complementary to our access control architecture. They can be used in 
addition to achieve secure end-to-end communication. 



4 Implementation 

This section outlines the implementation of the key components of our access control 
architecture. Due to the lack of space, we provide only a brief description here. 

Client Software. We incorporate the network protocol extensions required for the 
access control mechanism within the Microsoft and Linux Mobile IPv6 stacks. We 
have chosen these particular protocol stacks, since we implemented both within 
previous projects [5]. 

Secure user authentication is accomplished by means of encryption. A client node 
uses the public key of the authentication server (which can be loosely configured at 
the client to avoid the need for a key distribution service) to encrypt the secret data of 
the authentication request. The RSA [6] public-key encryption algorithm is used to 
securely propagate the secret key to the authentication server. For the encryption of 
the authentication response, we use symmetric encryption based on the shared session 
key. This is accomplished via the triple-DES [7] encryption algorithm. 

The enhanced MIPv6 stack also carries out the packet marking. It adds the most 
recent access token into every outgoing packet. To prevent MAC address spoofing 
and replay attacks, the access token is encrypted using the shared session key along 
with a packet checksum. The 32-bit checksum is taken from dynamic protocol fields 
of the IPv6 header. In order to simplify the filtering in the access routing, we place the 
64-bit access credentials (access token, checksum) in front of the actual IPv6 header. 

Authentication Server. A user-level application manages the user accounts and 
performs the actual authentication of the users on the client nodes. The user 
authentication protocol is based on a lightweight request/response protocol. The client 
node sends a request message (using UDP) to the authentication server including the 
encrypted user password, its IPv6 address and MAC address. Upon successful 
authentication, the server then replies with an access list update (which includes a new 
access token). 

Access Router. The access router is based on the LARA++ active router architecture 
[8] supporting dynamic programmatic extension of router functionality. The access 
control service is implemented as a collection of active components. The control 
component is responsible to handle ACL updates from the server and to configure the 
packet filter component accordingly. The filter component in turn deals with the actual 
access control. It registers to receive all packets in order to enforce the access rules. 
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Gateway. The gateway connecting the wireless network covering the city centre with 
the campus backbone is also based on LARA++. Several active components are 
responsible for securing the access network from malicious external nodes. The router, 
for example, tries to detect denial-of-service attacks by external nodes based on packet 
analysis. 



5 Related Work 

Due to the restriction in this short paper, we merely mention directly related 
approaches here. 

• Stanford’s web-based access control solution, called SPINACH [9], is a simple 
approach without the need for specialised hardware or client software, but at 
the cost of inferior security (i.e., vulnerable to MAC address spoofing). 

• Microsoft’s CHOICE [10] is based on a proprietary Protocol for Authentication 
and Negotiation of Services (PANS). The architecture involves, separate PANS 
Authoriser and PANS Verifier gateways in addition to a global authentication 
server. The authoriser gateway enables restricted access to the authenticator 
only. Upon successful authorisation of a client node, the verifier gateway grants 
full access to the network. It filters packets based on the PANS tags. A custom 
client module is used to attach the tag to the data packets. 

• Carnegie Mellon’s Netbar system [11] is based on a remote configurable 
VLAN switch that is used to enable/disable individual ports depending on the 
authorisation of the connected machine. 

• UC Berkeley has proposed a design [12] based on an enhanced DHCP client, 
an intelligent hub that supports enabling/disabling of individual ports, and a 
DHCP server that has been extended to remotely configure the hub based on 
the client’s authorisation. 



6 Conclusion 

This paper has introduced a novel access control architecture for a publiely available, 
wireless network. Our architecture distinguishes itself from other approaches through 
the following features: 

• Soft-state based authorisation in conjunction with the periodic authentication 
protocol offers a high level of security, as secret credentials (i.e. access tokens, 
secret keys) are re-issued in a configurable period. 

• Support for roaming users in a mobile environment is inherent to the architec- 
ture. A short reprieve time allows previously authorised client nodes to 
smoothly roam between networks without adding extra latency. 

• Configurable levels of security allow network administrators and/or end users 
to decide whether no encryption, encryption of the access credentials only (pre- 
vents MAC address spoofing), or full encryption of the data (provides privacy) 
should be used on the wireless link. 
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The design of our access control implementation is unusual in that we integrate the 
client-side functionality (i.e. authentication protocol, packet tagging) into our Mobile 
IPv6 stack (in order to better improve the performance of cell handoff) and build the 
access router functionality on top of an active router (for reasons of flexibility and 
extensibility). 
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Abstract. This paper presents the design and implementation architecture of a 
replication mechanism for a distributed multimedia system medianode which is 
currently developed as an infrastmcture to share multimedia-enhanced teaching 
materials among lecture groups. The proposed replication mechanism supports 
the quality of service (QoS) characteristics of multimedia data and the availability 
of system resources. Each type of data handled and replicated are classified 
according to their QoS characteristics and replication requirements. The main 
contribution of this paper is the identification of new replication requirements in 
distributed multimedia systems and a multicast-based update propagation 
mechanism by which not only the update events are signalled, but also the 
updated data are exchanged between replication managers. By prototyping the 
proposed replication mechanism in medianode, we prove the feasibility of our 
concept for combining the QoS concept with replication mechanisms. 

1 Introduction 

One major problem about using multimedia material in lecturing is the trade-off 
between actuality of the content and quality of the presentations. A frequent need for 
content refreshment exists, but high quality presentation can not be authored by the 
individual teacher alone at the required rate. Thus, it is desirable that teachers 
presenting the same or at least similar topics but work at different locations can easily 
share their multimedia-enhanced lecture materials. The medianode project[l] is 
intended to provide such means for sharing to lecturers at the universities of the 
German state Hessen. 

The design of the medianode system addresses issues of availability, quality of 
service, access control and distribution of data. To support teachers, it must allow for 
transparent access to shared content, and it must be able to operate in disconnected 
mode since lecturers do not have access to the network at all times during their 
presentations. The medianode system architecture is intended for de-centralized 
operation of a widely distributed system. Within this distributed system, each 
participating host is called a medianode and conceptually equal to all other 
participating nodes, i.e. a medianode is not considered a client or a server. Client or 
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server tasks are taken on by medianodes in the system depending on the their resources 
and software modules. 

Replication is the maintenance of on-line copies of data and other resources[2, 5]. 
Replication of presentation materials and meta-data is an important key to providing 
high availability, fault tolerance and quality of service (QoS) in distributed multimedia 
systems[21], and in particular in medianode. For example, when a user requires access 
(read/write) to a presentation which comprises audio/video data and some resources 
which are not available in the local medianode at this point of time, a local replication 
manager copies the required data from their original location and puts it into either one 
of the medianodes located nearby or the local medianode without requiring any user 
interaction (user transparent). This function enhances the total performance of 
medianode by reducing the response delay that is often caused due to insufficient 
system resources, such as memory, CPU time, and network bandwidth, at a given 
service time. Furthermore, because of the available replica in the local medianode, the 
assurance that users can continue their presentation in a situation of network 
disconnection, is significantly higher than without replica. 

The structure of the paper is as follows. In Section 2, we give an overview of 
related work. The merits and limitations of existing replication mechanisms are 
discussed and a comparison of our approach with previous work is given. Section 3 
presents our replication system model. We define the scope of our replication 
mechanism in medianode and present the characteristics of presentational media types, 
for which we identify a need for new replica units and granularity. We also describe the 
proposed replication maintenance concept, e.g. how and when replicas are created and 
how the updates are signalled and transported. In Section 4, we present our prototype 
implementation architecture. It describes operation flows in medianode with and 
without replication system. We conclude the paper with a summary of our work and an 
outlook towards possible future extensions of our replication mechanism in Section 5. 

2 Related Works 

Several approaches to replication have already been proposed. The approaches differ 
for distributed file systems from those for Internet-based distributed web servers and 
those for transaction-based distributed database systems. Well-known replication 
systems in distributed file systems are AFS[6], Coda[7], Rumor[13], Roam[14] and 
Ficus [16] which keep the file service semantics of Unix. Therefore, they support to 
develop applications based on them. They are based either on a client-server model or 
a peer-to-peer model. Often they use optimistic replication which can hide the effects 
of network latencies. Their replication granularity is mostly the file system volume, 
with a large size and low number of replicas. There is some work on optimization for 
these examples concerning of update protocol and replica unit. To keep the delay small 
and therefore maintain real-time interaction, it was desirable to use an unreliable 
transport protocol such as UDR In the earlier phases, many approaches used unicast- 
based data exchange, by which the replication managers communicated with each 
other one-to-one. This caused large delays and prevented real-time interaction. To 
overcome this problem, multicast-based communication has used recently [9, 11, 12, 
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17]. For Coda, the RPC2 protocol is used for multicast-based update exchange, which 
provides with the Side Effect Descriptor transmission of large files. 

For limiting the amount of storage used by a particular replica, Rumor and Roam 
developed the selective replication scheme[18]. A particular user, who only needs a 
few of the files in a volume, can control which files to store in his local replica with 
selective replication. A disadvantage of selective replication is the ‘full backstoring’ 
mechanism: if a particular replica stores a particular file in a volume, all directories in 
the path of that file in the replicated volume must also be stored. 

JetFile[9] is a prototyped distributed file system which uses multicast 
communication and optimistic strategies for synchronization and distribution. The 
main merit of JetFile is its multicast-based callback mechanism by which the 
components of JetFile, such as file manager and versioning manager interact to 
exchange update information. Using the multicast-based callback, JetFile distributes 
the centralized update information which is normally kept by the server over a number 
of multicast routers. Flowever, the multicast callbacks in JetFile are not guaranteed to 
actually reach all replication peers, and the centralized versioning server, which is 
responsible for serialization of all updates, can lead to a overloaded system state. 
Furthermore, none of the existing replication systems supports quality of service 
(QoS) characteristics of (file) data which they handle and replicate. 

3 Replication System Model 

3.1 Design Goals and Scope of Onr Replication System 

By analysing the service requirements distributed multimedia systems for the example 
of medianode, we identified a number of issues that the design of our replication sys- 
tem needs to address: 

• High availability: The replication system in medianode should enable data/service 
access in both connected and disconnected operation modes. Users can keep multi- 
ple copies of their files on different medianodes that are distributed geographically 
across several universities in the state of Hessen. 

• Consistency: Concurrent updates and system failures can lead to replicas not being 
consistent any more, i.e. stale state. The replication system should offer mecha- 
nisms for both resolving conflicts and keeping consistency between multiple repli- 
cas and their updates. 

• Location and access transparency: Users do not need to know where presenta- 
tion resources are physically located and how these resources are accessed. 

• Cost efficient npdate transport: Due to the limitation of system and network 
resources, the replication system should use multicast-based transport mechanism 
for exchanging updates to reduce resource utilization. 

• QoS support: The specific characteristics of presentational data, especially of 
multimedia data should be supported by the proposed replication mechanism. 

In medianode, we mainly focus on the replication service for accessing data in terms of 
‘inter-medianode\ i.e. between medianodes, by providing replica maintenance in each 
medianode. Consequently, a replication manager can be implemented as one or a set of 
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medianode’s bow instances in each medianode. The replication managers communi- 
cate among each other to exchange update information through the whole medianodes. 

3.2 Different Types of Presentation Data 

Data organization comprises the storage of content data as well as meta information 
about this content data in a structured way. The typical data types which can be 
identified in medianode are described in [3]. Table 1 shows an overview of these data 
types with their characteristics. 



Table 1: Data categories and their characteristics in medianode 



target data 


availabilit 
y req. 


consistency 

req. 


persis 

tency 


update 

frequency 


data 

size 


QoS 

playback 


presentation 

description 


high 


middle 

(high) 


yes 


low 


small/ 

middle 


not required 


organizational 

data 


high 


high 


yes 


low 


small 


not required 


file/data 

description 


high 


middle 


yes 


middle 


small 


not required 


multimedia 

resources 


high 


middle 


yes 


middle 


large 


required 


system 

resources 


middle 

(low) 


middle 


no 


high 


small 


not required 


user session/ 
token 


high 


high 


no 


high 


small 


not required 



3.3 Classification of Target Replicas 

As argued in subsection 3-1, the main goal of replication is to provide availability of 
medianode’s services and to decrease the response time for accesses to data located on 
other medianodes. To meet this goal, data which is characterized by a high availability 
requirement (See Table 1) should be replicated among the running medianodes. We 
classify different types of target replicas according to their granularity (data size), 
requirement of QoS support, update frequency and whether their data type is 
‘persistent’ or not (‘volatile’). Indeed, there are three classes of replicas in medianode: 

• Truereplicas which are persistent and of large size. Content files of any media type, 
which also may be parts of presentation files are Truereplicas. Truereplicas are the 
only replica type from the three types, to which the end users have access for direct 
manipulation (updating). On the other side, these are also the only replica type 
which requires the support of really high availability and QoS provision. 

• Metareplicas (replicated metadata objects) that are persistent and of small size. An 
example would be a list medianodes (sites) which currently contain an up-to-date 
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copy of a certain file. This list itself is replicated to increase its availability and 
improve performance. A metareplica is a replica of this list. 

• Softreplicas which are non-persistent and of small size. This kind of replicas can be 
used for reducing the number of messages exchanged between the local and remote 
medianodes, and thereby reducing the total service response time. I.e., if a local 
medianode knows about the available local system resources, then the local repli- 
cation manager can copy the desired data into the local storage bow, and the service 
that is requested from users which requires exactly the data can be processed in a 
shorter response time. Information about the available system resource, user ses- 
sion and the validity of user tokens are replicas of this type. 

All replicas which are created and maintained by our replication system are an 
identical copy of original media. Replicas with errors (non-identical copy) are not 
allowed to be created. Furthermore, we also do not support any replication service for 
function calls, and elementary data types. 

3.4 The Replication Mechanism 

3.4.1 Replication Model 

Basically, our replication system does not assume a client-server replication model, 
because there are no fixed clients and servers in the medianode architecture; every 
medianode may be client or server depending on its current operations. Peer-to-peer 
model with the following features is used for our replication system: 

(a) Every replica manager keeps track of a local file table including replica 
information. 

(b) Information whether and how many replicas are created is contained in the 
every file table. I.e. each local replica manager keeps track of which remote replica 
managers (medianode) are caching which replicas. 

(c) Any access to the local replica for reading is allowed, and guaranteed that the 
local cached replica is valid until notified otherwise. 

(d) If any update happens, the corresponding replica manager sends a multicast- 
based update signal to the replica managers which have the replica of the updated 
replica and therefore members of the multicast group. 

(e) To prevent excessive usage of multicast addresses, the multicast IP addresses 
through which the replica managers communicate can be organized in small replica 
sub-groups. Examples for such sub-groups are file directories or a set of presentations 
about a same lecture topic. 

3.4.2 Update Distribution and Transport Mechanism 

The update distribution mechanisms in medianode differs between the three replica 
types and their concerning managers. This is due to the fact that the three replica types 
have different levels of requirements on and characteristics of high availability, update 
frequency and consistency QoS (see Table 1). Experience from GLOVE[4] and [5] 
also shows that differentiating update distribution strategies makes sense for web and 
other distributed documents. The medianode’s replication system offers an unique 
interface to the individual update signalling and transport protocols which are 
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selectively and dynamically loaded and unloaded from the replica transport manager 
that is implemented as an instance of medianode’s access bow. Possible update 
transport and signalling protocols are: 

• RPC protocol [2,10]as a simple update distribution protocol. This mechanism is 
mainly used at the first step of our simple and fast implementation. 

• A multicast based RPC communication mechanism. In this case, the updates are 
propagated via multicast other replica managers which are members of the multi- 
cast group. RPC2 [7,11] is a good candidate for the first implementation. RPC2 
also offers the transmission of large files, such as the updated AV content files or 

by using the Side Ejfect Descriptor. But, the RPC2 with Side Ejfect 
Descriptor does not guarantee any reliable transport of updates. 

• LC-RTP based reliable multicast protocol: LC-RTP (Loss Collection-Realtime 
Transport Protocol) [12] is originally developed as an extension of RTP protocol to 
support the reliable video streaming within the medianode project. Therefore, we 
adopt LC-RTP and check the usability of the protocol, depending on the degree of 
reliability required for the individual groups of replicas. 

3.4.3 Approaches for Solving Conflicting Updates and for Resolving Conflicts 

The possible conflicts that could appear during the shared use of presentational data 
and files are either (a) update conflict when two or more replicas of an existing file are 
concurrently updated, (b) naming conflict when two (or more) different files are given 
concurrently the same name, and (c) update/delete conflict that occur when one replica 
of a file is updated while another is deleted. In most existing replication systems, the 
conflict resolving problem for update conflicts was treated as a minor problem. It was 
argued that most files do not get any conflicting updates, with the reason that only one 
person tends to update them[9]. Depending on the used replication model and policy, 
there are different approaches of which our replication system uses the following strat- 
egies [7,8,13,14,15]: 

• Swapping - to exchange the local peer’s update with other peer’s updates; 

• Dominating - to ignore the updates of other peers and to keep the local update as a 
final update; 

• Merging - to integrate two or more updates and build one new update table; 

4 Implementation 

We have implemented a prototype of the proposed replication system model on a 
Linux platform (SuSe 7.0, Redhat 6.2). Implemented are the media (file) and its replica 
manager (ReplVerifierBow), update transport manager (ReplTransportBow), replica 
service APIs which are Unix-like file operation functions such as open, create, read, 
write, close (ReplFileSysBow), and a session information storage bow 
(VolatileStorBow) which maintains user’s session and token information. 

4.1 Bow Description 

Table 2 gives a short descriptions of bows which implement medianode’s basic 
functions and the services of our replication system. 
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Table 2: A summary of medianode’s bows used for our replication system 



Bow 


Description 


MNBow 


• addressible via an unique bow identifier and version number 

• uses request and response queues and dispatcher threads 

• defines request processing routine 


MNAccessBow 


• child class of MNBow and Implements access bow API 

• offers RPC server modules and enables RPC connection from 
web server 

• HTML-based presentation files are provided via this bow 


ReplTransportBow 


• child class of MNBow and a variant of access bow 

• implements the transport managers for replication service 

• offers transport protocol modules such as RPC, RPC2, and LC- 
RTP (LC-FTP) 


(GUI)TelnetBow 


• child class of MNBow and a variant of access bow 

• offers TCP server modules 

• acts as telnet server and provides information which medianode 
maintains such a list of bows loaded by the core, memory usages 
of a certain medianode’s process running etc. 

• GUIBow implements a TelnetBBow with a graphical user Inter- 
face 


MN VerifierB o w 


• child class of MNBow and Implements verifier bow API 

• offers modules needed for user authentication 


Repl VerifierB o w 


• child class of MNBow and a variant of verifier bow 

• implements the media (file) and replica managers for replication 
service 

• maintains the three replica tables 


MNStorageBow 


• child class of MNBow and Implements storage bow API 


FileBow 


• child class of MNStorageBow 

• implements functions for local file operation 

• no interface routine support for replication service 


XMLBow 


• child class of MNStorageBow 

• offers modules for dynamic generation of presentation files 

• no interface routine support for replication service 


ReplFileSysBow 


• child class of MNStorageBow 

• implements functions for local file operation 

• implements interface routines for replication service 


VolatileBow 


• child class of MNStorageBow 

• implements functions for maintaining volatile data such as 
memory usage information 

• implements interface routines for replication service 
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4.2 Presentation Service without Replication Support 

The interaction model for medianode’s bows is based on a ‘request-response’ 
communication mechanism. A bow which needs to access data or services creates a 
request packet and sends it to the core. According to the request type, the core either 
processes the request packet directly, or forwards it to a respective bow. The 
processing results are sent to the origin bow in a response packet. The request and 
response packets contain all necessary information for the communication between 
bows as well as for processing the requests. 
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Based on this request-response mechanism, we experimented some presentation 
scenarios with and without a replication service. Figure 1 shows one example of 
presentation services without a replication system. Upon receiving a presentation 
request from user via web server, the MNAccessBow creates first a request packet to 
check user’s authentication (steps 1~4) and sends it via the core (steps 5~7) to 
MNVerifierBow which puts authentication test value into a response packet and sends 
it to the origin bow, MNAccessBow (steps 8~11). In the case of a successful 
authentication, MNAccessBow creates a request packet to get the required 
presentation data and sends it via the core to a corresponding storage bow (steps 
12-15). Either MNFileBow or MNXMLBow, it depends on the requested (media) data 
type, checks whether the data exists locally, and then creates a response packet which 
contains either a file handle or an error message, sends it to the MNAccessBow (steps 
16-18). MNAccessBow sends then to the web server a response which is either an 
authentication failure message or a presentation file. 

4.3 Presentation Service with Replication Support 

4.3.1 Initialization of MediaList and Replica Tables 

In this subsection, we describe the medianode’s operation flow with the replication 
service. Basically, the replication service in medianode begins by creating media list 
and replica tables of the three replica types in each medianode. As shown in Figure 2, 
ReplFileSysBow sends a request packet via the core to ReplVerifierBow for creating a 
media list for media data which locate in the local medianode’s file system (steps 1-2). 
Upon receiving the request packet, ReplVerifierBow creates media list which will be 
used to check the local availability of any required media data (step 3). 
ReplVerifierBow then builds the local replica tables for the two replica types, 
Truereplicas and Metareplicas, if the replica information exists already. A medianode 
configuration file can specify the default location where replica information is stored. 
Every type of replica table contains a list of replicas with the information about 
organization, replica volume identifier, unique file name, file state, version number, 
number of replicas, a list of replica, a multicast IP address, and some additional file 
attributes, such as access right, creation/modification time, size, owner, and file type. 
The third replica table for the Softreplicas to which the local system resource, user 
session and token information belong may be needed to be created in terms of memory 
allocation, and the contents of this table can be partly filled when users request some 
certain services. Once the replica tables are created, they are stored in the local file 
system and accessible persistently. 

4.3.2 Maintaining Replica Tables 

In medianode, these three replica tables are maintained locally by the local replication 
manager. So, there is no need to exchange any update-related messages for the files of 
which there is no replica created. This approach increases the system resource utiliza- 
tion, especially network resources, by decreasing the message numbers exchanged 
between the replication managers among the distributed medianodes. But, when any 
medianode wants to get a replica from the local replica tables, the desired replica ele- 
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ments are copied to the target medianode, and the replication manager at the target 
medianode keeps these replica elements separate in another replica table which is used 
only for the management of remote replicas, i.e. for the management of replicas for 
which their original files are stored in a remote medianode. 

4.3.3 Acquiring a Replica to Remote Replication Managers 

Upon receiving the service requests (data access request) from users, the local 
medianode attempts to access the required data in a local storage bow 
(ReplFileSysBow) (step 4~5). 
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In the case, when the data is not available locally, the local ReplFileSysBow sends 
a request paeket to ReplVerifierBow to get a replica for the data. The ReplVerifierBow 
then start a proeess to acquire a replica by creating a corresponding request packet 
which is passed to ReplTransportBow (steps 6~8). The ReplTransportBow multicasts a 
data search request to all the peer replication managers and waits for replication 
managers to respond (step 9). The list of medianodes to which the multieast message is 
sent can be read from the medianode’s configuration file. Whether the 
ReplTransportBow waits for all responses or receives the first one is dependent on the 
optimization policy which is given as configuration flag. After reeeiving the target 
replica, the ReplTransportBow sends a response packet to the ReplVerifierBow which 
then updates the corresponding replica tables, i.e. ReplVerifierBow adds the new 
replica element to the Truereplicas table and its metadata to the Metareplicas table, 
respectively (steps 10-13). Finally, the local ReplFileSysBow which originally issued 
replica creation request creates a response packet including the replica handle and then 
sends it to the MNAccessBow (steps 14-15). 

5 Summary and Future Works 

In this paper, we presented the replication mechanism of our distributed media system 
medianode, and described the design and implementation architecture of the 
prototyped replication system. The main contributions of this paper are (1) to identify 
the new replication requirements for distributed multimedia systems, and (2) to build a 
replication mechanism for distributed multimedia systems, which supports the 
individual QoS characteristics of multimedia data and uses system resource usage 
information. To achieve these targets, we first studied the characteristics of 
presentational media types which are handled in medianode, identified replica units 
and granularity. These have not been considered and not supported in existing 
replication mechanisms. We then built a QoS-aware replication mechanism, in which 
the decision whether and when a replica should be created from original file is made 
by checking the QoS characteristics of the requested media and the current usages of 
available system resources, for distributed multimedia systems based on the new 
requirements and the result of feature surveys. 

The next working steps would be to design other replication services whieh 
provide service implementations such as predictive replication to increase access 
availability and to reduce latency. Similar approaches are Hoarding)?, 19], prefetched 
caching and resource reservation in advance[20]. 
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Abstract. In this paper, we study how to distribute cache sizes into 
a tree structured server for transmitting video streams through video- 
on-demand (VoD) way. We use off-line smoothing for videos and our 
request rates are distributed according to a 24 hour audience curve. For 
this purpose we have designed a slotted-time bandwidth reservation al- 
gorithm, which has been used to simulate our experiments. Our system 
tests the quality of service (QoS) in terms of starting delay, and once 
a transmission has started, the system guarantees that it will be trans- 
mitted without any delay or quality loss. We tested it for a wide range 
of users (from 800 to 240 000) and also for a different number of avail- 
able videos. We demonstrate that a tree structured system with uniform 
cache sizes performs better than the equivalent system with a proxy-like 
configuration. We also study delay distribution and bandwidth usage in 
our system on a representative case. 



1 Introduction 

New net connections at homes are increasingly becoming faster and having more 
bandwidth. This allows multimedia applications for these connections, from on- 
line radio stations which are widely available nowadays, to heavier applications 
such as video playing. 

Previous Studies Much work has already been done on the delivery of video-on- 
demand (VoD). Maybe the most simple technique consists of using a centralized 
single-server intended to deliver all video requests to users. However, it is known 
that this approach does not scale well as the number of users and videos grows. 
In order to solve this problem, Vassilakis et al. [13] use a hierarchical network of 
servers so that most popular videos are located as close to the users as possible. 
They found that such an approach is preferable to using a centralized server. 

Dan and Sitaram presented a framework for dynamic caching [5]. Basically, 
this does not require the whole video to be stored on the same server, but rather 
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only parts of the video. They try to retain in a server the parts brought in 
by a request for reuse by a closely followed request and then those parts are 
subsequently discarded. However, this approach does not guarantee real video- 
on-demand delivery, but rather a good performance of the overall system. 

New video compression formats such as MPEG2 [8] also allow for the storage 
and transmission of high quality video streams requiring relatively low capacity. 
One major problem with compression formats in streams is that their bit rate 
variability is increased. Transmitting real-time VBR flows is no trivial matter, 
because a different amount of bandwidth will be needed during the transmission. 
Naive approaches to this problem use a pessimistic evaluation, as they reserve 
enough bandwidth for the stream to be transmitted as if it were always in its 
worst case. Obviously, this is quite inefficient. 

One of the methods to improve these transmissions is the smoothing [7, 12] of 
streams before their transmission. This is done by transmitting frames into the 
client playback buffer in advance of each burst so that peak and rate variability 
requirements are minimized. Rexford and Towsley show how to compute an 
optimal transmission schedule for a sequence of nodes by characterizing how 
the transmission rate varies as a function of the playback delay and the buffer 
allocation at the server and client nodes [9]. By also using smoothing, several 
techniques have been proposed which develop a transmission plan [12] consisting 
of time periods so that, in each period, the transmission may be performed by 
using a constant-bit-rate (CBR) network service. In [14], the authors present a 
technique that makes use of this approach. They also develop a video delivery 
technique via intelligent utilization of the link bandwidth and storage space 
available at the proxy servers (i.e., servers which are attached to the gateway 
router that connects the final users). 

Our Study In our study, we follow an approach similar to [14]. First, we consider 
that, for each video, we have a transmission plan. Additionally, we split the video 
into parts, each one corresponding with each time period of the transmission 
plan. We also allow each part to be placed at the different video servers located 
along the network. Unlike [14], we do not restrict these servers to being attached 
to the gateway router that connects the final users (i.e., they do not have to be 
proxies). 

In this paper we focus, given the above mentioned scenario, on the analysis of 
both how to place video parts at the different video servers and how to distribute 
resources (storage space) throughout the whole system. We also analyze the 
system behavior by varying both the number of videos and users. Finally, we 
examine the behavior of the system through the day. 

The rest of our paper is organized as follows. In Section 2 we describe the 
scenario we use. In Section 3 we present our video-on-demand delivery system 
and in Section 4 we show our results. Finally, our conclusions are presented in 
Section 5. 
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2 Scenario 

For our study, we use a hierarchical network architecture for the distribution 
network. This architecture is used nowadays in residential networks, so it meets 
our needs. 

Our tree structure is a binary tree with four depth levels. At the top of the 
tree, there is a central server, storing all videos, ranging from 100 to 10 000. 
Furthermore, at each node of the tree there is a cache server, which acts as a 
client to the upper caches servers. These caches must be understood as static 
caches; their content is specified off-line, and it does not change in time. Server 
caches at leafs serve the same number of users, ranging from 50 to 15 000 (so, the 
total number of users ranges from 800 to 240 000). Links between nodes have 
a bandwidth of 1.5 Gbps downstream. A moderate bandwidth is also needed 
upstream in order to send user requests to the central server. Note that final 
users share a bandwidth of 1.5 Gbps because they share the link to their nearest 
node. Fig. 1 shows our tree structure. 



Cache 

Server 




Fig. 1 . Tree structure of our system. 



In our approach to the video transmission problem we study the performance 
in a 24 hour period. Previous studies on video demand rates [1, 6] have deter- 
mined the behavior of these rates in this period; so our simulations work with a 
rate distribution according to these studies. We also consider that a user makes 
a request only if he is not waiting nor receiving a video (i.e., nobody can receive 
more than one transmission at a time). In Fig. 2 we can see the request rate 
distribution obtained in a simulation with one request per day for each user. 
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User request rate during a 24 hour period 




Fig. 2. Request rate distribution in a 24 hour period 



3 Placement of Video Streams and the Reservation 
Algorithm 

In this section we analyze how to distribute videos throughout the whole sys- 
tem. Since bandwidth usually becomes a bottleneck in stream transmissions, the 
placement policy is a major issue of the system we are proposing for delivery of 
video on demand. 

In order to avoid the rate variability problem we described in the introduc- 
tion, we use smoothed versions of video streams [12]. Thus, each video is char- 
acterized by a collection of tuples {time, rate), whose first parameter denotes a 
time period and whose second one is the CBR rate associated with such a time 
period. 

Our distribution policy is applied off-line and it acts on the different video- 
parts corresponding to the tuples of each video . Basically, it first assigns, at start 
up, a weight value to each video. That weight value is based on the video pop- 
ularity, which represents the probability of being requested according to Zipf’s 
law [3]. This distribution has been found to statistically fit video program popu- 
larities estimated through observations from video store statistics [4] . Once such 
an assignment is done, it distributes the video-parts in the tree, sorting them 
out by weight value: the higher the weight value, the nearer to users they are 
placed. When storing these video-parts in places other than the main server, 
they are replicated in all other caches at the same level. Thus, the video-parts 
with the highest weight value are placed in all caches next to users. 

For the above proposed video stream placement policy, it is necessary to use a 
reservation algorithm. Such an algorithm manages video requests, guaranteeing 
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that, once a video is accepted (maybe after some start-up time delay), it will be 
delivered without interruption to the final user/s. 

Our reservation algorithm is constructed around a bandwidth reservation ta- 
ble which represents the bandwidth that will be used by each link at each time- 
slot, the units of time to provide a bandwidth reservation (in our case it is of 1 
minute). Initially, all values in this table are 0, due to there being no bandwidth 
reservation. This table changes over time, since rows of time-slots are added and 
removed as videos are requested and served. 

When a video request is received, we first map out the route which each 
video-part will follow. Then, we test (for each video-part) to see whether it 
is already planned for transmission at the same time by the same links. If so, 
that request is added to the multicast transmission of this video-part without 
any additional bandwidth requirements. Otherwise, we check whether there is 
enough bandwidth in each link of the route during the slots of the transmission. 
In that case, bandwidth is reserved by adding the new video-part rate to the 
bandwidth used in the table. In order to use a single video stream to serve several 
near arriving requests, we intentionally delay the playback for an amount of time 
of 2 minutes (such an amount of time is called batch-time) . Fig. 3 shows the code 
of this algorithm. 



Step #1: A user requests a video. 

Step #2: If that video has already been requested and it has not 
started yet, the start time of the new request will be the 
same as the previous one. Otherwise, the new request will 
start after a batch-time. 

Step #3: The system calculates the transmission path of each 
video-part, and the exact time when they have to be 
transmitted. 

Step For each video-part do 

For each link in the transmission path do 

If there is a reserve for this video-part in this 
link at the same time, add our request as a 
multicast. Otherwise, reserve the bandwidth 
needed for this video-part in this link during 
the required time-slots. 

Step #5: Accept video for transmission or go to Step #3 in the 
next time slot (in which case, all reserves and multicasts 
for this request performed in Step #4 are canceled). 

Fig. 3. Algorithm for the acceptance of video requests. 



It must be pointed out that, in general, it may be necessary to synchronize the 
different video-parts that make up a video during the playback. That is because 
they may be placed at different servers throughout the system. Whereas this can 
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be done in a number of ways by using protocols such as RTF [10] and RTSP [11], 
in this paper we will not go into details about how to carry them out. 

4 Results 

In this section we present the results generated by our simulations. The per- 
formance of the system is obtained using the starting delay (or serving time). 
That is, the time between a video request and the beginning of its transmission. 
Due to space limitations, we show only the mean value of this magnitude (which 
follows a similar pattern to both the maximum and 90% starting delays). 

4.1 Storage Distribution in the Cache Servers 

In these simulations we test the system performance against the number of 
users with four different cache sizes. All these simulations have a request rate of 
1 video/day each user. We have analyzed two possible configurations: uniform 
cache sizes in all the system, and a proxy-like configuration. 

Fig. 4 shows how those configurations behave against a centralized system 
(i.e, a system without caches where all videos are stored in the main server). 



Mean serving time with 0 Gb caches 




Users/branch 



Fig. 4. System performance without storage capacity in caches 



Performance with Uniform Cache Sizes Our first approach to the problem 
of distributing cache sizes consists of using the same size in all caches. 

Figures 4, 5, 6 and 7 show the system performance with 0, 100, 250 and 
500 Gb cache size respectively. They show that, when the number of users is 
low, the system works without any congestion. That is what explains why its 
performance is independent of the number of videos. However, when we increase 
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Fig. 5. System performance with 100 Gb cache size 
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Mean serving time with 250 Gb caches 
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Fig. 6. System performance with 250 Gb cache size 
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Fig. 7. System performance with 500 Gb cache size 
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the number of users, the system becomes unable to serve their requests without 
any congestion. In any case, it can be readily seen that the bigger the cache size, 
the better the serving times offered by the system. With a more accurate view, we 
can see that the change in times between Fig. 4 and Fig. 5 is the bigger one. This 
indicates that having a minimum cache size in each node greatly improves our 
serving times. Thus, adding cache size always increases the system performance, 
but this increment is lower when the system already has a large cache size. 



Performance with Proxy— like Configuration In this section, we compare 
the approach followed in the previous sections with one using proxy servers (i.e., 
cache servers attached to the gateway router that connects the finals users). 
In order to be fair, we will compare equivalent systems (i.e., systems with the 
same global capacity). For instance, given a system with uniform caches sizes of 
100 Gb in 14 cache servers, the proxy-like equivalent system would have 175 Gb 
in its 8 proxy servers. Thus, Fig. 8 would be equivalent to Fig. 5, Fig. 9 to Fig. 6 
and Fig. 10 to Fig. 7. 

As can be seen, in all cases the performance in proxy-like systems is slightly 
lower than in systems with uniform caches. Starting delays with uniform caches 
are about 40% lower than with proxy-like caches. The main reason for this is that 
when we do not have intermediate caches and we request a video which is not in 
the first cache level, it has to be transmitted from the main server. This results 
in a faster congestion of upper links. Moreover, because of the tree structure, 
adding storage size to leaf caches is always more expensive than adding the same 
size to intermediate caches, so this added size is not enough to compensate the 
lack of intermediate caches. 

4.2 System Behavior Through the Day 

As previously pointed out (see Fig. 2), the request rate varies through the day. 
Consequently, it seems quite reasonable to expect a different system behavior 
during a 24 hour period. 

In this section, we analyze the system behavior through the day. For this task, 
we take a system with 100 Gb of storage capacity in each cache, 1000 different 
videos and 10 000 users in each final branch (that is 160 000 total users). In order 
to start this simulation with a non-empty system, we have simulated a period 
of 48 hours and we have used the results from the last 24 hours. 

Fig. 11 shows the starting delay distribution of this system. It follows the 
same pattern as Fig. 2, which is what we expected^. The first part of the figure 
corresponds to the end of the maximum audience peak of the previous day. 
Another interesting point is that, when the request rate is low, starting delay 
is always below the batch time (2 minutes). This fact demonstrates that some 
requests are added to previous plans and the system is not congested during this 
period. 

^ Note that local peaks are due to the multicast ehect in transmission plans in a high 
request rate. 
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Fig. 8. Starting delay in a proxy-like system equivalent to 100 Gb cache sizes 
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Fig. 9. Starting delay in a proxy-like system equivalent to 250 Gb cache sizes 
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Fig. 10. Starting delay in a proxy-iike system equivalent to 500 Gb cache sizes 
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Starting delay distribution in a 24 hour period 




Fig. 11. Serving time distribution in a 24 hour period 



Fig. 12 shows the percentage of used bandwidth in the links of each level. 
Whereas level 4 represents the links between the main server and the next two 
caches (2 links of 1.5 Gb each one), level 1 represents the links which share each 
user branch (16 links of 1.5 Gb each one). 

It can be seen that links are used below 100% during the low request rate 
period. For that reason the minimum delays in Fig. 11 are all around the batch 
time. It also shows that links at level 4 constitute the bottleneck of the system, 
because it is the first level which reaches a usage of 100%. This indicates that 
although intermediate caches serve many requests, 100 Gb each cache is not 
enough to avoid this bottleneck. This is quite logical, because if each video size 
is about 1.5 Gb, in 3 cache levels (300 Gb) we could only store 200 of the 1 000 
videos there. Thus, to watch the other 800 videos, transmissions must be made 
from the main server. Note also that bandwidth usage in lower levels may grow 
even when the upper ones have reached a usage of 100%. This indicates that 
lower caches are serving the videos which they have stored locally. 

5 Conclusions 

In this paper we have studied the benefits of using caches in a tree structured 
system for video-on-demand. We test two ways of distributing the cache size, 
and we compare our results with the centralized system as a reference. 

Our simulations demonstrate that a system with 100 Gb in each cache has a 
performance of about 5 times better than without it, and about 10 times when 
we use 500 Gb in each cache. We also demonstrate that a uniform distribution 
offers results about 40% better than a proxy-like configuration. However, there 
are many other ways of distributing this size, and the performance variation 
with different configurations can be important. 

Some other issues need further research. As demonstrated above, links at the 
main server are the bottleneck. Thus, studies for adjusting the system charac- 
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Bandwidth usage in a 24 hour period 




Time (hr) 



Fig. 12. Bandwidth usage at each level of the tree 



teristics to avoid this situation are needed. Furthermore, it will be necessary to 
add the possibility of changing the video locations on-line, thereby adding more 
videos or modifying their popularity value without shutting down the system. 
Finally, in this paper we have used the popularity value for linearly distributing 
the videos in the caches, but other methods should be tested as well. 
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Abstract. In this paper, we present a Quality of Service (QoS) negotiation 
scheme for efficient failure recovery in multi-resolution video servers with disk 
arrays. This scheme exploits multi-resolution property of video streams by ne- 
gotiating service resolutions in order to provide graceful QoS degradation when 
a disk fails. Using the proposed scheme, not only can we increase the number 
of admitted clients greatly when all disks are operational but also utilize server 
resources efficiently. Furthermore, it can provide each client with acceptable QoS 
even in the presence of disk failure while maximizing server-perceived rewards. 
The effectiveness of the proposed algorithm is evaluated through simulation- 
based experiments. 



1 Introduction 

One of the crucial requirements for a Video-on-Demand (VOD) service is the ability 
to support heterogeneous clients with different Quality of Service (QoS) parameters, 
such as display size, resolution level, and frame rate. As described in [3], [5], the most 
viable way to satisfy various QoS requirements of clients is to use multi-resolution 
video stream whose video sequences are encoded such that subsets of a full-resolution 
video bit stream can be decoded to extract lower resolution streams. 

Video data is inherently voluminous and requires high bandwidth throughput. There- 
fore, most VOD servers employ Redundant Array of Inexpensive Disks (RAID). A fun- 
damental problem, though, is that large disk arrays are highly vulnerable to disk failures 
[8]. Since delivery and playback of video streams should be performed in a real-time 
fashion, the VOD server must guarantee the playback rate of accepted video streams 
even in the presence of disk failures. 

To guarantee continuous delivery of video streams in the degraded mode (i.e., when 
a disk has failed), current approaches for the fault-tolerant VOD servers tend to reserve 
contingent bandwidth or buffers [1], [7], [8], [11]. Thus, they admit too few streams 
thereby under-utilizing the server resources in the normal mode (i.e., when all disks 
are operational). Furthermore, they do not consider the buffer and the disk bandwidth 
constraints simultaneously albeit important for admission control. 

In this paper, we propose a QoS negotiation scheme for efficient failure recovery in 
multi-resolution video servers. The proposed scheme exploits multi-resolution property 
of video streams and uses resources such as disk bandwidth and buffer efficiently. It 
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defines a spectrum of resolution levels and permits acceptable performance when a disk 
fails by using a smaller amount of resources; thus, it can improve resource utilization 
in the normal mode. It also considers the priority of clients and thus provides graceful 
degradation in the degraded mode. 

The rest of this paper is organized as follows: In Section 2, we present system mod- 
els to aid further description of our fault tolerance schemes. Next, we propose an ad- 
mission control algorithm in Section 3 and resource adjustment algorithms in Section 
4, respectively. We validate the proposed schemes through the simulation in Section 5 
and conclude in Section 6. 



2 Multi-resolution Video System Model 

2.1 Multi-resolution Video Stream Model 



An efficient method for extracting multi-resolution video streams is to use sub-band 
coding schemes [9]. The sub-band coding schemes provide high scalability as well as 
compression ratios which are comparable to MPEG-2 compression. Further discussion 
on the video server will be based on this scheme. 

Multi-resolution video streams can be modeled as follows [9]. We refer to the video 
segment as the amount of data retrieved during one round. Let us assume that a given 
video V has g segments such that 

Let us assume that each segment Si has up to Q display resolutions of data such that 

where Sf represents the enhancement (0 < j < Q — 1) for the segment Si. We 
refer to Sf as the base resolution of the segment Si. To display a video stream with 
resolution k, it requires a reading of data from the base resolution as well as that of all 
the data from the first enhancement to the enhancement. For example, to view the 
resolution k of Si, we need to retrieve {S'® IJ [J ... |J 5'^^}. Let each Sj be composed 
of bj bits, and then total bits for the resolution k is ^j- define a Unit Request 

Size for resolution k, NBk, to be 



NBk 






min„g[o,Q-i] 



2.2 Data Placement for Multi-resolution Video Stream 

Two data placement schemes for multi-resolution video streams have been proposed 
in the literature. Chang et al. [3] propose a periodic interleaving placement scheme, 
and Paek et al. [12] define a balanced placement scheme for the multi-resolution video 
streams. We assume that the disk array consists of D homogeneous disks. The periodic 
interleaving scheme accesses only one disk during a round for a segment, whereas a 
segment is divided into D equal amounts of data and placed across D disks in the bal- 
anced placement. We employ the periodic interleaving scheme for our data placement 
policy because it achieves high disk throughput and low system delay time [5]. 
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For data availability, a parity encoding technique of RAID 5 is also used. Since a 
stripe unit size is equal to the data size for the full-resolution video stream requested 
during a round, any partial resolution stream as well as the full resolution stream can be 
retrieved contiguously from the surviving disks in the degraded mode. Figure 1 shows 
our data placement which stores three display resolutions of video streams. The parity 
blocks are computed on a segment basis, e.g., PI = S'o 0 <5i 0 S'2 0 S'3. 



Disk 1 Disk 2 Disk 3 



Disk 4 Disk 5 




\ 

stripe unit 
/ 



Fig. 1. RAID for periodic interleaving data placement 



Let us consider the variation in the load on each disk in the periodic interleaving 
scheme. Since each access unit is completely stored on a single disk, each client re- 
trieves data from a single disk during a round. Examining the load on disks for any two 
consecutive rounds, we find that due to the round-robin placement of access units, the 
clients retrieving data on the same disk will all move to the neighboring disk during the 
next round. To express such a load shifting property efficiently, we refer to the clients 
accessing the same disk during a round as a client group. Therefore, we can partition 
clients into D client groups (say CG\, CG 2 ,...,CGd, respectively). 

2.3 QoS Model 

Feasibility of the multi-resolution presentation gives an opportunity for graceful degra- 
dation when there are not enough resources for supporting video streams. QoS degrada- 
tion, however, should be enforced judiciously because some applications cannot accept 
video streams below some resolution levels [2]. Furthermore, VOD servers should con- 
sider priority requirements of the clients [6] . 

To efficiently express the priority of the client, we apply the notion of reward [6] 
to our QoS model. That is, every client is assigned with several rewards indicating its 
value to the system (e.g., monetary value) when the video stream is serviced with the 
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assigned QoS level successfully. To explicitly describe QoS requirements of clients, we 
assume that every client is aware of the following information: 

- A maximum resolution level is assigned to every client, and the video server re- 
trieves a video stream with the maximum resolution level in the normal mode. 

- A minimum resolution level is assigned to every client, and the video server can 
degrade the resolution to the minimum resolution level in the degraded mode; how- 
ever, resolutions below the minimum resolution level are not allowed. 

- A reward value is assigned to every resolution ranging from the minimum resolu- 
tion level to the maximum resolution level. 

Let C™ denote the client in the client group CGi (i = 1, ..., I?). Let max^ and 
min™ be the maximum resolution level and the minimum resolution level for the client 
C™, respectively, where 0 < min™ < max™ < Q — 1. Each client C™ has resolution 
levels min™,...,max™ with rewards RW™{min™) ,..., RW™{max™), respectively, 
where 0 < RW™{min™) < ... < i?lL7"(maa;™). We limit the difference between the 
maximum resolution level and the minimum resolution level, and refer to it as diff. 
That is, V C™, if max™ > diff, then min™= max™ — diff. Otherwise, min™ = 0. 

3 Admission Control Algorithm 

The proposed scheme guarantees the video services above the minimum resolution lev- 
els in the degraded mode and the maximum resolution level in the normal mode for all 
the clients while maximizing the sum of rewards in the degraded mode. To satisfy these 
objectives, we first describe an admission control algorithm in this section, and reward 
maximization algorithms in the next section. 

3.1 Admission Control Condition 

We consider two constraints, disk bandwidth and buffer, for admission control. 



Disk Bandwidth Constraint Round-based scheduling is used for data retrieval: The 
time is divided into equal-sized time intervals and each admitted client is served once 
every time interval, named round. If we ignore the degraded mode, the service time, 
which represents total read and seek times requested by the clients in one round, must 
not exceed the round duration R. However, a contingent disk bandwidth for reconstruc- 
tion should he reserved to prepare for the degraded mode. Since additional disk load is 
the same as the load of the failed disk, approximately twice the disk load are required 
for surviving disks in the degraded mode [8]. Therefore, the service time for the clients 
in each client group must not exceed ^R. 

Let Ni be the number of clients to be serviced from the client group CGi. Let us 
define ST™™ and ST™°'^ to be the service time for the client group CGi when all the 
clients in the group retrieve the video streams of the minimum resolution and the max- 
imum resolution level, respectively. Let us assume that the server disk is characterized 
as shown in Table 1. We use typical seek time model described in [4], in which every 
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Table 1. Notations and parameter values for a disk 



Transfer rate 


rt 


80Mbps 


Typical disk seek and rotation time 


Ts 


14 ms 



client requires a seeking overhead (seek time + rotational delay) Tg for one read. The 
following inequality that represents ST/”™ should hold for every client group to guar- 
antee that all the clients retrieve their streams with the minimum resolution level even 
in the degraded mode: 



m=l ^ 

To service the maximum resolution levels in the normal mode, the following rela- 
tionship should hold for every client group: 



ST7 



iVi ^-^max 7 

m=l ^ 



( 2 ) 



Buffer Constraint To schedule the video streams in any order during a service round, 
we use dual-huffer mechanism [5]. Let B be the total buffer size, and CGmh be the most 
heavily loaded client group. In the degraded mode, the buffer requirement becomes the 
maximum when the clients in the CGmh retrieve data from the failed disk. Therefore, 
the following inequality for the buffer constraint should hold to service streams with 
the minimum resolution levels even in the degraded mode: 



Ni 



N„ 



2 ( 



E EE h,) + {D- 1)( E E‘-)sB 



(3) 



{z| 'HT— 1 i— 0 



ra—1 j—0 



In the normal mode, there should be sufficient buffer to service the maximum reso- 
lution levels. Therefore, the following inequality should hold: 



D Ni 

2(EE 



2=1 m=l 



max^ 

E ) ^ ^ 



i=o 



(4) 



3.2 Admission Control Decision 

When a client requests a video stream, the server assigns the client to the client group 
accessing a disk on which the first segment requested by the client is stored. If the ad- 
mission of the client violates the admission control conditions described in Inequalities 
(1),(2), (3) and (4), the server delays admitting the client considering the client’s accept- 
able initial delay. That is, if a suitable group can be found within the client’s acceptable 
initial delay time, the new client is admitted and becomes a member of that client group; 
otherwise, it is rejected. After the admission, the client remains a member of the client 
group until it closes a video stream. 
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4 Resolution Adjustment Algorithms 

The selected resolutions for the admitted clients may he changed in the following three 
situations. 

- When a disk fails. 

- When admitting a new client in the degraded mode. 

- When a client closes a video stream. 

4.1 When a Disk Fails 

We define FR^ to be the selected resolution for the client C™ in the degraded mode, 
and STf^ to be the service time for the client group CGi when all the clients in the 
group retrieve the video streams with FR^. Then, the four inequalities below indicate 
the conditions imposed on F i?™ . 



STl^ax < ^5) 

STf^ ='^{Ts+ < yR (6) 

n 2 

m—1 

iVi maxY^ Nmh maxY^ 

2< E T. T. h) + iD - i)(T. T. h 

{i\l<i<D,i^mh} m=l j=0 m=l j=0 

Ni FRf FRT 

2( E E E''j) + (®-i)(E E''7 

{i\l<i<D ,i^mh} m=l j=0 m=l j=0 

The degradation of resolutions is incurred by the shortage of either buffer or disk 
bandwidth. When a disk fails, for every client group, the server checks whether In- 
equality (5) is satisfied or not. Let Sd be the set of client groups which do not satisfy 
Inequality (5). The server degrades the resolution for the clients in each client group 
CGi G Sd on a per client group basis. The server also checks a buffer condition 
described in Inequality (7). If Inequality (7) is not satisfied, the server degrades the res- 
olution by examining all the clients admitted by the server. There can be the following 
cases for the resolution degradation. 

1. Case 1: Sd ^ (j>, and Inequality (7) is satisfied. 

2. Case 2: Sd = (j> and Inequality (7) is not satisfied. 

3. Case 3: Sd ^ 4>, and Inequality (7) is not satisfied. 



)<B (7) 

< B ( 8 ) 



We now define Resolution Degradation Problems (TZW) as follows. 
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Definition 1 Resolution Degradation Problems {TZW) 

1. In Case 1, the resolution degradation problem is to find FR^ for every client C™ 

in each client group CGi G Sd, that maximizes J2m=i while satisfying 

Inequality (6). 

2. In Case 2, the resolution degradation problem is to find FRf for every client C™ 
that maximizes Sm=i RWf^{FRf) while satisfying Inequality (8). 

In Case 3, the server first determines FRf’ for every client C'f in each client group 
CGi G Sd, that maximizes Ylm=i RW™{FR™) while satisfying Inequality (6). Then, 
if Inequality (8) is not satisfied yet, the server further degrades the resolutions by exam- 
ining all the clients admitted by the server. 

In the degraded mode, every client C™ should receive a stream with one resolution 
between min™ and max™ while maximizing the sum of rewards. Hence, TZW is 
reduced to a multiple choice knapsack problem which is known to be NP-complete [10]. 
For this reason, we now present heuristic algorithms for TZW. To describe heuristic 
algorithms, let us define Impact Factors IFf^fk) [k = minf ^ , ..., max™ — 1) for the 
client C™ to be 

RW™{max™) — RW™{k) 



IF™{k) = 



NB„ 



NBk 



A denominator of the IF™{k) represents the difference of unit request sizes, while a 
numerator represents the difference of rewards when the resolution is degraded from 
the maximum resolution level to the k. Therefore, a client with a smaller impact factor 
should be degraded first because it can return more disk bandwidth to the server while 
minimizing the reward loss. Let AR be a set of impact factors for all the clients in the 
client group GGi {i = 1, ...,D). Sets of impact factors DR for the client group GGi 
{i = ...,D) are maintained for later resolution enhancement and are initialized to f. 

The heuristic algorithm for resolution degradation when a disk fails, called RDF, is as 
follows: 



Algorithm RDF: Resolution Degradation algorithm when a disk Fails 

1. Set of impact factors : TIaiuTR {i = 1,...,D); 

2. for all the clients C™ in each client group GGi, (* = T, ...,D) 

3. FR™ ^max™-, 

4. for each client group GGi (I = 

5. TR ^sort{AR)-, {* with the increasing order of impact factors *) 

6. if Sd f- 4>, and Inequality (7) is satisfied. (* Case 1 *) 

7. for each client group GGk G Sd 

8. repeat 



9. 

10 . 
11 . 
12 . 

13. 

14. 

15. 



Find the least impact factor, IF^{v) G TR', 



if(?; < FRj;) 



TIk 



FRk 



-v; 



-Th - {IF,^^ 



t')}; 



Dh^Dh[j{IF^{v)y, 
until ( Inequality (6) is satisfied) 
if Sd = 4 >, and Inequality (7) is not satisfied. (* Case 2 *) 
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16. Thu=Th\J...\JTlD-, 

17. TIaii ^sort{TIaii)', {* with the increasing order of impact factors *) 

18. repeat 

19. Find the least impact factor, IF^ {v) G TlaiV, 

20. i{{v<FRj^) 

21 . FR^ ^v- 

22 . TIaii ^Tlaii - 

23. Dh^DlMlFtiv)}-, 

24. until ( Inequality (8) is satisfied) 

When a disk fails, FR^^ is initialized to max^ for every client C™. In addition, 
impact factors in the AR are sorted in the ascending order and added to the TR {i = 
1, ..., D). After initialization (lines 2-5), RDF determines whether Case 1 or Case 2 
occurs (line 6 and 15). If Case 1 occurs, for each client group CGk G Sd, the RDF 
chooses the least value of impact factor IF^{v) G TR and removes it from the TR. 
Then, if FRjt > v, it degrades the resolution to v. The steps for Case 1 above are 
repeated until Inequality (6) satisfied (lines 7-14). If Case 2 occurs, the degradation is 
performed by examining all the clients admitted by the server (lines 16-24). 

4.2 When Admitting a New Client in the Degraded Mode 

Just after admitting a new client in the degraded mode, the resolutions for the admitted 
clients may be degraded to accommodate the new client. We assume that the new client 
is serviced from the client group CGw If GG^j G Sd, the server finds FR™ for the 
clients in the GG^ by using the RDF. If Case 2 occurs, then the server enforces the 
method described from the line 16 to the line 24 in the RDF. 



4.3 When a Client Closes a Video Stream in the Degraded Mode 

When a client closes a video stream in the degraded mode, returned disk bandwidth or 
buffer is reclaimed to increase the resolutions for the clients. Assuming that an outgo- 
ing client G^ belongs to the client group GGu, the heuristic algorithm for resolution 
enhancement, called REA, is as follows: 

Algorithm REA: Resolution Enhancement Algorithm 

1 . Set of impact factors : DRa ; 

2. Removes impact factors for the client G^ from DR and AR ; 

3. Removes the client G^ from the client group GGu and recalculates 

4. if GGu £ Sd, and Inequality (7) is satisfied. (* Degradation for the clients in the 
client group GGu is due to Case 1 =i<) 

5. while (ST^^ < ij?) 

6. Find the greatest impact factor, IF^[v) G DR-, 

1. if ( u > FR2 ) 

8 . FR<^ ^v, 

9. DR ^DR - {/Ff (u)}; 

10. if GGu ^ Sd, and Inequality (7) is not satisfied. {* Degradation is due to Case 2 *) 
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11. 


DRii 


12. 


DRii 


13. 


while 


14. 




15. 




16. 




17. 




18. 





= Dh[j...[jDlD-, 

^sort{DIaii)’, (* with the decreasing order of impact factors *) 
(Inequality (8) is satisfied) 

Find the greatest impact factor, IF^[v) G Dlaif, 
if ( V > FR^ ) 

FR^ 

Dhn ^Dlaii - {IF^{v)}- 
Dh ^Dh - {IF^{v)}- 



REA first determines the reasons for the resolution degradation (line 4 and 10). If 
degradation for the clients in the client group CGu is due to Case 1, the REA chooses 
the greatest impact factor, IE^{v) in DR and removes it from the DR- Then, if 
V > FR^, it increases the resolution to the v. Above steps are repeated while < 

if? (lines 5-9). If degradation is due to Case 2, resolution enhancement is enforced hy 
examining all the clients admitted by the server (lines 13-18). 



5 Experimental Results 

To evaluate the effectiveness of our schemes, we have performed simulation-based ex- 
periments. The server consisting of 32 disks stores 1000 video clips, and each of the 
video length is 50 minutes. Arrival of client requests is assumed to follow the Poisson 
distribution and the mean arrival rate is assumed to be 20 arrivals/min, where the choice 
of video clips is random. Each segment has 1 1 display resolutions whose bit rates are 
shown in Table 2 [5], and the maximum resolution level for every client is assumed to 
be random. The objectives for the simulation are as follows: 

1 . Number of admitted clients according to the degree of resolution degradation 

2. Effectiveness of heuristic algorithms 



Table 2. Scalable video data rates 



Resolution index 


0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


Current bit rate (kb/s) 


190 


63 


63 


64 


126 


127 


127 


127 


126 


127 


190 


Total bit rate (kb/s) 


190 


253 


316 


380 


506 


633 


760 


887 


1013 


1140 


1330 



5.1 Number of Admitted Clients According to the Degree of Resolution 
Degradation 

Figure 2 shows the number of admitted clients for 10 hours according to the buffer 
size and diff when i? is 2 seconds. The number of admitted clients increases with the 
diff value. The reason for this is that greater diff provides more opportunity for the 
resolution degradation. The number of admitted clients also increases with the buffer 
size. 
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Fig. 2. Effects of buffer size and diff 



5.2 Effectiveness of Heuristic Algorithms 

An optimal solution for TZW can be found by exhaustively enumerating the feasible 
solutions and selecting the one with the highest reward sum. However, its computational 
complexity is 0{{diff + 1)^‘) for the client group CGi. Since the number of admitted 
clients in a client group is approximately 35, finding the optimal solution when diff > 
1 is almost impossible. Thus, we only compare our heuristic algorithm with the optimal 
solution when diff = 1. A reward value of 40 is assigned to the maximum resolution 
level, and the rewards are assumed to decrease by random values between 1 and 5 for 
one resolution degradation. The metric used here is the sum of rewards for a client 
group. Figure 3 shows the sum of rewards according to the round length, and the sum 
of rewards by our methods is very close to the optimal sums. 

To evaluate our heuristic algorithm for diff > 1, let us consider the following 
algorithm, called RDWF. For simplicity, we ignore Case 2. 

Algorithm RDWF: Resolution Degradation algorithm considering reWard diFference 

1. for all the clients C™ in each client group CGi, {i = 

2 . FRdf' 

3. for each client group CGk G Sd 

4. repeat 

5 . For the client whose F Rff is greater than min ™ , find a client C^ whose 
RWf{max^) — RWf{FR^ — 1) is minimum; 

6 . FRP ^FRP - 1 ; 

7. until ( Inequality (6) is satisfied) 

Figure 4 shows the sum of rewards according to the number of admitted clients in 
a client group when diff = 4. RDF shows better performance than RDWF because 
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Fig. 3. Comparison between optimal solution and RDF when diff = 1 



the RDF reflects both rewards and bandwidth for the degradation, whereas the RDWF 
only considers the difference of rewards. 

6 Conclusions 

In this paper, we have proposed a QoS negotiation scheme for multi-resolution video 
servers to provide efficient failure reeovery. The proposed scheme defines a QoS model 
which includes both a range of resolution levels and their respective rewards to the 
system in order to provide QoS degradation in the degraded mode. It also estimates the 
additional disk load and the buffer size in the degraded mode at admission time, and thus 
it can guarantee acceptable performance even in the degraded mode. To maximize the 
server-perceived rewards, we have presented heuristic algorithms for resolution degra- 
dation and enhancement. We have demonstrated the effectiveness of the scheme through 
simulations. Our simulation results show that it increases the admission ratio as well as 
server-perceived rewards. We are currently working on the QoS negotiation scheme for 
VBR video streams in multi-resolution video servers. 
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Abstract. The empirieal work presented here concerns the effects of very large 
packet loss and delay conditions upon the performance of an H.323-based VoIP 
service. Specifically, it examines call establishment performance and audio 
voice quality under these conditions. The work was performed as part of an 
investigation concerning the effects of GEO satellite environments upon H.323- 
based VoIP, but its findings are relevant to all kinds of networks which may 
suffer or become subject to highly aberrant transmission conditions. The call 
establishment tests showed that the H.323 protocols could establish calls 
successfully under severely impaired conditions. The listening tests showed that 
uncontrolled jitter was the most destructive parameter to listening quality. 
Packet loss was also influential, though somewhat less dramatically. 



1 Introduction 

The empirical work presented here concerns the effects of very large packet loss and 
delay conditions upon the performance of an H.323-based VoIP system. It was 
performed during Q2-Q4 2000 within the IMMSAT project (^"Internet Protocol based 
MultiMedia Services over a Satellite Network”) [1] [2], a project carried out by Norsk 
Regnesentral [14] and Nera SatCom AS [16]. 

Two primary types of VoIP tests were carried out: call establishment and audio 
voice quality. The main objectives of prototype testing were: 

• To verify that the H.323 protocols could be used to establish calls with an 
acceptable voice quality, in an environment that approximates the characteristics of 
a GEO (Geosynchronous Earth Orbit) satellite-based IP network. 

• To find the parametric limits for delay, jitter, and packet loss where the H.323 
protocols could no longer provide an acceptable VoIP service. That is, where call 
establishment becomes severely impaired / fails and where audio voice quality 
degrades such that usability of the service is severely or wholly impaired. 

Regarding other related work, Bern, et.al. [3] provide a thorough introduction to 
the area and issues of broadband satellite multimedia systems, clarifying the basic 
physical and architectural distinctions amongst satellite systems, as well as some of 
the technical and legal issues to be addressed. Farserotu and Prasad [5] provide a 
more brief survey, and include concise descriptions of the basic issues and references 
to the latest work in areas such as enhancements to TCP/IP, enhanced QoS awareness, 

D. Shepherd et al. (Eds.): IDMS 2001, LNCS 2158, pp. 74-85, 2001. 

© Springer-Verlag Berlin Heidelberg 2001 
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IP security over SATCOM, onboard processing, switching and routing, and service 
enabling platforms. Metz [7] offers another concise introduction. 

The IMMSAT results can perhaps be best contrasted to recent work by Nguyen, 
et.al. [8]. There, the work studied the effects of link errors and link loading upon link 
performance (e.g., packet and frame loss, delay, etc.) for an H.323-based VoIP 
service. The IMMSAT study focused upon identifying the levels of link delay, jitter 
and packet loss which could be sustained and tolerated. 



2 H.323 Call Establishment 

H.323 calls [9] can be established according to a variety of call models. A call model 
basically defines the system entities to and from which signals are exchanged. 
Readers can find a comprehensive H.323 tutorial at [10]. This section focuses upon 
signaling procedures and timers relevant to H.323 call establishment. 



2.1 Basic Signaling Procedures for H.323 Call Establishment 

The provision of H.323-based communication proceeds in 5 phases: 

• phase A: call setup (RAS and H.225 messages [13]); connection of endpoints; 
H.245 call control channel establishment [11]) 

• phase B: initial communication and capability exchange (H.245 procedures); 
master/slave determination 

• phase C: establishment of audio visual communication (H.245 procedures); media 
stream address distribution; correlation of media streams in multipoint conferences 
and communication mode command procedures 

• phases D and E: call services and call termination, respectively [9]. 

In IMMSAT, call establishment testing concerned itself specifically with the 
success or failure of phases A-C. That is, call establishment was judged successful 
when voice could be transmitted between the endpoints. 



2.2 Signaling and Timing Details within Call Setup 

The discussion in this section specifically focuses upon call setup (phase A) within a 
Direct Endpoint Call Signaling via Gateway call model. This was the call model used 
during prototype testing. It is important to note that in this call model, the Gateway is 
both a callee endpoint and a calling endpoint. The RAS and H.225 signal exchanges 
in phase A for that call model are illustrated in Figure 1 . 




76 



Peter Holmes, Lars Aarhus, and Eirik Maus 



Timers. System entities start and stop various timers as they send and receive 
different signals. These include the T303, T310 and T301 timers, as specified for use 
within call setup hy H.225 and Q.931'. 

Each calling endpoint starts a T303 timer at the moment it issues a Setup signal. By 
default [13], each calling endpoint should receive an Alerting, Call Proceeding, 
Connect, Release Complete (or other message) from its respective called endpoint 
within 4 seconds. Should a calling endpoint receive a Call Proceeding signal before 
T303 timeout, it should start a T310 timer. Its T310 timer runs until it receives an 
Alerting, Connect or Release Complete signal. Typical timeout values for the T310 
timer are about 10 seconds [15]. 

If a calling endpoint receives an Alerting signal before a T310 timeout, it should 
start a T310 timer. This timer runs until a Connect or Release Complete signal is 
received. Its timeout value should be 180 seconds or greater [13]. 

Mandatory vs. optional signaling. Not all signals appearing in Figure 1 are 
mandatory; certain are optional, and certain can be omitted in special cases. For 
instance, the Alerting ("terminal is ringing") signal can be omitted should the callee 
answer the phone {Connect) before it has time to ring. Otherwise, F1.225 requires the 
callee endpoint to send an Alerting signal, regardless of call model. H.225 also states 
that a Gateway should forward an Alerting signal (as shown in Figure 1). 



Endpoint 1 Gatekeeper 1 Gateway 1 Endpoint i 



ARQ (1) 






> 

ACF (2) 




Setup (3) 


Call Proceeding (5) 





Setup (4) 


Call Proceeding (5) 


Alerting (8) 




ARQ (6) 


< — 


ACF/ARJ (7) 






Alerting f81 


Connect HO) 




Connect (9) 


r 







T1524( 

RAS Messages 

Call Signalling Messages 

Fig. 1. Direct endpoint call signaling via Gateway: phase A (adapted from [9]) 



’ It has been pointed out that certain equipment implementations use two timers in place of the 
three timers mentioned here (T303, T310 and T301) [15]; the discussion in this section 
accords with H.225 and Q.931. 
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When call setup signaling transpires via a Gateway, H.323 requires the Gateway to 
send a Call Proceeding signal to the calling endpoint, whenever the Gateway judges 
that it might require more than four seconds to respond to that endpoint. This is 
required in order to help prevent a T303 timeout (or its equivalent) within the calling 
endpoint. Perhaps surprisingly, H.225 does not require that the callee endpoint (e.g., 
endpoint 2) issue a Call Proceeding signal. In network environments with 
extraordinarily long delays, the absence of a Call Proceeding signal from a callee 
endpoint could yield a T303 timeout (or its equivalent) in the Gateway. In many 
implementations, a T303 timeout causes call setup to faiP. 

In short, use of the Call Proceeding signal by the callee endpoint can be highly 
valuable when facing very large delay conditions. Use of this signal helps serve to 
alleviate, though not decouple, end-to-end call setup timing constraints. In satellite 
environments, issuance of this message from callee endpoints helps mitigate the 
effects of multiple satellite hops during H.323 call setup. 



3 Prototype Testing 

The satellite-based environment parameters in focus within IMMSAT were delay, 
jitter, packet loss and bit error rate (BER). For a typical GEO satellite-based 
environment, measured values^ for these parameters are: 

• Delay. 550 ms one-way delay (includes processing delay) 

• Jitter: ±15 ms (standard deviation) 

• BER: 10''’ average bit error rate 

• Packet Loss: 1% average packet error (assuming 10'^ BER and 100 byte packets on 
average). 



3.1 Prototype Configuration 

The network configuration and prototype elements within the IMMSAT prototype are 
given in Figure 2. Details about the specific kind of equipment used is provided in the 
figure, and explicated in [6]. References to the equipment include [17] [18] [21] [22]. 

In the figure, the H.323 client types are indicated with NM for the Microsoft 
NetMeeting 3.01 clients, IPX for Siemens LP5100 IP telephones [20], and ISDN for 
Siemens Profiset 30 ISDN telephones'* [19]. The configuration enabled testing the 
effects of both one and two hop calls^ 



^ H.225 and Q.931 allow the Setup signal to be retried. Since TCP underlies the H.225 call 
signaling messages, however, many implementations choose to abort and clear the call, 
rather than retry Setup [15]. 

^ Information as to which system these values were measured from is confidential. 

* These acronyms are followed by a number (1 or 2) which distinguishes different instances of 
the same kind of system entity. 

^ Two hop calls can occur, for example, when two mobile satellite terminals require (e.g., 
audio) media transcoding in order to communicate. In such cases, the audio media is 
transmitted from the first terminal to the satellite gateway via the satellite, transcoded in the 
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All testing was performed using various combinations of H.323 clients, IP 
telephones, ISDN telephones, H.323 Gateway, and Gatekeeper (for most tests). A 
Direct Endpoint Call Signaling via Gateway call model was employed. Voice 
encoding and decoding was fixed to G.711 in the ISDN/H.320 network, and to 
G. 723.1 (6.3Kb/s), in the IP/H.323 network. During testing, transcoding was always 
performed in the H.323 Gateway. 



ISDN phone 



ISDN phone 



Neva 

Satellite Gateway 



H.323 Clients & 

IP telephones 
(at satellite terminals) 




Siemens LP5100 
IP telephone | 1PT2 



Nera 

LAN/Ethcract 
with Hub 



Fig. 2. IMMSAT Prototype, including network and telephony configuration details 



3.2 Test Strategy and Approach 

A test strategy was chosen in which an effort was made to independently identify 
critical values for each individual parameter'’. For call establishment tests, a critical 
value was a value for a single parameter (e.g., delay, packet loss, etc.) at which call 
establishment began to fail. Once a critical value was identified for a specific 
parameter during a test series, two or three calls were made in the parametric space 
neighboring upon that critical value. Unfortunately, time available for testing yielded 
only very small sample sizes for each test series. 

Early, yet significant experimentation with the impact of varying BER upon call 
establishment indicted that it was necessary to raise this rate to values greater than 
1/50000, in order that call establishment should occasionally fail. The same was true 



gateway, then transmitted on to the second terminal, again via the satellite. In this example, 
this process transpires for audio media transmission in each direction. 

^ Clearly, certain parameters (e.g., delay and jitter) are interdependent. In this document, the 
term 'individual parameter' is use to mean a parameter which could be independently adjusted 
within the satellite simulator. 
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in regard to the perception of BER's effect upon audio voice quality^. Since such a 
rate is far outside the expected performance range for most networks, including GEO 
satellite, further independent testing of this variable was terminated. 

Complete details about the approach and test process for call establishment and 
audio voice quality testing can be found in [6]. Some details about audio voice quality 
testing are included below, however, due to their relevance in this context. 

The voice quality tests included two aspects, one-way listening quality and two- 
way conversational quality. To rate the subjective listening quality of audio voice. 
Recommendation P. 800's Quantal-Response Detectability Testing scale was 
employed (see [12], Annex C). An abbreviated version of this scale is included in the 
legend for Figure 4. 

In order to employ a consistent audio reference during listening quality tests, 
playback of a pre-recorded audio source via the Gateway was used. It must be noted 
that the time and resources available for listening quality testing were so limited that 
only a single subject was employed to perform the listening tests and to rate 
performance. Testing procedures were made as "blind" as possible [ 6]. 

As part of the listening quality tests: 

• silence suppression was turned off in all prototype elements (whenever and 
wherever possible) 

• audio frame size was 30 msec 

• number of audio frames per packet was clearly noted as a significant variable 
(either 1 or 2 audio frames per packet) 

• listening quality for both one and two hop calls was checked. 



4 Analysis of Results 

Since the total number of trials in each test series was so very limited, a judgement 
was made to analyze the results on the basis of apparent, rather than statistical trends. 



4.1 Call Establishment 

Figure 3 summarizes two major sets of call establishment tests. Each major set 
included eight test series. These two major sets include: 

• investigations of the effects of varying delay (test series A-H) and 

• investigations of the effects of varying packet loss (test series J-R). 

The relevant variables for each test series are: the type of client terminal initiating 
the call (the caller), the type of client terminal answering the call (the callee), whether 
the call involved one or two simulated satellite hops and the settings for the satellite 
simulator. When reviewing Figure 3, it is important to note that the horizontal axes 
employed therein are not linear. 



’ This is consistent with the findings of Nguyen, et.al. [8]. 
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Effects of delay. In regard to the effects of delay upon call establishment, there were 
two major observations. The first was that in the face of delay, call establishment 
performance did not seem to be influenced by the addition of a second (simulated) 
satellite hop. This can be seen in Figure 3 by comparing: test series C to D, test series 
C to E, and test series F to FI. It is expected that this behavior is related to the 
characteristics of a Direct Endpoint Call Signaling via Gateway model which fully 
employs the Call Proceeding signal, as explained in section 2.2. 

With respect to this first observation, the comparison of F to G is not conformant. 
It is presumed that this result is a consequence of the second observation described 
below. 

The second major observation is that increases in delay apparently seemed to 
impact calls employing IPT (as either caller or callee) more adversely than calls 
which did not involve IPT. Rather than including here a detailed clarification 
involving signal exchanges and timing, a higher-level explanation is offered instead. 



call establishment: DELAY (normal distribution) 

Cloud settings: standard deviation = 15 msec 
packet loss = 0; BER = 0 
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Fig. 3. Results of call establishment testing for delay and packet loss 

IPT as a caller endpoint: In test series F, G and H, the second leg of the call 
involves signaling between the Gateway and NetMeeting. Series F and H both 
demonstrate that the second call leg can tolerate up to 4000 ms delay. Series G begins 
to fail at 1400 ms, however, which implies that the cause of failure lies on the first leg 
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of the call. A reasonable hypothesis in this case is that timeouts occurred within the 
IPT terminal, the originating caller. 

IPT as a callee endpoint: In test series B, E and H, the first leg of the call involves 
signaling between NetMeeting and the Gateway. Series B and H both demonstrate 
that the first call leg can tolerate up to 4000 ms delay. Series E begins to fail at 1400 
ms, which implies that the cause of failure lies on the second leg of the call. It is also 
interesting to notice that the other two series having IPT as callee endpoint (series C 
and D) also demonstrated failure at 2000 ms. A reasonable hypothesis in this case is 
that IPT did not issue a Call Proceeding signal to the Gateway, a situation which 
caused the Gateway to timeout and clear the call. As mentioned earlier, H.225 does 
not require that callee endpoints issue the Call Proceeding signal. Still, these test 
series seem to demonstrate the value of that signal being issued by the callee 
endpoint. 

It must be mentioned here that though reasonable, the two hypotheses above could 
not be completely verified. The circumstances regarding this condition are explained 
further in [6]. 



Effects of packet loss. Analysis of the call establishment testing for packet loss did 
not reveal any apparent trends with respect to the variables under study (e.g., caller 
vs. callee type, hop count, etc.). The only apparent trend is that the success rate of call 
establishment seemed to significantly diminish when packet loss reached 15-20%. It 
should be mentioned here that some of the successful call establishment trials 
employing packet loss rates of 20-25% took one minute or more to establish. Despite 
the lack of usable audio quality at this level of loss (see below), successful call 
establishment could still be of value in other kinds of contexts (e.g., a “sign of life” in 
an emergency). 



4.2 Listening Quality 

Figure 4 summarizes six major cases of listening tests: one matrix for each major case 
(case matrices A-F). The approach used for testing is completely described in [6]. In 
the figure, each case matrix is also colored according to a “usability scale” defined for 
IMMSAT. The colors essentially map P.SOO's seven point quantal-response 
detectability scale ([12], Annex C) onto a three point scale; this was done in order to 
ease perception of the significance of the listening test results. The legend in Figure 4 
explains this mapping. Note that in certain case matrices, parts of the matrix are 
colored despite the fact that no trial was performed. These instances of coloring were 
inferred, based upon the performance of other trials within the same matrix. 

The parameters which distinguish each major case are: the type of client terminal 
initiating the call (the caller), the type of client terminal answering the call (the 
callee), whether the call involved one or two (simulated) satellite hops, whether the 
listening test was performed using a headset or a handset, and the number of audio 
frames per packet. For the cases in which IPT was the callee, an additional parameter 
was the setting for the HiNet jitter buffer; this buffer could be set to either ‘Long’ or 
‘Short’. The HiNet jitter buffer is a buffer internal to the Siemens IP telephones. The 
parameters which distinguish the trials within each major case are the settings for the 




82 



Peter Holmes, Lars Aarhus, and Eirik Maus 



satellite simulator. It is important to note that the axes employed for each major case 
matrix are not linear. 

The analysis here is discussed using comparisons amongst major cases A-F (i.e., 
“Case Comparisons I-V” in Figure 4’s legend); these are depicted as directed arcs in 
the figure. The legend succinctly describes the variation in parameter values for each 
case comparison. Note further that the case comparisons can be viewed as tree rooted 
at case B. 
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Fig. 4. Results of listening tests for jitter and packet loss 

Case B depicts a listening test where the configuration supported “good - very 
good” audio quality for jitter values as high as 150 msec and packet loss up to 1%. 
Audio quality began to noticeably degrade to “fair” when packet loss reached 3%. 
Comparison with case C (comparison I) indicates that use of two vs. one audio frames 
per packet does not appear to be of any significance. 

Differences are noticeable in comparison II, however; case F involves two hops, 
while case C involves only one. This comparison illustrates that audio quality 
degrades quite noticeably when a seeond hop is introduced, an expeeted result due to 
the cumulative effects of packet loss, delay and jitter across hops. Worth noting in 
case F is the near-usability of the trial having 150 msec jitter and 0% paeket loss per 
hop. This result seems to indieate that NetMeeting is internally operating with a 
relatively “large” jitter buffer. No user-level access to this parameter was available via 
the NetMeeting application, however, in order to confirm this hypothesis. 

Consider now comparison III (case B vs. case A). In case A, the most significant 
difference from case B is that instead of NetMeeting, the Siemens LP5100 telephone 
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is used as the callee terminal. For the LP5100 telephone, jitter has a severely 
destructive impact upon audio quality as soon as it reaches 100 msec. This was the 
case even though the HiNet jitter buffer was set to ‘Long’. When that buffer was set 
to ‘Short’ (see case D, comparison IV), the effect of jitter was devastating. 

In contrast to the LP5100 telephone’s poor performance in the face of jitter, the 
results seem to indicate that its audio quality was somewhat better than NetMeeting, 
when faced with the same levels of packet loss. Though this is not explicitly shown in 
comparison III, one may choose to infer this by considering how well the LP5100 
performed with respect to packet loss in case E — a two hop call (comparison V). 

In summary, the one-way listening tests showed that uncontrolled jitter was the 
most destructive parameter to audio quality. Packet loss was also influential, though 
somewhat less dramatically. 



4.3 Conversational Quality 

Even when the intelligibility of audio is unaffected by its transmission medium, the 
exclusive effect of delay can have severe consequences upon the character of a 
conversation (see e.g., [4]). Since this area has already been so well investigated, the 
tests for conversational quality were only quick, general checks performed using the 
typical values expected for delay, BER, packet loss, etc. In general, the conversational 
quality between clients at these levels was satisfactory. Of note, the two hop ealls 
tended to included some (very) small amount of added noise / distortion, when 
compared to the one hop calls. 

For the sake of experience, conversational quality was occasionally tested when 
delays were varied between 1500-4000 msec and other satellite parameters were held 
at their typical values. As expected, users could ultimately manage to successfully 
communicate. With such large delays, however, it was necessary for them to adopt an 
unnatural "single duplex" mode of conversation. 



5 Conclusions 

Generally, all tests performed using the IMMSAT prototype indicated that H.323- 
based VoIP services in a GEO satellite-based IP network are practical and usable. The 
effects of typical, GEO satellite environment conditions upon H.323-based VoIP 
services are expected to be negligible. These results are consistent with those of 
Nguyen, et.al. [8]. Further remarks about call establishment and audio voice quality 
follow below. 



5.1 Call Establishment 

The call establishment tests showed that the H.323 protocols could establish calls 
successfully under severely impaired conditions — conditions which were at least an 
order of magnitude worse than in typical GEO satellite-based environments. 
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The call establishment tests also indicated that the client type on each end of the 
call can have great significance with respeet to the amount of delay which can be 
tolerated during call establishment. For example, it appeared that one of the clients 
failed to issue the Call Proceeding signal. This signal is not required by the standard 
but, when facing extreme conditions, its use can yield greater tolerance of delay. 

Lastly, it was interesting to see that both one and two hop call configurations 
performed equally well in the face of delay. It is expected that this behavior is due to 
the characteristics of a Direct Endpoint Call Signaling via Gateway model which fully 
employs the Call Proceeding signal. 



5.2 Audio Voice Quality 

The experiments showed that audio quality appreciably degrades when moving from a 
one hop call to a two hop call. This kind of result is expected due to the cumulative 
effects across multiple hops. The experiments showed that client type also has an 
impact upon voice quality; use of headset instead of a handset also makes a difference 
here. 

Still, jitter is the network characteristic that seemed to have the greatest impact on 
listening quality. Even though the highly adverse conditions tested in this 
investigation are not likely to be observed in most networks, the ability to handle jitter 
is crucial for offering an acceptable VoIP service. Using a larger jitter buffer in 
certain system entities may help alleviate the problem, though at the cost of an 
increase in overall delay. 

The experience of large delays when trying to converse can be frustrating and 
confusing, even to users who have been informed of and prepared in advance for such 
conditions. Users practiced with large delays can adapt and reconcile themselves with 
the condition and ultimately use the service, but conversations must transpire in a 
“single duplex” mode in order that communication be achieved. 
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Abstract. Research reported in this paper deals with the design of a 
communication architecture with guaranteed end-to-end quality of service 
(QoS) in an IPv6 environment providing differentiated services within a single 
Diff-Serv domain. The paper successively presents the design principles of the 
proposed architecture, the networking platform on which the architecture has 
been developed and the experimental measurements validating the IP level 
mechanisms providing the defined services. Results presented here have been 
obtained as part of the experiments in the national French project @IRS 
(Integrated Architecture of Networks and Services). 



1 Introduction 

Technical revolutions in computer science and telecommunications have led to the 
development of several new types of distributed applications: multimedia and co- 
operative applications, interactive simulation, etc. These new applications present 
challenging characteristics and constraints to network designers, such as higher 
bandwidths, the need for bounded delays, etc. As a result, the Internet community 
formed two research and development efforts (IETF' Int-Serv [1] and Diff-Serv [2] 
working groups) whose goal is to develop a new generation of protocols within a 
revised architecture for the TCP/IP protocol suite. One of the key points of that 
architecture is that the new “differentiated” or “integrated” services respond to the 
needs of new applications. Performed within the national French project (^IRS^, work 
presented within this article straddles this context. More precisely, it deals with the 



’ IETF : Internet Engineering Task Force 

^ The @IRS project (Integrated Networks and Services Architecture) is a national project of the 
France's RNRT (Reseau National de la Recherche en Telecommunications), whose objective is the 
development and experimentation of innovative Internet mechanisms and protocols within an 
heterogeneous telecommunications infrastructure (ATM, satellite, wireless, LAN, etc.). Initiated in 
December 1998, project @IRS has ended in April 2001. 

D. Shepherd et al. (Eds.): IDMS 2001, LNCS 2158, pp. 86-98, 2001. 
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conception, the implementation and the evaluation of a communication architecture 
providing a guaranteed end-to-end QoS in an IPv6 differentiated services 
environment constituting a single Diff-Serv domain. Several other works have been 
initiated to target the QoS problem within the Internet. Among them, let’s cite the TF- 
TANT activity [3] and the GEANT, TEQUILA, CADENUS, AQUILA and GCAP 
1ST projects [4, 5,6,7, 8]. 

The article is structured as follows. Section 2 presents the architecture principles. 
Section 3 describes the experimental platform over which the architecture has been 
developed. Section 4 details the experimental scenarios for the validation of the IP 
QoS mechanisms providing the defined services; results of the corresponding 
measurements are also provided and analysed. Conclusions and future work are 
presented in Section 5. 



2 General Architecture 

The following two major sections (2.1 and 2.2) successively present the architecture 
defined at the end-to-end level and then at the network level. 



2.1 End-to-End Level 

The basic underlying principle that supports the proposal of the @IRS end-to-end 
architecture is one of many dedicated to the transport of multimedia flows 
[9,10,11,12]. The idea is that the traffic exchanged within a distributed application 
can be decomposed into several data flows each one requiring its own specific QoS 
(i.e. delay, reliability, order, ...). That is, each application can request a specific QoS 
for each flow via a consistent API (Application Programming Interface) offering 
parameters and primitives for a diverse set of necessary services. By way of a session 
(see Figure 1), the application layer software is then allowed to establish one or many 
end-to-end communication channels, each being: (1) unicast or multicast, (2) 
dedicated to the transfer of a single flow of application data, and (3) able to offer a 
specific QoS. 

Besides the API, three other modules are defined: 

• the first one provides multiple transport layer possibilities, such as TCP, UDP, or 
the partial-order, partial-reliable POC (Partial Order Connection [13,14]); 

• the second one implements the mechanisms linked to the utilisation of QoS 
services at the IP layer (e.g., RSVP, RSVP light, manual configuration); 

• the third one associates a given transport channel with a given IP QoS service. 
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Figure 1. Architecture of the End-to-End Communication System 

Two types of modifications have been defined for the applications: the translation 
of transport layer function calls (e.g. socket) to the new API, and the insertion of an 
adaptation layer managing the establishment of end-to-end QoS-based 
communication channels, along with translating the applications' needs into generic 
parameters understood by the API. 

Since the experimental results presented in the paper are “IP QoS” rather than 
“Transport QoS” oriented, we do not present the API in detail. However, we precise 
that the QoS specified for each end-to-end channel is expressed by the following 
parameters: 

• a partial order, expressed as both an intra and inter flow order since a user may 
want a logical synchronisation service either within each flow (e.g., logical 
synchronisation of two media transported within the same end-to-end channel) or 
between flows (e.g., logical synchronisation of voice and video); 

• a partial reliability defined, for example, by a maximum number of consecutive 
lost packets, and/or by a maximum running percentage of lost packets; 

• a maximum end-to-end transmission delay. 

Although the question is pertinent, the goal of this paper is not to describe and 
enforce ordering relationships within channels that may lose packets to tackle 
synchronisation needs associated with multimedia applications, or to reduce the 
transit delay of application level data units. Identically, the paper does not study the 
usefulness of RTP based propositions. 

Finally, in addition to QoS parameters, an application must specify four service 
parameters: 

• the first one characterises the traffic generated by the application sender; for this, 
the token bucket model is used; 

• the second one designates which transport protocol to use (e.g. UDP, TCP or 
POC). One of the proposed future research activities is to determine if it is 
possible and/or efficient to have the system automatically select the transport 
protocol. For now, this choice must be specified by the application; 
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• the third one designates the IP layer's QoS management desired by the 
application (e.g. Best Effort service, Int-Serv Guaranteed or Controlled Load 
services, Diff-Serv Premium or Assured services, etc.). Here again, automatic 
selection is a proposed research activity outside the scope of the work presented 
here; 

• the final parameter identifies the address, either unicast/multicast, of a set of 
destination applieation softwares. 

Although the architecture is designed so as to allow several kinds of Transport 
protocols or IP level management systems, the architecture implemented within the 
project only includes UDP and TCP at the Transport level and a Diff-Serv proposition 
(described in section 2.2) at the IP level. 



2.2 Network Level 

QoS functions performed at the network level can be divided in two parts: those 
related to the data path and those related to the control path [15]. On the data path, 
QoS functions are applied by routers at the packet level in order to provide different 
levels of service. On the control path, QoS functions concern routers configuration 
and act to enforce the QoS provided. If studies performed during the @IRS project 
tackle the two areas (data and control paths), only the data part has been implemented 
and evaluated over the experimental platform. In this section, we first describe the 
defined services at the IP level. Then we detail the different functions required for the 
services implementation, with a clear separation between the control path and the data 
path. 

Services. Three services have been defined at the IP level: 

• GS (Guaranteed Serviee) - analogous to the Premium Service [16] - is used for 
data flows having strong constraints in both delay and reliability. Applications 
targeted by GS are those which do not tolerate QoS variation; 

• AS (Assured Service) is appropriate for responsive flows having no strong 
constraints in terms of delay, but requiring a minimum average bandwidth. More 
precisely, a flow served in AS has to be provided with an assured bandwidth for 
the part of its traffic (IN packets) respecting the characterisation profile specified 
for the flow. Part of the traffic exceeding the characterisation (OUT - or 
opportunistic - packets) is conveyed in AS as far as no congestion occurs in the 
network on the path used by the flow; 

• BE: Best Effort service offers no QoS guarantees. 

Three markings have been defined to differentiate packets: EF (Expedited 
Forwarding), AF (Assured Forwarding) and DE (Discard Eligibility) [17,18], 
corresponding to the three services provided at the IP level. 
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Control Path QoS Functions. In order to implement the mentioned services in the 
testbed network (described in section 3), the two mechanisms involved in the control 
path are admission control and route change protection. Note that the multicast issue 
is not studied in this paper. 



Admission Control. The admission control takes care of the acceptance of new flows 
in service classes. Its decisions are taken according to the TCA^ contracted between 
the user domain and the service provider domain. Our proposition is different for AS 
and GS: 

• for AS, a per flow admission control is applied at the edge of the network (core 
routers are not implied); this control is based on the amount of AS traffic already 
authorised to enter the network by the considered edge router. This gives the 
guarantee that at any time, the amount of in profile AS packets (IN packets) in 
the network will be at most the sum of the AS authorised at each edge router; 

• for GS, as a delay guarantee is needed, the admission control involves all the 
routers on the data path (edge and core routers). As for AS, it is applied per flow, 
each flow being identified by the couple {flow_id field, source address). 

Route Change Protection. This issue is raised for GS only as a route change can have 
a heavy impact on the service and even results in the service not being available 
anymore. As it has been decided in the @IRS project that QoS and routing issues 
would be considered separately, our solution is to use static routing only. 

Data Path QoS Functions. QoS functions involved in the data path are policing, 
scheduling and congestion control. We first describe these three functions, then we 
detail their implementation within routers input and output interfaces. 



Data Path Functions Description. 

Policing. Policing deals with the actions to be taken when out of profile traffic arrives 

in a given service class: 

• for AS, the action is to mark the out of profile packets with a higher drop 
precedence than for the IN traffic. OUT packets are called opportunistic packets 
because they are processed like the other IN AS packets, as far as no congestion 
occurs in the network. If congestion occurs, the congestion control described here 
after is applied. Targeted applications are those whose traffic is elastic, that is 
with a variable profile (a minimum still being assured); 

• for GS, as a guarantee exists, we must be sure that enough resources are 
available; therefore the amount of GS traffic in the network must be strictly 
controlled. To enforce this, the chosen policing method is to shape the traffic at 
the edge router and to drop out of profile GS packets. 



' TCA - Traffic Control Agreement: part of the SLA (Service Level Agreement [19]) that describes the 
amount of traffic a user can send to the service provider network. 
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Scheduling. Once again, the scheduling is different for AS and GS packets: 

• GS scheduling is implemented by a Priority Queuing (PQ) mechanism. This 
choice is due to the fact that a PQ based scheduler adds the smallest delay to the 
packet forwarding due to packetisation effect; 

• the remaining bandwidth is shared by a Weighted Fair Queuing (WFQ) between 
AS and BE traffic. This ensures that there will not be service denial for BE. 

Congestion Control. The congestion control issue is essential for QoS services, as a 
congestion can prevent the network from offering the contracted QoS to a flow: 

• GS traffic does not need congestion control as it benefits from a priority queuing 
ensuring that all its packets are served up to the maximal capacity of a given 
router. Associated with a strong policing (drop of out of profile packets) at the 
network boundary, this guarantees that no congestion will occur in GS queues; 

• for AS, as opportunistic traffic is authorised to be sent in the network, the amount 
of AS packets in any router can’t be known a priori. Therefore, a drop precedence 
system has been implemented; it allows the drop of opportunistic packets as soon 
as a congestion is about to occur in an AS queue. A Partial Buffer Sharing (PBS) 
has been chosen on the AS queues rather than a Random Early Discard (RED) 
method. This choice comes from recent studies which show that simple systems 
such as PBS avoid the queue length oscillation problems raised by RED [20,21]. 

Let us now look at the implementation of these functions over the @IRS platform 
through the input interface of the first router (called edge router as opposed to core 
routers) and the output interface of all routers. 



Data Path Functions Implementation 

Input Interface of Edge Router. This interface is the first encountered by a packet 
when it enters the network. Its logical structure is shown in Figure 2. 




Figure 2. Input Interface Structure 



This interface is in charge of: 

• packets classification, which is based on information from the IPv6 header 
(source address and /7ow_ic/); this is done through a MultiField Classifier, 

• measuring AS and GS flows to determine whether they are in or out of profile; 

• shaping GS packets and dropping them if necessary; 

• marking AS and GS packets with the appropriate Diff-Serv CodePoint (DSCP) 
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• marking AS packets with the precedence due to their being in or out profile; 

• marking BE packets to prevent them from entering the network with the DSCP of 
another service class. 



Output Interface of All Routers. In the Diff-Serv model, all routers must implement a 
set of forwarding behaviours called Per Hop Behaviour (PHB). In the @IRS 
architecture, these behaviours are implemented through scheduling and AS 
congestion control as described in section (0). They are integrated in the output 
interface of each router (Figure 3). 




Figure 3. Output Interface Structure 



Two additional points must be noted: the Behaviour Aggregate classifier which 
classifies packets according to their DSCP, and the rate control at the output of core 
routers. As it will appear more clearly in the next seetion, this rate eontrol is necessary 
to avoid congestion at the ATM level. Indeed, congestion at the ATM level is due to 
the fact that ATM Virtual Paths (VP) through which the packets are sent have a 
smaller bandwidth capacity than the ATM cards of the routers. Combined with the 
limited buffer size in the ATM switches, this could create ATM cell losses when the 
throughput of the router is not controlled. 



3 Experimental Platform 

The testing network environment used for applieations of the project is shown in 
Figure 4. 

Local equipment is connected by edge routers (Rb) to an Internet Service Provider 
(ISP) represented by the national ATM RENATER 2 platform. Four eore routers (Rc) 
are introduced within the ISP; physically, they are located in the local platforms, but 
logically they are part of the ISP. By means of its edge router, each site is provided 
with an access point to the ISP (Rb). This access point is characterised by a statically 
established traffie contract called Service Level Agreement (SLA) [19]. For each 
service, the SLA consists of: 

• classification and packet (re)marking rules; 

• a sending traffic profile called Traffic Conditioning Agreement (TCA) [19] (for 
@IRS, the model chosen was the Token Bucket); 

• actions the network has to perform when the applieation violates its traffic 
profile. 
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Figure 4. Experimental Platform 



It is the edge router’s responsibility to implement the SLA as it introduces 
application flows within the ISP. All the ATM VPs offer a IMbit/s Constant Bit Rate 
(CBR) service. 



4 Experimental Scenarios and Measurements 

The purpose of the experimental scenarios described in this section is to validate the 
IP mechanisms developed to provide a slightly degraded QoS for AS flows and an 
excellent QoS for GS flows when the network load is increasing. 



4.1 Studied Cases 

Two cases have been considered: 

• case 1: the edge router is not in state of congestion and the AS (respectively GS) 
flow respects its traffic profile. This case is the reference one; 

• case 2: the edge router is now in state of congestion and the AS (resp. GS) flow 
still respects its traffic profile; the congestion is due to BE traffic. Here, we want 
to study the behaviour of the AS (resp. GS) flow when the network is overloaded. 

4.2 Tools 

The software tool used for the experiments is a traffic generator (named Debitb) 

developed by LIP6 and LAAS. Debitb is able to: 

• send/receive UDP/IPv6 flows under Free BDS or Window NT operating system; 

• send traffic respecting a token bucket type-like profile; 

• measure throughput and loss rate for a given experiment session; 

• measure transit delay for each packet. 
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4.3 QoS Validation 

Experiment Configuration. Measurements have been realised between LAAS 
(Toulouse) and LIP6 (Paris) over the IPv6 inter-network environment illustrated on 
Figure 5. 
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Figure 5. Inter-network Environment 

Bandwidth of the link coimecting LAAS (resp. LIP6) to the ISP (via an ATM VP) 
is such that the maximal throughput provided at the UDP level is 107 Kbytes/s. In the 
following of the paper, we use the term link bandwidth to refer to this throughput. 



Hypothesis and Measured Parameters. Edge and core routers have been configured 

with the following hypothesis: 

• the maximal amount of GS traffic that can be generated by the edge router (in 
average) has been fixed to 20 Kbytes/s, i.e. about 20% of the link bandwidth; 

• the maximal amount of AS traffic that can be generated by the edge router (in 
average) has been fixed to 40 Kbytes/s, i.e. about 40% of the link bandwidth; 

• the rate control applied by the core router is 107 Kbytes/s (i.e. the link 
bandwidth); 

• weights associated to the AS and BE packet scheduling within the WFQ 
mechanism are respectively 0.8 and 0.2. 

Measured parameters are the loss rate, the transit delay and the throughput; more 

precisely: 

• the loss rate corresponds to the ratio between the number of not received packets 
and the number of sent packets for the complete experiment session; 

• minimal, maximal and average values of the transit delay are calculated for the 
complete experiment session (about 300 seconds); 

• the throughput is measured both at the sending and receiving side and 
corresponds to the number of user data bytes sent or received for the complete 
experiment session divided by the communication duration (about 300 seconds). 

Note that hosts are synchronised by means of NTP (Network Time Protocol), 

inducing a +/- 5 milliseconds (ms) uncertainty on the transit delay measurements. 
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Measurements Specification. Two kinds of measurements have been defined (see 
Table 1). In both cases, AS and GS flows have to respect their traffic profile and all 
flows (GS, AS and BE) are generated by bursts of 1 UDP packet whose size is 1 024 
bytes. The inter-packet delay is the variable parameter used to change the throughput 
of the generated flows. 



1** kind of measure 


BE (% of the link bandwidth) 


0 25 50 


75 


100 


GS (% of the maximal 
amount of GS traffic) 


50 


case 1 


case 2 


100 


case 1 


case 2 


AS (% of the maximal 
amount of AS traffic) 


50 


case 1 


case 2 


100 


case 1 


case 2 


2"“* kind of measurements 


BE (% of the link bandwidth) 


100 


AS and GS 


50 


case 2 



Table 1. QoS Measurements Specification (case 1 = no congestion ; case 2 = congestion) 



The first kind of measurements is aimed at validating the protection of an AS 
(resp. a GS) flow in presence of a BE flow whose load is increased from 0% to 100% 
of the link bandwidth. AS and GS flows are not generated together. For these 
measurements: 

• the BE flow is sent from the BSDexo PC (LAAS); values of its mean rate are 
successively 0%, 25%, 50%, 75% and 100% of the link bandwidth; 

• AS and GS flows are transmitted using Debit6 from LAAS BSD PC to LIP6 BSD 
PC; two cases are considered: 

• a single AS (resp. GS) flow is generated with a mean rate corresponding to 50% 
of the maximal amount allowed by the edge router to AS (resp. GS) traffic, i.e. 
20 Kbytes/s (resp. 10 Kbytes/s); 

• a single AS (resp. GS) flow is generated with a mean rate corresponding to 
100% of the maximal amount, i.e. 40 Kbytes/s (resp. 20 Kbytes/s). 

The second kind of measurements is aimed at validating the protection of an AS 
flow and a GS flow generated together, in presence of a BE flow whose load 
corresponds to the totality of the link bandwidth (100%). For these measurements: 

• the BE flow is sent from the BSDexo PC (LAAS); its mean rate is 107 Kbytes/s ; 

• AS and GS flows are transmitted using Debit6 from LAAS BSD PC to LIP6 BSD 
PC, each one with a mean rate corresponding to 50% of the maximal amount 
provided by the edge router (i.e. 20 Kbytes/s for AS and 10 Kbytes/s for GS). 

Results and Analysis. For the first kind of measurements, due to space limitation, 
only the results for 100% of AS (respectively GS) are exposed in this section. 

Protection of the AS Flows (vs. BE). Results of the measurements are exposed in 
Table 2. These results conform to the excepted ones. When the network is not in state 
of congestion (first three columns), one can conclude that: 
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- the average transit delay is almost constant (less than 1 ms gap); 

- the loss rate is almost null; 

- the receiving throughput is almost the same as the sending one; 

- the maximum delay is not guaranteed. 

Note that the second and third points are compliant to the expectations as we only 
consider in-profile traffic; measurements with out of profile traffic would show a 
receiving throughput inferior to the sending throughput (and a loss rate higher than 0) 

When the network is in state of congestion, one can see that the transit delay value 
is slightly increased, which again is correct for the expected service. 
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Table 2. AS - 100% vs. BE 



Protection of the GS Flows (vs. BE). Results of the measurements are exposed in 
Table 3. These results are similar to those exposed for the AS flows, the main 
difference being that the maximum delay for GS packets seems slightly lower than the 
maximum for AS packets. This is normal as we only compare AS vs. BE and GS vs. 
BE; indeed, in both cases, the flow that benefits from QoS goes through the network 
nearly as quickly as it can. 
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Table 3. GS - 100% vs. BE 



Protection of the AS and GS flows (vs. BE). Results of the measurements are 
exposed in Figure 6, which presents the % of packets received with a delay less than 
or equal to the value denoted on the x-axis. The difference between AS and GS is now 
apparent for the maximum delay which is much higher for AS. Moreover, one can 
observe that the transit delay of the AS packets is more widely spread than the GS 
one. Note that the BE curve is not shown because it is out of the scale of the graphic. 
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Figure 6. AS - 50% vs. GS - 50% vs. BE - 100% 



5 Conclusions and Future Work 

Work presented in this paper has been realised within the @1RS Freneh project. It 
consists in the conception, the implementation and the validation of a communication 
architecture supporting differentiated IP level services as well as a per flow end-to- 
end QoS. The proposed architecture has been exposed in section 2; the network over 
which it is deployed has been described in section 3; finally, an experimental 
evaluation of the QoS provided by the defined IP services (GS, AS and BE) has been 
exposed in section 4. 

Several conclusions may be stated: 

• the first one is that a differentiated services architecture may be easily deployed 
over a VPN {Virtual Private Network)-\\ke environment such as the one 
described; 

• the second conclusion is that if experimental results correspond to the expected 
ones (as far as the GS, AS and BE services are concerned), the effect of the IP 
level parameters (router’s queue length, WFQ weights, PBS threshold, ...) 
appears to be a crucial point in the implementation of the services. For instance, 
size of the AS queues has an influence on the offered service, short queues 
inducing a delay priority, longer queues inducing a reliability priority. In the 
same way, the PBS threshold defines the way the network reacts to the out of 
profile traffic, thus providing a service more or less adapted to applications 
needing a base assurance and willing to use additional available resources. 

Three major perspeetives of this work are eurrently under development: 

• the first one is to extend the experimentations exposed in this paper so as to 
evaluate the IP QoS when several routers are overloaded with best effort traffic; 



98 



Fabien Garcia et al. 



• the second one is to evaluate the QoS at the application level when several flows 
requiring a same class of service are generated; 

• finally, it is our purpose to formalise the semantic of guarantee associated with 
the QoS parameters and to develop a mechanism allowing the application to be 
dispensed from the explicit choice of the Transport and IP services to be used. 

Finally, a long term perspective of this work is the extension to a multi-domain 
environment, by using for example bandwidth brokering. 
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Abstract. A number of research studies show that the operating system has a 
substantial influence on communication delay in distributed environments. 
Thus, in order to provide applications with end-to-end QoS guarantees, network 
resource management alone is not sufficient. To date, several approaches have 
been proposed, addressing QoS issues from the end-system point of view. 
However, while network QoS provisioning has achieved a good level of stan- 
dardization, no standard proposals exist for the end-systems. We claim that a 
single architectural model, taking into account both end-system and network re- 
source management is needed. In this paper we propose a QoS architecture, 
which extends the concept of service differentiation inside the end-system. A 
system prototype has been developed and tested on a Diffserv network scenario. 
The prototype incorporates a priority-based communication mechanism inside 
the end-point operating system and a local marker so to implement an appropri- 
ate mapping between local classes of services and network QoS levels. Experi- 
mental results have also been provided in order to evaluate tbe impact of the 
proposed architecture on Diffserv routers. 



1 Introduction 

The problem of providing real-time communications between hosts over the Internet 
has become more understood. In fact, a number of research studies show that operat- 
ing system has substantial influence on communication delay in distributed environ- 
ments. These studies have demonstrated that in order to provide application with QoS 
guarantees, the network resource management alone is not sufficient. End-system 
resources, such as processing capacity, have also to be taken into account and they 
have to be managed in concert with the networking ones. 

With respect to the network, experiences over the Internet have showed the lack of 
a fundamental technical element: real-time applications do not work well across the 



* This work has been performed with the support of the Italian Ministry of Research and Uni- 
versity (MURST) under a grant Progetti Cluster “Cluster 16 Multimedialita: LABNET2” and 
under a grant PRIN “MUSIQUE”. 

D. Shepherd et al. (Eds.): IDMS 2001, LNCS 2158, pp. 99-109, 2001. 

© Springer- Verlag Berlin Heidelberg 2001 




100 



Domenico Cotroneo, Massimo Ficco, and Giorgio Ventre 



network because of variable queueing delays and congestion losses. The Internet, as 
originally conceived, offers only a very simple quality of service: point-to-point best- 
effort data delivery. Thus, before real-time applications can be broadly used, the 
Internet infrastructure must be modified in order to support more stringent QoS guar- 
antees. Based on these assumptions, the Internet Engineering Task Force (IETF) has 
defined two different models for network QoS provisioning: Integrated Services [I] 
and Differentiated Services [2]. These frameworks provide different, yet complemen- 
tary, solutions to the issue of network support for quality of service. 

A number of researchers dealt with the issue of providing Quality of Service guar- 
antees inside network end-points. David K.Y. Yau and Simon S. proposed an end- 
system architecture designed to support network QoS [3]. They implemented a 
framework, called Migrating Sockets, composed of an user level protocol that mini- 
mize hidden scheduling on the sender side, and an active demultiplexing mechanism 
with constant overhead on the receiver side. With Migrating Sockets, performance- 
critical protocol services such as send and receive are accessed as a user level library 
linked with applications. 

An architectural model providing Quality of Service guarantees to delay sensitive 
networked multimedia applications, including end-systems, has been proposed by K. 
Nahrstedt and J. Smith [4]. K. Nahrstedt and J. Smith also proposed a new model for 
resource management at the end-points, called the QoS Broker [5]. The broker or- 
chestrates resources at the end-points, coordinating resource management across layer 
boundaries. As an intermediary, it hides implementation details from applications and 
per-layer resource managers. The QoS broker manages communication among the 
entities to create the desired system configuration. Configuration is achieved via QoS 
negotiation resulting in one or more connections through the communication system. 

While we recognize that the cited works represent fundamental milestones for the 
pursuit of quality of service mechanisms inside the end-systems, we claim that the 
time is ripe for taking an integrated view on QoS-enabled communication. 

A single architectural model is thus needed, integrating network centric and end- 
system centric approaches and taking into account the most relevant standards pro- 
posed by the research community. 

In this work we propose a QoS architecture, which extends the concept of service 
differentiation inside the end-system. A system prototype, running on Sun Solaris 2.6, 
has been developed and tested in a Diffserv network scenario. The prototype incorpo- 
rates a priority-based communication mechanism inside the end-point operating sys- 
tem, called the Priority Broker [6], and a local marker so to implement an appropriate 
mapping between local classes of services and network QoS levels. 

The rest of the paper is organized as follows. In section 2 we briefly introduce the 
architecture and the services provided by Priority Broker. In section 3 we illustrate the 
design and the implementation of an enhanced version of the Priority Broker, includ- 
ing local marker and a more efficient buffer management schema. In section 4 we 
present the DiffServ network testbed we adopted. In section 5 we provide a critical 
discussion of the experimental results, obtained from the execution of the Priority 
Broker (PB) on each end-system connected to the Diffserv network. Ultimately, con- 
clusions and future works are described in section 6. 
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2 The Priority Broker (PB) 



The PB, which an earlier prototype is provided in [6], is an architectural model that 
supports communication flows with a guaranteed priority level. It is conceived as 
daemon process running on the end-system, which provides an API (Broker Library 
Interface) enabling applications to request the following three classes of communica- 
tion services: 



1 . Best-effort: no Qos guarantees; 

2. low priority: for adaptive applications; 

3. high priority: for real-time applications. 



It is implemented as a new software module residing between applications and the 
kernel and provides an additional level of abstraction, capable of interacting with the 
operating system in order to provide the applications with a well-defined set of differ- 
entiated services, while monitoring the quality of the communication by means of flow 
control techniques. 




Fig. 1. Conceptual schema of the Priority Broker architecture. 

The Priority Broker is composed of four components: the sender-broker, the re- 
ceiver-broker, the communication subsystem, and the connection manager. 

The sender-broker is responsible for the transmission of packets with the priority 
required by end-users, while the receiver-broker manages incoming packets. The 
communication subsystem provides the I/O primitives that enable discrimination, in 
the kernel I/O subsystem, among outgoing packets. Finally, the connection manager is 
in charge of handling all service requests on behalf of the local and remote processes. 
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The PB, in turn, relies on the services made available by both the transport provider 
and the I/O mechanisms of the operating system upon which it resides. Further im- 
plementation details can be found in [6]. 



3 An Enhanced Version of the Priority 

As we mentioned, we envision a distributed environment where resources are 
explicitly required by the applications and appropriately managed by the local OS, 
which is also in charge of mapping local requests onto the set of services made 
available by the network. 

More precisely, we enforce a correspondence between end-system priorities and 
network classes of service, thus obtaining an actual end-to-end Per Hop Behavior, 
where the first and last hops take into account transmission between end hosts and 
network routers. To the purpose, in this section we propose an extension of architec- 
ture described in [6]. The enhancement we propose deals with the sender-broker. We 
introduced a new module, in charge of mapping local requests onto the set of services 
made available by the Diffserv network (Marker). The overall arehitecture is depicted 
in Figure 2. 




Queue messages _ .... . . ■; 

{Shared Memory) Ma^k^the^flled^^^^ the priority retired 



Fig. 2. End-to-end communication schema 
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As the figure shows, communication in this scenario takes place with the following 
steps: 

1. A sender application selects its desired level of service among the set of 
available QoS classes and it asks the local connection manager to appropri- 
ately setup the required resources. 

2. The connection manager is in charge of performing local admission control 
strategy. 

3. Once the application calls the BLl send primitive, data is queued in the part 
of shared memory assigned to the application. 

4. The sender-broker transmits the packets with the required priority. 

The sender-broker is structured as a multithreaded process. Each thread is in charge 
of managing and transmitting data with a required priority level. The Marker is part of 
sender-broker, it sets the particular DS codepoint corresponding to the required class 
of service. To cope with this issue, an appropriate mapping has been defined between 
local classes of service and network QoS levels. The solution we propose is shown in 
the following figure. 





Fig. 3. Marker’s mapping schema 

To transmit packets with the priority assigned by the user by means of BLI, the 
Sender-broker uses the following mechanisms, as shown in figure 4; 

1. I/O primitives made available by the Operating System to assure flow 
control on the sender side when accessing the network; 

2. Shared memory to avoid multiple copies between applications and kernel 
to send messages; 

3. Synchronization mechanisms to implement the communication protocol 
between user applications and PB. 
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As far as I/O primitives are concerned, our PB runs on Solaris 2.6. This kind of 
system provides a powerful I/O mechanism, the STREAMS framework [10]. 
STREAMS uses message queuing priority. All messages have an associated priority 
field; default messages have a priority of zero, while priority messages have a priority 
hand greater than zero. Non-priority, ordinary messages are placed at the end of the 
queue following all other messages that can be waiting. Priority band messages are 
placed below all messages that have a priority greater than or equal to their own, but 
above any with a smaller priority. 

To discriminate among three different classes of service, we found, by trial and er- 
ror, that the best choice was to use a priority of 0 for Best Effort, 1 for Low Priority 
and 255 for High Priority. 
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Process A, Process B 



Application 
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Multiththreaded 
process structure 
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Fig. 4. Sender-Broker architecture. 



4 Experimental Testbed 

We deployed the system over the heterogeneous platform illustrated in figure 5. The 
figure illustrates a Diffserv network, composed of three routers (Aphrodite, Gaia, 
Zeus) based on the Class Based Queuing (CBQ) algorithm [7]. The routers are low- 
end PCs running FreeBSD. In order to be able to take measurements, a monitor appli- 
cation is installed on each routers. 
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Fig. 5. Testbed DiffServ architecture 

During the experiments the following Sun’s workstations are involved as end- 
system: Furore, Minori e Grid2k. Furore and Minori, based respectively on Solaris 2.6 
and Solaris 2.5.1, are connected to Aphrodite by a Fast Ethernet switch, while Grid2k 
is directly wired to Zeus. On each end-system is installed the Priority Broker, which 
consists of a daemon process and the BLI user-level library. Furore and Minori act as 
senders, while Grid2k as receiver. Several sender applications can be launched on 
these end-systems. 

On sender sides (Furore and Minori) the PB takes care of marking the outgoing IP 
packets, by setting the TOS field as mentioned in section 3. 

CBQ routers are configured as follow: the 98% of the bandwidth is assigned to the 
Best Effort (BE) traffic. To the Assured Forwarding (AF) traffic is assigned the 96% 
of the BE, and the 95% of this, is assigned to the Expedited Forwarding (EF) traffic. 
Finally, the bandwidth allocation hierarchy is: 

1 . 2% of the total bandwidth to the BE traffic; 

2. 1% of the total bandwidth to the AF traffic ; 

3. 95% of the total bandwidth to the EF traffic. 

We chose such configuration in order to better discriminate flows inside the moni- 
tors. 
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5 Experimental Results 



In this section we present some of the experiments we performed in order to investi- 
gate the behaviour of overall architecture. Experiments are performed on the testbed 
illustrated in section 4. The maximum bandwidth that can be managed by routers is 2 
Megabits per second. All the data presented in the following are measured by the 
monitor application running on the routers. 

The first test was run to compare the behaviour of the routing activity in the case of 
the PB is active or not. Three sender applications run concurrently on workstation 
Furore. Such senders. A, B and C use different classes of service, respectively BE, 
AF and EF. Sender applications are launched in the following sequence: the sender A 
is the first, the sender B is the second, and the sender C is the third. Each application 
transmits about 20000 messages of 1200 bytes. 




riin<(sec) 



rinx (sec) 



Fig. 6. Test results without the Priority Broker 

First, we performed measurements without executing the PB on the end-systems. 
Figure 6 shows that differentiated services are scheduled by the routers according to 
the CBQ router configuration. 

The two graphics depicted in figure 7, report the same experimental results in the 
case of the PB was running on the end-systems. 

From the left-side of figure 7, it should be noted that the sender A (BE traffic) is 
able to transmit until B (AF traffic) starts. As soon as sender B starts, the PB pre- 
empts resources allocated to A, letting only sender B to transmit. In a similar way 
sender B is pre-empted as soon as C (EF traffic) starts. From the right picture of figure 
7, it should be noted that sender A resumes its transmission only when B and C end. 
Conversely, the two graphics show the impact of the PB on the router activity. Class 
of Services, belonging to the same end-system, with lower priorities are scheduled 
directly at the end-system. This is due to PBs running on the end-system. We believe 
that such behaviour emphasize the differentiation performed inside the Diffserv 
routers. 
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Fig. 7. Test result with the Priority Broker 



The second test was run to evaluate the combined effect of PB and Diffserv routers 
in a real world scenario. In this case four sender applications run concurrently on two 
different workstations: two of these run on workstation Furore and the others on work- 
station Minori. Two senders, running on Minori, use respectively BE and AF priority, 
while priorities used by senders running on Furore are BE and EF. 

Senders start transmitting their flows according to the following sequence: 

1 . BE flow on Furore; 

2. BE flow on Minori; 

3 . AF flow on Minori; 

4. EF flow on Furore. 



Throughput 



Throughput 





Fig. 8. Test Results in a real world scenario with PB 
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As soon as Furore and Minori start respectively AF and EF senders, no more BE traf- 
fic is scheduled by the routers. This is due to the pre-emption performed by the PB at 
the end-systems by PBs. The BE traffic is resumed when AF and EF end (second 
graphics depicted in figure 8). 

Figure 9 shows the same experimental results when PBs were not running. 



Throughput Throughput ^ (BE) 





Tltni(s«c) Tltnt(s*c) 



Fig. 9. Test results in a real world scenario without PB 

We believe that such behaviour emphasize the differentiation performed inside the 
Diffserv routers. We are currently investigating benefits of the PB form end-to-end 
point of view. 



6 Conclusion and Future Work 

This work has presented a QoS architecture, called Priority Broker, which extends the 
concept of service differentiation inside the end-system. A system prototype, running 
on Sun Solaris 2.6, has been developed and tested in a Diffserv network scenario. The 
prototype incorporates a priority-based communication mechanism inside the end- 
point operating system and a local marker so to implement an appropriate mapping 
between local classes of services and Diffserv class of services. The PB architecture 
consists of a daemon process and user level library, called Broker Library Interface 
(BLI). We integrated our PB in the Diffserv architecture, thus obtaining a single ar- 
chitectural model, which is based on the central concept of service differentiation. The 
PB is able to discriminate services inside the end-system, the Diffserv router outside 
of it. 

Experiments conducted on the system prototype demonstrated the influence of the 
end-system in the router activity. PB running on the end-system “help” the router 
scheduler to better discriminate its class of services 
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Future work will aim to: 

1 . Refine measurements in order to evaluate the end-to-end behaviour of ap- 
plications using our architecture; 

2. Investigate the porting of this architecture to different operating systems. 
We are current the implementing a new version of the PB running on Li- 
nux Real Time. In order to discriminate services inside the end-system, in 
this case the communication subsystem will exploit the real time features 
instead of the I/O mechanisms. 
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Abstract. The Internet as of today is still mostly governed by the end-to-end 
principle, which demands that the network itself is to be kept as simple as pos- 
sible and that all intelligence resides at the end-systems. This principle proved 
to be very successful and beneficial for the evolution of the Internet. Despite its 
success, we have recently seen more application-specific functionality moving 
into the network, in particular to the edges of the network. Deployment of net- 
work caches and content-aware switches are probably the most widely known 
examples for this kind of functionality. It helps accelerating the delivery of 
static web pages by moving content closer to the user. 

However, margins for such basic delivery services are getting slimmer. Service 
providers have to take advantage of opportunities to provide new value-added 
content services for differentiation and additional revenue. Examples of such 
services include, but are not limited to, content filtering, content adaptation, 
dynamic and personalized content assembling, ad insertion and virus scanning. 

This talk outlines the evolution from traditional web caching towards a flexible 
and open architecture to support a variety of content-oriented multimedia serv- 
ices. Enhancements include added support for streaming media, a component 
for global traffic redirection, and a set of protocols and interfaces for value- 
added features, such as compression, filtering, or transformation. Additional 
functionality can be integrated in different components, or be available as plug- 
ins. The talk will conclude with service examples currently being implemented 
on top of such a platform. 
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Abstract. The rise of mobile computing and wireless network technology 
means that, increasingly, applications must adapt to their environment, in 
particular network connectivity and resource availability. This paper outlines 
the TOAST middleware platform which provides component-oriented CORBA 
support for adaptive distributed multimedia applications. In particular, the paper 
examines how the areas of reflection and open implementation have shaped the 
approach to adaptation support in TOAST. The paper then discusses novel 
ongoing research which is investigating middleware support for distributed 
cooperative visualization using TOAST as a base. 



1 Introduction 

The modem computer user is increasingly likely to be mobile. With the advent of 
powerful laptop computers, personal digital assistants (PDAs) and, more importantly, 
wireless networking technology, mobile computing is a fast-growing area. 
Understandably, the mobile computing user expects applications to function 
regardless of mobility issues, in the same way that cellular voice or fax services are 
(generally) expected to be available regardless of location. To achieve this ideal, there 
are, unsurprisingly, many challenges to be overcome. 

Perhaps the greatest hurdle for mobile computing is that the Quality of Service 
(QoS) differences between mobile network types make transparent use of most 
networked applications impossible. Today, a mobile user may roam from a desktop 
scenario with a 10 or (more commonly) lOOMbit/s Ethernet connection, round a local 
site with 2-lOMbit/s Wireless LAN connectivity or in the wide-area with low- 
bandwidth GSM dialup or TETRA wireless link. In addition to connectivity changes, 
resource availability may also vary. For example, a laptop computer may reduce its 
processor power to increase battery life when mobile. In addition, PC-CARD devices 
such as media capture or compression cards may need to be removed to make room 
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for network interface cards, thereby reducing the capabilities of the system or placing 
a higher load on software. 

In almost all cases, conventional applications with fixed QoS constraints simply 
cannot function correctly in this dynamic environment. As a result, a new class of 
application called adaptive applications has emerged [3, 7]. As their name implies, 
such applications adapt to QoS changes so that they remain functional in a mobile or 
changing environment. The TOAST multimedia middleware platform, developed in 
the Adapt Project [1] and being extended in the Visual Beans Project [25, 13], 
provides a component-oriented framework that supports the development of adaptive 
distributed multimedia applications. 

This paper is structured as follows. Section 2 outlines the design of the TOAST 
middleware platform, while section 3 describes how TOAST supports adaptive 
applications. Section 4 presents some details about the current implementation of 
TOAST, while section 5 discusses how ongoing research is investigating the 
application of TOAST to the area of distributed cooperative visualization in the 
Visual Beans Project. 



2 The Design of TOAST 

2.1 Introduction 

The Toolkit for Open Adaptive Streaming Technologies (TOAST) is a CORBA-based 
multimedia middleware platform. TOAST is an attempt to not only implement 
multimedia support in CORBA in an RM-ODP [2] inspired manner, but to do this in a 
way which provides the same plug-and-play component-based mechanism as 
common multimedia programming frameworks [16, 18, 5]. While basic CORBA 
multimedia streaming support exists [20], it does not truly follow the RM-ODP 
model, nor the concepts of component-orientation [24]. A key feature is that TOAST 
is entirely designed and specified in terms of CORBA IDL, allowing it transcend 
language and platform boundaries. While this section presents a brief overview of the 
design of the TOAST platform, a full discussion of the design and implementation of 
TOAST can be found in [10]. 



2.2 Component Model 

The main abstraction in TOAST is that of a multimedia processing component, the 
basic unit from which applications are built. Examples of components include audio 
input/output components, video grabbers, network sources/sinks and filters. 
Following a dataflow or ‘plug-n-play’ model, components exchange continuous 
media and other data through stream interfaces and flow interfaces. 

Flow interfaces are the fundamental endpoint for media interaction in TOAST and 
come in two varieties, input and output. Stream interfaces are a direct realization of 
the RM-ODP concept of a stream interface; an interface which groups one or more 
flow interfaces into a single composite interaction point, thus simplifying otherwise 
complicated connection processes. A commonly-used example of a stream interface is 
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a (bi-directional) telephone handset with two unidirectional audio flows. An IDL 
definition of such a stream interface in TOAST is shown below: 



interface Handset: TOAST :: Stream interface VideoHandset : Handset 



INFLOW 

OUTFLOW 



audioin; 
audioOut ; 



INFLOW videoin; 
OUTFLOW videoOut; 



Components can possess both flow and stream interfaces, allowing more 
traditional RM-ODP compliance using only stream interfaces, or a more low-level 
‘plug-n-play’ multimedia programming framework approach with flow interfaces. An 
IDL definition of a component with both flow and stream interfaces appears below: 



interface Phone: TOAST :: Component 

{ 

STREAM handset ; 

OUTFLOW recordChannelOut ; 

}; 

While components may statically declare their stream and flow interfaces as 
attributes of their main interface (inflow, outflow and stream are pre-processor 
macros), underlying mechanisms allow these to be discovered through a dynamic 
querying/enumeration process. Also, rather than use enriched IDL to (statically) 
declare a flow interface's media or information type, this information is always 
queried dynamically from the flow interface itself 

In addition to stream and flow interfaces, TOAST provides components with 
event-based interaction. This form of interaction is more asynchronous, dynamic and 
decoupled than traditional CORBA interaction, and is ideal for the type of application 
that TOAST is designed for. The programmer can enumerate and query which events 
a component supports at run-time, and indeed even be notified when new event types 
are made available by a component. Event-based interaction in TOAST is less 
ambitious and consequently more lightweight than the CORBA Event Service [19], 
and is seen as complementary to that service rather than as a replacement. 



2.3 Basic Component Interaction 

Local binding in TOAST is the process by which two collocated stream or flow 
interfaces are bound together to enable media data to flow between them. Since the 
local binding of stream interfaces is essentially a compound operation involving the 
local binding of all compatible pairs of flow interfaces, this section will only examine 
flow interface local binding. 

Flow interface local binding is strictly typed, requiring both flow interfaces to 
agree on a single, common mediatype which they will exchange. The process of 
mediatype negotiation is an important one, since without it the programmer must 
ensure that all connections are meaningful, reducing extensibility and allowing 
inconsistency. This process of type-checking connections between multimedia 
processing components is found in DirectShow [5] but not in systems such as MASH 
[18] or the Berkeley CMT [16] where, for example, a video capture component could 
be connected to an audio renderer - presumably with painful results. 
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2.4 Distributed Component Interaction 

Whereas collocated flow and stream interfaces can be directly locally bound, to allow 
distributed interaction requires a binding object, a concept defined by the RM-ODP. 
Binding objects (actually standard TOAST components, albeit complex ones) are 
essential to allow components to interact over a network, or between incompatible 
address spaces. Binding objects, or more simply bindings, are responsible for the 
complete end-to-end communications path between the components that they bind. 




Figure 1. Complex binding with a binding object 

Binding objects are created by a binding factory and are locally bound to their 
client components in a semi-recursive fashion. Note that bindings can be arbitrarily 
complex and are in fact special types of TOAST component. Fig. 1 presents an 
example of how both local and complex binding is used to build distributed 
applications. 

Binding factories are a crucial part of the TOAST architecture, since they allow 
components to interact in a distributed manner by creating binding objects to fulfil a 
particular role. In addition, in combination with the provision of new component 
implementations via component factories, augmenting the range of available types of 
binding through the addition of new binding factories is the principal means of 
achieving extensibility in TOAST. 

Value-Added 




Figure 2. Hierarchy of binding factories for recursive binding 
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To encourage extensibility, it is intended that binding factories be available to the 
programmer as a set of distributed services available on the network. Furthermore, the 
process of creating a binding object is intended to be recursive; whereby higher-level 
binding factories call upon lower-level binding factories to aid their construction 
efforts (see Fig. 2). This process of recursive binding is explained in [2]. 



2.5 Component Factories 

The dynamic capability discovery features of TOAST components are complemented 
by component factories which allow component instances to be created dynamically. 
Each TOAST application or process automatically possesses a component factory 
allowing components to be created in that process. A component factory exports a 
CORBA interface, thus allowing it to be accessed from anywhere in the network 
(permissions allowing). The TOAST API allows one to create components either in- 
process, on a given node or collocated with another component, with a single call. In 
addition, new component implementations may be added to factories at run-time. 



3 Support for Adaptation in TOAST 

3.1 Approach 

TOAST adopts a framework approach to adaptation, in which specific algorithms and 
techniques are made possible through a generic support architecture. The benefits of 
this approach include extensibility with regard to adaptation techniques and 
mechanisms. This generic support architecture is heavily influenced by the concepts 
of open implementation and reflection. 



3.2 Use of Open Implementation Techniques 

Background. Open implementation [14] seeks to overcome the limitations of the 
‘black box’ approach to software engineering by opening up key aspects of an 
implementation to the programmer. Reflection [22] is often used to provide a 
principled means of open implementation by separating the functionality provided by 
a system (its interface) from the underlying implementation. In a reflective system, a 
meta-interface allows one to manipulate a causally-connected self-representation of 
the system’s implementation through inspection and adaptation. Open 
implementation and reflection were applied initially to programming languages [14, 
26] but have also been used in windowing systems [22], operating systems [29] and 
CORBA [17, 23]. Complementary work at Lancaster investigates the use of reflection 
techniques in more generalized middleware in the OpenORB project [32]. 



Open Bindings. TOAST applies reflection and open implementation to supporting 
adaptation, for example for mobile computing environments. Bindings are responsible 
for the entire end-to-end communications process, including resource management. 
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signalling, flow filtering/compression and scheduling. To support mobile computing it 
is crucial that the application be able to exert some control over binding objects [7], 
Providing this control via a control interface on a binding has several drawbacks 
however. In particular, it is difficult if not impossible to design a general means of 
achieving adaptation, mainly due to the sheer proliferation of possible actions, for 
example in the mobile computing domain [12]. In addition, such an approach would 
neither be extensible nor dynamic, and would, for example, preclude the use of new 
adaptation techniques or components introduced during the lifetime of an application 
or binding. 

Instead of a control interface, TOAST allows bindings to offer a meta-interface 
which operates on a causally-connected self-representation of the implementation of 
the binding object. This self-representation is modelled as a component graph', the 
nodes of the graph being the TOAST components that make up the binding’s 
implementation; the arcs between them representing the local bindings between these 
components. Adaptation is achieved by directly inspecting and adapting this self- 
representation, as will be discussed in section 3.3. 



Meta-Interface 




Figure 3. An open binding and its implementation graph 

Bindings which expose their implementation in this way are called open bindings. 
An example of an open binding is shown in Fig. 3. Note the use of hierarchical open 
bindings in the example, where the various subordinate bindings resulting from a 
recursive binding process can also have their implementations accessed. This 
recursion is terminated by primitive components which do not expose their 
implementation, for example standard media processing/ filtering components or UDP 
network bindings. TOAST uses interface mapping to associate flow interfaces on 
internal implementation components with a binding’s externally visible interfaces in a 
principled manner. 



3.3 Adaptation through Open Implementation 

Introduction. As mentioned previously, adaptation is achieved in TOAST by 
inspecting and adapting the implementation of a binding via its meta-interface; 
effectively a procedural rather than declarative approach to QoS management [1]. 
This approach is the result of earlier work at Lancaster investigating the use of logic 
or QoS attributes to specify QoS requirements [6]. While valid for certain types of 
scenario, we have found that declarative techniques do not extend well to the mobile, 
adaptive environment targeted by TOAST. For example, in the face of greatly varying 
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network connectivity. Achieving adaptation in TOAST is divided into two categories: 
minor adaptation and major adaptation, which will both be discussed next. 

Minor Adaptation. This form of adaptation is the most basic supported by TOAST. 
This technique allows fine-grained changes or tweaks to be made to the operation of a 
binding while it is running. The intended use is to allow the programmer or adaptive 
agent (e.g. a control script or active object) to counteract slight changes in the 
environment, such as network QoS fluctuations or end-system resource availability. 

The first step in minor adaptation is the identification and location of the 
appropriate components within a binding’s implementation graph using the binding’s 
meta-interface. Once located, these components may be interrogated, for example to 
determine the true state of QoS or performance. If desired, adaptation can then be 
achieved by accessing these components’ control interfaces to alter their operation. 
An example of minor adaptation would be locating a primitive network binding 
component offered network QoS reports via its interface (e.g. through TOAST 
events), and using this information to change the encoding rate/quality of a video 
encoder component elsewhere in the implementation graph. 



Cort^jonent 




°" 0 ‘ 



Ice RTPSender; Component I 



I interface PacketSizeSet 



I interface TransmissionStats 






1 ce TransportDest 



Figure 4. Restricting access to implementation-graph components 



While such techniques can be used to good effect, it is also important to allow a 
meta-interface to maintain consistency in the face of adaptation. For example, one 
could easily access a network source component in a binding and change its 
destination address, thereby destroying the operation of the binding. For this reason, 
the meta-interface and implementation component graph refer to components using 
opaque IDs; to access a component’s interface one must request it specifically. This 
allows a meta-interface to restrict access to certain ‘safe’ components, or, by way of 
TOAST COM-style multiple interface support, even to only certain interfaces on 
certain components (see Fig. 4). 

Major Adaptation. The second, most drastic, form of adaptation supported by 
TOAST is major adaptation. Similarly to minor adaptation, one uses a binding’s 
meta-interface to inspect its implementation; however major adaptation involves 
changing the structure of this implementation graph to alter the implementation of the 
binding. Since a binding’s implementation is represented as a graph, the meta- 
interface provides methods to add and remove nodes and arcs (components and local 
bindings) to and from this graph. In addition, a number of higher-level or compound 
adaptation operations are provided. These include operations allowing the transparent 
hot-swapping of one side of a local binding and completely replacing one component 
with another ‘similar’ one. 
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Figure 5. Using major adaptation to reconfigure a binding 



Perhaps the most common use for major adaptation is to alter the ‘big-picture’ 
strategy of a binding to adapt to an environmental change. This might involve 
replacing unsuitable components with newer ones, the insertion of extra components 
(e.g. QoS filters [28]) or the removal of redundant components. An example of major 
adaptation is shown in Fig. 5. Here, the meta-interface is being used to adapt a 
unidirectional video binding in the face of a network change from ~2Mbit/s 
WaveLAN to a <9.6Kbit/s GSM dialup link. In this case, the video compression type 
must be changed to match; consequently the motion- JPEG CODEC components are 
replaced with H.263 counterparts to provide a much lower-bitrate video channel. 

In practice, while adaptation using such techniques does introduce transient 
‘glitches’ into media streaming (e.g. while inserting filters), usually the benefits 
outweigh these costs. For example, one application developed at Lancaster used major 
adaptation techniques to alter the compression used in a music-on-demand streaming 
session from uncompressed CD quality (1.2Mbit/s) down as far as GSM compressed 
levels (13.2kbit/s) to match available network bandwidth. A slight (e.g. -lOOms) 
pause in audio was noticed during reconfiguration, however this was insignificant 
compared to the effect of not reconfiguring the application - namely severe packet 
loss and/or jitter. 

Perhaps more so than with minor adaptation, the maintenance of consistency is 
extremely important with major adaptation, since once could quite easily remove all 
components from a binding’s implementation, or alternatively break all local 
bindings, thereby preventing correct operation. Again, the meta-interface is 
responsible for consistency, and for determining, and vetoing, all major adaptation 
operations. The provision of compound adaptation operations, such as replacing 
components, is a direct result of lessons learned in this area; while the act of 
inserting/removing a filter component would be deemed acceptable by a meta- 
interface, the individual breaking/binding operations that make up this compound 
operation would not be. The compound operations therefore allow adaptation 
operations that would otherwise be unacceptable to the meta-interface. Additionally, 
since TOAST adopts a low-level graph-structured approach, it is ideally suited to the 
application of graph manipulation techniques such as those described in [30, 31]. 



4 Current Implementation 

At present, TOAST has been implemented in C++ for the Win32 platform and Java 
for the JDK1.3 platform using the ORBacus [21] C++/Java CORE A system. A 
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growing library of components exists for both C++ and Java, including video and 
audio capture, processing and playbaek. A number of demonstration applications 
showing the adaptive aspects of TOAST have been designed and implemented. 
Currently, ongoing research is investigating the uses for TOAST in the area of 
distributed co-operative visualisation (see Section 5). 

To demonstrate that the design and specification of TOAST in CORE A does not 
introduce overhead making real-time media processing impractical, the remainder of 
this section presents some measurements from the current implementation’. Note that 
more detailed measurements, as well as a qualitative evaluation of TOAST, appear in 
[10]. 

Perhaps the simplest measurement of TOAST is the throughput, in terms of media 
data buffers per second, of a TOAST local binding between two flow interfaces in the 
same process. Compared to a C++ virtual function call which achieves about 11 
million buffers (i.e. invocations) per second, a local binding achieves roughly half that 
figure at about 5.7 million per second. While TOAST obviously introduces significant 
overhead, the throughput is sufficient for almost all common media processing tasks; 
an example of the throughput in terms of buffers per second for some common media 
types is shown in Table 1. 



Media Type 


Throughput Required 


Full Motion Video ¥ all types (1 frame per buffer) 


24, 25 or 30 bufs/sec 


CD Quality Digital PCM Audio (1k buffers) 


172 buffers/sec 


CD Quality Digital PCM Audio (512 byte buffers) 


345 buffers/sec 


Telephone Quality PCM Audio (Ik buffers) 


16 buffers/sec 


GSM Compressed Audio (1 frame per buffer) 


50 buffers/sec 


10Mbit/s Continuous Media (1k buffers) 


10,240 buffers/sec 



Table 1. Example media throughput requirements 



To illustrate the overheads imposed by the TOAST component model. Figure 6 
presents the throughput of pipelines of successive sizes made up of filter-style 
components. Two sets of measurements are presented; one for pipelines of non- 
threaded components, the other for pipelines made up of components which each have 
a worker thread handling their (null in this test case) proeessing. Contrasting these 
figures with raw local binding throughput, it is apparent that though throughput is 




Throughput (Buffers/sec xIOOO) 



Figure 6. In-process component pipeline throughput 



' All measurements were taken from the C++/Win32/ORBacus3.1 implementation of TOAST running 
on an Intel Pentium II 350MHz PC with 128Mb memory running Windows NT4.0 SP5. To reflect the 
target environment of TOAST, the machine was left connected to its Ethernet and ran all standard services. 




120 



Tom Fitzpatrick et al. 



greatly reduced by the overhead of the component model, it is still more than enough 
for most purposes. An interesting observation from Fig. 6 is that of the overhead 
imposed by multithreaded components; the context-switching and other thread 
synchronisation having a large impact on throughput values. 



5 Application to Distributed Cooperative Visualization 

The open adaptive streaming technology in TOAST is designed to support distributed 
multimedia applications and current work (within the Visual Beans project [25]) is 
investigating this by studying one particular field of applications, distributed 
cooperative visualization (DCV). Visualization is a key technology for many 
scientific, engineering, medical, geographical and social science applications and it is 
common for datasets to be large or complex or both. DCV aims to extend this so that 
groups of professionals can work at a distance, sharing visualization results, 
procedures and activities [3]. Various terminology has been used. Distance 
visualization [11] presents visualization on the Grid using dispersed resources and 
supporting dispersed end users. Teleimmersion [15] immerses a group of dispersed 
users in a single virtual world, which contains not only the focus of their common 
task but also virtual representatives of each user, referred to as avatars. In some sense 
the participants are not only looking at the focus of interest but are within it. 

Experience of DCV [8, 27, 3] has revealed a number of directions and problems 
that require investigation. We outline here the ones that relate to component 
technology and TOAST in particular. 

• Allowing the participants to access the visualization software actively, by contrast 
with previously prepared images on a distributed whiteboard, enables alternative 
plans to be tested (“What happens if I change this parameter?”) and seen and 
optionally controlled by all. Different experts in a collaboration can offer expertise 
on different data sources, algorithms and phenomena. Thus, some variation of 
collaboration policy needs to be allowed, examples of which are to allow control to 
be centralized or devolved; to allow meeting styles to be controlled, such as peer-to- 
peer or lecturing format. 

• Remote data archives or data archives local to one user need to be accessible to 
the collaboration. Although, for reasons of quantity and sensitivity, some data 
processing takes place logically close to the data, it is still necessary to 
accommodate large data transfer to all participants. 

• Video communication amongst participants adds to the level of awareness of all 
concerned. However, far more critical for the collaboration is a sufficiently good 
quality of voice communication. 

• Availability of Grid technology means that computational resources and data 
access will be dispersed without the location being known to the participants. A 
coherent local visualization environment is required. 

• The use of the visualization system can itself result in the delivery of a movie to 
all participants. A good example is the study of time -varying phenomena. While 
these are being studied, explanation and discussion may continue. It can be 
important to know that the participants are looking at the same frame at the same 
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time. Whether an action replay is under the control of one person or controlled on 
an individual basis, synchronization may well be vital. 

• Thus several types of information are required (for example voice, video, 
whiteboard, image, data, movie, web link), some of which each require a 
continuous flow of information. 

• Some visualization processes may require intensive use of storage, computational 
or networking resources, which may therefore compete with the processing of 
continuous flows. 

• A collaboration will involve a number of host computers of diverse power and 
network connectivity. Developments in mobile technology will increase the 
diversity of network connections in use and thus will increase the range of QoS 
changes to which the collaborative application will need to adapt. 

These can be summarised in the following major issues. 

• The need to allow reconfiguration and coordination of audio, visual and 
visualization components to achieve the most effective meeting style in the remote 
collaboration. 

• The need for resource management to control the competing demands of several 
continuous flows, transmission of data and low-latency distributed interaction. 

• The need for adaptation to diverse and changing resources. 

The Visual Beans project [25] is investigating the open adaptive streaming 
approach provided by TOAST to manage these problems. By merging a component 
based visualization system (specifically VisAD) [13], into the TOAST component 
model, visualization applications gain access to the adaptation and distribution 
support offered by TOAST. This approach allows visualization systems to benefit 
from existing TOAST continuous media support (e.g. pre-existing components) as 
well as providing an integrated approach to resource management. 



6 Conclusions 

This paper has outlined the design of the TOAST distributed multimedia middleware 
platform, in particular its component-oriented approach to multimedia systems. The 
architectural support for adaptation offered by TOAST was then described, along with 
some details of current implementation work. Finally, ongoing research was 
introduced that is using TOAST to investigate its application to distributed 
cooperative visualization. 
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Abstract. Research in the area of end-to-end Quality of Service (QoS) has pro- 
duced important results over the last years. However, most solutions are tai- 
lored for specific environments, assume layered system architectures, or inte- 
grate QoS management within the respective service components, such that the 
QoS management functionality is not easily reusable. Furthermore, proprietary 
QoS solutions are not interoperable and QoS management for logical objects is 
not supported. In this paper, we present a separable and reusable QoS manage- 
ment service for end-to-end QoS in a distributed environment. This QoS mid- 
dleware extends the classical feedback controller with QoS-aware agents. We 
describe the resulting seven-agent QoS manager, a generic management proto- 
col, and define interfaces between the agents, platform services, and QoS-aware 
application components. Wrappers can be used to interface the QoS middleware 
with all types of legacy distributed service components, both QoS-aware and 
QoS-unaware. 



1 Introduction 

Software development is - despite all recent advances in software engineering - still a 
(time) costly and error prone task. This is especially true for the development of dis- 
tributed applications and systems, because distribution generally means that the soft- 
ware components must function well in heterogeneous environments. For example, 
application components can be written in different programming languages on differ- 
ent operating systems and communicate with each other over different kinds of net- 
works. The main task of middleware is to mask out this heterogeneity and provide a 
transparent view onto distributed systems to enable developers to implement correct 
software components easier and faster. Heterogeneous components also have different 
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non-functional requirements, like performance aspects and error tolerance. In re- 
sponse, OSI defined the concept of QoS for communication services [38] in the late 
70s. In the 90s, operating systems services were defined to enable end-to-end QoS 
[23, 28]. In the classic understanding of QoS, service users express their needs in the 
form of QoS specifications and negotiate a QoS contract with the service provider. 
The service provider uses QoS management services like QoS negotiation, monitor- 
ing, admission control, resource reservation and allocation, and adaptation to establish 
and fulfill the QoS contract. Considerable research on QoS management services has 
resulted in numerous proposals, standards, and implementations of mechanisms to 
perform these services, e.g., ODP framework [17], ISO QoS framework [16], TINA 
QoS framework [33]. In the OMODIS' project [10], we reviewed the state-of-the-art 
in QoS management in order to develop a QoS framework for multimedia database 
management systems (MMDBMS). We observed the following problems in related 
works: 

• Most QoS works (see [2]) are based on layered system architectures: Communica- 
tion sub-systems are traditionally structured in layers, e.g., physical, link, network, 
and transport layer. The current trend in distributed applications and other sub- 
systems is to structure them as a set of configurable components. In general, a com- 
ponent can be a system, service, or resource in a distributed environment. Compo- 
nent configurations are a generalization of layers in which (1) the semantics of 
service user and service provider are not predefined, and (2) there is no a priori 
knowledge about who will use the service of a component. Therefore, components 
require more generalized QoS management services than layered architectures. 

• Most QoS works are tailored for specific environments: Domain-specific QoS 
management solutions limit the problem scope to reduce eomplexity, e.g., [21], or 
to improve performance, e.g., [11, 22]. Rather than providing a unifying solution, 
these single-use services simply increase the heterogeneity problem in distributed 
systems. 

• QoS management is implemented as part of the service components themselves: 
Early works have integrated configurable QoS services into communication proto- 
cols and end-systems to meet new application requirements and to support end-to- 
end QoS guarantees, e.g., [5, 25, 37]. Others have proposed that all QoS service is- 
sues be managed by the application [34] or by end service systems [13, 33, 11, 15]. 
QoS mechanisms that handle concrete resources, like CPU time or disk bandwidth, 
must consider the particular properties of the resource. However, this typically re- 
sults in QoS management techniques and mechanisms that are specific to that type 
of service and are thus not easily reusable. 

• QoS management in Database Management Systems (DBMSs) and other complex 
services is an open problem: QoS work in file systems and storage systems has fo- 
cused on scheduling disk bandwidth and allocating buffer space, e.g., [1, 32], leaving 
richer DBMS services unmanaged. For example, DBMS transactions must lock logi- 
cal objects to assure data consistency. These objects must be regarded as logical re- 
sources and must be considered by QoS management services. 



' The OMODIS project is funded by the Norwegian Research Council (NFR), Distributed IT 
Systems (DITS) program, 1996-2002. 
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Recent works have contributed positively to the state-of-the-art with feedback con- 
trol based adaptation, e.g., [32, 30, 4], new solutions to QoS mapping, e.g., [12, 26, 
36, 29], QoS negotiation and pricing [35], and generalized frameworks for object- 
oriented or component-based distributed systems [34, 6]. 

However, all current solutions propose a static architecture^ comprised of a set of 
autonomous QoS managers. This is not effective because: (1) autonomous QoS man- 
agers can initiate conflicting adaptation strategies that are local in scope and that fail 
to achieve their collective QoS goals; and (2) static, pre-defmed negotiation ordering 
among components can result in failure to reach a contract agreement. The problem of 
static QoS management architectures has also been identified within service-specific 
QoS management facilities [20]. To address the full set of identified problems, we 
have proposed a runtime-reconfigurable hierarchy of QoS managers [7]. Within the 
hierarchy, each application component is directly managed by one local QoS manager. 
Higher-level QoS managers direct the local managers, to co-ordinate adaptations and 
dynamically order QoS negotiations based on a broader view of the QoS tradeoffs 
among managed components and a hierarchy of QoS policies. Higher-level managers 
can accelerate negotiation convergence among loeal managers, thus reducing the cost 
of QoS management. Runtime adaptation includes modifying the management hierar- 
chy by adding and removing QoS managers, updating QoS policies and strategies, and 
reorganizing manager relationships within the hierarchy. QoS managers are middle- 
ware services, separate and distinct Ifom the application components they manage. 
Granularity of the managed component is defined by the component implementer. A 
local QoS manager should be associated with each separable serviee component that 
can efficiently support the minimal set of QoS management interfaces. Our scalable 
solution uses two types of reusable QoS managers. In this work, we focus on the local 
QoS manager, as a fundamental building block of our hierarchical, reconfigurable 
solution. We define the architecture of a local QoS manager and its interactions with a 
managed component. This architecture defines an abstraction over different compo- 
nent types and over different QoS management solutions. The primary contribution of 
this work is to provide a separable, reusable middleware solution that ean manage any 
type of serviee component, use existing (legacy) QoS management solutions, and be 
organized in a dynamically configurable management hierarchy. 

The remainder of this paper is organized as follows: We present the QoS manage- 
ment requirements for a distributed application. Based on these requirements, we 
describe the design of our reusable QoS manager. Then, we present the QoS-aware 
management agents within the QoS manager. Next, we demonstrate the feasibility of 
our approach in an example exeeution sequenee. In the following seetion, we define 
the necessary interfaees between the QoS manager and a managed component. We 
conclude with a summary of the contributions of this work and an outline of our future 
work in this area. 



^ Note that a static architecture does not exclude the use of dynamic mechanisms like dynamic 
routing. 
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2 Requirements 

We consider session-oriented applications in a distributed environment. Two popular 
system architectures supporting such applications are: the N-tiered Server Architec- 
ture, for synchronous multi-server applications, and the Multi-agent Collaboration 
Architecture, for mobile computations and asynchronous applications, such as 
workflow. 

Fig 1 shows a simple, two-tiered server architecture, with six major components 
and seven QoS managers. Each component has a local QoS manager, and in this sim- 
ple case, a single session-level QoS manager coordinates the local QoS managers. 
During a session, the client system submits requests to the application server over 
Netl. The application server requests data from a MMDBMS over Netl, and html 
pages from a web server over Net2. The application server performs post-processing 
on the data and sends the resulting data streams to the client system for presentation. 
The quality of service received by the client depends on the aggregate QoS provided 
by the three servers and the two networks. 




Web-S erver 

-T^ocal MgrN. 



Cl ient 

- ^^ocal Mgr'V 



App-Se rverl 

^ir^ocal MgT\ 



MMDBMS 



Netl 



Mgr\^ 



ocal MgrN^ 



Fig. 1. Example two-tiered server architecture with six components 
and seven QoS managers. 

By controlling the characteristics that affect its QoS, a system can predictably and 
effectively deliver satisfactory performance to its users. Delivering QoS to a client 
(user) is managed by QoS contracts, each matching a QoS offer of a component with a 
QoS requirement of the client. 

QoS management services are responsible for establishing, controlling, and main- 
taining QoS contracts for long-running sessions. Typical QoS management services 
include: negotiation of end-to-end QoS contracts, detection of QoS violations, initia- 
tion of service adaptation(s) to regain QoS conformance, and renegotiation of active 
QoS contracts when service adaptation is insufficient. In addition to the functional 
requirements for QoS management services, QoS management must provide a general, 
minimally-invasive, low overhead, reusable solution for all types of components. 



3 Reusable QoS Manager 

One of the major tasks of QoS management is to control components such that their 
cooperating services, i.e., observable behaviors, correspond to a client’s QoS require- 
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merits. The traditional concept of feedback and closed-loop control theory defines 
models and mechanisms to perform such control tasks. Feedback control has been 
investigated as an approach to QoS management, but limited to layered services, do- 
main-specific environments, or components with integrated controllers [32, 30, 4]. 
Even when applied in a general environment of interacting components, classical 
feedback control is not a complete solution for QoS management because it works 
best in fully deterministic environments. Therefore, we extend the traditional feedback 
controller [8] with QoS management agents that respond to the non-deterministic 
aspects of the runtime environment. In the following, we define the type of compo- 
nents we intend to manage, explain the deficiencies of the classical controller archi- 
tecture, and introduce extensions to form a complete QoS manager for a general dis- 
tributed environment. 



3.1 Managed Components 

In an open distributed system, a Managed Component (MC) is any system, service, or 
resource that presents itself as an atomic entity to a QoS manager. Components may 
be QoS-aware or QoS-unaware. Example QoS-aware components include: Self- 
adapting components [32], QoS-mechanistic components [25], and QoS-managed 
subsystems (such as QuO [34] for communications, command, and control applica- 
tions, and QoS-A [5] for network services) in addition to QoS-support mechanisms. 

QoS mechanisms contained in QoS-aware components are service-specific algo- 
rithms for maintaining QoS contracts held by that component. For example, a QoS- 
aware network service can implement flow filtering for multimedia streams, and chan- 
nel sharing for specific types of network traffic. These mechanisms are not generic 
QoS management services, but a generic, reusable QoS manager can control such 
components using wrappers, that map portions of a common QoS management inter- 
face to such service-specific mechanisms. 



3.2 Classical Feedback-Based Controllers 

The classical closed-loop, feedback controller consists of four agents: estimator, 
regulator, prober, and observer [8]. The managed component is modeled by a com- 
ponent state vector that contains values for the state variables, capturing component 
state at a particular point in time. The estimator sets the values of the component state 
vector based on a pre-defmed component model for the managed component and 
runtime input from the observer and the prober. The regulator uses the estimated state 
vector to generate effective input control values to the component. 

The classical controller is not sufficient for QoS management. The primary defi- 
ciency arises from the fact that classical controllers are most effective in deterministic 
environments. An open environment of cooperating components is non-deterministic 
in several respects: some components carmot be predictably controlled, components 
do not have a deterministic workload, the migration of collaborating agents is based 
on runtime data, and components do not have dedicated access to external, shared 
resources in their base platforms. In addition, the classical controller monitors and 
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controls a component based on attributes that summarize the component’s state in 
general. These attributes may not relate directly to the QoS provided by the compo- 
nent. And the attributes do not support fine-grained control of QoS on a per-client 
basis. Also a highly complex component model may be needed to support the rapid 
and extreme forms of change required to adaptively support QoS in a non- 
deterministic environment. 



3.3 Architecture of the QoS Manager 

To address these shortcomings, we define a QoS manager consisting of seven QoS 
management agents: a four-agent controller and three QoS-aware agents. The QoS- 
aware agents create and maintain QoS contracts on behalf of a component. We also 
extend the traditional controller behavior as follows: 

• Performance data gathered by the observer and the prober is partitioned and associ- 
ated with specific component activities. A component activity is a separately identi- 
fied unit of service performed by the component. An activity can correspond to one 
client or a set of related clients. QoS performance is monitored per component ac- 
tivity. Aggregate statistics may be computed over sets of activities. 

• Estimator and regulator use a dynamically sized state vector to exert control on a 
per-activity basis. As activities are initiated and terminated, the subset of state vari- 
ables used to control one activity are added to or deleted from the total component 
state vector. 

The three QoS-aware management agents perform QoS-specific management serv- 
ices, including negotiation, admission control and reservation, and service adaptation. 
QoS management policies and QoS profiles for components are computed offline and 
periodically installed by system administrators. The QoS management agents use this 
pre-computed information as well as runtime information on QoS performance to 
manage QoS on behalf of components. The agents also make effective use of the clas- 
sical controller by mapping between QoS goals (stated as QoS contracts) and the state 
vector, which the controller uses to control the component. The architecture of the 
seven-agent QoS manager is shown in Fig 2. 




Fig. 2. Architecture of the seven agent QoS Manager. 
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4 QoS-Aware Management Agents and Platform Services 

4.1 Negotiation, Renegotiation Agent 

The QoS Negotiation Agent (QNA) implements a general negotiation protocol [12, 19] 
between two QoS managers, to construct an acceptable QoS contract between two 
parties, one acting as a client and the other as a server. To carry out a successful ex- 
ternal negotiation, the QNA uses the services of the local QoS agents and operates on 
pre-computed, component-specific information, such as: QoS profiles ofi the local 
component, which can be defined offline and modified at runtime using an interpreted 
QoS specification language [24, 3]; QoS mapping functions, which define a many-to- 
many mapping of QoS characteristics between a client’s QoS requirements and a 
server’s QoS offers; and QoS negotiation policy, which governs how QoS require- 
ments and QoS offers can be modified during the negotiation process, and includes the 
policy for translating actual costs into offered prices when agents of separate domains 
negotiate [18, 35]. 

Before committing to a QoS contract, the QNA uses the local QoS adaptation agent 
(QAA) and the admission control and reservation agent (ACRA) to analyze resource 
requirements and reserve the necessary local resources. The QAA proposes compo- 
nent configurations each of which could support the client’s QoS requirements and 
determines the resource requirements of those various configurations. The ACRA 
admits or rejects a proposed configuration. If admitted, the ACRA reserves the re- 
quired resources. A later section presents a detailed example of local interactions 
during negotiation. 



4.2 Adaptation Agent 

The QoS Adaptation Agent (QAA) is responsible for defining quality-based configu- 
rations of the local component. Quality configurations are derived from component 
configurations that support the functional requirements of a client request. Each qual- 
ity configuration should be able to support the contracted level of QoS, possibly at a 
different cost. Traditionally, localized adaptation has been proposed as a mechanism 
to maintain QoS when violations occur within an ongoing session. Adaptation can also 
be applied: (1) during initial QoS contract negotiation to achieve an optimum, initial 
component configuration, and (2) across QoS-conformant sessions to compensate for 
other sessions that are experiencing QoS violations. To define a quality configuration 
from a functional configuration, the QAA needs the following pre-computed informa- 
tion: Local component description, which documents component structure and func- 
tionality; Adaptation policies, which control how the local component can be recon- 
figured; Adaptation strategies, which transform one component configuration into 
another configuration that should better meet specific QoS requirements; and Adapta- 
tion evaluation metrics, which compute the worth of a proposed component configu- 
ration. 

The QAA obtains the current component state from the estimator agent and uses 
this as additional input to the configuration evaluation process. Once an adapted con- 
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figuration has been approved for use, the QAA must represent that configuration in the 
form of a eomponent state vector that can be used by the regulator to make the com- 
ponent conform to the adapted configuration. The QAA updates only the subset of the 
component state vector associated with the affected activities. If the QAA is unable to 
define an acceptable quality-based configuration, the QAA returns a list of unachiev- 
able QoS requirements and the specific reasons for failure. Example failure conditions 
include; transient or permanent resource insufficiency, inadmissible client requester, 
minimum cost exceeds client's price limits, ete. Ultimately, the session-level QoS 
manager uses this information to direct contract re-negotiation or to reject the end- 
client request. 



4.3 Admission Control and Reservation Agent 

The Admission Control and Reservation Agent (ACRA) admits client requests based 
on component-specific admission policies and resource availability, and reserves all 
required resources. To accomplish these tasks, the ACRA needs the following compo- 
nent-specific and request-specific information: Raw resource requirements, expressed 
as a runtime-computed resource schedule for the admitted request; Raw resource 
status, expressed as a runtime-computed aggregate resource schedule over all clients 
on the local base platform, and the cost to reserve and use those resourees; and pre- 
computed, but updateable. Admission policies, which define conditions for admitting a 
client request for service by the local component. 

If the admission policy allows the request to be served and platform resources are 
available, then the ACRA reserves the required resources. If the request cannot be 
admitted, the ACRA rejects the request and returns the reasons for the rejection. The 
session-level QoS manager uses this information to direct contract re-negotiation or to 
reject the end-client request. 

4.4 Platform Resource Management 

Components eonsume platform resources in order to provide their services. The qual- 
ity of that service depends on the sufficiency of available resources and the ability to 
use resources according to a schedule. Local resources are managed by one or more 
local Platform Resource Managers (PRMs). 

Distributed applications operate on logical data objects, such as video clips, audio 
sound tracks, web pages, data folders, and geographical maps. In many applications 
(such as updating multimedia objeets stored in a MMDBMS), a client must obtain a 
lock before aceessing the object. Once locked, the client has exclusive access to the 
logical object. Physical resources are required to carry out operations on a logical 
object. Clearly physical resources should not be reserved for a client prior to obtaining 
the required set of logical locks. A logical lock has an application-specific semantic. 
Hence, this defines a strict ordering between a component setting logical locks on 
objects and a QoS manager reserving physical resources on behalf of the component 
that will aeeess and manipulate those objects. 
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5 Example Execution Among Local QoS Agents 



The following example illustrates local interactions among the QNA, QAA, and 
ACRA in support of contract negotiation between two QoS managers. Fig 3 shows 
process flow among the agents and the corresponding agent activity is described be- 
low. 




Fig 3. Process flow among local QoS agents supporting contract negotiation. 

Receive-request. The QNA receives a set of QoS requirements defined by the re- 
questing application and other service components involved in the application con- 
figuration. Based on the requested data and services, the QNA selects, from the list of 
QoS requirements, the requirements involving the QoS characteristic types that can be 
served by the component for this specific request. 

Config-generation. The QAA receives a subset of QoS requirements. Using an Ar- 
chitecture Definition Language tool [9] or another runtime tool, the QAA obtains 
component configurations that meet the functional requirements of the request. The 
QAA matches the QoS requirements to the possible configurations and selects poten- 
tial component configurations. 

Sort-configurations. The QAA sorts the potential component configurations accord- 
ing to the preference of the adaptation policy. If the QAA has received reasons for the 
refusal of a previously checked configuration, the policy may take this into account 
and change the order, or the policy may not change the existing order at all. 
Select-config. The QAA removes the preferred component configuration from the 
sorted list and translates it into a component state vector for the configuration. This 
state vector ("request vector") represents the impact of serving the new request at the 
requested QoS levels on an unloaded system. 

Request-vector. The ACRA receives the request vector. The ACRA estimates the 
future state of the component, if the request was served at the requested level of QoS. 
Probe-resources. The ACRA probes PRMs to obtain information on the current state 
of raw platform resources. (Raw platform resources are related to component state, but 
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they are not identieal. They include the resource usage of all QoS-managed and QoS- 
unmanaged components executing on the platform). 

Validate-vector. The ACRA examines the predicted future state vector and consults 
the local admission control policy to determine whether to admit the new request. If 
the admission policy rejects the state vector, a notification of the refusal including an 
explanation is sent to the QAA. 

Reserve-resources. The ACRA tries to reserve the resources specified in the accepted 
state vector from the PRMs. If the future state is supported by the PRMs and the re- 
quested QoS maintenance mode requires resource reservations, then the resources are 
reserved, the component state vector is updated, and a notification of acceptance is 
sent to the QAA. Otherwise, the ACRA sends a notification of the refusal including an 
explanation to the QAA. 

Accept-admission. The QAA has received a positive response. The response is for- 
warded by the QAA to the QNA. 

Accept-adaptation. The QNA informs the caller (application or remote QNA) about 
the success. It includes two QoS statements in the notification. The first is the QoS 
offer specifying the level of QoS that the local component has agreed to provide. The 
second is the QoS requirement specifying the level of QoS required by the local com- 
ponent to ensure that it meets its contracted-level of QoS. 

Wait-for-commitment. The caller's request has been answered positively. The QNA 
maintains all information about the ongoing negotiation. 

Try-commit. The QNA validates that the request matches an existing pre- 
commitment. If the validation fails, the caller is informed about the error. 

Commit. The QNA calls the QAA, which in turn calls the ACRA to commit the pre- 
committed resources. If the commitment fails, the caller is informed about the error. 
Refuse-admission. All possible configurations were rejected by the ACRA. The QAA 
creates a response, including reasons for the refusal, and sends it to the QNA. 
Refuse-request. The QNA receives a negative response. If the negotiation policy does 
not allow counter-proposals, the caller is informed about the refusal of the request. 
Try-counter-request. If the number of negotiation attempts for a given end-user 
session has reached a policy-defined limit, the QNA informs the caller about the ne- 
gotiation failure, including the reasons in the response. 

Counter-request. The QNA updates the number of attempts and makes a counter- 
proposal to the caller. The counter-proposal contains QoS requirements that have been 
modified based on feedback from the QAA and local negotiation policy. The negotia- 
tions continue, and the QNA expects another proposal from the caller. A timer is 
started to discard the session if no response to the counter-proposal arrives within a 
policy-defined time. 

Finish-negotiation. The caller's request has been answered. The QNA discards re- 
maining information about the negotiation and waits for further requests. 



6 Interface Specifications for QoS Management 

Based on the execution flow, it is clear that the QoS management agents must interact 
with the managed component at specific times during the QoS negotiation process 
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(and also when performing other QoS management services). For example, the ACRA 
cannot reserve resources on behalf of the component without knowing which types 
and amounts of resources are required to serve the request at the contracted QoS level. 
The four-agent classical controller must also interact with the component to probe for 
component state and to control component behavior. Controller interfaces are not 
QoS-specific, hence they are not presented here. Manager-to-manager interfaces are 
overviewed in [7]. Table 1 presents the QoS-support interfaces that must be imple- 
mented by a managed component or a wrapper encapsulating a managed component, 
and the QoS-support interfaces that must be implemented by a PRM. 



1 Implementer Interfaces to Support Specified Service \ 


1 Caller | 


1 Interface Prototype 


1 Functional Description | 


1 Managed Component Interfaces to Support QoS Negotiation and Renegotiation \ 


QAA 


[ClientlD, {FunctionalConfiguration} ] 

= ControlAndConfigure (ClientRe- 
quest) 


Obtain a set of component configu- 
rations that functionally support the 
client request. 


QAA 


[ResourceSchedule, CostEstimate] = 
LockObjectsAndEstimateResources 
(QualityConfig, ClientRequest) 


The component sets logical locks 
and returns the resource schedule 
required to service the client re- 
quest. 


QNA 


Status = Process (ClientlD, “commit/abort”, 
ReservationHandle) 


Informs the component of the final 
outcome (commit/abort) of the 
distributed negotiation. 


1 PRM Interfaces to Support QoS-based Admission and Resource M^mt \ 


ACRA 


{(RsrcilD, Rsrci Schedule, RsrciCost)} = 
ProbeResourceState (DomainlD, Re- 
sourceSchedule, ReservationHandle) 


Gets the cost for a new or modified 
resource schedule and the PRM’s 
current aggregate resource sched- 
ule. 


ACRA 


[ReservationHandle, CostEstimate, Rejec- 
tionReasons] = 

ReserveResources (ActivitylD, Do- 
mainlD, ResourceSchedule, Reservation- 
Handle) 


Reserves a resource schedule for a 
new request or modifies an existing 
reservation. The reservation sup- 
ports future allocations. 


MC 


[Status, {AllocationHandlei}] =AllocateRe- 
sources (ActivitylD, ReservationHandle, 
{RiSchedule}) 


Allocates resources for immediate 
scheduling or use. The reservation 
handle may be null. 


MC 


{(RsrcilD, RsrciSchedule, RsrciCost)} = 
ReleaseResources (ClientlD, {Allocation- 
Handlei}) 


Releases one or more previously 
allocated resources and updates the 
resource schedule. 


1 Managed Component Interfaces to Support QoS-motivated Adaptation \ 


QAA 


[ResourceSchedule, CostEstimate] = Esti- 
mateResources (ClientlD, AdaptedConfig) 


Sets logical locks and estimates 
resource requirements to modify an 
executing client request. 


QAA 


Status = MigrateService (ClientlD, “com- 
mit/abort”) 


Informs the component of the final 
outcome of the adaptation process. 



Table 1. Summary of QoS management interfaces. 
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7 Conclusions 

This work is motivated by the fact that each existing solution for end-to-end QoS 
management suffers from one or more of the following restrictions (or disadvantages): 
(1) it is tailored for specific environments, (2) it assumes layered system architectures, 
(3) it implements QoS management within the respective service components such 
that the QoS management functionality is not easily reusable, (4) it does not interoper- 
ate with other proprietary QoS solutions, and (5) it does not manage QoS for logical 
objects, which are used by complex components, such as a DBMS. The QoS man- 
agement middleware described in this paper overcomes these problems. By separating 
QoS management services from the managed component and defining an interface 
between them, we have created a reusable, generic solution for QoS management of 
arbitrary components in open distributed and heterogeneous environments. Similar to 
other recent approaches, we use feedback control in our QoS management middle- 
ware. However, classical feedback control was not designed to manage components in 
a non-deterministic environment, nor to exert control on a per-client basis. Therefore, 
we have extended the classical four-agent controller architecture, with three QoS- 
aware agents supporting negotiation, admission control and reservation, and adapta- 
tion. We identified dependencies between the QoS agents, the managed component, 
and the basic platform services. A critical dependency is that components must obtain 
logical locks on data objects before using platform resources to manipulate those 
objects. We defined a set of component interfaces to support a reusable QoS manager. 
In addition, we defined interfaces between the QoS manager and a platform resource 
manager supporting reservations to a resource schedule. 

For our ongoing and future work on components, we are implementing the QoS 
management interfaces as defined in this work. To integrate legacy components, we 
are investigating wrappers for specialized QoS managers, such as QuO [34] and 
MULTE [27], as well as for individual QoS-aware services, such as RSVP [14]. Each 
wrapper defines a model for estimating component state information that is not pro- 
vided by the legacy system, and makes runtime estimations within acceptable time- 
and resource-cost. Experiments will be performed using QLinux [31], which provides 
QoS-aware resource management services in the base platform. We are also continu- 
ing our investigation of QoS manager interaction with, and QoS mechanisms within, a 
compound service component for management of persistent multimedia objects. 
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Abstract. Collaborative virtual environments (CVE) require the use of 
specially designed mechanisms that allow for a consistent sharing of state 
among involved users. These mechanisms must, somehow, compensate for 
network latency and losses in such a way that all players have a single, coherent 
perception of the system state. Common middleware platforms have difficulty 
in guaranteeing this consistency, and this is the prime reason why the main 
research topic for CVEs is the efficient, scalable and reliable transmission of 
state information. This paper presents a state transmission framework 
developed for a middleware platform that was constructed by the authors in an 
earlier project [1]. This middleware platform. Augmented Reliable Multicast 
CORBA Event Service (ARMS), which already supported several QoS 
adaptation mechanisms and reliable transmission in multicast environments, 
was extended with CVE-oriented state transmission mechanisms. After an 
identification of key requirements of collaborative virtual environments, the 
relevant features of the proposed state transmission framework are presented. 
This framework has been integrated in the ARMS platform and was subject to a 
series of performance tests whose results are included and discussed in this 
paper. The paper ends with a summary of contributions and an identification of 
guidelines for further work 



1 Introduction 

One fundamental problem of collaborative virtual environments is the maintenance of 
a consistent shared state over interactive distributed media. The current state-of-the- 
art approach to achieve consistency in CVEs is to use dead reckoning [2, 3]. 
Nevertheless, in [3] it is demonstrated that traditional dead reckoning mechanisms 
may fail in ways that cause significant harm to the overall state of CVEs. Network 
latency and losses contribute to the difference between the predicted and the real 
system state, and this difference may significantly exceed the threshold that triggers 
state transmission, resulting in state inconsistencies. One of the main research topics 
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for CVEs, from a quality of service (QoS) point of view, is how to efficiently transmit 
update messages so as to provide scalability, minimized delay, consistency and 
reliability [4], 

Mauve proposes the concept of local lag [5] to prevent inconsistencies, and the 
timewarp algorithm [3] to keep state consistency, possibly in combination with dead 
reckoning. The local lag is a simple mechanism: “instead of immediately executing 
an operation issued by a local user, the operation is delayed for a certain time before it 
is executed” [5]. The fixed amount of local lag constitutes a drawback of this method. 
In the timewarp method [6] each participant saves the state at certain moments in 
time. When an inconsistency occurs, the state is rolled back to the state that 
immediately preceded the operation that caused the inconsistency. After that, the 
medium is played (fast) forward until the current medium time is reached. This 
algorithm has a higher complexity than the dead reckoning algorithm, requiring a 
“strong” application to handle it [6], which renders it unfeasible in large CVEs. 

The Georganas group introduces the original concept of “interaction streams” [4], 
“each consisting of a burst of update messages with a final and a critical update 
message”. The concept is supported on a proprietary multicast transport protocol, the 
Synchronous Collaboration Transport Protocol (SCTP), which is ACK based and 
adapted to the transmission of key update messages. In this model, the mechanisms to 
achieve state consistency do not use synchronous information like, for instance, clock 
or time-stamping information, which main constrain its applicability to large CVEs. 

There are other approaches to shared state consistency, based on synchronisation 
mechanisms. One of the more significant mechanisms is the bucket synchronization 
mechanism [7], which is used in the MiMaze multi-player game [7]. In this case, time 
is divided into fixed length sampling periods and a bucket is associated with each 
sampling period. All application data units (ADU) received by an application are 
stored in the bucket corresponding to the current interval. When the application has to 
deliver an updated global state, it computes all ADUs available in the current bucket 
[7]. This algorithm needs global clock mechanisms like NTP [8] and the 
synchronization delay is computed on ADU’s reception. If the network delay is 
greater than a given threshold the ADU is dropped. MiMaze uses an unreliable 
communication system, based on RTP [9] over UDP/IP multicast [10]. 

This paper presents a set of state transmission mechanisms to be used in the ARMS 
middleware platform [1]. The objectives of the proposed mechanisms, hereafter 
referred to as state transmission framework (STF), are to extend the applicability of 
the platform to collaborative virtual environments maintaining, at the same time, the 
platform’s QoS features. Section 2 identifies the main requirements of collaborative 
virtual environments. Section 3 presents, to a considerable extent, the proposed state 
transmission framework. Section 4 describes the performance tests made to STF and 
analyses their results. The conclusions and guidelines for further work are presented 
in Section 5. 



2 CVE’s Requirements 

CVE applications have specific requirements in terms of scalability, interaction and 
consistency. The QoS characteristics that are relevant to these requirements are 
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reliability, losses, delay and delay jitter. Additionally, application factors like data 
heterogeneity, frequency of events, synchronisation delay, number of participants and 
playout time (display frequency) [11] may play an important role in the behaviour of 
CVEs. 

The following sub-sections briefly discuss some of these requirements and 
associated QoS characteristics. In turn, these have led to the development of several 
mechanisms that have been included in the ARMS middleware platform [1], which 
build on a set of extensions to the CORBA Event Service, providing native multicast 
communication, various reliability levels, congestion control and jitter suppression, 
with the aim to achieve QoS adaptability. These new mechanisms extend the ARMS 
platform with CVE-oriented QoS capabilities, and will be presented in Section 3. 



2.1 Data Heterogeneity 

Typically there are many different types of data exchanged in CVE’s [2]: real-time 
audio and video data, scene description data, typical 2D data, control data and state or 
update data. In addition to dealing with various types of data, continuous distributed 
interactive media can change their state in response to user operations as well to the 
passage of time [5]. A broad variety of applications use this kind of media, such as 
multi-user virtual reality (VR), distributed simulations, networked games and 
computer-supported co-operative work (CSCW) applications. 



2.2 State Synchronisation 

All participants in a session must be synchronised in the same media state, i.e., the 
distributed shared state must be consistent. Different media have different state 
classifications and different state synchronisation needs. The state could be a simple 
change in a component. In the other extreme, it could be a bulk of data for latecomers 
or for re-synchronization. Some states may be essential and others may be redundant. 
State synchronisation must take the media type into consideration. Essentially, this is 
an issue for the applications’ environment model, which must use the best solutions to 
deal with specific media. 



2.3 Delay and Jitter 

Regular collaborative update messages have stringent delay requirements in order to 
maintain the shared state of components. Some studies [12] suggest that CVEs must 
have an end-to-end delay less than 100 msec. Others [13] consider 200 msec as an 
acceptable delay. In addition to delay, delay jitter also affects update messages. As 
shown in [13], a session with 10 msec delay and considerable jitter results in a 
perceived quality that can be as bad as one with 200msec delay and no associated 
jitter. 
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2.4 Reliability 

CVEs for distributed interactive media require that all participants must receive state 
changes. Due to their specificity there are some states that are time critieal and 
described by small amounts of information, while others are generally non-time- 
critical and require large amounts of information for their description. Therefore, 
there is the need for different levels of reliability when exchanging these types of 
updates: minimal reliability (possibly with loss detection) for the former, and full 
reliability for the latter. 

In a CVE, the last state of a shared object is the most crucial data [4]. These 
messages must be sent with a high reliability level, whilst regular messages can be 
sent with a different, lower reliability level as, for instance, best effort. 

Basically, there are two forms of achieving reliability: by using a reliable transport 
protocol or by using network-aware applications. In the context of interactive media 
applications, loss detection and reliability become more complex since there is no 
longer a single linear namespace for objects and since some objects are persistent 
[14]. So, a single transport protocol is unlikely to be sufficient, as observed in [14]. 
Additionally, many authors [15, 16, 17, 18] have concluded that application level 
framing is a requirement too, in this application context. 

Both approaches to achieve reliability should be usable with a framework like a 
framing protocol. This framework could be a middleware platform with a proper 
interface to the application level, which captures the common aspects of a media 
class, and provides access to reliable transport protocols. 



2.5 Other Requirements 

In [14], it is observed that many applications need structured application data unit 
(ADU) names, a simple mechanism for packet loss detection, a means of 
distinguishing different types of data, a means of identifying participants, and a time 
stamping mechanism. 

All of these requirements add great complexity to the application level. Placing 
some of these capabilities in the middleware gives applications the ability to 
concentrate on specific functionalities, to enforce different adaptation policies and to 
interact with other components in the system in order to ensure fairness and other 
global properties. 



3 ARMS State Transmission Mechanisms 

The state transmission mechanisms presented in this paper were developed in the 
context of the Augmented Reliable Multicast CORBA Event Service (ARMS) 
middleware platform [1], that provides an end-to-end communication framework with 
QoS-matching capabilities. ARMS offers a set of QoS-related mechanisms for 
reliability guarantee in multicast environments, congestion control and jitter control. 
The QoS management process is supported on object-based monitoring and 
adaptation functions. The platform has specific objects for loss and jitter monitoring. 
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The general architecture of the ARMS platform (Figure 1) includes an ARMS QoS 
API that provides aceess to the QoS features of the reliable multicasting services, and 
to the standard CORBA Event Service. Additionally, the architecture includes the 
STF API, which will be described in the remaining part of this section. 




Figure 1 - ARMS architecture 



3.1 State Transmission Framework 

The STF API is a Java-based middleware especially designed for the transmission of 
state changes in virtual reality environments, which takes into account the 
requirements of state transmission in these types of applications. STF is an object- 
oriented framework integrated in the ARMS middleware platform (Figure 1) that 
supports state transmission and reception, a late join protocol - a process by which a 
client can join a ongoing interaction session and reconstruct the current global state, 
virtual world partitioning, and time synchronization. This paper discusses mainly the 
transmission and reception of states. The STF API comprehends a set of interfaces 
that expose methods that allow for the control various capabilities. Figure 2 illustrates 
the general architecture of STF, in UML. 
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3.2 State Categories 

In STF, each state may be classified into various categories, according to the way it 
must be transmitted to and from the network and the way it must be treated with 
respect to the late join protocol. In terms of redundancy, a state may be classified as 
follows. 

• Redundant state - A redundant state may fail to reach the destination, 
because it may be overwritten in the buffers by more recent states of the 
same stream. A stream made of redundant states always has the more recent 
states transmitted, in detriment of other, older states. 

• Essential state - An essential state always reaches the destination. A stream 
made of essential states always has all its messages transmitted. 

In terms of volatility, a state may be classified as follows. 

• Volatile state - A volatile state may fail to reach the destination, even if it is 
not overwritten by any state in the buffers. A stream made of volatile states 
may have none of its states transmitted. 

• Non-volatile state - A state that has not the volatile characteristic. 
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With respect to the late join protocol, a state may be classified as follows. 

• Independent state - An independent state object completely describes the 
state of the object it refers to; thus, in a late join process it is sufficient to 
recover the last transmitted independent state. 

• Cumulative state - A cumulative state object does not completely describe 
the state of the object it refers to, but only a state change. With this kind of 
states, it is necessary to recover a complete set of transmitted state objects to 
execute a late join process. 

Excluding the late join classification as independent or cumulative, state categories 
lead to four possible combinations. Of these only three are meaningful: 

• Essential and non-volatile — All states reach the destination 

• Redundant and non-volatile — The latest state reaches the destination 

• Redundant and volatile - The states are not guaranteed to reach the 
destination 

The fourth possible combination, essential and volatile, must not be used, as it is 
obviously impossible to guarantee that a volatile state always reaches its destination, 
as required by essential states. 



3.3 State Interaction Streams 

What exactly is an object state is highly dependent on the specific virtual reality 
application that is using STF. As such, STF makes as few assumptions as possible 
about the state object. In fact, STF considers as state object any object that can be 
serialised and implements the STFState interface. This interface contains methods that 
permit STF to find out the special characteristics of each state object. 

Similarly to the work presented in [4], the STF API divides the transmitted states 
into interaction streams, identified by a unique key that corresponds to a particular 
virtual world entity. Each interaction stream is made of state messages that include 
the state objects corresponding to that entity ordered by timestamp. Figure 3 
illustrates this concept. 




Figure 3 - State interaction streams 



Using STF, applications can mix any types of states in the same stream, so we may 
have, for example, redundant states and some essential states in the middle, volatile 
and non-volatile states, etc. The streams are automatically generated by the API and 
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are used to handle redundant and volatile states, so that STF may know which states 
to discard, if needed. A stream is made of STFStateMessage objects. Each of these 
objects is a message to be transmitted by the API, and includes the following 
information: the key object that identifies the virtual world entity to which the state 
refers that, by consequence, identifies the interaction stream to which this message 
belongs; the state object to be transmitted - an object of a class that must implement 
the STFState interface; message timestamp information - generated automatically by 
the STF API when the message is received from the application; and priority 
information of the message, which is a very important QoS property introduce in 
ARMS by STF, used when two or more messages from different streams are to be 
transmitted to the network. The priority information can take up one of five values: 

• PRIORITY LOWEST - The lowest priority possible 

• PRIORITY LOW - Low priority 

• PRIORITY MEDIUM - Medium priority 

• PRIORITY HIGH - High priority 

• PRIORITY HIGHEST - Highest priority possible 



3.4 Transmission of State Messages 

When the application wants to transmit a state object, it must construct an 
STFStateMessage object, containing the key - an object of a class that implements the 
STFKey interface, the state - an object of a class that implements the STFState 
interface, and the message priority information. The applieation then sends the 
message to be processed to the STF Channel Manager using the sendMessage method 
of the STFMessager interface. 



3.5 Reception of State Messages 

The state messages - instances of STFStateMessage - are received by the application 
through the methods of the STF Application interface. The method normally used for 
message reception is the receive method, with the STFStateMessage object as a 
parameter. 



3.6 Reception Lag and Time Warp Avoidance 

A time warp happens when a message that should have been received before some 
other message is received after it. This may cause an inconsistency in the virtual 
world and must be prevented. To prevent this from happening, STF orders all 
messages by timestamp and delivers them all in that order. However, when multiple 
conference nodes are transmitting messages about the same object, the underlying 
communication levels do not usually guarantee the total order of these messages. To 
circumvent this problem, STF makes it possible to enable a reception lag time. When 
enabled, reception lag causes a message to remain in the buffers for a specified 
minimal period of time since it has been passed to STF by the emitter application. In 
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this way the buffers are used to order incoming out of order messages such that they 
do not cause a time warp. 

The reception lag may degrade application performance, and even endanger virtual 
world consistency if not used wisely. So, this feature must be used with extra care. 
Reception lag is depicted in Figure 4. 



3.7 Time Warp Detection 

With or without reception lag, time warps are possible when transmitting data about 
the same entity in two or more conference nodes. When a time warp happens, STF 
detects this and delivers the time-warped message to the application using a special 
method of the STF Application interface - timeWarpReceive. The application then has 
the chance to consider the message, ignore it or do whichever action it deems 
adequate to the situation. 




Figure 4 - Reception lag components 



4 Tests Made to STF 

In order to analyse the performance of the state transmission framework, a series of 
tests designed to evaluate the behaviour of this API were made, covering common 
situations in virtual reality applications. Due to the extension of the API, which 
comprises time synchronization, late join protocols, various transmission and 
reception options, and partitioning of virtual world entities it was, in practice, 
impossible to test all possible configurations. Thus, only tests related to common state 
transmission configurations were made, with the aim of discovering the limits of the 
API and assessing its behaviour under various circumstances. 
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4.1 The Testbed 

The tests were made using three Pentium III 733Mhz-500Mhz computers (A-TEJO, 
B-CONCHA and C-SADO), with 128 MB RAM and Windows 2000 Professional, 
directly connected to a network switch by 100Mbit Ethernet full duplex links. All 
three computers had the Java Software Development Kit version 1.3, from Sun 
Microsystems [19], installed. The state transmission framework ran as part of the 
CONCHA conference controller system version 2.0 [20], which used Java 1.3, JSDT 
2.0 [21] and ARMS 1.0 [20]. All three computers were synchronized using NTP 
through the installation of the NTPTime client for WindowsNT, adapted to work 
under Windows2000 [22]. All three computers used the same NTP server for time 
synchronization. 



4.2 Tests Description 

The objective of the tests was to measure the total message delay and also the 
message transmission throughput under different conditions, so as to conclude about 
STF’s efficiency. 

Two sets of tests were performed. The first set addressed the effect of increasing 
message transmission rate (increased throughput) on the total transmission delay and 
the redundant message discarding. These tests were used to conclude about the 
practical limits of STF under stress conditions. 

The second set of tests addressed the effect of increasing message sizes (through 
the increase in state sizes) on the total transmission delay and the redundant message 
discarding, using a fixed message transmission rate. Both sets of tests used three 
different streams of states, with the purpose of simulating a simple but representative 
situation of mixed streams with different state characteristics: 

• Stream 1: redundant, volatile and independent states; 

• Stream 2; redundant, non-volatile and independent states; 

• Stream 3; essential, non-volatile and independent states. 

All state messages from all streams had the same priority - Highest. 

The first set of tests - the message rate tests - used a state size of 22 bytes and a key 
size of 6 bytes, totalling 28 bytes. This is enough to transmit three-dimensional 
position and rotation information, which is sufficient for many applications, though 
not all. The test started by transmitting five messages per second (msg/s) in each 
stream. This was increased by 5 msg/s in each consecutive run. The test was set to 
stop at 400 msg/s for each stream, which amounted to a total of 1200 msg/s. 
Additionally, the test was programmed to stop as soon as the total message 
transmission delay - comprising the message transmission by the sending application 
to STF and the message delivery to the receiving applieation by STF - would reach 
one second, a value that was considered unacceptable. In the second set of tests, state 
messages of 22 bytes were first used, the state size being incremented by 100 bytes in 
each consecutive run. tn both sets of tests, each individual test ran for 20 seconds. 
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4.3 The Test Application 

A test application running as part of the CONCHA system version 2.0 [20,23] was 
created with the specific purpose of performing the STF API tests. The application 
enables the user to specify all properties of the STF session, such as underlying 
communication properties, transmission and reception lag control, late join protocol 
control, time synchronization settings and time warp detection. Figure 5 presents a 
screenshot of this application, where the setting of stream state transmission 
properties is visible. 




Figure 5 — Screenshot of the test application 



This application allows for a completely automated testing process, through an option 
in the application’s menu (“Start automatic testing”) that executes the tests earlier 
discussed in this paper. It also allows for more specific testing of a large variety of 
situations under which STF may be used. With this application, it is possible to test 
most of STF’s capacities without having to build a complete multiuser CVE. 
However, the authors plan to build such an environment in the near future in order to 
test and evaluate other STF’s features that this application does not test properly, such 
as some of the features of the late Join protocol. 



4.4 Tests’ Results and Analysis 

Figure 6 identifies the four message probing points used to gather delay and 
throughput data. Point (A) corresponds to the sending application interface with STF. 
Messages passing through this point are shown in Figure 9 as processed messages. 
Point (B) is the sending STF interface with the communications layer. Messages 
passing through this point are shown in Figure 9 as transmitted messages. 
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The obtained results have shown that these are the same as the messages that pass 
through the third message probing point (C), which correspond to the messages 
received by STF from the underlying communications layer at the receiving node. 
Thus, these messages are not represented in Figure 9, since the data are the same as 
the transmitted messages data. The fourth and final message probing point 
corresponds to the receiving application interface with STF (D). The corresponding 
messages are shown in the graphs as received messages. 

The STF latency is the time that messages take since they travel from the probing 
point (A) to the probing point (D). Latency was measured as a function of message 
throughput (Figure 7) and as a function of message size (Figure 8). 




Messages / second 



Figure 7 - Latency as a function of state rate 
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Figure 7 shows that the average total message delay, that is, the average latency is 
less than 20 ms for the vast majority of tests and is always less than 25 ms. It is 
noteworthy to say that this latency includes all STF and ARMS overheads 
(marshalling/demarshalling, encoding/decoding of the reliable multicast protocol 
packet, etc). Additionally, there was no problem in reaching the target value of 400 
msg/s per flow. 

Figure 8 shows that, similarly to the latency versus state rate case, the average 
latency is generally less than 20 ms even when the states’ size is considerably high, 
well above the 1400-byte limit that implies ARMS fragmentation/reassembling 
overhead. 




Slate size ( bytes ) 



Figure 8 - Latency as a function of state size 



Figure 9 shows that when the network traffic increases there is, in fact, an efficient 
utilization of network resources by STF, discarding redundant and volatile messages 
as needed, but keeping the essential ones. This maintains network traffic at acceptable 
levels even when STF reaches full state transmission capacity, without losing the 
consistency of the shared global virtual world state. 



5 Conclusions and Guidelines for Further Work 

Middleware platforms must have specific characteristics in order to adequately 
support collaborative virtual environments. In addition to good reliability, delay and 
jitter characteristics, it is essential that state synchronisation is efficiently guaranteed 
and maintained. 
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□ Processed 
0 Received 
X Transmitted 



Messages / second 

Figure 9 — Processed, transmitted and received messages as a function of state rate 



In this paper, a proposal of a set of mechanisms that provide such synchronisation 
was made. These mechanisms, collectively referred to as a state transmission 
framework, were implemented and subject to functionality and performance testing in 
the context of a QoS-aware middleware platform named ARMS, developed by the 
authors in a previous project. 

After a presentation of the main features of the framework, some of the tests’ 
results were presented and discussed. In addition to validating concepts so important 
as the state redundancy and state volatility concepts, the tests have clearly shown that 
the implemented prototype has good performance in terms of throughput, latency and 
efficiency in the use of both processing and network resources. 

Subsequent phases of this work will address further testing, namely scalability 
testing. Additionally, future work will try to optimise the integration with the ARMS 
platform, with emphasis on the exploration of some of its QoS capabilities such as 
multiple reliability levels. 
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Abstract. We propose an improvement of our RLS (Receiver-driven 
Layered multicast with Synchronization points) protocol, called CIFL 
for “Coding-Independent Fair Layered mulaticast”, along two axes. In 
CIFL, each receiver of a layered multicast transmission will try and find 
the adequate number of layers to subscribe to, so that the associated 
throughput is fair towards TCP and stable in steady-state. The first 
improvement is that CIFL is not specific to any coding scheme. It can 
work as well with an exponentially distributed set of layers (where the 
throughput of each layer i equals the sum of the throughputs of all layers 
below i), or with layers of equal throughputs, or any other scheme. The 
second improvement is the excellent stability of the protocol which avoids 
useless join attempts by learning from its unsuccessful previous attempts 
in the same (or better) network conditions. Moreover, the protocol tries 
and reaches its ideal TCP-friendly as soon as possible by computing 
its target throughput in a clever way when an incipient congestion is 
confirmed. 



1 Introduction 

Contrary to the current compression standards (e.g. JPEG, MPEG-x, H.26x), 
wavelet-based compression techniques (e.g. JPEG 2000) allow for flexible and 
highly scalable (in resolution, time and quality) formats. Although inter- frame 
wavelet video coding is still an open research area, it will enable very scalable 
video transmission where the data stream can be split into several hierarchical 
layers whose bit contents (and thus throughputs) can be defined in a very flexible 
manner. Therefore, we believe that any congestion control protocol dedicated to 
video transmission to an heterogenous set of receivers should be independent 
from the relative and absolute throughputs of each layer. It should behave as 
well with an exponentially distributed set of layers (where the throughput of 
each layer i equals the sum of the throughputs of all layers below z), or with 
layers of equal throughputs, or any other scheme. 



D. Shepherd et al. (Eds.): IDMS2001, LNCS 2158, pp. 154-167, 2001. 
(c) Springer- Verlag Berlin Heidelberg 2001 
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A multicast congestion control protocol has to allow all receivers to reach 
their optimal level as quickly as possible. By optimal, we mean a fair share of 
the available bandwidth. We consider intra-session fairness (i.e. among receivers 
of the same session) and inter-session fairness (i.e. towards other sessions of the 
protocol or towards TCP connections). 

A receiver-driven layered multicast (RLM) approach to solve the heterogene- 
ity problem was first proposed by Mccanne in [8]. In RLM, every layer represents 
an IP multicast group and subscription to a layer implies subscription to all the 
lower layers. The receiver adds and drops layers according to the network state. 
This receiver-driven approach is probably the most elegant way to solve the 
multicast problem. It was later used in RLC [13], MLDA [12] and PLM [4]. The 
main concern of RLM was the intra-session fairness. To achieve it, a coordina- 
tion mechanism between receivers has been designed. RLM was not designed 
to be TCP-friendly (i.e. fair towards TCP), nor to guarantee inter-session fair- 
ness. RLC was designed to be fair towards TCP connections whose round trip 
time (RTT) was close to one second, but not in general. RLC and MLDA sup- 
port some form of inter-session fairness, in the sense that two competing RLC 
( MLDA) sessions will get the same number of layers in steady-state, which 
means that both sessions get the same throughput only in cases where the two 
sessions have partitioned their layers so that they have the same throughputs in 
all layers. This cannot be the case in general. 

In an earlier work, we have proposed a protocol, called RLS [3], that provides 
intra-session and inter-session fairness guarantees. For example, for a large range 
of RTTs, the ratio of throughputs between RLS and TCP remains in the interval 
[|, 3], which is excellent compared to RLM and RLC. However, we noted that 
RLS, though stable, still performed too many unsuccessful join experiments. 
Moreover, RLS was designed to work with exponentially distributed layers only. 
In this paper, we propose a better protocol, called CIFL, which improves RLS 
along the following lines: 

— We make no hypothesis on the throughputs of the layers, they can have any 
value. 

— The receivers reach the optimal level quickly. 

— The stability is better, because the receivers learn from their past failures to 
join some layers under some conditions. This makes the received throughput 
very smooth, and improves fairness too. 

The paper is organized as follows. We first remind some basic concepts in sec- 
tion 2. We explain the principles of CIFL in section 3, and show its simulated 
performance results in section 4. 

2 Basic Concepts 

2.1 TCP-Friendly 

TCP is the most widespread traffic in the internet and any new congestion 
controlled protocol has to be designed to be TCP-friendly, which means that it 
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gets an average share of the bandwidth (approximately) equal to the average 
share TCP would get in the same conditions. As TCP is unicast and we are 
considering multicast protocols, the definition should be refined as follows. A 
multicast protocol is TCP-friendly if each receiver gets an average share of the 
bandwidth equal to the average share a TCP connection, between that source 
and that receiver, would get. 

In Best-effort networks, there is no reason to favour video transmission over 
TCP given the importance of the latter. In Integrated Services networks where 
receivers can reserve some (minimum) bandwidth for the video stream, one could 
let receivers get more bandwidth provided that this extra share is fairly allocated. 
In Differentiated Services networks where video stream can be aggregated with 
others and may, not be in the same class as TCP flows, inter-sessions fairness 
will be achieved if all video flows adopt the same definition of fairness (and TCP- 
friendliness may be a good candidate for that). So in all cases, TCP friendliness 
seems a good requirement to fulfill. 

The throughput of TCP (in bps) in steady-state, when the loss ratio is below 
16%, is roughly given by the following formula [6]: 



B 



tep 



C.s 

— with C = 
VpRtt 




( 1 ) 



where s is the packet size (in bits), RTT is the mean round trip time (in sec) 
and p the packet loss ratio. A more precise formula that takes TCP timers into 
account can be found in [9]. 

The TCP cycle is the average delay between two packet losses in steady-state. 
So we have one packet loss per cycle, which can be formulated as: 



Btep -Cycle' 

where s is the packet size in bits and Cycle the duration of the TCP cycle as 
described above. From (1) and (2), we derive: 



Cycle 



Btcp-RTT 



( 3 ) 



2.2 Coordination of Receivers 

It was pointed out in [8], that a multicast congestion control protocol cannot 
be effective if the subset of receivers behind the same router act without co- 
ordination. Indeed, if a receiver creates congestion on a link by requesting a 
new layer, another receiver (receiving less layers) might interpret its resulting 
losses as a consequence of its (too high) level of subscription and may end up 
dropping its highest layer unnecessarily (because this layer will continue to be 
received by other receivers). So coordination is necessary, RLM has proposed 
to use announcement messages, and RLC to use synchronization points (SPs). 
SPs are special packets in the data stream. Receivers can only join a new layer 
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just after receiving an SP. In RLC, each layer has its own SPs, and the receiver 
can only join layer i + 1, when it receives an SP in layer i. [10] shows that the 
presence of SPs leads to a low redundancy and gives better fairness. That is the 
reason why RLS and CIFL build their coordination of receivers on the existence 
of SPs. The SPs will also contain information about the number of layers and 
their respective throughputs. 

3 The CIFL Protocol 

Our goal is to create a layered multicast congestion control protocol which is: 

1. TCP-friendly. 

2. Stable: as few unsuccessful join experiments as possible. 

3. Generic: independent from the throughput of each layer. To achieve that 
CIFL will estimate the ideal throughput, and will join, or leave, one or 
several layers at once to reach a throughput which is close to the computed 
target, based on estimations of the RTT and the loss ratio. 

4. Careful before adding layers at SPs, but quick at removing layers when an 
incipient congestion is confirmed. This is to be compared with the Additive 
Increase Multiplicative Decrease (AIMD) scheme of TCP. 

3.1 Estimation of the Round Trip Time 

Each receiver has to estimate its RTT to the source. The classical scheme is to 
ping the sender from time to time, e.g. each time the receiver joins or leave a 
layer, or more frequently. However, for large sessions, the sender can be flooded 
by ping requests. If routers are active, a solution based on [1] can be used, but we 
are looking for a solution that does not involve routers. If the sender knows the 
number r of receivers and the number p of ping requests it can process between 
two SPs, it can provide these numbers in the SPs. 

Knowing these values, receivers can ping the sender with probability -. 

We do not require that ping requests be immediately followed by a ping 
response from the sender. To achieve that, we implement a scheme similar to 
RTCP [11]. Suppose a receiver sends a ping request at time Rg which is received 
by the sender at time Sr- The sender stamps the ping request at its arrival, and 
when it is able to send a ping response, say at Sg, it stamps the response with 
that time value. If the sender is quick, Sg will be (almost) equal to Sr, but in 
any case the time spent at the sender can be computed as Sg — Sr- At Rr the 
receiver will get the ping response and perform the following operations: 

Rec-Send = (1 — g)RecSend + g{Sr — R.g) 

Send-Rec = (1 — g)SendJtec + g{Rr — Sg) 

RTT = Rec-Send + SendJdec 

If all the data packets are timestamped, the receiver can continously estimate 
the Send.Rec value by using all the packets it receives. Between two pings, the 
Rec-Send can change without being noticed though, which requires that pings 
are not too distant from each other. This is also useful to compensate clock drift. 
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3.2 The Join 

Synchronization Points. As said before, we use the SPs to co-ordinate the 
receivers. Contrary to RLC, SPs are only present in the first (base) layer and not 
in all of them. When a SP is received and if the decision to join is not taken, the 
receiver remains deaf to congestion during a deaf period T^. This is necessary 
because this congestion can be induced by another receiver that has used that 
SP to get more layers. In practice the distance between SPs is at least 4 seconds. 
This distance is enough to be greater than any common deaf period (see next 
section). However, to avoid all kinds of synchronizations, the distance between 
SPs is randomized. It will vary between 4 and 16 seconds. 



Increase of the Throughput. The receiver tries and estimates the bandwidth 
TCP would get in a similar situation. To do so, it will use formula (1) which 
requires to know its loss ratio. But the latter has a meaning only when it is 
computed over a duration close to a TCP cycle. Indeed, remember that formula 
(1) is only valid in steady-state. So, the receiver will refrain from using an SP 
to get more layers if it did not stay at least one TCP cycle at the current level. 
When it is the case, the receiver computes the bandwidth it can get as follows: 

RTT^/P^,' 

with Pcycie the loss ratio computed over the last TCP cycle (see formula (3)). If 
there were no loss, the throughput can be doubled. That is smilar to TCP which 
would have doubled its window after a cycle. When the receiver has computed 
its optimal bandwidth, it joins the suitable number of layers to get the closest 
possible to the computed throughput. To do so, it is necessary that the SPs 
contain information about the throughputs of all the layers. 



Stabilization. When the receiver has no good estimation of its RTT, e.g. be- 
cause there is a large number of receivers and the pings are done less frequently, 
the estimated bandwidth can be overestimated. In this case, the receiver would 
join layers that it would leave soon after. These unsuccessful join experiments 
can be avoided if the receiver can learn something from past failures. To this 
end, the CIFL receiver will record the network state ^ as it was just before any 
unsuccessful join experiment. To do this, every receiver maintains a square ma- 
trix QD with one row (and one column) per layer. Each element QDij of the 
matrix represents the minimum queuing delay the receiver has ever monitored 
before any unsuccessful join experiment from level i to level j. 

When a receiver at level current wants to join level target, it checks its matrix 
to see if it has already failed to join any layer below target with a queuing delay 
that was below the current queuing delay. It can be computed as follows: 

^ The network state is measured by the mean queuing delay computed over an equiv- 
alent TCP cycle 
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tested = current + 1 
while (tested <= target && 

current_queuing_delay < QD (current .tested) ) 

{ join 

incr tested } 

When the receiver has reached a stable level and is subjected to very few (or 
no) losses, it basically spends its time computing estimations of the RTT, the 
queuing delay and the loss rate, refraining from joining at SPs. 

3.3 The Leave 

If the decision to join layers can be done at (not so frequent) SPs and after a 
cycle has elapsed at the current level, the decision to abandon layers when con- 
gestion appears should be taken more quickly. So, when the receiver detects a 
potential incipient congestion by a packet loss, it will start monitoring the loss 
ratio over a short interval (denoted Tm), and then the receiver will compute 
the number of layers it decides to abandon. We will discuss the value of later, 
but we know it has to be short, say very few RTTs to fix ideas. The problem 
is that Tm is in general short compared to a TCP cycle, which makes it impos- 
sible to use equation [6] to compute a new (lower) target throughput. In order 
to propose another formula to compute that throughput, we will require that, 
when the suitable number of layers are abandoned, the receiver will not join any 
layer before a minimum amount of time (denoted Tc) has elapsed. Clearly, Tc 
should be larger than an equivalent TCP cycle, as before any join experiment, 
and should end at an SP. However, the distance between SPs being random, the 
future occurrences of SPs are unknown. In the calculation however, we will con- 
sider that all SPs are equally spaced out of 10 sec, which is the average spacing 
between SPs. 

To derive our formula, we define 

— Tm is the monitoring period starting at a probable incipient congestion de- 
tected by a packet loss in steady-state (or induced by a join experiment of 
the receiver). 

— Tc (c for compensation) is the minimal period during which the receiver 
will have to stay at its new level before joining any layer. It is computed as 
described above. 

“ B current is the Current throughput, which will remain so during Tm, 

— Btarget is the unknowu throughput the receiver will request after leaving 
some layers, and will keep during at least Tc. 

To compute Btarget , wc require that CIFL should get a TCP-friendly throughput 
over the Tm + Tc interval. 

Figure 1 shows the parameters we use, and illustrates also that Tc finishes at 
an SP arriving after the expiration of the cycle. 
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Fig. 1. A monitoring period followed by its compensation period 



Let a = 



Ba 



Btarget 



the mean throughput of the receiver is: 
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Tm.B. 



m-^current 



TrB 



c-^target 
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TmO + Tc 
Oi{Tm + Tc) 



B. 



current 



We suppose that there is no loss during Tc, which means that the loss ratio p 
over Tm + Tc is: 



packets lost during (T^ + Tc) 

V ~ 

packets sent during {Tm + Tc) 



packets lost during T^ 
packets sent during {Tm + Tc) 



Whereas: packets sent during {Tm + Tc) = {Tm + Tc)B 

and. packets lost during Tm — PT^TmB current — Pm • c^t TTT ^ 

A simple replacement gives: p = Pt^ ut'^+t ’ 

TCP, which has a loss ratio equal to p, receives in average: 



Ptcp 



sC 



If we equate both throughputs, i.e. B = Btcp, we derive that: 

PTrr^TmTc 



{Tm + Tc)2 



C=s 



RTT 






Recapitulation. When the receiver detects an incipient congestion, or just 
after joining a layer, it monitors the loss ratio during Tm and then computes a. 

— If it is greater than 1 the receiver leaves the suitable number of layers to 
get a throughput close to . Then the receiver ignores losses during 

the deaf period which is necessary to let the network reach its new state 
and monitor it. Initially, the deaf period is equal to IRTT, but it is updated 
each time a layer is added or removed as follows. Knowing time drop, the 
time at which layers were abandoned, and timeiast, the reception time of 
the last packet belonging to one of the dropped layers, the receiver makes 
an exponential smoothing of Td with the new value “timeiast — timedrop^ ■ 

^ The development we have made is meaningless if a is less than 1. 
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— Else, it does nothing as it treats the losses as resulting from a small transient 
congestion. 

Such a scheme would not be easily adapted to TCP itself because TCP may not 
receive enough segments during an RTT (when its window is small) to compute 
a accurately. 

Note also that if a receiver is in a leave evaluation when an SP is received, and 
a deaf period is started, the leave evaluation is cancelled. Otherwise, the receiver 
may be falsely confused by a transient congestion due to a join experiment by 
another receiver. 



The Value. In this section, we briefly discuss the choice of T^. We know 
that: 

P'm.^C'f/rrent T 

^tcp = rp ) 

m I -I- c 

So, when T™ increases, Btarget decreases and decreases too. If Btarget ^ 

Btcp the receiver at the end of Tc will normally increase its bandwidth to reach 
Btcp- To avoid this oscillation, we need Btarget — Btcp- As Tc and a are fixed, 

Btarget ^ Btcp implies Tra ^ 0 

So Tm has to be short. However, as TCP takes decisions at every RTT, if the 
CIFL receiver evaluates its loss ratio over a duration shorter than RTT, it will 
get a bad estimation. For this reason, Tm has been fixed to IRTT. 



3.4 Start-Up Phase 

We have explained how the CIFL receiver behaves in steady-state. However, this 
behaviour is unsuitable at the very beginning, because it tends to mimic TCP 
in congestion avoidance, instead of a TCP in the slow-start phase. Therefore, 
when TCP and CIFL start together, CIFL would not get its fair share, or only 
after a much longer period. 

In this section, we describe the start-up phase of CIFL. In this phase, the 
receiver uses all the SPs to join new layers, so that it doubles its throughput at 
every SP. For a set of exponentially distributed layers, this would mean adding 
a layer (but only) at every SP. In other schemes, the receiver may join several 
layers at once. This mimics the exponential takeoff of TCP, which continues 
until the throughput of subscribed layers is greater than the peak throughput 
actually received. Once this state is reached, the receiver drops all layers above 
the maximum received throughput and exits the start-up phase. 

Moreover, this more aggressive phase is used to estimate the bottleneck ca- 
pacity by measuring the smallest delay between two received packets. Knowing 
this bottleneck capacity, the receiver will not attempt to join layers that would 
lead to a throughput above this value. This will reduce the number of unsuc- 
cessful joins, compared to other protocols like [13], [8], [12]. 
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(a) 2 sources 2 receivers 



(b) 2 receivers and one 

source 



Fig. 2. Topologies 



If, later during the session, packets happen to transit through another path 
with more bandwidth, or if the network is simply less congested, the receiver 
will discover it, because it will continue to estimate the bottleneck capacity as 
follows: 



, , , pktsize . 

estimate JjWi = maxi estimate JjWi-i, ) 

tjrecvi — tjrecvi^i 

On the other hand, if the traffic is routed to less provisioned or more congested 
links, it is not a real problem, because this estimated bottleneck capacity will 
just become overestimated, and thus a bit less useful to avoid unsuccessful join 
experiments. 



3.5 Scalability 

When the number of receivers is large, receivers will ping the source less fre- 
quently, which means that the RTT estimation may be less accurate. Note how- 
ever, that the RTTs are still adjusted at every received packet by using the 
timestamping approach, but regular resynchronizations are also useful to com- 
pensate clock drift and delay variations on the return path as explained in section 
3.1. 

Note also that a less accurate estimation of the RTT will simply lead to a 
bandwidth target which is less TCP-Friendly (see formula (1)). Moreover, some 
experiences performed over internet have shown us that during 1 hour the ratio 
between the longest RTT and the shortest one is rarely greater than 2. 



4 Simulations 

For our simulations we use the network simulator NS ([7]). We will start by 
showing that the receiver, once at its optimal level, does not make unsuccessful 
join experiments. Then we will show that intra-session and inter-session fairness 
are fulfilled, both towards TCP and towards other CIFL sessions. 
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Fig. 3. Two different CIFL receivers beginning at different times 
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Fig. 4. Bottleneck sharing between TCP and CIFL 



4.1 Several Receivers 

In this section, we will show the importance of the deaf periods. To this end, 
we use the topology of Figure 3.5. We see on Figure 3 that when receiver i ?2 
starts, receiver i?i has already reached its optimal throughput. The newcomer 
will create congestion on the N\ — N 2 link and i?i will be subjected to this 
congestion. Without deaf periods, receiver Ri would react by leaving some layers. 
This decrease would be useless because the layers it would leave would continue 
to transit through the bottleneck. In section 4.4 of [3], we showed that without 
deaf periods and when the delay to Ri is larger than the delay to R 2 , Ri loses its 
fair share. With deaf periods, receiver Ri does not react to losses caused by i? 2 - 
We can see by the same occasion that the receivers reach quickly their optimal 
level thanks to the quick start-up phase. They also find that they cannot go 
over the bottleneck capacity. They leave some layers and maintain the optimal 
throughput until the end of the simulation. 



4.2 TCP versus CIFL 

Reminder. Previous studies ([5] and [2]) have shown that the most severe 
situations to get fairness towards TCP are the following: 

— Either TCP begins before the multicast protocol, when the RTT is short, 

— Or TCP begins after the multicast protocol, for long RTTs. 
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In the first case, TCP is so aggressive that it prevents the multicast protocol 
(RLM, RLC) to get a reasonable share of the capacity. In the second case, TCP 
is so slow and so vulnerable that it cannot get a reasonable throughput. This 
happens because TCP’s clock is its RTT, which is not the case for the other 
multicast protocols. We will see that CIFL performs much better in the extreme 
cases. 




Fig. 5. RLM, RLC and CIFL according to the one way delay 



Simulations. We use the topology of Figure 3.5 with one TCP source and one 
CIFL receiver to test the behaviour of both traffics. The parameter values are: 
Bq = 64 kbps and i?i+i = Bi + Bq i.e. MiLi = Lq = Bq. 

Figure 4.2 shows the sharing in the first extreme case, i.e. a short RTT (1 
ms) and TCP begins before CIFL. We see that CIFL is so aggressive in the 
beginning that it can take more bandwidth than TCP. After this, it decreases 
its throughput to get exactly what TCP gets. In the medium term, the sharing 
ratio, I 2 prcp_ jg 2 . For the second extreme case, the RTT is approximatively 
equal to 2 sec. Figure 4.2 illustrates this case and shows that when TCP begins, 
CIFL halves its throughput by leaving 8 layers, and does not perform any future 
attempt. TCP pays for its greediness. In fact, every time TCP wants to have 
more bandwidth than the optimum, it creates congestion and has to decrease 
its throughput. And since the RTT is large, TCP needs a long time to reach 
again its fair share of the bandwidth. That is why the ratio is around 0.6 for 
long RTTs, while it remains slightly below 1 for short RTTs. 

To better illustrate the dependence of the sharing ratio according to the RTT, 
we carried out several experiments where we changed only the propagation delay. 
We have done it for RLM and RLC too (for more results concerning these two 
protocols, refer to [5]). The results are illustrated on Figure 5. The CIFL curve 
remains close to 1, contrary to RLM and RLC whose ratios converge to zero for 
long RTTs and are far above 1 for short RTTs. 

Now we show that a CIFL receiver can find a better optimal level, when 
a competing TCP connection stops. We consider topology 3.5 with TCP and 
CIFL beginning simultaneously. After both protocols have reached their fair 
bandwidth, TCP stops. There are two possibilities: 
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Fig. 6. The behaviour of the receiver when TCP disappears 



1. If the next SP arrives more that a cycle after TCP has disappeared, the CIFL 
receiver is unlikely to have suffered loss during the last cycle. If so, it will 
double its bandwidth (limited to the bottleneck capacity it had computed). 

2. If the next SP arrives less than a cycle after TCP has disappeared, the CIFL 
receiver can still have noticed some losses during the last cycle. This case is 
illustrated in Figure 6. The CIFL receiver computes its new estimated fair 
share and decides to join a certain number of layers (in our case, 2 layers). 
When the next SP arrives, the CIFL receiver behaves as in the previous case. 



4.3 Fairness Towards Another CIFL Session 

We will show that CIFL fulfills this requirement. This is so because all CIFL 
sessions try to be TCP-friendly. We use two different sessions, one with Bq equal 
to 64 Kbps and the other one with Bq equal to 124 Kbps. To be in a difficult 
case, the session with the smallest base layer begins when the other one has 
already reached its optimal level. Figure 7 illustrates the result. We see that 
both sessions get the same bandwidth, although these bandwidths correspond 
to different number of layers in the two sessions. 





Time (sec) 



Time (sec) 



Fig. 7. Fairness between 2 different CIFL sessions 
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5 Conclusion 

We have proposed a congestion control protocol for layered multicast transmis- 
sion, called CIFL, that ensures: 

— intra-session fairness, 

— fairness towards TCP, the ratio is close to 1 

— fairness between sessions in terms of throughput (instead of levels), 

— stability, the receiver uses its past failures to performs a sort of reinforcement 
learning. 

We have simulated our protocol in different situations, and the obtained results 

show that intra- and inter-session fairness is fulfilled even when there are several 

TCPs and several CIFL in competition. 
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Abstract. While a considerable amount of research has been conducted 
to address QoS issues for best-effort Internet multimedia applications by 
utilising network-centric metrics (loss, delay, RTT, available bandwidth), 
less attention has been paid to the quality that is perceived by the users 
of the networked applications. Perceived quality of encoded multimedia 
is highly dependent on the time-varying characteristics of the content. 
We describe an approach for content-aware quality adaptation of mul- 
timedia sessions consisting of an ensemble of concurrent flows relevant 
to the presentation scenario. Using a quality metric that is based on the 
properties of the human visual perception process, we devise mechanisms 
that improve the overall session quality by efficiently apportioning the 
session bandwidth to the participating flows at appropriate adaptation 
times. We discuss the approach, propose suitable adaptation time scales 
and present results from trace-driven simulations that show the potential 
of content-aware quality adaptation. 



1 Introduction 

In recent years, the Internet has been experiencing a proliferation in transmission 
of real-time multimedia, mainly in the form of streamed live or stored audio- 
visual content. While the stability of the Internet to date is owed to the sound 
congestion avoidance and control principles present in TCP -the dominant IP 
traffic type- the rapid explosion of unrestricted real-time traffic is threatening 
its well-being [5] . As the use of real-time multimedia services over the Internet is 
expected to proliferate, and Internet traffic patterns are continuously changing, 
TCP-friendly congestion control for all kinds of Internet flows is regarded to 
constitute a deployment baseline for such applications [6] . 

Furthermore, traditional forms of multimedia networking, like streaming and 
conferencing, will be soon followed by content richer applications: Internet multi- 
channel TV, complex immersive environments, etc. These applications will in- 
volve the transmission to the user of multiple continuous media flows relevant 
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to the presentation scenario. For applications that transmit multiple (TCP and 
UDP) flows between the sender-receiver pairs, as is the case for several cur- 
rent web-based applications, the benefits of integrated congestion control have 
recently been highlighted [6] [1] . Flows that belong to the same thematic presen- 
tation most probably traverse the same parts of the network to reach the receiver 
site, and will experience similar levels of service from the network. Such flows 
should be able to co-ordinate instead of competing for the available network re- 
sources. Integrated congestion management enables sharing of congestion control 
information among the flows and allows for collective adaptation decisions un- 
der varying network conditions. Coordinated congestion management enables the 
session bandwidth to be apportioned to the individual flows according to their 
dynamically varying utility and user preferences. While it is imperative that the 
user-perceived quality ultimately reflects the utility of an application, significant 
effort has not been put to integrating this factor together with conventional QoS 
measures (like congestion control and adaptation) . Within a framework of inte- 
grated congestion control, the challenge is to devise efficient scheduling mecha- 
nisms to apportion the bandwidth available to the ensemble of flows and control 
the allocation to each stream based on the relative ’quality contribution’ (or 
’utility’) of that stream to the session. So, it is important to introduce metrics 
to measure this contribution in a manner that precisely reflects the way humans 
perceive quality. The main reason for this is that the perceived quality of a flow 
is not only a function of the network resources allocated to it, but is also highly 
dependent on its time varying content features. 

Our work relies on research in the area of human perception modeling. Us- 
ing models of the human visual system, perceptual distortion metrics can be 
derived that are able to assess the quality of audiovisual content by objective 
means while being highly correlated to subjective quality assessment. Using an 
objective quality assessment model for video, we investigate efficient bandwidth 
sharing policies that maximise the ’perceived’ session utility and propose suitable 
adaptation time scales to alleviate the impact of adaptation on the perceived pre- 
sentation quality. In this way, we diverge from a model of adaptation that only 
considers network congestion signals for its operation to one that also accounts 
for the contribution of each flow to perceived quality. 

While applications like those we anticipate in this work are realised by a 
number of concurrent media flows of different nature (audio, video, etc.), we 
here consider multi-flow sessions consisting only of video streams, for two of 
reasons. Firstly, because the audio part of a multimedia session usually requires 
less network resources to operate with acceptable quality than that of video, thus 
making adaptation of the video compartments more worthwhile and interesting. 
Secondly, the majority of users almost always prefer a constantly good audio 
quality in favour of a varying video quality. 

The rest of the paper is structured as follows: we firstly present the motiva- 
tion for our work and present related research (Section 2). We then (Section 3) 
describe a model for content-aware inter-stream bandwidth sharing, and discuss 




170 



Dimitrios Miras, Richard J. Jacobs, and Vicky Hardman 



appropriate adaptation time scales. In Section 4 we present experimental results 
from trace-driven simulations. Section 5 concludes the paper. 

2 Motivation and Related Work 

The perceived quality of encoded multimedia (and especially video) is widely 
varying with different time scales. The main factors that influence the perceived 
quality are: 

— The bit-rate assigned to a particular flow and the encoding method used 
(i.e., block-based DCT). 

— Properties of the original visual content, like its spatio-temporal complexity, 
owing to the composition of its scenes, the video editing process, camera ac- 
tions (like, zooming and panning), the scene’s duration and features. These 
scene features change for different types of video (e.g., news, sports, movie, 
video-conferencing) but also change within the same video sequence as the 
visual content changes. Higher content complexity leads to greater impair- 
ment and distortions during the encoding process. 

— Moreover, impairments may be introduced during transmission of encoded 
video over the Internet, due to packet loss and delay variation. 

Since humans view the encoded material, in multi-stream presentations, we 
should strive to maximise the perceived quality given the current state of the 
network, by stealing bandwidth from some flows and giving to others that con- 
tribute more utility to the session. However, in order to perform this form of 
scheduling, a mechanism that measures the utility contribution (i.e., the per- 
ceived quality) has to be in place. The result of the measurement must be an 
accurate representations of the user’s opinion on perceived quality. Subjective 
tests (like MOS) provide the most reliable scores as they reflect the opinion of 
human subjects. However, such tests are costly and time-consuming and can- 
not be applied to real-time monitoring and assessment of quality. Mohamed et 
al. [11] conducted a series of MOS tests to assess speech quality under various 
packet loss and encoding conditions. A neural network was then trained to ac- 
curately provide MOS-like scores in real-time. Those scores were used to make 
the adaptation decision (choice of encoding mechanism) that optimises quality 
under the given network conditions. The drawback of MOS for such cases is that 
it requires large numbers of MOS tests to cover all possible cases and achieve 
high consistency. 

2.1 Objective Video Quality Assessment 

Measurement of video quality by objective means offers a relatively easy way of 
obtaining consistent quality scores. The Signal-to-Noise ratio (SNR) is widely 
used to measure distortion due to its great simplicity of computation. However, 
SNR cannot catch all the artifacts of the encoding process and as a result it 
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does not correlate well with subjective quality. Objective video quality tech- 
niques utilise models of the human visual system based on psycho-physiological 
research results on the sensitivity of the human eye in various dimensions (spatial 
and temporal resolution, colour). Objective quality assessment uses metrics that 
quantify the perceived video distortion and produces quality assessment scores 
highly correlated to those obtained by subjective assessment. Several proposed 
models (e.g., [24], [8], [20], [22], [23]) of video quality assessment are currently 
under an evaluation and standardisation process by the Video Quality Experts 
Group (VQEG) [19] and the ITU. These models can replace the costly and time- 
consuming process of subjective quality assessment and provide more consistent 
results. 

Eor the purposes of accurate quality assessment of video material we imple- 
mented a perceptual model of video based on work by Wolf and Pinson (ITS 
video quality metric) [24] . The ITS quality metric is based on the extraction and 
statistical manipulation of scalar spatio-temporal features from the original and 
degraded video sequences to obtain a single measure of distortion. The extracted 
features are able to closely represent the perceived effect of various distortions 
introduced from the encoder and/or the transmission system. These distortions 
may be present in the spatial and the temporal dimensions. The most common 
spatial distortions appear in the form of blockiness (introduced by blocked-based 
DCT encoding), blurring or edge busyness (due to the absence of higher frequen- 
cies coefficients) and quantisation noise. Added motion energy may take the form 
of erroneous blocks that persist for a few frames, and lost motion energy (i.e., 
due to frame dropping) causing video to be jerky. The ITS model works on 
edge-enhanced versions of the original and distorted sequences (e.g., using Sobel 
filters) and gradient operators are used on the pixel domain to measure the mag- 
nitude and direction of the spatial gradient within spatio-temporal regions (S-T 
regions), usually 8 x 8 pixels x 6 frames large. The gradients give an indication 
of the type and size of the distortion. For example, larger horizontal and vertical 
gradients in the distorted image is an indication of blocking or tiling artifacts, 
where lost edge energy in the output frame, measured by loss of diagonal spa- 
tial activity, is caused by the blurring impairment. The perceptual impairments 
within each S-T region are calculated using functions that model human visual 
masking. These impairments are then pooled using spatial (average of worst 5% 
of measured distortions) and then temporal (average over the clip’s duration) 
collapsing to obtain a single quality score for a video clip. 



2.2 Integrated Congestion Control 

Integrated congestion management allows flows that traverse the same network 
paths between a pair of hosts to cooperate rather than compete for time- varying 
networks resources, by sharing information about the levels of network service. 
Integrated congestion control handles all these relevant flows as an aggregate 
macroflow, and congestion control is applied to the macroflow. The server’s to- 
tal session rate remains the same as if the session was treated as an isolated 
TCP-friendly session and it is up to the server application to apportion it to 
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its individual flows according to an appropriate policy. Such policies may in- 
volve features such as, user preferences for the individual flows and the flows’ 
time- varying quality. Work in this area includes TCP control block independence 
[21], and TCP session [15] where a set of TCP sessions share the same control 
information. Our work is motivated by Balakrishnan et. al. and the Congestion 
Manager (CM) architecture [1], [2]. The CM integrates congestion management 
across an ensemble of concurrent unicast flows (TCP or UDP), maintains con- 
gestion control parameters and provides an API allowing applications to learn 
about network service levels and arrange for data transmissions accordingly. CM 
also features a TCP-friendly traffic shaping coupled with a lightweight protocol 
to elicit receivers’ feedback, and a hierarchical round-robin scheduler for flow 
transmission scheduling. This scheduler is effectively apportioning the session 
nominal bandwidth among flows in proportion to pre-configured weights that 
may correspond to each flow’s importance or based on receiver preference hints. 
We show later that this does not always provide the best aggregate perceived 
quality and that a scheduler based on the quality-over-time contribution of a 
flow is preferable. 

3 Content- Aware Qnality Adaptation Model 

Figure 1 depicts the main components for content-aware inter-stream adapta- 
tion. The content analyser segments the video sequence into visually autonomous 
portions (i.e., scenes) and passes the information to the objective quality assess- 
ment module (OQAM) that calculates objective quality scores based on the 
model described in §2.1. A companion congestion control manager is continu- 
ously monitoring the nominal share of bandwidth for the session. This congestion 
manager may for example be as described in [2], or any other suitable conges- 
tion control protocol module. The set of all application flows form a macroflow. 
Based on quality profiles obtained by the OQAM, the inter-stream adaptation 
module (ISAM) apportions the session bandwidth by dictating the transmission 
rate of each flow. 

In this work we assume that the participating flows are hierarchically en- 
coded. With hierarchical encoding the original signal is stripped down to a num- 
ber of complementary layers of increasing quality and the sender is transmitting 
as many layers as can be fitted into the given network bandwidth. 

The frequency of inter-stream adaptation is very important to the efficiency 
of the mechanism. Running too frequently may cause undesirable quality fluc- 
tuations. On the other hand, reducing the frequency may result in bad respon- 
siveness of the method and sub-optimal results. We propose the video scene 
boundaries as suitable adaptation points. A video scene is typically perceived 
as the number of consecutive frames within a video sequence that do not show 
significant changes in the video content. Within a video scene or shot the camera 
action may be fixed or may exhibit a number of relatively uniform changes like, 
panning, zooming tracking, etc. Shot transitions may be recognised by abrupt 
transitions of the camera action (usually due to the video editing process) or 
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Media Server 



Fig. 1. Model schema of content-based inter-stream session bandwidth sharing archi- 
tecture. A media server transmits an ensemble of flows (macroflow) to a receiver. The 
Congestion Manager is probed at appropriate time intervals by the inter-stream adap- 
tation module (ISAM) to provide the nominal session bandwidth. The ISAM is using 
the objective quality profiles obtained from the Objective Quality assessment module 
(OQAM) for each stream to apportion the session bandwidth accordingly. 



gradual transitions. Efficient techniques of scene boundary identification have 
been extensively investigated, like pixel differences, histograms, motion vector 
and block matching techniques [3]. Among them, of special interest are those 
that operate on the compressed sequence as they are less computational inten- 
sive and can operate in real-time [4] , [9] . These methods have shown to produce 
quite accurate results. 

From the above, it follows that scenes are the elementary building blocks of 
video. It is expected that under a given bit-rate allocation, the levels of per- 
ceived quality do not change considerably within a scene, but scene changes 
cause considerable changes in perceived quality, especially when the content fea- 
tures (spatial and motion energy) change a lot between subsequent scenes. As 
a consequence, there will also be a significant difference in the corresponding 
(objectively acquired) quality scores for those successive scenes that justifies a 
re-scheduling of the transmission bit-rates for the participating flows. For this 
reason, we choose the scene duration as the adaptation decision time scale, i.e., 
the inter-stream allocation operates when a scene cut occurs in any of the partic- 
ipating flows. This effectively emulates the process of a user continuously evalu- 
ating the perceived quality by means of a side slider; the user moves the slider up 
or down whenever a noticeable change in quality occurs. Characteristic time du- 
rations of video shots range from 2 to 10 sec or more, in typical video sequences 
(news, sports, movies, etc.). In several cases, however, the scene duration may 
be much shorter (e.g., in TV commercials or video clips where we observe rapid 
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scene alternations), or much longer (like in video-conferencing applications). In 
the case of many successive short scenes an aggregation of numerous short scenes 
to a longer one and quality-assessment of that longer scene seems to be a rational 
approach as very short shots cannot have a great (positive or negative) impact 
on perceived quality, and in any case this impact (if negative) will be reflected 
in the quality score value of the aggregate scene by the spatial and temporal 
collapsing process. For longer duration scenes, the approach is to break them 
down to more scenes with duration 8-10 sec^. 

Besides the scene-based adaptation, the TCP-friendly session bandwidth 
share is also taken into consideration when there is either a need to drop the 
aggregate transmission rate, or when there is a bandwidth increase that could 
accommodate the addition of further layers. Thus, the inter-stream bandwidth 
adaptation process is triggered when any of the following holds: 

1. The content analyser has detected a new scene boundary in any of the par- 
ticipating flows. 

2. The nominal bandwidth available to the session is less than the total band- 
width consumption of all the currently transmitted layers of the flows. In 
this case, some layers need to be dropped, and the inter-stream adaptation 
will pick those that will minimise the effect on total quality. 

3. The bandwidth available to the session is enough to add a new layer from 
(at least one of) the participating flows. 

Obviously, (2) and (3) above follow an aggressive approach on dropping and 
adding layers, that may affect the smoothness of presentation. This can be 
tackled by more sophisticated transmission, add/drop mechanisms and receiver 
buffering (e.g., Rejaie’s work on quality adaptation [17]). 

Assume that the application consists of N different layered streams. For 
each stream, a quality profile exists in the form of 3-tuples (t, I, Q {t, 1)), where 
t is the scene index in the video sequence, I means that the stream is encoded 
with I layers (1, ..., 1), and Q the corresponding objectively obtained quality 
score. We allow for the end-user to set a preference weight to each flow i of the 
application scenario, Wi, and — 1- Denote by B the aggregate nominal 

session bandwidth, provided by the companion congestion manager. The aim 
of the allocation is: for every flow i, calculate Ci that maximise total session 
utility: tCiQi(ci), subject to: < B, where Ci = 0, 1,...,L 

denotes the number of allocated layers for stream i, and Ri is the cumulative 
bandwidth requirement for Ci layers of stream i. This belongs to the general 
knapsack problem, where B is the knapsack size, R and Q the object’s size and 
value respectively, and is solved by doing an exhaustive search on all {Ri, Qi) 
pairs. This does not induce a significant computational burden as the number of 
pairs is usually restricted. When this number is high (i.e., when we have many 
participating flows), then a greedy, near-optimal solution was presented in [10] 
based on [16]. 

^ This duration is proposed by video quality experts in order to alleviate the ’’recency 
effect” phenomenon in subjective quality evaluation, according to which, the quality 
levels of the recent past dominate the overall subjective score 
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4 Experimental Results 

We tested our approach through a series of trace-driven simulations using the ns- 
2 network simulator [14], In order to generate various source content dynamics 
between the participating flows, we used a number of different video sequences 
that cover a reasonably broad range of video content activities: head and shoul- 
ders, news, TV commercials, sports, movies, etc., that feature different levels of 
camera operations and spatio-temporal activity. Table 1 summarises the main 
features of the video sequences^ used. Instead of using a scene cut detection 
algorithm, we manually processed the sequences for scenes in order to get an 
accurate detection of shot boundaries. 

The video sequences were encoded to up to seven layers with cumulative bit- 
rates from 64 Kbps up to 2 Mbps using a H.263+ layered encoder [13]. Currently, 
the OQAM assesses the quality of the video material off-line; the encoded and 
original versions of these video sequences were processed off-line to generate the 
objective quality profiles. 

Although the inter-stream adaptation mechanism is independent of the con- 
gestion control protocol used, from a number of available TCP-friendly protocols 
we chose the TFRC protocol [7] because its equation-based rate varies less ag- 
gressively than a strictly AIMD mechanism; continuous-media streams benefit 
when the available bit-rate varies more smoothly. The TFRC module in ns-2 was 
utilised to perform session-level congestion control. The network topology con- 
sists of a media server concurrently transmitting a number of video flows ^ to a 
receiver behind a single bottleneck link with 15 Mbps link capacity, 50 ms prop- 
agation delay, and drop-tail queue with size set to the bandwidth delay product. 
The flows share the bottleneck link with web-like (self-similar) background traf- 
fic, generated by using numerous Pareto ON/OFF CBR sources. The mean ON 
and OFF time is 1 sec and 2 sec respectively, and the average transmission rate 
500 Kbps. The number of background connections is varied between 30 and 70. 
Each session flow in the simulation was realised by continuously selecting one of 
the video clips shown on Table 1 at random. 

We compare the content-aware quality allocation mechanism we proposed 
with a proportional allocation, where within the session, each flow is allocated a 
bandwidth share proportional to its (user) preference weight. In order to high- 
light the benefits of integrated congestion control combined with content-based 
quality adaptation both in terms of improved perceived quality and proper con- 
gestion behaviour and consistency, we also calculate the total quality and ag- 
gregate bandwidth in the case where the individual streams of the session are 
transmitted as independent TCP-friendly (TFRC [7] in simulations) flows, as in 
the case of the current Internet. Each simulation ran for 360 sec. All the results 
presented are averages of 10 runs. Every simulation run corresponds to two dif- 

^ Some of these sequences can be found on the VQEG site, at http://www- 
ext . cre . ca/ vqeg /fr ames . ht ml 

® In the experiments presented here, this number is four. The corresponding preference 
weights of these four flows were set to 0.2, 0.4, 0.2 and 0.2 respectively. 
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ferent simulations, one for integrated congestion control session and one where 
the session flows are transmitted independently. 



Table 1. Video sequences used in simulations 



Sequence 


Frames 


Features 


No of scenes 


TV commercial 1 


770 


Abrupt scene changes, modest motion 


10 


Claire 


495 


Head Sz shoulders, no background 


1 


Mobile Sz Calendar 


125 


Rich colours, some movement 


1 


FI car 


220 


Fast movement, saturated colours 


1 


Fries 


220 


Movie, fast camera panning 


2 


Canoa valsesia 


220 


High details, movement in different directions 


2 


Jack&Box 


145 


Rich colours, partial motion 


1 


Miss America 


150 


Head $z shoulders, no background 


1 


Why 


1820 


TV commercial, rapid scene changes, motion 


53 


Salesman 


450 


Head & shoulders, background 


1 



Figure 2 depicts the average quality gain over the simulation duration of 
the content-aware quality allocation against a proportionally weighted alloca- 
tion and against the aggregate quality of independent TFRC flows for different 
levels of network load (different numbers of background connections). The error 
bars present the 0.1 and 0.9-quantiles. The graph shows that there is a consistent 
improvement in session quality when flows are scheduled based on their content 
and quality dynamics, as opposed to a proportional scheduling based only on 
the preference weights of the individual streams. However, the aggregate quality 
of the independent TCP-friendly set of flows outweighs that of content-aware 
allocation at higher network loads (shown by negative gain values). This is not 
surprising, because, as shown in Figure 3, the average aggregate throughput ob- 
tained by the independent TFRC flows is significantly larger than that of the 
integrated session, since the integrated session is actually behaving as a single 
TCP-friendly flow, and its increase and decrease coefficients are much smaller 
that a set of multiple flows, as mentioned in [1], to ensure that a group of 
connections between two hosts behave socially and less aggressively. The ben- 
efit of content-aware quality adaptation in this case is also depicted in Figure 
3. Although the aggregate throughput of the independent flows is significantly 
higher, the aggregate quality gain percentage is not equally high; it is rather 
to the favour of the content-aware mechanism. The quality advantage of the 
content- aware mechanism is more evident at higher network loads; the mean 
aggregate quality gain of the independent flows is ss 7% in comparison with 
the content-aware allocation, but at the expense of an average « 33% increased 
bandwidth. 



4.1 Smoothness of Presentation Quality 

Layered encoding provides a coarse-grain control on video quality: the origi- 
nal signal is split into cumulative layers, the sender transmits a subset of the 
layers so that the resource constraint is met. As the bit-rate available to the 
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Fig. 2. Total average session quality gain 
for different levels of network load for the 
content-aware allocation vs. proportional 
allocation and aggregate quality of four in- 
dependent TFRC flows. Error bars show 
the 0.1 and 0.9-quantiles. (Values below 
zero show a negative gain, that is ex- 
plained in Figure 3) 



Fig. 3. Average gain percentage for the 
aggregate session quality and session 
throughput for the content-aware vs. set of 
four independent TFRC flows. Error bars 
show the 0.1 and 0.9-quantiles. In compar- 
ison to the integrated session, the indepen- 
dent TFRC flows do not achieve an aggre- 
gate quality gain that is as high as their 
aggregate throughput gain percentage. 



session is subject to significant variations the number of layers that are trans- 
mitted inevitably changes; this leads to quality fluctuations when layers are 
added/dropped. When layers are added/dropped frequently, the fluctuations in 
quality may become disturbing to the human viewer. Receiver buffering together 
with sophisticated transmission of the layers can alleviate the problem [12], [17]. 
As the content-aware adaptation mechanism described above involves an extra 
condition (when a scene cut occurs) for a re-assignment of the transmitted layers 
for the streams of the session, we try to identify its effect on the smoothness of 
the individual flows. 

Figure 4 shows the coefficient of variance of the number of transmitted lay- 
ers for each of the four streams of the session for the experiments described 
above. Clearly, the extra triggering condition for inter-stream adaptation when 
a scene cut appears in any of the participating flows, increases the number of 
layer changes for the content-aware mechanism. However, we believe that the 
frequency of layer changes is not always a representative measure of quality 
smoothness for a stream. We need to dehne a smoothness metric that is related 
to the objective quality of a flow, thus representative of the actual perceived 
quality. Figure 5 depicts the coefficient of variance of each stream’s objective 
quality over different network loads for the four flows of the simulated session. 
In contrast to what conveyed from Figure 4, the fluctuation of quality for all the 
streams within the content-aware session is lower for most of the cases. This is a 
reward for accounting for the time-varying quality contribution of each stream 
and by also enabling integrated congestion control, thus allowing for co-operation 
and appropriate multiplexing among the participating flows. 
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Fig. 4. Coefficient of variance of layer changes for each flow of the session for the 
content-aware allocation, weighted proportional allocation, and independent flows 



5 Conclusion 

In this paper we argued for the benefits of incorporating the perceived quality of 
encoded multimedia in the congestion adaptation process. The perceived quality 
of multimedia material can be quite accurately measured using objective quality 
assessment methods that employ properties of the human visual system. Sig- 
nificant research in this area has produced several proposals that demonstrate 
high correlation with subjective quality assessment. In this way the costly and 
inflexible process of subjective quality evaluation (like MOS) can by bypassed 
and replaced with consistent quality scoring mechanisms. 

For content-rich Internet applications that involve the transmission of mul- 
tiple concurrent unicast continuous media flows we outlined the benefits of inte- 
grated congestion management as it allows flows to co-operate rather than com- 
pete for network resources, and also offers the capability for efficient utilisation of 
the available bandwidth. We argued that multimedia quality is highly dependent 
on its content features and complexity and implemented an objective quality as- 
sessment metric based on the ITS-metric [24] to assess the quality of encoded 
video at the scene level. We introduced the video scene as a suitable adaptation 
time scale for our approach as it conveys interesting properties (such as relatively 
constant quality throughout its duration). We then described a mechanism that 
apportions the TCP-friendly bit rate budget of the session among its flows by 
considering the time-varying utility of each participating flow, measured by the 
objective metric deployed, so that the overall aggregate quality is maximised. 
We conducted several trace-driven simulations to compare the scheme with two 
alternatives: one that employs a proportional allocation based on user preference 
weights, within an integrated session and another where the participating flows 
are independent TCP-friendly flows. For both cases we showed that integrated 
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Fig. 5. Coefficient of variance of objective quality for each flow of the session for the 
content-aware allocation, weighted proportional allocation, and independent flows 



congestion control together with an appropriate quality-based scheduling mech- 
anism can result in improved quality and, more significantly, wiser utilisation of 
the session bandwidth. We also showed that flows within the content-aware ses- 
sion do not exhibit higher quality fluctuations, a usually disturbing phenomenon, 
despite the more frequent layer changes. 

Our scene-based adaptation is based on the fact that the quality of encoded 
video does not change significantly within the duration of a scene. We plan 
to investigate whether considering successive scenes as independent entities for 
quality assessment, which is an assumption of our work, produces unbiased qual- 
ity scores or if any potential interdependencies would invalidate the assumption. 
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Abstract. This paper uses analysis and experiments to study the minimal 
buffering requirements of congestion controlled multimedia applications. 
Applications in the Internet must use congestion control protocols, which vary 
transmission rates according to network conditions. To produce a smooth 
perceptual quality, multimedia applications use buffering and rate adaptations 
to compensate these rate oscillations. While several adaptation policies are 
available, they require different amounts of buffering at end-hosts. We study the 
relationship between buffering requirements and adaptation policies. In 
particular, we focus on a widely pursued policy that adapts an application’s 
sending rate exactly to the average available bandwidth to maximize 
throughput. Under this adaptation policy, at least a minimal amount of buffering 
is required to smooth the rate oscillation inherent in congestion control, and we 
view this minimal buffering requirement as a cost of maximizing throughput. 
We derive the minimal buffering requirement for this policy assuming that 
applications use an additive-increase-and-multiplicative-decrease (AIMD) 
algorithm for congestion control. The result shows the relationship between 
parameters of AIMD algorithms and the delay cost. We show that the buffering 
requirement is proportional to the parameters of the AIMD algorithm and 
quadratic to the application’s sending rate and round-trip-time. We verify this 
relationship through experiments. Our results indicate that adaptation policies 
that maximize throughput are not suitable for interactive applications with high 
bit rates or long round-trip-times. 



1 Introduction 

Interactive multimedia applications, such as videoconferencing and IP telephony, are 
becoming important components of the Internet. Unlike traditional broadcast 
networks, the modem Internet is highly dynamic and is characterized by rapidly 
changing conditions. Applications must use congestion control protocols to react to 
the dynamics of the Internet in order to maintain its stability [1]. 

TCP is the de-facto standard transport protocol for bulk data transfer in the 
Internet. However, it does not work well for interactive multimedia applications. Its 
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retransmissions and drastic rate adjustments can cause significant delays for 
applications. In recent years, researchers have proposed various TCP-friendly 
congestion control protocols, such as equation-based congestion control [2] and 
general additive-increase-and-multiplicative-decrease (AIMD) based congestion 
control [3]. These have significantly improved the performance of multimedia 
applications over the Internet [4], and flows of these protocols interact well with other 
TCP traffic. However, using TCP-friendly congestion control reduces but does not 
remove the oscillations in the transmission rate. 

The rate oscillations of congestion control protocols are unavoidable because of the 
Internet dynamics and the nature of congestion control algorithms. The Internet 
dynamic is a result of the huge variation in applications, users, and usage patterns 
[5,6]. As a result, the Internet bandwidth share of an application varies with time. In 
addition, congestion control protocols must probe the network for available 
bandwidth. The process of probing for bandwidth and reacting to observed congestion 
induces oscillations in the achievable transmission rate, and is an integral part of the 
nature of all end-to-end congestion management algorithms. 

Multimedia applications often use buffering at the receiver side to smooth these 
rate oscillations because users prefer smooth playback rates to the variable rate of the 
network transmission. In addition to buffering, multimedia applications adjust their 
playback quality based on the available transmission rate. This mechanism is known 
as quality-of-service (QoS) adaptation, which can be performed to adjust an 
application’s sending rate (as well as playback rate) in a number of ways [7, 8,9]. 

In this paper, we study the buffering requirements of different adaptation policies. 
An adaptation policy is an application’s way of estimating the network transmission 
rate and adjusting its transmission rate to match. Adaptation policies have significant 
impacts on buffering requirements. A sluggish adaptation policy that loosely tracks 
the network transmission rate requires a large amount of buffering to sustain the 
application’s playback rate when the network transmission rate drops. On the other 
hand, an aggressive adaptation that tracks the network transmission rate closely 
requires less buffering. 

We have noticed a trend of research toward adaptation policies that try to fully 
utilize the available bandwidth while preserves a smooth playback quality. Several 
existing papers [7, 10, 11] have described mechanisms, such as smart buffer 
management and fine-grained adaptation, to push the adaptation toward the direction 
of maximizing throughput. These works are mainly in the context of streaming media 
over the Internet, and aim to optimize bandwidth efficiency. Without inspecting the 
detailed effects of this adaptation policy, one might consider using it for interactive 
multimedia applications. However, we believe there is a cost associated with fully 
utilizing the achievable transmission rate. This cost is the buffering delay required to 
smooth the inherent rate oscillations of congestion control protocols. For interactive 
multimedia applications this cost may not be affordable. 

In this paper, we derive the minimal buffering required to smooth the inherent rate 
oscillations of a congestion control protocol. We assume applications use general 
AIMD (GAIMD) based congestion control protocols. GAIMD congestion control 
protocols use TCP’s AIMD algorithm but with an arbitrary pair of increase/decrease 
parameters (a,p). Throughout this paper, we use AIMD(a,j5) to indicate a GAIMD- 
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based congestion-controlled flow with (a, (3) as parameters. For example, TCP’s 
congestion control uses AIMD(l,l/2). 

Our result shows that the minimal buffering requirement is proportional to the 
increment parameter a when the AIMD-based congestion control is TCP-friendly’. 
And more importantly, the buffering requirement increases quadratically with 
increases in rate and round-trip -time (RTT). This result indicates that using a small 
increment parameter a can reduce the buffering requirement, but the effect is limited 
as rate or RTT increases. 

The rest of the paper is organized as follows. In Section 2, we describe the 
architecture of our target application, and explain how it adapts. In Section 3, we 
describe the general AIMD algorithm, and present an analytical derivation of its 
buffering requirement. In Section 4, we present our experimental architecture and 
results. Finally, Section 5 concludes the paper and outlines some future work. 



2 Buffering and Adaptations 

This section presents the structure of our target application, outlines how adaptation 
and buffering are used, and then describes the relationships between various 
adaptation policies and their minimal buffering requirements. 



2.1 Application Structure 





Network Transmission Rate Application Playback Rate 

Fig.l. A QoS-Adaptive Application over the Intemet 

Figure 1 describes our target application’s structure^. It includes a data source 
(e.g., a video camera) and a data sink (e.g., a display) connected via the Intemet. The 
sender side generates data on the fly and sends data to the congestion control protocol 
through a buffer. Data is transmitted over the Intemet, with transmission rate limited 
by the congestion control protocol, and is put into a receiver side buffer. The data sink 
fetches data from the buffer and presents it to users. 



’ We assume the application has only one-way traffic. A typical interactive application usually 
involves two-way traffic, which can be divided to two applications with one-way traffic but 
with tight dependency on each other. 
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The transmission rate over the Internet oscillates over time. To achieve a stable 
playback quality at the data sink, receiver-side buffering and a sender-side adaptation 
mechanism are used. For simplicity, we assume that a constant playback quality (in 
application terms) maps to a constant bit rate (CBR). Thus, the users’ preference of 
constant playback quality maps to the preference of a constant draining rate from the 
receiver-side buffer. 

The receiver delays the start of playback at the data sink side until enough data has 
been accumulated in the receiver-side buffer, to allow the sink to keep playing for a 
while even when the network transmission rate drops below the playback rate. As 
long as the network transmission rate can catch up before the receiver-side buffer 
reaches empty, the user would not perceive any network rate oscillation. Once the 
transmission rate is higher than the playback rate, the buffer will start to fill again. 

Determining what data to send and how to fill the buffer is complex. Applications 
require smart buffer filling strategies so that all buffered data are useful to compensate 
for network rate reductions in the future. Since the buffer management is not the focus 
of our work, we simply assume that the application can fully utilize all the buffered 
data. Studies of smart buffer management strategies can be found in recent research 
work [10, 11]. 

To reduce the buffering requirements, the target application makes QoS adaptation 
to adjust its sending rate according to the network transmission rate. We assume that 
the adaptation is fine-grain layer-based, and the application can adapt its rate closely 
to the network transmission rate. Several research works have shown ways of 
matching application rates to network rates using fine-grained adaptations. For 
example, Jacobs et al. [7] adapt encoding parameters according to the available 
bandwidth, Krasic et al. [8] propose a priority-based encoding mechanism and make a 
scalable rate adjustment for video streams, and more recently, Byers et al. apply a 
fine-grained rate adaptation [9] to multicast environments. 



2.2 Adaptation Policies 

For layer-based adaptations, adaptation policies are rules determining when a layer 
should be added or removed. Buffering requirements are closely related to how the 
application adapts its rate. In this section, we use examples to show this relationship. 
Figure 2 shows four adaptation policies with the same saw-tooth shape transmission 
rate, which is typical of AIMD-based congestion control protocols. 
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Rate 



(1) Aggressive Adaptation 

V 


(2) Lazy Adaptation 

V 


(3) Conservative Adaptation 


(4) Ideal Adaptation 

V 



^ Time 

' Network Sending Rate ■ ■ ■ ■ Playback Rate ^ Data Consumed from buffer 
Fig. 2. Buffering Requirements of Different Backing-off Scenarios 



Scenario (policy 1) shows an aggressive adaptation that closely tracks the network 
transmission rate: whenever the instant transmission rate is one layer higher than the 
current application sending rate, a layer is added; whenever the instant transmission 
rate is lower than the current application sending rate, a layer is dropped until the 
sending rate is equal to or lower than the network transmission rate. This adaptation 
policy does not require any receiver side buffering but results in frequent quality 
variations. 

Scenario (2) illustrates an unresponsive (lazy) adaptation policy that is opposite to 
the aggressive one illustrated in scenario (1), and produces a very stable playback 
rate. The policy does not adjust the application’s sending rate according to the 
available network bandwidth. However, it requires a large amount of buffered data to 
compensate for the network rate variations, even when it chooses a playback rate that 
is close to the average network transmission rate. 

Scenario (3) shows a conservative adaptation policy that always sends data at a rate 
lower than or equal to the lowest transmission rate in the recent history. This policy 
makes a layer adjustment decision at every time the congestion control backs off its 
rate, and maintains a sending rate that equals the lowest rate of the recent saw-tooth 
shape. With this policy, applications require no receiver-side buffering, and give users 
a relatively stable playback rate. However, this policy doesn’t let the application use 
all the achievable transmission capacity detected by the congestion control protocol. 

Scenario (4) presents an ideal adaptation policy. It is called ideal because it 
assumes advance knowledge of the network behavior, one saw-tooth ahead of time. 
Since it has future knowledge, it can choose the average of the next saw-tooth as its 
sending rate. Therefore it achieves a stable quality (in the next saw-tooth period) and 
maximizes throughput. The buffering requirement for this ideal adaptation policy is 
the amount of data needed to smooth one saw-tooth of the network transmission rate. 
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2.3 Cost for the Ideal Adaptation 

This ideal adaptation is not a realistic adaptation policy for applications. However, it 
presents an interesting case for studying buffering since it exposes the minimal 
buffering requirement for maximizing throughput. We give a derivation for this 
buffering requirement in Section 3. 



3 Buffering Requirement for General AIMD Congestion Control 

An AIMD-based congestion control protocol uses a General AIMD algorithm to limit 
its sending rate in order to avoid congesting the network. It is a window-based 
congestion control protocol. That is, it uses a congestion window to limit the 
maximum amount of data sent out by the application within one round-trip -time. 



3.1 GAIMD Algorithm 

GAIMD generalizes TCP’s AIMD algorithm in the following way: 

r Additive Increase: <^W^+axMSS; a>0 (I) 

Multiplicative Decrease: ^,+s <— /^ x IT, ; 0 < /I < 1 (2) 

in which Wt is the congestion control’s window size (in bytes) at time t, RTT is the 

round-trip-time, and MSS is the packet size^. a and p are parameters of the AIMD 
algorithm which control the paces of the additive increase and multiplicative back off 
respectively. The rate behavior of the GAIMD algorithm is similar to the saw-tooth 
shape of TCP congestion control, which uses an AIMD(1, Vz). 



3.2 Minimal Buffering Requirement 

To determine the buffering requirement for smoothing the rate oscillations, we need 
to describe how the rate of an AIMD-based protocol evolves over time. Figure 3 
shows an AIMD flow with a playback rate R. For an AIMD flow, the achievable rate 
in a single RTT is its window size divided by the RTT. The window size is controlled 
by the GAIMD algorithm as follows. If the window size before a back off is W, the 
achievable network transmission rate for this flow periodically varies from P*W / 
RTT to W/RTT. 



^ We assume the congestion control protocol uses a constant packet size and a constant RTT. 
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Network Transmission Rate 




Fig. 3. Buffering Requirement for one 
Back-off 



Playback Rate u Data Buffering 




Fig. 4. Buffering Requirement for 
Two Continuous Back-offs 



According to the ideal adaptation policy, R is the average of the achievable 
transmission rate. The application fetches data from the receiver-side buffer at this 
rate, but the network delivers data to the buffer at a rate of the saw-tooth shape. 
Therefore, the data buffering required to smooth the rate oscillations in one saw-tooth 
is equal to the area of triangle Aabc in Figure 3, which is: 

Aa&c = i xR" xRrr^ 

laUSS l + P 

The details of the derivation are in the technical report [12]. 

From Equation (3), we see the buffering requirement is related to the selection of 
AIMD parameters (oc,P). More importantly, this buffering requirement is in 
proportion to the square of the rate and RTT, which is significant for high rate and 
long RTT applications. This result indicates that interactive applications might not 
want to fully utilize all the available bandwidth in order to avoid this buffering cost. 

With the amount of buffering indicated by Equation (3), an application will have a 
stable playback quality within one saw-tooth period. If the bandwidth share is very 
stable and the saw-tooth shape is uniform over time, then the application keeps a 
stable quality all the time and utilizes its entire bandwidth share. 

However, in the Internet, even a relatively stable bandwidth share would not 
produce a uniform saw-tooth shape. Very often, back-offs come closely to each other 
for a while, and spread sparsely for another while. With the ideal adaptation, the 
application changes its playback quality at every saw-tooth period. If the application 
prefers a more stable playback quality, it should buffer more data for the rate 
oscillations caused by closely spaced back-offs. 

Figure 4 shows an example of two closely spaced back-offs. If an application 
wants to keep a stable playback quality when two back-offs happen continuously, the 
buffering requirement would be at most be the area of triangle Adef, which is 

Adef = (1 + 2 / 1 )" Aahc = ! x x x RTT^ ' 

2aMSS 1 + P 

Similar derivations can be applied to the buffering requirement that is used to smooth 
more than 2 continuous back-offs. 
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3.3 Buffering Requirement for AIMD-Based TCP-Friendly Congestion Control 
Protocols 

Early research [13,3] has studied how to make AlMD-based congestion control 
friendly to TCP traffic in the Internet. A simplified result from the TCP-ffiendliness 

study can be expressed as a constraint on its a and P parameters; ^ . The 

1 + /5 

derivation is available in [12]. With this a and P relationship, we can refine the 
buffering requirement in Equation (3) as: 

Aabc = — — XR^XRTT^- ( 5 ) 

\?,MSS 



4 Experiments 



We make several experiments to verify our derivation of minimal buffering 
requirements with various pairs of AfMD parameters. All these experiments are 
conducted in the ns simulator [14]. 




lOOMb/s 



Bottleneck 



RED 




Fig. 5. Basic Experiment Topology 

We use the simple topology shown in Figure 5, which has N nodes on each side of 
a bottleneck link. The bottleneck link uses RED queue management with ECN [15]. 
Every pair of nodes (Si,Ri) corresponds to a flow which is either an ECN enabled 
AlMD-based flow or a UDP flow. The number of flows, the values of the bottleneck 
link bandwidth and its delay are stated within each experiment. 

Each experiment includes two steps. First, we run a non-adaptive infinite source 
application over an AIMD flow to monitor available rate for the flow. Second, after 
we have the whole trace of the achievable rate by the AfMD congestion control, we 
simulate the application’s adaptation behavior with this available bandwidth, and 
compare the buffering requirement of different adaptation policies. In this step, we 
use a simulated adaptive application, which is a fine-grain layer-encoded application 
with a rate range of 100Kbps to 1.5Mbps, in constantly spaced layers of 50Kbps. 



4.1 Comparisons of Various Adaptation Policies 

The first experiment we conducted illustrates the buffering requirements and 
bandwidth efficiency for various adaptation policies. In this experiment, the 
bottleneck link bandwidth is set to 1Mbps with 40ms delay. To produce regularly 
behaved saw-tooth rate shape we run a single AIMD(l,l/2) flow with a 256B packet 
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size. Parallel with this AIMD(l,l/2) flow, a UDP flow runs through this bottleneck 
link. We adjust the UDP flow’s rate to control the available bandwidth of the 
AIMD(l,l/2) flow. In this experiment, the UDP flow is set to 400Kbps CBR except 
for a short 10 seconds burst to 600Kbps. 



Aggressive Adaptation with AII1D(l,l/2) 




Fig. 6. Aggressive Adaptation 



Lazy Adaptation with AIMD(l,l/2) 




Fig. 7. Lazy Adaptation 



Conservative Adaptation with AIMD(14/2) 




Ideal Adaptation with AIf1D(14/2) 




Time(Second) 



Fig. 8. Conservative Adaptation 



Fig. 9. Ideal Adaptation 



Figures 6-9 show the application rate together with the network transmission rate 
for each adaptation policy. We summarize the result of this experiment in Table 1. 
For the buffering requirement, both aggressive and conservative adaptation policies 
keep the application’s sending rate lower than the available network transmission rate, 
thus they don’t need any receiver side buffering. The lazy adaptation has a relatively 
large buffering requirement, which is related to the duration of transmission rate 
degradation. In this experiment, a 300KB buffer is about 5 seconds delay for the 
application. For the ideal adaptation, it requires 7.8KB to smooth its saw-tooth size, 
which is about 100ms for the AIMD flow with a 600Kbps sending rate. Any other 
adaptation policy that maximizes the throughput would experience a delay between 
the delays of the ideal and lazy adaptation policies. 

Table 1 also summarizes the bandwidth efficiency and number of rate adjustments 
that happened during the experiment period shown in Figures 6-9. Clearly the 
conservative adaptation has a relatively stable playback quality, but a low bandwidth 
efficiency. All the other three policies have a high bandwidth efficiency. The reason 
for not using 100% bandwidth is that the application is layer-encoded, and its sending 
rate can only approximate the available bandwidth with a sum of its existing layer 
rates. 
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Adaptation Policy 


Minimal Buffer 
Requirement 


Bandwidth 

Efficiency 


Number of Quality 
Adjustments 


Aggressive Adaptation 


0 


92% 


105 


Conservative Adaptation 


0 


58% 


5 


Lazy Adaptation 


> 300KB 


92% 


0 


Ideal Adaptation 


7.8KB 


92% 


5 



Table 1. Comparison of Various Adaptation Policies 



4.2 Buffering Requirements of the Ideal Adaptation Policy 

In this experiment, we verify the buffering requirement relationship described by 
Equation (3). We use only one AIMD flow with a 256B MSS, and one UDP CBR 
flow. First, we set the bottleneck link bandwidth to 1.5Mbps with a 40ms one-way 
delay. We vary the rate of the UDP flow to produce available bandwidth from 
100Kbps to 1.5Mbps for the AIMD flow. We run this experiment 3 times with 
different AIMD flow parameters: (1,1/2), (1/3, 4/5), and (1/5, 7/8). The measured 
buffering requirements are plotted in Figure 10. Second, we give a 1.2Mbps available 
bandwidth to the AIMD flow and vary the bottleneck propagation delay from 10ms to 
120ms. The result of the buffering requirement versus the RTT is in Figure 11. 



Rate versus Buffering Requirement (RTT=80rnsec) RTT versus Buffering (Rate=1.2Hbps) 





Rate (Kbps) 



RTT (nsec) 



Fig. 10. Rate versus Buffering 



Fig. 11. RTT versus Buffering 



The experiment result shows AIMD parameters have an effect on the minimal 
buffering requirement. For example, a 1Mbps AIMD(l,l/2) flow on an 80ms RTT 
path requires more than 20KB buffering. This amount of buffering is equivalent to 
more than 160ms delay for this flow, which is too large for interactive applications 
[16]. Choosing a small AIMD parameter pair (a,p) allows the buffering delay 
experienced by the flow to be reduced. For example, by using AIMD (1/5, 7/8), the 
buffering requirement can be reduced to 5KB, which maps to 40ms delay for this 
flow. 

However, the experiment result also shows that the buffering requirement increases 
quadratically with rate and RTT, which is problematic for interactive applications 
with high rate and long RTT. In Figure 10, even with AIMD(l/5,7/8), the buffering 
delay becomes significant as the application’s sending rate gets larger. 
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RTT has a similar effect on the buffering size as flow rate does, but the case is 
worse because a large RTT for interactive applications usually corresponds to a small 
buffering delay budget. For flows with a small RTT, for example 20ms, the resulting 
buffering delay is less than 10ms for a 1.2Mbps data rate. This indicates that the 
required minimal buffering is not significant for interactive applications on a 
metropolitan area network or even a WAN between cities not far away. However, it is 
problematic for interactive applications across oceans or between coasts within a 
continent (e.g. 80ms RTT in US). For example, for a flow with 100ms RTT and 
1.2Mbps data rate, the required buffering delay is about 300ms, which is much more 
than most interactive applications can tolerant. 

The buffering requirement results measured in this experiment slightly differ from 
the ones predicted by Equation (3). We believe one reason is that RTT is not constant 
as we assumed in Equation (3). Another reason is that the implementation of AIMD 
actually increases its rate sub-linearly rather than linearly, where the derivation of 
Equation (3) assumes that the additive part of the AIMD algorithm behaves linearly. 

Even with this sub-linear increment, the buffering requirement is still quadratic to 
the application’s rate and RTT. This result confirms our claim that interactive 
applications may not always prefer to maximize their throughputs, since they may 
come at the expense of unacceptable end-to-end delay. 



5 Conclusion and Future Work 

In this paper, we have addressed the minimal buffering requirements of adapting the 
application data rate to the average available bandwidth, which maximizes a 
multimedia application’s throughput. The minimal buffering requirement is used to 
compensate for the rate oscillations of congestion control protocols. We derived the 
relationship between the minimal buffer requirements and congestion control’s AIMD 
parameters, application rate, and RTT. Our result indicates that choosing an AIMD- 
based TCP-friendly congestion control with a small increment parameter can reduce 
the buffer requirement, because the buffer requirement is proportional to the 
increment parameter. However, the buffer requirement is also proportional to the 
square of the application’s sending rate and round-trip-time. Thus, adapting 
application sending rate closely to the average available bandwidth is not a preferable 
adaptation policy for interactive applications with high rate and long RTT. 

In this paper, we studied the buffering requirement of AIMD congestion control. 
Besides AIMD-based congestion control protocols, several other algorithms like 
binomial congestion control [17], Equation-based congestion control [2], and TCP 
emulation at receivers (TEAR) [18] have been proposed to reduce the oscillations in 
the application sending rate. Evaluation of the buffering requirements of multimedia 
applications using these protocols is one of our targets for future work. 
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Abstract. A common video file format is generally used in video content 
management system composed of modules for archiving, retrieving, and video 
streaming on a network. However, the file format may not he suitable for these 
functions. This paper presents a new video content management that uses 
logical content. Logical content makes it possible to manage a system that may 
use files of differing formats to store the same content to be used by different 
modules. Using logical content makes it possible to access physical video files 
regardless of their formats, and to easily manage video content consisting of 
multiple physical files. Other modules are able to request the retrieval of a 
physical file by specifying a logical content ID and its range. Consequently, this 
system can be designed to be both modularized and extended. We also present 
an experimental video content management system that verifies the 
effectiveness of our video content management system. 



1 Introduction 

A general video content management system such as a video-on-demand system is 
capable of performing at least the following three functions: video registration, video 
clip searches, and video clip distribution [1][2][3][4]. Clients are able to register not 
only video files, but also simple information such as video titles and video duration. 
The system then generates an index using the information that can be used for 
retrieval. After receiving the required video clips the client requests the system to 
perform a search using the clip information as a query. The system returns a result list 
of video files and the clipped range for each video file. “Clipped range” is the term 
used to describe the starting and ending time of a video file. The clients choose a 
video file and its clipped range from the result list for viewing, and the system allows 
the chosen video clips to be streamed on the network. 

Recently, an advanced video content management method using detailed metadata 
has been developed. The representative metadata is MPEG-7, and is used for 
retrieving multimedia including video. Work on MPEG-7 began in 1996 in ISO/IEC 
JTC1/SC29/WG1 1. It is referred to as a multimedia content description interface [5]. 
MPEG-7 can contain text information about a video, as well as hierarchically 
represent a video’s structure [6] [7], which is an aggregation of shots, scenes, and 
semantic video parts. For our purposes we will call the video metadata a content 
description. 

D. Shepherd et al. (Eds.): IDMS 2001, LNCS 2158, pp. 193-198, 2001. 
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Thanks to the growth of network technology, videos can now be transmitted over 
the Internet right into our own homes. There is rising demand for viewing high- 
quality video not only on LAN, but also over the Internet that makes remote viewing 
possible. This demand can be met by a system capable of managing files with two 
types of file formats. The first file format has a high bit-rate for quality, and the other 
can be streamed over the Internet, but is of lower quality. Because previous video 
content management systems were built on LAN, they have only been able to manage 
high-quality file formats. The popularization of digital video cameras and capturing 
applications ranging from analog video to digital video has simplified video file 
creation. Users would like to be able to have unnecessary images in videos remain 
unseen without having to edit the video by hand. Users may also want to manage 
multiple files as video content and allow each file to overlap. Overlapping occurs 
when files are recorded using two cameras. Before the tape in the first camera runs 
out, the second camera starts to record, much like the handing off of a baton in a relay 
race. 

In this paper, we describe a new video content management system that uses 
logical content to meet the rising demand for advanced video content management 
systems. Logical content makes it possible to manage a system that may use files of 
differing formats to store the same content to be used by different modules. Video 
content is composed of a file or an aggregation of files, which represent a portion of 
the video content. By making logical content accessible by a logical content ID 
instead of a file name, our logical content video content management system 
simplifies the task of video management. 



2 Logical Content 

Regardless of the format used for storage, the conceptual content of a video can be 
described as a single “reality.” Whether MPEG-1, MPEG-2, DV format or Motion 
JPEG, the object and the meaning of this reality are independent of the file format, the 
bit-rate, and the number of composition files, as an be seen in Fig.l. Take for example 
a video file in which the original format is MPEG-2. Even if we copy the file from the 
original file and convert the file format from the original file format, these three files 
still represent the same reality. It must be noted, however, that the converted MPEG- 1 
file is of lower video quality than the original MPEG-2 file. The concrete content can 
be called logical content. This logical content has the ability to maintain a content 
description about a reality. 

We would now like to describe the three limitations of the previous video content 
management systems we mentioned in our introduction. 

• It has been difficult for video content management systems to manage files of 
different format containing the same images. Even if a system is capable of 
managing multiple file formats of the same reality, they can be differentiated 
between using identification such as a file name. However, this causes a warp in 
which the reality has multiple content descriptions because each format file has its 
own content description. 

• It has been impossible to leave extra parts in videos unseen without editing the 
video. 
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• Managing overlapping videos has been almost impossible. Methods for 
representing video content using multiple segmented files are well known, and 
Reference AVI is an example of one such method. However, this third limitation 
cannot be solved using the video content management systems currently available. 




Fig. 1. Basic Concept 



Figure 2 illustrates the structure of logical content. Logical content maintains both 
an ID and the original video content. The video content is composed of either one file 
or multiple files. Logical content can also maintain other formats for description or 
distribution over the Internet. The metadata of a reality, namely the content 
description, is included because it is independent of file format. If the video content is 
composed of multiple files, it has the each assignment range for the video content. 



Logical Content 



Logical Content ID 
Content Description File 
Video Content (Original) 



Video Content (for Description) 



Video Content 
(for Internet Distribution) 

Video Content 
(for Intranet Distribution) 



Physical Video 
Physical Video 



File(1st Part) 
File(2nd PartT 



Physical Video File(3rd Part) 

Physical Video File(1st Part) 
Physical Video File(2nd Part) 
Physical Video File{3rd Part) 



Physical Video File(1st Part) 



Physical Video File(1st Part) 



Fig. 2. Structure of Logical Content 

Figure 3 illustrates a situation in which two files are assigned to a logical content. 
The logical content is composed of the first physical file from 00:04:00 to 00:26:00 
and the second physical file from 00:02:00 to 00:30:00. The two files are assigned to 
a logical content with 00:00:00 and 00:22:00 as their respective start times. In this 
example, the first physical file from 00:00:00 to 00:04:00 and the second physical file 
from 00:30:00 to 00:32:00 are unseen because it is specified needless by register. The 
second physical file from 00:00:00 to 00:02:00 is unseen because it is overlapping. 
The logical content must manage three values of time for each physical file it is 
assigned. These values are the start time for logical content, the valid start time, and 
the valid duration. 
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Our logical content solves the three limitations found in previous video content 
management systems. The following is a description of the merits of using our new 
video content management system. 



Time for Logical Content 
00 : 00:00 






Logical Content 



Time for 1st Physical File 



00 : 0(^00 



00 : 04:00 



1st Physical File 



00 : 26:00 



2nd Physical File 



00 : 02:00 



Time for 2nd Physical File 



Time Flow 



Fig. 3. Logical Content Composed of Two Files 

With our system, video content management system developers can provide high 
modularization and extended design for each functional module. There are various 
video file formats, and each file format has its own specific features. Take for 
example video quality and the bit-rate of the file format. If our purpose is to archive 
videos, we should choose a high-quality video format. A digital video (DV) format, 
for example, has a video quality that is just as high as that of the quality of digital 
broadcasting images. On the other hand, if our purpose is to use a streaming format on 
the limited-bandwidth Internet, formats with a low bit-rate should be used. There are 
also other features. The DV format and the Motion JPEG without compression 
between frames provide an easy way to capture a frame image. MPEG-1 has an 
enormous number of past archives and applications. MPEG-2 is used for digital 
satellite broadcasting, and its archives are expected to increase in the future. 
Streaming media is showing rapid improvements in its video quality and 
implementation for QoS. Our system, which uses logical content, does not require 
restrictions on the functions or specifications of the file format as long as it is possible 
to convert from the original format to the format to be used. Even if new video file 
formats are developed in the future, the system will be capable of easily accepting 
them by using a converting module. Registration clients only need to specify three 
kinds time values for unseen, i.e. overlapping physical file parts rather than editing 
the extra physical file parts by hand. Clients can also execute overlapping parts rather 
than remove overlapping file parts. 

Along with these merits also come a few demerits. One such demerit is the 
redundancy of multiple files representing the same reality. This influences the 
quantity of storage device use. Another demerit is that during the registration process 
a lot of time is spent converting each file format Irom the original file format. 
However, these are not serious problems because storage devices are expected to see 
a rapid reduction in price, as well as an increase in capacity, and we also expect that 
the conversion process can be made faster by execution the conversion and other 
processes simultaneously. So as you can see, the merits of our system far outweigh its 
demerits. 
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3 Experimental Video Content Management System 

We developed an experimental video content management system that uses logical 
content. The framework for this system is shown in Fig. 4. We describe four 
functional modules: the content management sub-system, the content retrieval sub- 
system, the content distribution sub-system, and the content description tool. 




Fig. 4. Video Content Management Framework 



Content Management Sub-system. This sub-system, which uses logical content, 
plays the role of a file server by managing physieal video files and eontent description 
files. When the client requests that an original eontent be registered, the structure of 
the logical content and its ID are generated. At the same time, this sub-system 
converts the original files to other format files for other modules using the general 
format converter application products. These new converted files are then added to 
the structure. This sub-system can accept requests to retrieve physical files by using 
the logical content ID and a format-type name. If necessary, this can also be 
accomplished using the clipped range. 



Content Retrieval Sub-system. This sub-system constructs a database with an index 
of the content descriptions registered by the content management sub-system, and this 
returns a result list of the logical content IDs and the clipping range to the client. 

Content Distribution Sub-system. This sub-system can stream requested video elips 
by using the logieal eontent ID and the clipped range. This sub-system requires that a 
video clip file format be streamed on a network. The adopted file format can be 
streamed at a transmission-rate of 64 kbps. 

Content Description Tool. This tool is used to generate content descriptions. Users 
can input text describing a video’s content, which is compliant with MPEG-7, while 
viewing the video. The video format is MPEG-1. This tool can also automatically 
extract the shot-changing points of the video structure. 
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This experimental system targets users who have access to the Internet. The video 
content used was about an acrobatic airplane show. We provided a Web server 
between the system and the client in the framework (Fig. 4) for the Internet. We 
captured all master analog tapes and used them to generate MPEG-1 files as original 
video content. The content management sub-system needed to manage three files for 
the logical content. For registration, the content management sub-system 
automatically converted the original format to a streaming format. 



4 Conclusion 

We have described a new video content management system that uses logical content. 
Logical content structurally manages video files that have different formats or bit- 
rates, but are of the same content. Logical content makes it possible to access physical 
video files regardless of the format, and to simplify the management of video content 
consisting of multiple physical files not only providing QoS but also providing access 
to the appropriate format for applications. These functions are beneficial in actual 
infrastructure, where various formats exist and the acceptable format for the 
applications are limited. Other modules request retrieval of physical files by 
specifying a logical content ID and its range. Consequently, the system can be 
designed to be both modularized and extended. We have also discussed an 
experimental video content management system that verifies the effectiveness of our 
video content management system. 

In the tuture, we plan to extend the use of logical content by: 

• Automatically choosing a suitable format for network bandwidth using an 
intelligent distribution sub-system like QoS 

• Enabling logical content to reference a physical file maintained by other logical 
content 
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Abstract. A Mobile ad-hoc network is a multihop wireless network, where 
nodes communicate with each other without any pre-deployed infrastructure. 
The most important problem on such dynamic networks is to find routing 
algorithms well performing in most cases. Cluster based algorithms are among 
the most effective and scaleable approaches. Up till now creation and 
maintenance clusters were mostly based on basic heuristic methods. Deploying 
mobile agents has several advantages in the ad-hoc environment due to their 
flexible, robust and autonomous nature, and their use seems promising for the 
clustering problem as well. In our proposed architecture every cluster has a 
clustering agent that is capable of making membership modification decisions, 
transferring nodes and splitting or merging clusters. Communication is used 
only between neighbouring agents to reduce the signalling overhead. Clustering 
decisions can be based on several network parameters modified by an 
adaptation mechanism to provide adequate performance even under dynamic 
conditions. 



1 Introduction 

Wireless ad-hoc networks (also known as MANETs) started to draw attention in the 
recent years. These networks require no fixed infrastructure and can be set up anytime 
anywhere. Network services are provided by hosts participating in the network, 
therefore every node acts as a packet forwarding router. MANETs can be very useful 
in ad-hoc conferencing, in deserted or arctic regions or in extending the coverage of 
base stations in sparsely populated areas. They may be the only way of 
communication in a catastrophe situation or in some military applications [1,2]. 

Several problems exist in MANETs that hinder effective communication. 
Bandwidth and radio resources are scarce, computing and battery capacity is limited, 
node mobility is high and link failures are much more frequent than in infrastructure 
environment. To overcome these problems new methods must be defined in order to 
allow the successful operation of these networks. The most important task is to find 
an appropriate routing algorithm that is adaptive, robust and introduces only a 
relatively small overhead. Several methods were presented and most of them fall into 
three basic categories [3,4]. 



D. Shepherd et al. (Eds.): IDMS 2001, LNCS 2158, pp. 199-204, 2001. 
© Springer-Verlag Berlin Heidelberg 2001 




200 



Robert Sugar and Sandor Imre 



Pro-active routing aims to maintain a route to every host by setting up and updating 
routing tables in each node. Examples for such algorithms are AODV (Ad-Hoc on 
Demand Distance Vector) [5] or WRP (Wireless Routing Protocol) [6]. Reactive or 
source routing discovers the path to a host only on demand. The source floods the 
network in search of the destination and chooses the path from which the first packet 
arrived to the target. Such algorithms are DSR (Dynamic Source Routing) [7] or LMR 
(Lightweight Mobile Routing) [8]. 

The third type is the hybrid or cluster based routing, which is a mixture of pro- 
active and reactive algorithms. The network is divided into several partitions, referred 
to as clusters or zones. The clusters can contain a special node, called the clusterhead, 
which routes the packets destined outside of the cluster. This, although creates a 
bottleneck at the clusterheads, reduces the number of control packets needed, because 
only the clusterheads have to be informed about changes outside the cluster. Clusters 
can be either distinct or overlapping. In the latter case the neighbouring clusters can 
have a common node, referred to as gateways [11]. Other algorithms can be superior 
to cluster based routing in special situations, but this solution is the most scaleable 
and adaptive, what is usually more important in such environment than finding 
optimal routes. Such algorithms are the ZRP (Zone Routing Protocol) [9], the CBRP 
(Cluster Based Routing Protocol) [10] or CGSR (Clusterhead-Gateway Switch 
Routing) [11]. During the rest of the paper we focus only on cluster based algorithms. 

For the effective functioning of cluster based routing algorithms the size and the 
membership of the clusters must be chosen carefully. The most important requirement 
is to keep clusters as stable as possible, because dynamic membership changes need 
more communication between the clusters in order to provide up-to-date membership 
information. Long-lived clusters also reduce the probability that a packet will be 
routed to the previous cluster of the addressed node, thus causing more delay and 
overhead. Although for stability reasons larger clusters are desirable, large cluster size 
puts a heavy burden on clusterheads, and hinders the efficient communication within 
the cluster. 

Previously, most of the focus was on the routing algorithms and simple heuristics 
were used for determining cluster size and membership. In [12,13] clusters are 
defined as "a set of nodes, where every node is at most two hops away from the 
others". Probably the most comprehensive study on this topic was the (aj) clustering 
[14] that based clustering on user mobility and node availability focusing on selecting 
the most stable routes. An (aj) cluster consists of nodes that can reach any other node 
in the cluster for a t time with at least the probability of a. These algorithms, although 
they are simple and need little signalling, lack the needed scalability and adaptability, 
and only use knowledge of one type of the network parameters, such as node 
connectivity or mobility. 

Therefore, a more general, adaptive and scaleable clustering method should be 
designed that reduces the weaknesses and uses the strength of the previous methods. 
Since cluster membership changes are less frequent than routing packets, a slight 
overhead can be tolerated in order to maintain suitable clusters in all situations. In this 
paper a mobile agent based method is provided that can incorporate the previously 
defined requirements for effective clustering. Adaptivity is provided in a distributed 
manner by relatively simple entities showing intelligence as a system as in the case of 
swarm intelligence [16]. 
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2 Mobile Agents 

Mobile agents (MAs) are autonomous, intelligent programs that move through the 
network, performing actions on their creator’s behalf [15]. Deploying mobile agents 
for network management tasks has several advantages over the traditional methods on 
large infrastructure networks, as presented in [17,18]. The usage of mobile agents in a 
wireless ad-hoc environment is even more appealing, because they easily fit into the 
distributed nature of MANETs, providing adaptivity, flexibility, robustness and even 
efficiency, which are prime requisites in such environment. Deploying mobile agents 
for clustering is mostly desirable because one fixed algorithm can rarely prove 
profitable in all situations. 



2.1 Advantages of Agent Technology 

The use of mobile agents, however, needs software architecture capable of hosting 
and executing agents at every node. As most MA platforms (such as Aglets [20] or 
Voyager [21]) work with Java code, it means that every host must contain a virtual 
machine and a mobile agent server listening on a specified port. This is not a heavy 
constraint, because as computational power increases, the overhead of the MA 
platform will be small enough, and for the equipment with limited capabilities, cheap 
JVM chips will be available in the near future. Most of the mobile hosts already have 
a JVM available, for example on the ones using the JlNl [19] technology. 

Agents can be quite bandwidth efficient due the code to the data phenomenon, 
which means that the agent arriving to a node can examine a larger portion of data for 
decision making, as opposed to the cluster-master that would have to retrieve all the 
data over the network. Java agents are relatively small in size, typically about several 
ten kilobytes and can be even smaller while migrating if their classes are cached on 
the targeted host, as in most of the cases. The agent based solution is also more 
dynamic, because the clustering algorithm is not hard-coded into the clusterheads or 
the nodes, can be decided at network set-up time and easily changed later on by 
replacing the agents with new ones or by changing their behaviour patterns. 



2.2 Communication between Agents 

As the location of agents is not known exactly an effective communication scheme 
between neighbouring agents must be achieved. In infrastructure networks mobile 
agent communication is usually facilitated by a directory service, often using 
CORE A, such as in [21]. It is rather effective, but it needs a centralised directory 
server, whom the agent must contact, every time it moves. In ad-hoc networks agents 
can use broadcast mechanisms to find a peer agent, which is relatively cheap due to 
the shared media. The broadcast can be limited to the target cluster, therefore the wide 
propagation of the searching packet can be avoided. 
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3 Agent Based Ad-Hoc Networking 

The main purpose of a clustering agent is to collect statistics from its cluster and its 
neighbouring nodes in order to make correct decisions. It also communicates with 
neighbouring agents while performing cluster membership modifications, or gathering 
information about their own clusters. During network set-up many hosts on the 
network can generate agents to reach an acceptable initial clustering, and start the 
normal membership control process afterwards. 



3.1 Controlling the Size of Clusters 

In our scheme, four types of cluster state changes exist: Node transfer between 
neighbouring clusters, cluster division, cluster merging and node exploration. 

Exploration process is very important during network set-up and also serves the 
robustness and fault tolerance in case of agent faults. It is needed when a host 
switches off with an agent residing on it, or leaves the connectivity range. When 
arriving to a host, agents can verify the neighbours of that host, especially the ones in 
different clusters, in order to check if a serving agent exists for that node, and analyse 
the timestamp that its agent had left there during the last visit. If it finds that the node 
has no serving agent or had not been visited for a longer period of time, it will 
consider the node free and starts the node discovery process either by sending out a 
new agent or by performing it by itself In this way agents from the neighbouring 
clusters can soon repopulate the cluster of a broken agent. Furthermore, newly joined 
nodes can easily fit into the cluster structure, although they can initiate the node 
exploration by themselves at start-up as well. 

Due to host mobility, changing network conditions or other reasons the agents can 
decide to move a node into a different cluster. The process can be started by any of 
the parties, but in most of the cases the previous agent of the node will begin the 
transfer. The actual decision rule possibilities will be covered in chapter III.B. The 
initiator of the transfer selects the new cluster of the node and communicates with the 
agent of that cluster, making a proposition that can be either accepted or rejected. If 
the answer was positive, the membership change takes effect. In case of rejection the 
agent can choose a different cluster or a different node for the next transfer attempt. 

Dividing clusters may be necessary if the size of the cluster grows and 
neighbouring clusters refuse node transfers. The domain of the cluster will be 
separated into two - desirably equal - portions, a new agent will be spawned and new 
clusterheads will be elected. This procedure enables new clusters to emerge, because 
otherwise the number of clusters would be constant, as new clusters can exclusively 
be created by cluster divisions or through the exploration process. 

Cluster merging is the contrary operator of cluster division. Both cluster agents can 
initiate it, but they have to agree on merging to bring the union into effect. The 
procedure is similar to node transfers, for the selected party must accept a merging 
proposition. If accepted, the two old clusters will form a new one, one of the agents 
will terminate and a joint clusterhead will be elected. 
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3.2 Decision Making Rules 

Several network parameters must be taken into account in order to make correct 
clustering decisions. If the procedure is simple enough it could be solved with a rule 
based reactive agent. If the numbers of parameters are many, target oriented 
deliberative agents could be used, which can incorporate the needed intelligence to 
successfully react to unplanned situations. The parameters that could be taken into 
account during decision making can be the following: node connectivity, node 
mobility, node capability and link conditions, maximal and available bandwidth. The 
initial parameter set could be decided at network start-up time and can be changed by 
the self-adaptation procedures later on. Agents could define instant triggers, weights 
for performance evaluation and probabilities for certain actions. 

Instant triggers are used if the situation demands immediate action, such as the loss 
of connectivity or the trashing of the clusterhead. Rules are defined, such as “Initiate 
the node transfer process with a given probability if the load of the clusterhead is 
significantly lower than the neighbour’s” or “Prefer the highly mobile nodes over the 
static ones during transfers”. When conditions of some rules are met, the defined 
action is performed with a certain probability. The limits and probabilities are 
influenced by the adaptation mechanism described in the next chapter . 



3.3 Adaptivity 

Adaptivity could be based on previous experiences of the agent and the estimated 
effect of its previous decisions. With the weights of certain network parameters 
(delays, number of errors or amount control packet flow) agents could construct a 
general "well-being" function evaluating the state of their cluster, used for feedback 
purposes. The agent could compare the well-being of its cluster before and after a 
certain decision. If the action was estimated to be successful, the agent encourages the 
given modification type (e.g. increase the probability of cluster division due to the 
danger of a cluster split), and if it was found to be ineffective, it discourages the 
further changes of the same kind. For adaptive behaviour, the probabilities are 
adjusted by a degradation parameter, thus recent events have more influence than 
elder ones. 



4 Conclusions and Future Work 

In this paper we presented a novel method of using mobile agents in wireless ad-hoc 
environment. Mobile agents harmonise with the basic principles of ad-hoc networks, 
their dynamic nature and the distributed arehitecture. They seem to be promising in 
the clustering problem due to their flexibility and adaptivity. We pointed out several 
advantages over the existing methods and proposed an architecture and framework 
for their operation. In the near future we will test agents in a simulated ad-hoc 
environment eomparing them to the existing solutions. We will also evaluate rules 
and parameter sets for decision making and adaptation towards an effective 
clustering, and explore further usage of mobile agents in wireless ad-hoc networks. 
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Abstract. Mobility is indisputably one of the major drives promoting IPv6. 
Making the transition to IPv6 from IPv4, however, is one of the major stum- 
bling blocks. It has recently come to light that Mobile IPv6 (the IETF routing 
protocol for IPv6 mobile hosts) may hold some of the keys to making this tran- 
sition. This paper describes mobile 4-in-6, an extension to the Mobile IPv6 
protocol that allows mobile nodes to transparently communicate with the IPv4 
Internet irrespective of their current location on the IPv6 Internet. Furthermore, 
the protocol does not require the mobile node to hold an IPv4 address other 
than on its home network, and does not assume the availability of any Mobile 
IPv4 services. 



1 Introduction 

The current Mobile IPv6 (MIPv6) specification does not attempt to provide any sup- 
port for IPv4 connectivity [1][5]. Even if a mobile node implements both an IPv4 and 
IPv6 stack, MIPv6 nodes roaming away from their home network have only one 
topologically correct address, namely an IPv6 care-of address. Consequently, it is 
likely that many mobile nodes would become disconnected from the IPv4 Internet 
while away from their home network(s). With the vast majority of today’s Internet 
only accessible through IPv4, and with many of today’s applications supporting only 
IPv4, this represents a major limitation in the utility of networks built around the Mo- 
bile IPv6 protocol. 

Due to the increased address space provided by IPv6, it is likely that future mobile 
telecommunications networks will utilize IPv6 to address their mobile nodes. In fact, 
systems have already been demonstrated which prototype future mobile telecom serv- 
ices based on IPv6 [2][8]. If the growth of this industry continues at its present rate, it 
is likely that it will see large scale IPv6 deployment before today’s Internet. We be- 
lieve that this will result in the telecommunications networks ‘leapfrogging’ the cur- 
rent Internet in terms of IPv6 connectivity. This in turn will lead to the need for an 
IPv6 mobile routing protocol combined with a transitional mechanism to allow such 
nodes to converse with the ‘legacy’ IPv4 Internet. 

Existing transitional mechanisms have been developed based upon the prediction 
that IPv6 networks will evolve slowly, out of the current IPv4 infrastructure, not rap- 
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idly and independent of it. There are several proposed IPv4/v6 transitional mecha- 
nisms, ranging from the hrute force solution of running both Mobile IPv4 and Mobile 
IPv6 protocols simultaneously, to more complex protocol translation mechanisms 
which allow IPv4 hosts to converse with IPv6 hosts [I2][I5]. Such schemes can incur 
costs of significant additional complexity in the end systems and networks, require the 
presence of specialized network servers, and often do not cope well with the dynamic 
nature of mobile environments [14]. Additionally, such systems have one thing in 
common - they view mobility as an additional problem to be solved by the v4/v6 
transition mechanism. However, the very principles upon which Mobile IPv6 operates 
may help the IPv4/v6 transition, not hinder it. 

The frindamental tenet of the Mobile IPv6 protocol is to provide location transpar- 
ency by separating a network node’s identifier (home address) from its routing infor- 
mation (care-of address), and manage the relationship between these two entities 
(bindings). If the bindings were made protocol independent, then this provides the 
basis for a powerful transitional mechanism. It is this mechanism that is exploited by 
mobile 4-in-6. 

In this paper we introduce mobile 4-in-6 (m4-in-6), a new option that enables a 
MIPv6 mobile node to communicate with the IPv4 Internet while connected to any 
foreign network, even one with no IPv4 connectivity. In addition, it provides transpar- 
ent host mobility for IPv4 applications through the Mobile IPv6 protocol. It achieves 
this without the need for any additional network servers, and supports optimal routing 
between pairs of m4-in-6 nodes. 

The benefits of m4-in-6 are diverse, allowing every m4-in-6 mobile node to support 
host mobility for a suite of both IPv6 and IPv4 applications, without requiring any 
modification to application software. It also allows an m4-in-6 mobile node to exploit 
IPv4 versions of standard network services, such as DNS, for which IPv6 implemen- 
tations may not (yet) exist. In these ways m4-in-6 facilitates both the rapid deployment 
of Mobile IPv6, and greatly improves its utility. 



2 Background 

Mobile IPv6 allows an IPv6 node to continue using an IPv6 address even when that 
address is topologically incorrect for the network to which the node is currently at- 
tached. It achieves this by allowing an IPv6 node to acquire and simultaneously use 
two IPv6 addresses; a home address, by which it is well known; and a temporary care- 
of address, which is automatically allocated on the network to which the node is cur- 
rently attached [13]. Applications converse using home addresses, but packets are 
transmitted and received at the IP level using the care-of addresses so that they can be 
routed correctly and so that they can transit firewalls. An entity known as a home 
agent is responsible for forwarding packets to the care-of address of a mobile node 
that has left its home network. Central to MIPv6 is a binding between a pair of IPv6 
addresses, used to map a home address onto a care-of address. MIPv6 nodes notify 
each other of their whereabouts using Binding Update messages, and each mobile 
node maintains a Binding Update List of destinations to which it has sent a Binding 
Update. Each node maintains a local Binding Cache of bindings known to it, so that 
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packets can be routed direetly to a mobile node’s point of attachment thus avoiding 
the indirect route through the home agent. 

A mobile node may have several IPv6 home addresses, but in m4-in-6 must have at 
least two: one IPv6 home address (as per the Mobile IPv6 specification) and an IPv6 
address corresponding to the lPv4-compatible form of its IPv4 address [3], An IPv4 
compatible address is an IPv6 address generated by mapping an IPv4 address into the 
IPv6 address space. As IPv6 addresses are 128 bits in length, compared to the 32 bits 
of IPv4, it is simple to provide this mapping. IPv4 compatible addresses eonsist of a 
32 bit IPv4 address prefixed by 96 binary zeros. IPv4-compatibIe addresses (and other 
conceptually similar addresses) are used by many IPv4/IPv6 transitional mechanisms. 

The IETF NGTRANS working group has proposed an approach for encapsulating 
IPv4 packets in IPv6 packets which we employ in mobile 4-in-6 [15]. This allows us 
to route IPv4 packets to and from parts of the network where either no IPv4 connec- 
tivity exists, or for which the IPv4 addresses in the packets are topologically incorrect; 
without tunnels such packets might be lost or discarded by firewalls. 



3 Operation of Mobile 4-in-6 

In summary, m4/6 extends the Mobile IPv6 Home Agent to serve as an IPv4 proxy for 
a mobile node that is away from its home network, encapsulating any IPv4 traffic for 
the mobile node inside of IPv6 packets that are tunneled to and Irom the mobile 
node’s IPv6 care-of address. In this way we avoid the need for the mobile node to 
acquire an IPv4 address other than on its home network. This approach is transparent 
to the entire community of IPv4 machines existing on the Internet today. 

At the outset, in addition to obtaining the IPv6 home address required for Mobile 
IPv6, the mobile node also acquires an IPv4 home address on its home network, 
through any available mechanism. While connected to its home network, the mobile 
node uses its IPv4 address natively, as would any other IPv4 node. When the mobile 
node roams to a foreign network it forms an IPv6 care-of address, as per the MIPv6 
standard, and in addition to transmitting the binding update to its home agent to 
provide a mapping between its IPv6 home address and its current IPv6 care-of address 
[5], it also sends a seeond binding update, mapping the IPv4-compatible IPv6 address 
eorresponding to its IPv4 home address to its current IPv6 eare-of address. 

In m4-in-6 the MIPv6 home agent is extended to serve as an IPv4 proxy after the 
fashion of a simplified Mobile IPv4 home agent [10]. The home agent validates bind- 
ing updates referring to IPv4 compatible home addresses, updates its binding cache 
and starts to act as an IPv4 proxy for the mobile node, in addition to the normal IPv6 
proxy functionality. 

While the mobile node is attached to a foreign network, an IPv4 packet sent to the 
mobile node’s IPv4 address arrives on the home network and is intercepted by the m4- 
in-6 home agent. The home agent looks up the IPv4 compatible form of this address in 
its Mobile IPv6 binding cache to recover the IPv6 care-of address. It then eneapsu- 
lates the IPv4 packet in an IPv6 packet, which it transmits to the mobile node. Upon 
reception, the mobile node decapsulates the IPv4 packet and injects it into its IPv4 
stack. 
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When a mobile node is away from its home network, it eannot be assumed that it 
has any IPv4 connectivity. For this reason, any IPv4 traffic generated by a mobile 
node on a foreign network is encapsulated in IPv6, and reverse tunneled back to its 
home agent for distribution. Figure 1 shows the route taken by an IPv4 packet sent 
from a correspondent node to an m4-in-6 mobile node that is away from its home 
network. Traffic from the mobile node to the correspondent follows the same path but 
in the opposite direction. 




^ IPv4 (routed) 

► IPv4 (local) 

-> IPv4 in IPv6 tunnel 

Fig. 1. IPv4 traffic from correspondent to m4-in-6 mobile node 

When a m4-in-6 mobile node returns to its home link it sends a binding update to 
its home agent, and (re)starts its native IPv4 and IPv6 packet processing. 



4 Implementation 

Mobile 4-in-6 is currently being implemented on the Windows 2000 operating system, 
based around the Mobile IPv6 code developed as part of the LandMARC project [7]. 
The implementation operates by inserting thin layers of packet filtering and injection 
code into the ingress and egress points of the existing IPv4 and IPv6 stacks, in a simi- 
lar way to the IETF ‘Bump In the Stack’ (BIS) mechanism [16]. Figure 2 illustrates 
the architecture. 

When operating as a mobile m4-in-6 node away from its home link, a packet filter 
is installed at the egress of the IPv4 stack, which captures all outgoing IPv4 packets 
from the node, encapsulates them inside IPv6 and sends them to the mobile node’s 
home agent for forwarding. This filter is removed when the mobile returns home, and 
thus allows the IPv4 packets to be transmitted directly. Conversely, when an IPv4-in- 
IPv6 encapsulated packet is received from the mobile node’s home agent the IPv4 
datagram is decapsulated and injected into the IPv4 stack for processing. Additional 
filters can be used for route optimization, as described in the following section. 
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Fig. 2. Architecture and packet flow of a m4-in-6 node on a foreign network 



5 Route Optimization 

Routing all traffic through a mobile node’s m4-in-6 home agent could result in all of 
the well-known problems of ‘dogleg’ routing in Mobile IP networks, namely increased 
traffic through the IPv4 and IPv6 internets, longer round-trip times, increased load on 
the home agent, increased load on the home network and more points of failure. In 
order to avoid these issues, m4-in-6 continues to utilize Mobile IPv6 primitives by 
allowing mobile m4-in-6 nodes to send binding updates pertaining to IPv4 compatible 
home addresses to correspondent nodes. The correspondent nodes can then tunnel 
traffic for a mobile node’s IPv4 home address via its current IPv6 care-of address. A 
detailed description of this mechanism is beyond the scope of this positional paper. 



6 Security 

A detailed description of our security design is beyond the scope of this document. 
We are investigating a security design based on the use of IPSec AH Security Asso- 
ciations [6], as found in MIPv6, in combination with the CAM and LIKE protocols 

[9]. 



7 Evaluation 

Mobile 4-in-6 provides transparent mobility for IPv4 applications over a Mobile IPv6 
enabled network. It provides a transitional mechanism which requires no additional 
network servers, and as m4-in-6 uses the existing Mobile IPv6 and 6over4 protocols, 
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does so with minimal modification to existing MIPv6 nodes. M4-in-6 enables the 
seamless coexistence of IPv4 and IPv6 applications on mobile nodes, greatly increases 
the number of applications available to a MIPv6 mobile node, relaxes the timescales 
in which applications need be upgraded to IPv6 and extends the uselul lifetime of 
some IPv4-based applications. 

Observe that m4-in-6 does not require any specialized servers outside of home net- 
works, and neither does it require and special configuration of routing infrastructure. 
While m4-in-6 depends upon both the IPv4 and IPv6 routing infrastructures, it does 
not require that they be symmetrical. 

The ability to support IPv4 applications without requiring any change to the IPv4 
application software and network services is a major benefit of m4-in-6. We cannot 
enumerate all instances of important IPv4 applications, but with m4-in-6 we can pro- 
vide for many of them, and perhaps forestall some ad hoc and inelegant patches. 

While other mechanisms do exist which can be used to aid the IPv4/IPv6 transition, 
they require the presence of additional servers in the network, and often do not pro- 
vide total transparency. For example, protocol translators caimot easily support appli- 
cations that contain IPv4 address information in application layer data. Additionally, 
they do not directly provide support for mobility. M4-in-6 is unique in that it simulta- 
neously provides mobility support and an IPv4/IPv6 transitional mechanism in one 
simple protocol. 

One ongoing concern with M4-in-6 is with scalability. Although the protocol is 
highly distributed and results in little additional load on other network nodes, it does 
rely on each mobile device having a unique IPv4 address. This will become harder 
and harder to provide as the IPv4 address space becomes increasingly exhausted. One 
approach which reduces the number of required IPv4 addresses is to use short term 
address leasing in combination with site area IPv4 addresses which are not globally 
routable (e.g. lO.X.Y.Z). Such addresses are in common use today on sites where IPv4 
addresses are scarce. Network Address Translators (NATs) are then used to dynami- 
cally translate publicly routable addresses onto these site area addresses on demand, as 
off site access is needed. Mobile 4-in-6 can work with such a scheme provided that 
them4-in-6 home agent is placed within the scope of the NAT, and that route optimi- 
zation is not attempted by the mobile node. We are also investigating the other ap- 
proaches to solving this problem. 

An implementation of m4-in-6 is currently already underway. Our implementation 
is based on the Mobile IPv6 stack for Windows2000 developed in collaboration be- 
tween Lancaster University and Microsoft Research, Cambridge, as part of the Land- 
MARC project [7]. Experimental results will be published when they become avail- 
able. 

Our approach may result in additional load upon the m4-in-6 home agent and its lo- 
cal network (in the case where route optimization cannot be performed), but this is 
concentrated precisely where it is most predictable and where responsibility for its 
management resides. The managers of a home network can decide for themselves how 
large a population of mobile nodes they can (afford to) serve, and may provision their 
networks accordingly. 
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8 Concluding Remarks 

In this paper we have described a way in which an MIPv6 mobile node can transpar- 
ently support IPv4 applications even while roaming between IPv6 subnets which have 
no IPv4 connectivity, thus enabling a much faster roll out of IPv6 by providing a high 
level of backward compatibility with the existing IPv4 Internet. 

We also briefly described a technique for providing route optimization for IPv4 
traffic between IPv6 nodes. 

Finally, we outline the benefits of m4-in-6, and its advantages over other similar 
technologies. 

For future work, we plan to further investigate the benefits and drawbacks of Mo- 
bile 4-in-6 through evaluation of our ongoing implementation. Also, we intend to 
investigate how m4-in-6 interoperates with other v4/v6 transitional mechanisms, and 
how it behaves in a variety of mobile networking environments, including an evalua- 
tion of the impact of recent developments in IPv6 handoff optimizations on IPv4 mul- 
timedia applications. 

We would like to thank Doug Shepherd, Andrew Scott, Stefan Schmid, Mike Roe, 
Dieter Gollman, Roger Needham, Tuomas Aura, Van Eden and Peter Key for their 
comments and suggestions upon an earlier draft of this paper. 
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Abstract. In this paper, we revisit and challenge the dogma that TCP 
is an undesirable choice for streaming multimedia, video in particular. 
For some time, the common view held that neither TCP nor UDP, the 
Internet’s main transport protocols, are adequate for video applications. 
UDP’s service model doesn’t provide enough support to the application 
while TCP’s provides too much. Consequently, numerous research works 
proposed new transport protocols with alternate service-models as more 
suitable for video. For example, such service models might provide higher 
reliability than UDP but not the full-reliability of TCP. More recently, 
study of Internet dynamics has shown that TCP’s stature as the pre- 
dominant protocol persists. Through some combination of accident and 
design, TCP’s congestion avoidance mechanism seems essential to the 
Internet’s scalability and stability. Research on modeling TCP dynam- 
ics in order to effectively define the notion of TCP-friendly congestion 
avoidance is very active. Meanwhile, proposals for video-oriented trans- 
port protocols continue to appear, but they now generally include TCP- 
friendly congestion avoidance. Our concern is over the marginal benefit 
of changing TCP’s service model, given the presence of congestion avoid- 
ance. As a position paper, our contribution will not be in the form of 
final answers, but our hope is to convince the reader of the merit in re- 
examining the question; do applications need a replacement for TCP in 
order to do streaming video? 



1 Introduction 

The Internet’s ubiquity has long made it an attractive platform for distributed 
multimedia applications. A particularly elusive goal has been effective streaming 
solutions. To prevent confusion, we clarify the distinction between streaming and 
other forms of distribution, namely download. We assume download is defined so 
that the transfer of the video must complete before the video is viewed. Transfer 
and viewing are temporally sequential. With this definition, it is a simple matter 
to employ quality-adaptive video. One algorithm would be to deliver the entire 
video in the order from low to high quality components. The user may terminate 

* This work was partially supported by DARPA/ITO under the Information Tech- 
nology Expeditions, Ubiquitous Computing, Quorum, and PCES programs and by 
Intel 
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the download early, and the incomplete video will automatically have as high 
quality as was possible. Thus, quality-adaptive download can be implemented in 
an entirely best-effort, time-insensitive, fashion. On the other hand, wc assume 
streaming means that the user views the video at the same time that the transfer 
occurs. Transfer and viewing are concurrent. There are timeliness requirements 
inherent in this definition, which can only be reconciled with best-effort delivery 
through a time-sensitive adaptive approach. 

In considering TCP’s viability for streaming video, our position has much in 
common with the recent proliferation of work on TCP-friendly streaming. For us, 
the important issue is whether TCP’s service model need to change. Much of the 
TCP-friendly research does not involve changes to the programming interface, 
our position is concerned with proposals that do entail new service models. 

2 Anti-TCP Dogma 

Numerous works on streaming video have asserted that TCP is undesirable for 
multimedia streaming, yet propose alternate solutions compatible with the same 
best-effort IP infrastructure[3, 9, 17, 16]. In this section, we identify common 
objections to two of TCP’s basic mechanisms, packet retransmissions and con- 
gestion control, that are at the root of this anti-TCP dogma. 

2.1 Reliability through Retransmissions 

One objection states that TCP’s use of packet retransmissions introduces unac- 
ceptable end-to-end latency. The claim is that re-sending lost data is not appro- 
priate because, given the real-time nature of video, the resent data would arrive 
at the receiver too late for display. Retransmissions can also be the result of 
packet re-ordering rather than loss, however the latency penalty for re-ordered 
packets will be small, since TCP will still accept an out of order packet when it 
arrives. We now consider the latency penalty for retransmission of lost packets. 
A TCP sender’s earliest detection of lost packets occurs in response to dupli- 
cate ACKs from the receiver. TCP also uses timeouts, these should be rare for 
streams behaving as an infinite-source. An adaptive video streaming application 
will behave as such an infinite source, since it will attempt to use all the through- 
put TCP will provide. Therefore the typical time the re-transmission will arrive 
at the receiver is one full round-trip (RTT) after the lost data was originally 
sent, resulting in an end-to-end latency of 1.5 times RTT at the minimum^. 
Thus, the latency penalty for retransmission of lost packets will be on the order 
of one RTT. RTTs vary for numerous reasons on the wide-area internet, but 
the following is a rough taxonomy of RTT scales, and consequently the latency 
penalties resulting from TCP retransmission: 20ms between sites in the same 
region, 100ms for sites on the same continent, and about 200ms between sites 

^ There is no bound on TCP’s contribution to end-to-end latency, since the underly- 
ing IP model implies that acknowledgments or packet retransmissions may be lost. 
However, retransmission-delay on the order of a single RTT is the normal case. 
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requiring oceanic crossings. We now consider how these latencies would relate 
to video applications. 

For purely-interactive applications such as tele-conferencing or distributed 
gaming, users are highly sensitive to end-to-end delays of sub-second timescales, 
typically in the range of 150 to 200 milliseconds. This end-to-end delay re- 
quirement persists for the duration of these applications. Given the tight delay 
bounds, we think it is important to characterize various delay sources using the 
critical-path approach [12, 2]. The question is how much the retransmission-delay 
effects the mean and worst-case critical-paths for interactive applications. The 
critical path approach stresses the importance of interaction with other sources 
of delay. If congestion control is essential to the best-effort Internet, it may be 
that its delays dominate the critical path. For a deeper discussion of latency im- 
plications of congestion control, we refer to our separate work[10], which begins 
towards our goal understanding the critical path for latency. 

Unlike purely-interactive applications, video on demand (VOD) has interac- 
tive requirements only for control events such as start, pause, fast-forward, etc., 
which are relatively infrequent compared to the normal streaming state. While 
streaming, the quality perceived by the user is not directly affected by end-to- 
end latency, as the interaction is strictly uni-directional. A VOD application may 
gradually increase buffering, hence end-to-end delay, by dividing its use of avail- 
able bandwidth between servicing video play-out and buffer accumulation. After 
a time, the end-to-end delay will actually be quite large, but the user perceives it 
only indirectly, in the sense that quality during the buffer accumulation period 
might have been slightly decreased. In this way, we say that VOD does not have 
the inherent hard latency requirements of purely-interactive applications, and so 
TCP’s packet-retransmissions are not a significant problem for VOD. 



2.2 Congestion Control 

The congestion control algorithms of TCP have been heavily studied and fre- 
quently discussed in the literature[4, 6, 14]. Briefly, the congestion algorithm is 
designed to probe available bandwidth, through deliberate manipulation of the 
transmission rate. In steady-state, TCP’s congestion control converges on an 
average transmission rate close to a fair-share of available bandwidth^. When 
viewed over shorter time-scales, TCP’s instantaneous transmission rate takes on 
a familiar sawtooth shape, where it cycles between periods of additive increase 
separated by multiplicative decrease (AIMD). This short-term rate sawtooth is 
the second major part of the common view that TCP is not a good selection for 
video applications. 

Many TCP-friendly protocols with claims of better suitability for video have 
been proposed[3, 9, 17, 16, 18]. These protocols recognize the need for congestion 
control, but propose congestion control such that rate is smoother in the short- 
term than TCP’s AIMD sawtooth. Discussion in the literature of the network 

^ Fairness under distributed control is necessarily somewhat subjective. TCP’s control 
algorithm results in bias toward flows with shorter path RTTs. 
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implications in terms of efficiency, stability and scalability, continues. We now 
consider the implications from the perspective of a streaming video application, 
which arc manifest in terms of relationship between rate variations and buffering. 

An application’s TCP flow experiences rate variations for two distinct rea- 
sons; the first being competing traffic in the network, and the second being the 
ffow’s own congestion control behavior^. Rate variations may be categorized by 
the application as either transient or persistent. The distinction between tran- 
sient and persistent rate changes is whether the buffer capacity is large enough to 
smooth them out. The purpose of buffering is precisely to smooth out transient 
changes. 

For any amount of buffering, competing traffic can have persistent effects 
on a stream’s rate. Streaming video applications must deal with persistent rate 
changes, before the client-side buffers are overwhelmed. The usual way is to em- 
ploy quality-adaptation, adjusting the basic quality-rate trade-off of the video[3, 
9, 17]. The applications use a closed loop-feedback control between client and 
server, which monitors the transport’s progress for persistent rate changes and 
actuates the stream’s quality-rate trade-off in response. We call this the quality- 
adaptation control. 

Conceptually, the cyclic nature of congestion control’s increase and decrease 
phases, the TCP sawtooth, suggests it should be treated strictly as a source 
of transient rate changes. If the quality-adaptation control is intended only to 
adjust for persistent traffic changes, then it has the problem of masking out the 
TCP sawtooth by inference. Without direct information, the quality-adaptation 
control may be less than optimal in terms of responsiveness. However, from the 
perspective of the human viewer, frequent video-quality changes are annoying, so 
the quality-adaptation control should favor stability over responsiveness. Stable 
quality is a natural outcome of employing large client side buffers using methods 
like those described in section 2.1. On the other hand, for purely-interactive ap- 
plications, it may not be possible to treat congestion-control adjustments as tran- 
sient, since end-to-end latency and buffer capacity are constrained. In this case, 
the design of the quality-adaptation control will have to choose between having 
higher average quality, allowing quality to track the sawtooth, or smoother qual- 
ity by imposing a rate-limit. New congestion controls may reduce the impact of 
these trade-offs, since they may spread the congestion control rate adjustments 
more evenly[16, 5]. 

3 Popularity and Momentum 

Studies of traffic trends in the Internet suggest that applications based on TCP 
comprise most of the traffic[13]. Solutions that allow Infrastructure providers to 
improve network efficiency and application performance without changing the 
applications are naturally compelling, so there is a strong incentive to improve 
TCP. At the moment, video comprises a small minority of Internet usage, so 

TCP’s flow control may also contribute, but for our discussion we assume the client 
is not the limit. 
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video-only oriented transports have limited immediate appeal. Also, video-only 
transport proposals must struggle to overcome resistance based on their potential 
to disrupt existing majority of TCP based traffic. Meanwhile, improvements for 
TCP will move the performance target. We give two examples: Early Congestion 
Notification (ECN) and ATCP. 

TCP’s congestion control was predicated on the assumption that router buffer 
overflows were by far the most common source of packet losses. Accordingly, 
TCP’s congestion control mechanism relies on packet losses to support probing 
for bandwidth and congestion detection, which implies a certain amount of de- 
liberate waste. ECN is a proposal for extending IP and TCP so that active queue 
management at network nodes can pro-actively inform TCP of congestion before 
packet losses occur[15]. While the retransmission mechanism is still necessary for 
TCP’s reliable service model, ECN allows TCP to perform congestion avoidance 
without packet losses. Performance evaluation of ECN shows that ECN-enabled 
TCP connections usually proceed with little or no retransmissions over their 
lifetime[l]. While this has immediate implications for interactive video, it also 
leads to solutions of another deficiency in TCP, namely its performance over the 
expanding component of the Internet consisting of wireless ad hoc networks. It 
is well known that Wireless links often suffer high bit error rates, which standard 
TCP will mis-interpret as congestion. Invoking congestion control for such errors 
impacts throughput more than is necessary, and is basically the wrong response. 
Liu and Singh [11] describe ATCP and show that with ECN it is possible to 
distinguish physical link losses from buffer overflows (congestion), and preserve 
TCP’s throughput. While ECN and ATCP face deployment issues, the scope 
of change they propose is relatively modest, and yet they deliver comparable 
benefits to new protocols with video-centric service models. 

4 Discussion 

In this paper, we make the case that TCP is a viable and attractive choice 
for quality-adaptive video streaming. We discuss the main challenges for video 
applications using TCP, which are due to TCP retransmissions and congestion- 
control. For VOD applications, we describe how client side buffering can miti- 
gate the effects of both. Further investigation is needed to understand how much 
interactivity is possible using TCP, and how much extra interactivity TCP al- 
ternatives make possible. We present initial study of TCP’s relationship to in- 
teractivity in a separate work[10j. We have developed a video system prototype 
that supports tailorable fine-grained quality adaptation, of MPEG derived video, 
through priority packet dropping]?]. Based on our video system, we have devel- 
oped a streaming algorithm over TCP, which we describe in an extended version 
of this report [8]. In future work, we will present measurements to illustrate the 
efficacy of our streaming system in supporting VOD over TCP, and explore 
further the issues of iteractivity. 
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Abstract. MPEG [1] has been responsible for the successful MPEG-1 and 
MPEG-2 standards that have given rise to widely adopted commercial products 
and services, such as Video-CD, DVD, digital television, digital audio broad- 
casting (DAB) and MP3 (MPEG-1 Audio layer 3) players and recorders. More 
recently, the MPEG-4 standard [2] is aimed to define an audiovisual coding 
standard to address the emerging needs of the communication, interactive and 
broadcasting service models as well as of the mixed service models resulting 
from their technological convergence. The MPEG-4 object-based representation 
approach where a scene is modeled as a composition of objects, both natural 
and synthetic, with which the user may interact, is at the heart of the MPEG-4 
technology. With this new coding approach, the MPEG-4 standard opens new 
frontiers in the way users will play with, create, re-use, access and consume 
audiovisual content. Following the same vision underpinning MPEG-4, MPEG 
initiated after another standardization project addressing the problem of de- 
scribing multimedia content to allow the quick and efficient searching, proc- 
essing and filtering of various types of multimedia material: MPEG-7 [3]. The 
need for a powerful solution for quickly and efficiently identifying, searching, 
filtering, etc., various tjqies of multimedia content of interest to the user, human 
or machine, using also non text-based technologies, directly follows from the 
urge to efficiently use the available multimedia content and the difficulty of 
doing so. 

The need for any standard comes from a very essential requirement relevant 
for all applications involving communication between two or more parts: 
interoperability. Interoperability is thus the requirement expressing the user’s 
dream of exchanging any type of information without any technical barriers, in 
the simplest way. Without a standard way to perform some of the operations in- 
volved in the communication process and to structure the data exchanged, easy 
interoperability between the terminals involved would be impossible. Having 
said that, it is clear that a standard should specify the minimum number of tools 
to guarantee interoperability since it is important that as many as possible non- 
normative technical zones exist, to allow the incorporation of technical ad- 
vances, and thus to increase the life time of the standard, as well as to stimulate 
the industrial technical competition. The existence of a standard has also im- 
portant economical implications since it allows the sharing of costs and invest- 
ments and the acceleration of applications’ deployment. 

Following the development of the standards mentioned above, MPEG ac- 
knowledged the lack of a “big picture” describing how the various elements 
building the infrastructure for the deployment of multimedia applications relate 
to each other or even if there are missing open standard specifications for some 
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of these elements. To address this problem, MPEG started the MPEG-21 proj- 
ect [4], formally called “Multimedia framework” with the aim to understand if 
and how these various elements fit together, and to discuss which new stan- 
dards may be required, if gaps in the infrastructure exist. Once this work has 
been carried out, new standards will be developed for the missing elements with 
the involvement of other bodies, where appropriate, and finally the existing and 
novel standards will be integrated in the MPEG-2 1 multimedia framework. The 
MPEG-21 vision is thus to define an open multimedia framework to enable the 
transparent and augmented delivery and consumption of multimedia resources 
across a wide range of networks and devices used by different communities. 
The MPEG-2 1 multimedia framework will identify and define the key elements 
needed to support the multimedia value and delivery chain, as well as the rela- 
tionships between and the operations supported by them. This open framework 
guarantees all content creators and service providers equal opportunities in the 
MPEG-21 enabled open market. This will also be to the benefit of the content 
consumers who get access to a large variety of content in an interoperable man- 
ner. 

This presentation will not only describe the technical objectives of the 
MPEG-21 standard but also its motivation and vision. Why it is important to 
have an open standard multimedia framework? To whom is essential this type 
of standard? What will be lost if MPEG-21 does not succeed? 
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Abstract. Most adaptive multimedia multicast applications require the source 
to select the number of streams to transmit as well as the QoS parameters for 
each stream. If the receivers have different bandwidth limits for their devices 
and have various preferences for the quality of the data, selecting the QoS pa- 
rameters that generate the best average satisfaction for all receivers is a chal- 
lenging problem. In this paper, we developed a selection algorithm that is based 
on the user profiles and the device capabilities. Receivers are required to send 
their profiles and the bandwidth limitation on their devices to the source once 
before the session starts. To avoid the implosion problem and have a constant 
running time for the selection algorithm, we partition the receivers according to 
the bandwidth limit of their devices into classes and use a virtual representative 
for each class of receivers. 



1 Introduction 

Multimedia broadcast applications like tele-teaching, teleconferencing, Internet TV, or 
remote presentation, are becoming valuable services for users of the Internet. These 
applications became possible due to advances in the capabilities of desktop machines 
and transport networks. At the level of transport, the most important advance that 
made these applications possible was the development of broadcast protocols, such as 
the Multicast Backbone (Mbone). The Mbone is an experimental virtual network 
imposed on the top of the Internet and has been used as a multicast test-bed. The 
Mbone consists of islands of multicast-capable networks, connected to each other by 
virtual links called "tunnels", and it shares the same transport infrastructure as the 
Internet. 

Adaptive multicast applications require that the server solicit information from all 
its receivers in order to adjust the sending parameters as to provide the highest possi- 
ble level of service to the receivers. When receivers are connected through variable bit 
rate connections (over the Internet or a Variable Bit Rate (VBR) ATM feed), receivers 
are usually required to periodically send feedback messages to the source in order to 
accommodate the changes in the available bandwidth along the path from the source 
to the receiver. Most of the works in the literature have focused on sending the data 
loss rate at the receiver as an indication of the congestion along the data path. 

D. Shepherd et al. (Eds.): IDMS 2001, LNCS 2158, pp. 221-232, 2001. 
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Based on the feedback reports, the source might adjust the sending rate [7,10,1 1] or 
keep the same sending rate and send more error-resilient data [1]. As the number of 
feedback messages scales with the number of receivers, with large numbers of receiv- 
ers, the source might not be able to handle all these feedback reports, especially when 
these reports are sent periodically. This problem is known in the literature as implo- 
sion. Several approaches have been proposed to solve the implosion problem includ- 
ing back-off timers [2, 3], probabilistic polling [4], and network aggregation [5]. 

In our work, we simplify the problem of implosion by assuming that the receivers 
will only send one report before the session starts. Information in the report includes 
the preferences of the receiver for the QoS parameters such as frame rate and resolu- 
tion and the bandwidth limit of the available local network access link. This informa- 
tion is used by the server to compute the QoS parameters for each stream to send. Our 
approach differs from other research work in that the selection of the QoS parameters 
is based on the user preferences (frame rate and resolution) and the limitation on the 
bandwidth of his device rather than the loss rate. Receivers are classified according to 
their bandwidth limit. Based on the capability of the source, our approach selects the 
number of streams as well as the QoS parameters of each stream. If the source has 
enough throughput limit to send a separate stream for each class of users, the source 
runs the selection algorithm for each class separately. If not, the source has to decide 
then on the number of streams to send as well as the QoS parameters for each stream. 
In both cases, the selected QoS parameters ensure the highest level of satisfaction of 
the receivers within their preferences, their device capability and the throughput limi- 
tation of the source. To avoid the scalability problem with the number of receivers, we 
introduced a way to select a virtual representative for each class, representing all re- 
ceivers in the class. Receivers that haves the same bandwidth limit are more likely to 
have similar QoS preferences and adequately represented by one virtual receiver. 

The rest of the paper is organized as follows: Section 2 gives a literature review of 
adaptive multicast applications. Section 3 introduces the user profiles and device ca- 
pabilities used in the selection algorithm presented in Section 4. Based on the 
throughput limit of the source. Section 4 details two algorithms to select to QoS pa- 
rameters for each stream to send. The use of group representatives is outlined in Sec- 
tion 5, and finally, a conclusion in Section 6. 



2 Literature Review 

Adaptive multicast applications are classified as either sender-driven or receiver- 
driven applications. In the sender-driven approach, the congestion feedback messages 
from the receivers and/or network are used to adapt the transmission rate at the source. 
In the receiver-driven approach, the source transmits the same data in different vari- 
ants, and the receivers select the variant to receive depending on the congestion they 
encounter. 

In [4], a single video stream is transmitted to all receivers, and congestion feedback 
is used to control the rate of the video stream. To prevent feedback implosion, a form 
of probabilistic feedback is used. In [6] the authors proposed an approach for the 
design of an available bit rate congestion control algorithm that maximizes inter- 
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receiver fairness for multicast Available Bit Rate (ABR) sessions. Each receiver is 
assigned a weight value, and has an “isolated bandwidth” defined as the rate that 
would be achieved by the receiver when it is the only receiver in the multicast group. 
Every single receiver defines his maximum acceptable loss tolerance I and selects its 
own “receiver fairness function” that maps from the actual operating bandwidth value 
to a fairness value. The sender receives a feedback from each receiver including the 
isolated bandwidth and the receiver fairness function. The sender will then try to de- 
termine the sending rate that maximizes the weighted fairness among receivers. To 
achieve scalability, intermediate nodes are used to aggregate feedback messages from 
receivers according to their isolated rates. This approach was modified for use in the 
Internet [7]. The authors used the loss rate instead of the isolated rate to find the best 
sending parameters for the stream. The authors also suggested the use of two streams: 
a base stream with a constant data rate that can accommodate the receivers with the 
lowest connection rate, and another variable bit rate stream whose data rate can be 
modified based on feedback messages from receivers. Receivers with requests to 
lower the bit rate of the V-stream can always change to the base stream. 

Layered encoding and group multicasting are combined in the receiver-driven ap- 
proach. In the receiver-driven layered multicast (LRM) [8] approach, the video stream 
is decoded as a “basic” video stream, and a set of enhancement layers. Each layer is 
sent to a different multicast address. Receivers should receive the basic video stream 
and the enhancement layers that best suit their requirements. A receiver may use join- 
experiments to add more layers when there is extra capacity and release layers when 
the receiver experiences congestion. Thin Streams [9] reduces the congestion resulting 
from the join-experiments by dividing each layer further into “thin” layers. 

The Destination Set Grouping (DSG)[10] is a hybrid between sender-driven and re- 
ceiver-driven approaches. In this scheme, the source maintains a small number of 
video streams, broadcasting different variants of the same information. Receivers can 
tune to the stream with the quality they prefer. They can also send feedback messages 
to the source to adjust the quality of the stream to which they are tuning. The DSG 
protocol is composed of two components: an intra-stream protocol and an inter- 
stream protocol. Using the intra-stream protocol, receivers can determine their status 
as: LOADED, UNLOADED, and CONGESTED depending on the packet loss rate. 
Receivers are polled in a probabilistic manner in order to estimate the number of 
CONGESTED and UNLOADED receivers. Depending on the fraction of 
CONGESTED receivers, the source adjusts the sending rate in order to keep most of 
the receiver in the LOADED state. 

The Source Adaptive Multi-Layered Multicast (SAMM)[1 1] is another hybrid algo- 
rithm that uses congestion feedback from the receivers to adjust the number of the 
generated layers as well as the encoding parameters of each layer. Two variations of 
the algorithm were proposed: a network based SAMM algorithm and an end-to-end 
SAMM algorithm. In the network-based algorithm, the source periodically generates a 
control packet called “forward feedback packet” and sends it to the multicast group. 
Each intermediate node updates the packet with the amount of bandwidth available for 
the transmission of the multicast flow. When the packet arrives at the receivers, it 
contains the bandwidth available on the path from the source to the receivers. Each 
receiver stores this value in a feedback message and sends it back to the source. In- 
termediate mergers combine feedback messages from downstream nodes and forward 
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only one feedback message toward the source. If the number of requested rate values 
is higher than the maximum number of video layers allowed, then one or more rates 
must be discarded. The algorithm drops the layer with the smallest number of receiv- 
ers and adds the number of receiver of that layer to the number of the preceding lower 
layer. The end-to-end algorithm is similar to the network-based algorithm, except that 
the receivers cannot determine their available bandwidth, and they only use an esti- 
mate based on the received video rate. Because the actual available bandwidth could 
be higher than the video arrival rate, the receiver might occasionally report a rate that 
is higher than the observed rate. 

Active networks can also be used with adaptive multicast application [12]. In this 
approach, trans-coders are installed at intermediate nodes in the multicast distribution 
tree. The source sends only one high rate variant of the data, and intermediate nodes 
do the trans-coding depending on the requirements of down-stream receivers and 
network congestion. While this approach distributes the overhead of the source, saves 
bandwidth by sending only one variant of the data, and performs trans-coding only 
when necessary, the control and management of intermediate trans-coders is a com- 
plex problem. 



3 User Profiles and Device Limitations 

In earlier work [13], we used the DMIF session management protocol to develop a 
distributed QoS management framework for multicasting multimedia applications. 
The protocol aimed at distributing part of the QoS management process between 
source and receivers; each receiver process can make certain QoS decisions based on 
its local context. The QoS manager in the source node determines the list of potential 
stream variants for each logical multimedia stream, and informs all the receivers about 
these variants. Based on the user profile, the QoS agent at the receiver node selects the 
stream that gives the highest level of appreciation to the receiver. The QoS agent can 
request a certain stream from the QoS manager if the stream is not currently transmit- 
ted. We used the control-plane of DMIF for the session management and illustrated its 
usage for the management of a tele-teaching application including different QoS alter- 
natives for the participating users. 

In other work [14], we presented an architecture for personal telecommunication 
services, in which each user was required to have a profile that contains all his per- 
sonal information. This information covers QoS preferences for multimedia communi- 
cation in addition to the user policies for handling incoming and outgoing calls. Based 
on this information in the profile of all communicating parties in the session, and 
based on the limitations of their candidate devices, we presented a middleware archi- 
tecture that can select the devices and QoS parameters for the session that best suit all 
the parties. 

For the adaptive multicast applications discussed in this paper, we will restrict the 
user profile to the user’s QoS preferences. As proposed in [15], we assume that each 
user specifies the minimum acceptable and the ideal value for each QoS parameter 
(such as frame rate and resolution). A satisfaction function that maps the actual QoS 
value of the user satisfaction onto a range between 0 and 1 is shown in figure 1. QoS 
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parameters that are higher than the ideal values in the user’s profile generate the same 
level of the satisfaction as the ideal values. The total satisfaction of the user is com- 
puted as the weighted average of satisfactions of individual QoS parameters (see [15] 
for more details). 

Another important parameter is the bandwidth limit of the device that is used to re- 
ceive the multicast stream. This value determines the class to which the receiver be- 
longs (see Section 5 for more details). 



Satisfaction 




Minimum ideal QoS parameter 

acceptable 

Figure 1. User satisfaction for a QoS parameter 



The combination of user QoS preferences and the bandwidth limit of his device de- 
termine the possible parameters that the receivers can accept. Any accepted combina- 
tion of QoS parameters must have each individual parameter higher than the minimum 
accepted parameter, and the combination must have bandwidth requirement less than 
the bandwidth limit of the device. A combination of QoS that requires a bandwidth 
limit higher than the bandwidth limit of the device will cause some packet loss and 
hence a zero (0) satisfaetion value for the receiver. 



4 Selecting QoS Parameters for Large Groups of Users 

Traditional QoS parameter selection has been addressed in the context of small 
groups, mostly in two-party sessions or in a small group of users collaborating in a 
teleconference session. With such small group, it is feasible for group members to 
negotiate the QoS parameters that represent best the participants’ preferences. How- 
ever, the negotiation algorithms for small groups do not easily scale to large groups. 
The task of finding a common denominator for all participants in a large group can 
pose interesting and challenging technical problems. 

An approaeh to find a eommon ground for all participants in a session is to send the 
preferences of all participants to one node, which tries to find the QoS parameter 
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values that generate the maximum satisfaction among all participants. In our approach, 
we assume that this node is the multimedia server or any node that controls the send- 
ing parameters of the source. All candidate receivers are required to send their profiles 
to this node. Intermediate nodes may he used to aggregate the user profiles as ex- 
plained in Section 5. As we mentioned earlier, each profile will include, in addition to 
the QoS preferences of the user, the available bandwidth to the receiver. We assume 
that this available bandwidth is known and remains eonstant throughout the session. 

In our earlier work on QoS management for inter-personal communication [18], we 
have adopted the framework presented in [15] for selecting the QoS parameters that 
provide the highest satisfaction for the user. The user satisfaction for a single applica- 
tion QoS parameter (Sxd is computed based on the minimum accepted {Mx^ and ideal 
(/x;) values defined by the user profile. The user satisfaction (S„^gr) for a combination 
of different QoS parameters is computed as a function of the satisfaction for the indi- 
vidual parameters. We have modified the framework to assign weights to individual 
parameters. In addition, we have extended the framework to eonsider the overall satis- 
faction obtained for a eollection of several users participating in the application. The 
total satisfaction of all users (Stotai) is also eomputed as a function of the satisfactions 
of all the users, including possibly weight factors. The functions used to calculate S^ser 
and S,otai share the property that their value becomes zero when one of the individual 
constituent satisfactions becomes zero. This property ensures that all participants in a 
session will obtain a quality that is better than the minimum acceptable value. We note 
that this property is not ensured in the case that a simple weighted average is used as 
the function to combine the individual satisfaction values. The definition of Sxi, S^ser 
and Stotai is the following: 
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In the case of multicasting, we found that this framework for computing the overall 
satisfaction is not appropriate, since with a large population of receivers, at least one 
of the receivers would have a zero value for his satisfaction for any combination of 
QoS parameters, and therefore the overall satisfaction would always be zero. Instead, 
we decided to use the simple weighted average to determine the overall satisfaction of 
all receivers. Candidate receivers that have a zero satisfaction for the select QoS pa- 
rameters simply will not join the session. This function for S,omi can be written as fol- 
lows: 



^ total ^comb^^userlt ^tiserlt^ttseri^ t^aseyl^^ttserlt^useri^ t^aserM') \ 



( 4 ) 



4.1 Selecting QoS Parameters with Unlimited Throughput in the Source 

Before the session starts, all receivers are required to send their reports to the source. 
The source then classifies the receivers into separate classes according to their band- 
width limits. If the source has throughput limit higher than the sum of all bandwidth 
limits of the class, it tries to find the QoS parameters for each class separately. The 
next section deals with the case when the server has a throughput lower than the 
throughput required by all classes. 

For each class, the source tries to find the combination of the QoS parameters that 
generates the highest average satisfaction of all receivers in the class. This combina- 
tion must also require lower bandwidth than the bandwidth limit of the class. The 
source selects the QoS parameters for every class of receivers, based on the prefer- 
ences of the receivers in the class and their bandwidth limit. The source sends after a 
multicast report to all receivers, informing them of the number of streams, the QoS 
parameters for each stream, and the multicast address for each stream. Each receiver 
determines the stream that best suits his preferences and tunes to the address of that 
stream, as described in our earlier work [13]. 



4.2 Selecting QoS Parameters with Limited Throughput in the Source 

It is very possible that the source receives requests to deliver a number of streams that 
exeeed its bandwidth throughput. In this case, the souree has to decide on the number 
of streams to send, as well as the combination of the QoS parameters for each stream. 

To do the selection, the source does not separate receivers into separate classes as 
in the case with unlimited throughput, but it keeps all receivers in one group. When 
using class representative as discussed in Section 5, receivers of the same class are 
represented as one virtual representative, and all class representatives are treated to- 
gether in one group. The source then tries to select the combination of possible num- 
ber of streams and the QoS parameters of each stream. The combination that generates 
the highest average satisfaction is the one adopted by the source. 
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We have done some experiments using the MATLAB Optimization Toolbox 2.1 to 
see how the average satisfaction of the receivers and the number of streams change as 
a function of the throughput limit of the server. We selected four bandwidth limits 
(128Kbps, 256Kbps, 512 Kbps and unlimited) on receivers (four classes), and we run 
the experiment with 1000 receivers. The user preferences (i.e. the minimum accepted 
(Mxi) and ideal (Jxd values) were selected randomly with uniform distributions for Mxi 
and hi within certain ranges. These ranges were chosen in such a manner that the ideal 
quality for most users would correspond to a bandwidth beyond the bandwidth limit of 
that particular user (users are usually optimistic about the quality they might receive). 

The results of these simulations are shown in figure 2. The graph shows clearly that 
as the bandwidth limit of the source increases, the number of streams and the average 
satisfaction increases until it reaches a maximum point. While the average satisfaction 
did not get to one (1), all users were receiving up to the maximum bandwidth of their 
devices. Figure 3 shows how the number of streams increased from one to four, lead- 
ing to higher average satisfaction for all receivers. 





Figure 3. Server throughput limit vs. number of streams 
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5 Optimizing the Algorithm Using Receivers Partitioning 

All adaptive multicast applications that require the server to solicit the receivers for 
feedback messages face the problem of feedback implosion, because the total number 
of feedback messages increases linearly with the number of receivers. Several ap- 
proaches have been proposed to solve this problem including back-off timers [2, 3], 
probabilistic polling [4], and selecting group representative (or feedback aggregation) 
[5,16,17], 

In our application, we avoided the implosion problem at two levels: first, we re- 
quire that the receivers send their profiles and device limitations to the source only 
once, before the session starts, hence avoiding periodic feedbacks implosion. A prob- 
lem with this approach is that it does not cover the variation over time of the band- 
width limit available for the receiver. To avoid this problem, users can use a conser- 
vative value for their bandwidth limit instead of the best all-time value. 

To reduce further the implosion problem, we use class representation, where all re- 
ceivers that have the same bandwidth limit are grouped together and are represented 
as one virtual receiver called the representative. The preferences of the representative 
are selected based on the preferences of the class members. The QoS selection algo- 
rithm would then select the QoS parameter for the class based on the QoS preferences 
of the representative. The decision to partition receivers according to their bandwidth 
limit is based on the fact that receivers that have the same bandwidth limit are more 
likely to have close preferences, and the values of their preferences is more likely to 
represent the preferences of individual receivers. 

Even though receivers in the same class are more likely to have close preferences, 
there is still a range on the minimum accepted and ideal preference values for the 
class, and this gives several possibilities for selecting the preferences of the represen- 
tative. Table 1 shows different variants for selecting the minimum accepted and ideal 
preference of the representative receiver based respectively on the minimum accepted 
and ideal value for all receivers in the class. 





minimum accepted value 
of the representative 


ideal value 

of the representative 


Variant 1 


Average of the minimum accepted 
values for all receivers 


Average of the ideal 
values for all receivers 


Variant 2 


Minimum of the minimum accepted 
values for all receivers 


Minimum of the ideal 
values for all receivers 


Variant 3 


Minimum of the minimum accepted 
values for all receivers 


Maximum of the ideal 
values for all receivers 


Variant 4 


Maximum of the minimum accepted 
values for all receivers 


Minimum of the ideal 
values for all receivers 


Variant 5 


Maximum of the minimum accepted 
values for all receivers 


Maximum of the ideal 
values for all receivers 



Table 1. Variants of the preferences selection for the group representative 
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To evaluate the adequacy of the class representation, we selected one class of re- 
ceivers, and run the selection algorithm once with all receivers directly considered by 
the source for the selection of the QoS parameters of the broadcast stream (no group- 
ing) and another time with only the preferences of the class representative considered. 
We compared the average satisfaction of all the receivers in these two cases. Simula- 
tion results are shown in figure 4. 

The graph in figure 4 shows clearly that variant 2 and 4 resulted in the worse aver- 
age satisfaction for the group, even though the satisfaction of the representative with 
its selected parameters was one (1). This is basically due to the fact that the ideal 
preference for the group representative is the minimum of the ideal preferences of all 
receivers, reflecting hence the preferences of the most conservative receiver for the 
ideal preferences. The best variant for group representation is variant 5, where the 
minimum accepted value for the preferences of the representative is the maximum of 
the minimum accepted values for all receivers, and the ideal value for the representa- 
tive is the maximum of all ideal values for all receivers. This variant avoids the con- 
servative choice of the minimum accepted preference, and explores the optimism on 
the ideal preferences of all receivers. 




Group size 



— 


— No grouping 




— Variant 1 




- Variant 2 




— Variant 3 


X 


Variant 4 




- Variant 5 



Figure 4. Average satisfaction with different variants of grouping. 



6 Conclusion 

In this paper, we have proposed an end-to-end rate-based mechanism for the selection 
of the optimum QoS for media broadcast that relies on the knowledge of the user 
preferences and bandwidth limitations of all receivers. Based on this information, the 
source will select the number of QoS variants for the given media stream and the QoS 
parameters for each of these variants. To limit the problem of feedback implosion 
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from the receivers, we use a virtual representative for all receivers within a given 
group of receivers. Receivers are grouped according to the bandwidth limit of their 
device. We have considered several algorithms to determine the QoS preferences of 
the group representatives. Simulation results showed that not all of these algorithm 
lead to effective group representation. Simulation results also showed, as expected, 
that the average satisfaction of the receivers increases with an increase of the through- 
put of the source, which may limit the number and bandwidth of the available stream 
variants. 
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Abstract. Multimedia multicasting brings together two technologies considered 
to be cornerstones of the ftiture Internet, where rich media content will be 
distributed to a mass audience. It is obvious that unicasting will not be adequate 
for such content distribution due to the unacceptable stress imposed on network 
resources. Multicasting is a solution to this problem, and thus multicast routing 
and group management are now receiving high attention. However, so far, 
conditions on the composition of multicast groups have been kept rather simple. 
Requirements on group membership, member roles and group organization, 
commonly referred to as group integrity conditions, are rarely addressed or 
even enforced. Furthermore, the traditional multicasting model has been flat, 
with no finer granularity than a group, lacking any inter-group relationships. In 
our work, we address both issues that we see as shortcomings of current 
models. Our framework allows us to subdivide multicast groups into subgroups 
(e.g. for high and low quality versions of a media stream) and to form and 
manage meta groups from groups, integrating inter-related "multi" media 
groups. On all three levels, we specify a variety of integrity conditions as part 
of our comprehensive policy framework, including integrity on state and state 
transition, as well as group management action and transition policies. 



1 Introduction 

Recent work on group management protocols for Internet multicasting has focused on 
mechanisms supporting source specific multicasting, thus allowing a user to receive 
only data sent to a multicast group by a specific sender [2] [3] [18]. However, little 
effort has been spent on overcoming a major shortcoming of existing multicast group 
management approaches: Their limitation to simple user-initiated join and leave 
operations, to be evaluated locally, if at all, based on network-level conditions. For 
any further criteria to be applied during the join admission process, interaction with 
the application is required [20], and it is not obvious how control on group 
composition should be accomplished without a coordinating group manager. 
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No comprehensive framework has yet been presented that provides a rich set of 
group integrity conditions for multimedia multicasting. In order to support multimedia 
multicasting, we use in our work three hierarchy levels: We propose to establish 
separate multicast groups for each medium, e.g. one group for video and another 
group for audio. We subdivide these groups into subgroups for actual data transfer, 
thus conceptually integrating e.g. different coding formats (such as audio streams of 
different quality levels) into one group. Observing that the data transmitted in several 
subgroups of a group will often be semantically identical, we identify a relation "can 
be generated out of' between subgroups, so transformers are introduced that feed one 
subgroup with re-coded data obtained from another subgroup. Finally, meta groups 
are formed by inter-related "multi" media groups. 

We devise a framework for specifying, on all three hierarchy levels, integrity 
conditions, i.e. requirements imposed on subgroups, groups and meta groups that 
describe valid states and state transitions with regard to membership set, member 
roles, organization and topology, e.g. a minimum number of members or mandatory 
members. We also suggest integrity conditions on user data traffic. In addition to 
these conditions, our policy set includes action policies, specifying how a group 
manager should re-establish integrity in case it has been found violated, and transition 
policies, stating how to handle (potentially conflicting) requests received from 
members before advancing to the next state. 

Paper Outline. After this introduction, we explain our basic concepts in section 2. 
Sections 3, 4 and 5 describe policies on subgroup, group and meta group level, 
respectively. A brief outline of related work is given in section 6. Section 7 concludes. 



2 Basic Concepts: Subgroups, Groups, Managers, Transformers 

We first introduce the basic concepts of our framework in the context of monomedia 
multicasting, i.e. multicast transmission of one medium, e.g. audio, from any number 
of senders to any number of receivers who are members of a multicast group. We thus 
employ, unless otherwise mentioned, the general m:n topology model; our framework 
is applied on top of any suitable network-level multicast protocol. In this paper we 
deal with closed groups, so only members may participate in the communication. 
Groups are also determined, thus all members are known, and dynamic, i.e. 
membership may change during the lifetime of the group. We denote groups by Gi, 
G2, .... A central application-layer group manager, denoted M(Gi), is responsible for 
managing its group's properties and members, their roles, rights and duties within the 
group [10], and for controlling group integrity according to a set of policies. We call 
any user data sent by a group member a stream, including non-continuous media data. 

In our framework, a group is composed of zero or more subgroups, all controlled 
by the same group manager. If a group Gi has n subgroups, they are denoted Gi°, Gi’, 
..., G" ’ and by definition M(Gi) = M(Gj') for j=0..n-I. This allows us to conceptually 
integrate into one group several formats used for transmission of one medium, such as 
a high quality audio subgroup (y’y^y in figure 1), a medium quality (y^y^) and a low 
quality (y^) subgroup, preferred for low-bandwidth receivers. A similar concept is 
employed in the context of receiver oriented congestion control [16]. 
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We say that a subgroup Gf' mirrors a subgroup Gi'" if the data transmitted in Gi^ is, 
apart from format differenees, semantically the same as the Gi*‘ data.* A subgroup Gi* 
is said to super-mirror a subgroup Gi'^ if Gi* mirrors Gi'^ and is allowed to include 
additional data. Transfer of user data traffic always occurs in subgroups, not groups. 

We employ the term user for a communication entity that is a member of zero or 
more subgroups; after a user has joined Gj (which implicitly includes a join to Gi), 
U|i is called a member of Gj and Gi. A member U]< may have different roles: If Ui^ 
sends data, he is called a data source, if receives data, he is a sink (figure 1). If U|j 
is a sink (source) in any G(, he is called a sink (source) in Gi. Users are identified by 
their permanent user ID (as opposed to the current network address), and group 
managers maintain a current mapping for their members since most underlying 
multicasting protocols are built on network addresses. User ID assignment is out-of- 
band in our framework. Users lacking a permanent ID (as checked against a user 
directory) or users failing to authenticate themselves are, depending on group or 
subgroup policy, denied access or admitted only on a limited-rights basis and, e.g. by 
selective data encryption, excluded from sensible data exchange. User authentieation 
is accomplished by a public/private key challenge-response mechanism initiated by 
the group manager during join request evaluation. 




source 

sink 

source & 
sink 



I 

i 

i 



Fig. 1. Users, Members, Roles 



group mgt. • — • 



Individual members may have specific rights and duties (selected from a set 
defined during subgroup, group or meta group establishment) on subgroup, group or 
meta group level, such as the right to modify policies or the duty to report observed 
integrity violations (see section 3). Group or subgroup policy may state that certain 
users are considered non-admissible or mandatory members, e.g. if they have some 
VIP status like the professor in a multicast lecture. As we will see later, it is the task 
of the group manager to evaluate any join or leave request against the applicable set 
of policies and the user properties. For example, if, according to property data looked 
up by the manager in the user directory, the right "may initiate a voting among 
members” is granted in group Gj to member U^, we write lnitiateVoting(Gi, Uk) = 
true. Moreover, if InitiateVoting is the right known by the consecutive number 1, we 
alternatively write Ri(Gi, Uk) = true. Granted rights and imposed duties may be 
further characterized or limited for individual members by attributes. For a possible 
extension to a more semantically rich specification of rights and duties see [5]. 

Each user has a user controller that interacts with a group manager and locally 
enforces instructions received by the manager of any group the user is a member of 
We generally assume that user controllers always successfully enforce group manager 
orders locally and that externals (i.e. non-members such as users who were forcefully 
removed from a subgroup) cannot disturb communication within the subgroup. As we 



* The exact definition of mirroring has to be made individually for each pair of formats. 
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do not intend to modify existing lower-layer group management protocols such as 
IGMP in this framework, it is obvious that non-complying users can bypass any user 
controller and simply join a group manually. In the presence of such "bad guys" we 
employ data encryption in order to leave them with unusable data unless they interact 
with the group manager, who in this case also performs key management. 

With m the total number of users and n the number of subgroups of Gi, we write: 

U: set of users {U|, ..., 11^} 

P(Gi^), sink(Gi^), source(Gi^): Set of members, sinks, sources of Gj, respectively 
P(Gi) = Uj=o „_i P(Gi'), sink(Gi), source(Gi): Set of members, sinks, sources of Gi, resp. 
Note that groups and subgroups are not identical to the set of their members (i.e. Gi ! 
P(Gi)), as we will see later, when we further characterize them by a set of policies. 

If group organization policy states that all subgroups mirror each other, a 
straightforward way to guarantee a proper data feed in all subgroups is to require any 
user who is a source for one subgroup to also act as a source for all other subgroups. 
This might, however, easily overload a source's CPU and, if clusters of sinks for 
certain (e.g. "low quality") subgroups exist only in isolated geographical regions, 
result in waste of bandwidth on long-distance network links due to the fact that 
redundant data is transmitted in the subgroups. As an alternative, we propose that a 
source be only mandated to feed a subgroup with a data format out of which all other 
subgroups' data formats can be computed. (If it cannot do that, the group manager has 
to deny it the source role in the first place.) The job of transforming one format into 
another is then accomplished by special members called transformers. We denote a 
transformer that generates the data format of Gi^ out of the format of Gi'‘ as T(Gi'‘, Gi^). 
T(Gi'‘, G() may be located anywhere in the data tree for Gi'^; it is a sink for Gi'‘ and a 
source for Gif If transformers are deployed to overcome the bandwidth waste issue in 
the above example, there may have to be several T(Gi'^, G() in Gi if G( is allowed to 
be partitioned and the transformers only serve a limited (geographical) region. Each 
partition of G( may have its own data tree with a T(Gi'‘, Gi^) as root. It is the 
responsibility of M(Gi) to admit members only if the subgroup they want to join as a 
sink can be made available in their region, e.g. by activating a proper transformer. 

While subgroups are not conceptually required to be ordered within a group, 
transformers allow us to introduce a coding hierarchy. For example, if we assume that 
the data in group G; can be scaled along one or more dimensions, we introduce among 
its subgroups a relation "can be generated out of". We write G/ — > Gi'^ if it is possible 
to transform the data format in Gi*" into the data format in Gf'. This does not imply that 
a transformer T(Gj'‘, G() is actually operational or even available in G{. In some 
(multimedia) cases, we might have a relation G^^ — > G^*^, a e.g. if annotations or 
subtitles can in some way be generated from a video in Ga'^ and made available in 
subgroup Gb^ of a separate "text" group Gb. Therefore, we also allow transformers 
T(Ga'‘, GbO with a;*b, noting however that, due to the extra inter-group dependency, 
the deployment of such transformers should be carefully weighed against the benefits. 
We will come back to such dependencies when we discuss meta group integrity. 
Unlike some layered multicasting schemes, we do not assume that a user has to listen 
to several subgroups in parallel in order to re-construct a meaningful data stream. 

A special type of transformers referred to as mixers aggregate data streams 
received from different sources in Gi'‘ into one data stream in Gj (such as audio 
mixers or video "thumbnail" generators). We denote a mixer as T™(Gi’‘, Gi^), 
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generating one aggregated output stream, as opposed to T(Gi'‘, G|^) which means that 
multiple input streams in Gi*‘ are transformed into multiple output streams in Gi^ [ 11 ]. 
For a mixer T™(Gi'‘, G/), we do not require j^^k. Furthermore, if Gi* is a set of 
subgroups of Gi, we extend the concept of mixers to the form T“(Gi , Gi^), so to have 
a mixer feeding a "comprehensive" subgroup Gi^ from the data in other subgroups. 



3 Subgroup Policies 

In general, policies set forth for a subgroup describe rules according to which valid 
subgroup states and state transitions are determined, and actions the group manager 
takes to maintain or re-establish subgroup integrity. In our discrete model, a subgroup 
advances from one state i to the next state i+1. A state is described by membership 
set, member roles, rights and duties, and topology. In a simplified example, leaving 
out topology for the moment and assuming that "source-only" users exist, state i 
might be described as "Sources: Ui. Sinks: U2, U3", and state i+1 as "Sources: U2. 
Sinks: U3, U4". We impose integrity conditions on states and on state transitions. 

For a subgroup Gj*^, the following is a sample integrity condition on state: 

I source(Gj'^) | = 1 and | sink(Gj'^) | > 2, [S1] 

i.e., at all times, there must be exactly one source and at least two sinks in Gj'^. 

Now denoting the set of members of Gj*‘ during state i as ‘P(Gj*‘), an integrity 
condition on state transition (that expresses some limit on member fluctuation) is: 

I P(Gj^) n V(Gj^) I > 2 [S2] 

In our above example, condition SI is met for state i and state i+1; the transition 
from state i to state i+1 fulfills condition S2. 

The group manager has to control and maintain integrity within each subgroup 
according to subgroup policies kept in a dynamic policy repository. Before advancing 
from one state to the next, the group manager checks if all integrity conditions on 
state and state transitions would be met. If so (possibly after conflict resolution), it 
advances the subgroup to the next state. In the above example, M(Gj'‘) would have 
received, during state i, the following requests: 
from Uq "leave subgroup Gj'"' 
from U 2 : "switch role Ifom sink to source in Gj'"'^ 
from U 4 : "join subgroup Gj'‘ as sink" 

It determined that, combined, these requests did not violate eonditions SI and S2, and 
therefore it committed them. Group policy states when the manager should proceed 
from collecting requests to evaluating them [19], e.g. after pre-defined time intervals, 
upon a manual trigger signal by a member holding a respective right, or (in the 
simple, non-scalable case) immediately after having received any single request. 

In addition to the membership and role related integrity conditions introduced 
above, we use topology related integrity conditions on subgroup states. Such 
conditions may, for example, allow partitioning or limit the scope of the subgroup by 
applying the concepts of administrative or TTL scope. Such conditions can reflect the 
availability of transformers for feeding subgroups in certain regions. The condition: 



^ A .switch is an atomic operation and guarantees successful join-a.s-source after leave-a.s-sink. 
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scope(Gj'') = national [S3] 

results in denial of join requests from "foreign" (with respect to the manager) users. 

Extending the above example, if Ui had failed to complete the requested leave, 
state i+1 would violate condition SI due to the number of sources being two. In such 
a case, the group manager has to know what action to take in order to re-establish 
integrity. Therefore, our policy set additionally includes action policies according to 
which the group manager reacts on observed integrity failures. A simple (yet not 
always feasible) action policy, applicable to any type of integrity violation observed 
in state i-i-1, requires a roll-back to the previous state i. Another general-purpose type 
of action policy is checking back with existing members, e.g. by having the manager 
initiate a voting [7] among members on whether or not condition SI should be 
temporarily disabled, or if a subgroup suspension or even termination is desired. 
Changes in the policy repository trigger a re-evaluation of the current state according 
to the new set of integrity conditions. More specifically tailored to the above situation, 
we might apply fusing source^(Gj*‘) to denote the source having joined most recently): 
if I source(Gj ) | > 1 then 

{ perform forced-leave for source '“(Gj''); commit } [AS1] 

where "commit" means that an immediate transition to the next state is required. We 
observe that subgroup integrity can be violated by unexpected events. The group 
manager detects this (e.g. by missing confirmations) and, according to action policies, 
takes action to re-establish integrity by advancing to a new state in which integrity 
conditions are met. It is thus possible to have such "emergency" state transitions. 

Another type of subgroup policies are integrity conditions on traffic. While 
integrity conditions on state and state transitions, as previously introduced, are 
discrete conditions, traffic integrity conditions are continuous, i.e. they have to be 
evaluated continuously. They specify what requirements the data traffic in the 
subgroup has to meet, e.g. adherence to a certain data format, conditions on QoS or 
acceptable error rate, and conditions on security, such as mandatory encryption by all 
sources. Since the group manager is not necessarily involved in user data traffic (or 
for another reason, such as CPU power, unable to monitor all user data traffic), it may 
deploy members as trusted agents who carry the duty to monitor user data traffic and 
report any observed violation of traffic integrity conditions to the manager. It is then 
up to the manager to take corrective action according to action policies. If we have 
some metric "error" on error rate and apply the following traffic integrity condition: 
error(Gj'^) < threshold [S4], 

a corresponding action policy might be, using sink^(Gj'‘) to denote the sink having 
made the most retransmission requests: 

if (violated(S4)) then { perform forced-leave for sink^(Gj'') } [AS4] 

During the establishment phase of a subgroup, it is often advisable to apply a less 
restrictive set of integrity conditions in order to allow it to build up its membership 
set. "Tighter" conditions can be added by authorized members later. Further extending 
the initial example, we assume that Ui successfully completed the requested leave 
(thus no corrective action was necessary) and that all users are domestic, so state i +1 
fulfills SI and S3. We now define a set K = {U 2 , U 4 } and introduce a new condition: 
P(Gj'') n K > 1 [S5] 

i.e. we demand that at least one of users U2 and U4 be members of the subgroup. 
During the policy set re-evaluation triggered by adding this new condition, S5 is 
determined to be met during state i+1, so no action is required by M(Gj''). However, 
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the immediate question arises what to do if both U 2 and U 4 later, during the same 
state, request to leave Gj'^. We observe that introducing a new integrity condition on 
state may require a new policy for state transitions, i.e. a procedure stating how to 
handle requests that would result in violation of this condition in the subsequent state. 
We call this type of subgroup policies transition policies, not to be confused with 
(descriptive) integrity conditions on state transitions. Transition policies are evaluated 
in a defined order. A sample transition policy with respect to S5 is, using leave(Gj'^) to 
denote the set of members having requested, during the current state, to leave Gj”^; 
if K c leave(Gj'') then 

{ deny leave request by U| e K having issued the request first } [TS5] 

Unlike action policies, transition policies never require an immediate commit. While 
transition policies are applied to resolve conflicts among requests received by the 
group manager, it is obvious that policies themselves might be inconsistent. For the 
set of integrity conditions on state, it is computationally possible to prove their 
consistency by constructing a sample for which all of them are met. For state 
transition integrity conditions, and in particular for action and transition policies, it is 
in the general case computationally impossible to determine whether they are 
consistent. [17] provides some discussion on policy conflict determination schemes in 
the context of programmable networks. In our work, we currently rely on manual 
inspection of policies before they are added to the applicable policy set at any level. 



4 Group Policies 

Our policy framework introduced for subgroups is imposed on groups accordingly. 
The set of group policies conceptually includes the policies of all subgroups. In this 
section, however, we discuss group policies referring to integrity conditions or actions 
applied across subgroups, i.e. defining the inter-relation of a group's subgroups. 

We again distinguish between integrity conditions on group state and on group 
state transitions. Both are discrete and include membership and role related as well as 
topology and, new, group organization related conditions. The former define how 
members may be distributed among the subgroups, with what roles, rights and duties. 
For example, for group Gj with n subgroups Gj°, . . ., Gj" ', there might be a condition 
P(Gj") n P(Gj'') = 0 V h#k with h, k e {0, £ , n-1} [G1] 

expressing that no user may be a member of more than one subgroup at a timeh and, 
assuming condition SI is enforced for all subgroups to avoid "zero" member counts: 

I P(Gj'^) I / 1 P(Gj'') I e [0.5, 2] V h A with h, k e {0, £ , n-1} [G2] 

so that the number of members be somewhat balanced among the subgroups. 

Group organization refers to requirements on what subgroups, with what 
properties, have to exist within the group. A group state integrity condition on both 
topology and group organization is: 

3 ke{0,£ ,n-1}: Gj^ non-partitioned and 3 T(Gj^Gj'') Vh;^k, he{0,£ ,n-1}[G3] 
stating that there must be at least one non-partitioned subgroup out of which all other 
subgroups can be generated by an existing transformer (which implies Gj*^ ^ Gj''). 



^ We have to relax this condition if transformers are to be deployed. 
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Integrity conditions on state transitions describe how groups may advance from 
one state to the next, again with regard to membership and role as well as topology 
and group organization. For example, the condition: 

" I, h: U| e ' ■'P(Gj'') and U, e and U, e [G4] 

would, along with condition Gl, prohibit oscillating behavior by a user switching 
back and forth between the same subgroups. 

Even though, by definition, user data traffic is exchanged only in subgroups, 
continuous integrity conditions on traffic have to be evaluated at group level. If 
continuous media is multicast in different qualities or formats in subgroups of a group 
Gj that thus mirror each other, the group manager M(Gj) or its agents have to monitor 
if the subgroups remain synchronized. Moreover, a violation of traffic integrity in one 
subgroup Gj'' can affect traffic integrity in another subgroup Gj'' if Gj*" is fed by a 
transformer T(Gj'', Gj'*) and there is no other subgroup Gj*^ for which Gj*’ Gj*’ with 
operational transformer T(Gj‘’, Gj*’). 

Action policies on group level specify how the group manager has to re-establish 
group level integrity. With above condition G2, if the unexpected death (detected by 
the group manager through regular polling) of a number of members has resulted in 
unbalanced subgroup membership numbers, M(Gj) might react by forcefully 
switching remaining members between subgroups. If, however, conflicting requests 
are received by M(Gj) from members intending to switch subgroups, the manager 
would decide according to group-level transition policies. 

Generally, if the integrity of any subgroup is violated, the same is true for the 
group. The group manager can re-establish integrity for the group by re-establishing 
integrity for the affected subgroup, or by suspending or terminating it. If the 
subgroup's integrity cannot be re-established and the non-suspended presence of the 
subgroup is required by group organization integrity conditions, group action policy 
may state that the entire group be suspended or terminated. Otherwise, suspended 
subgroups with violated integrity do not constitute a group level integrity violation. 



5 Meta Group Policies 

For multimedia multicasting, we now extend the scope of our integrity concept to two 
or more semantically related media transmitted simultaneously. In this multimedia 
case, we are dealing with two or more multicast groups, each with the properties 
introduced above. All these groups together form what we call a meta group. In 
particular, each group has an individual group manager. In order to coordinate and 
control them, a meta group manager is established, denoted MM(G) if, referring to 
the example in figure 2, G is the meta group formed by groups Gi, . . ., G 4 . We say that 
groups G], . . ., G 4 are (actively) associated with G. 

In our concept, the meta group manager controls meta group (i.e. inter-group) 
integrity by applying meta group integrity conditions set forth in a policy set with 
state and state transition integrity conditions, traffic integrity conditions, action 
policies and transition policies on meta group level. 

We discuss meta group integrity along a comprehensive example, a video 
conference with the following four groups: 
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- G| for video, with subgroups Gi” for high quality and Gi' for low quality 

- G2 for voice audio, with subgroups G2° for format A and G2' for format B 

- G3 for sign language video"* generated out of audio by a transformer, 

with just one subgroup G3'’ 

- G4 for control, with just one subgroup G4° 

Together, they form meta group G. (Note that there are two separate video groups.) 

The meta group manager MM(G) enforces the following meta group level state 
integrity conditions: 

P(G4)aP(Gi)uP(G2)uP(G3) [M1] 

i.e. any member of Gi, G2 or G3 must be a member of G4, too, and 

source(Gi) c source(G 2 ) [M2] 

i.e. any source in G] must be a souree in G2, too, and 

sink(G 2 ) n sink(G 3 ) = 0 [M3] 

i.e. no user may be a sink in both G2 and G3 at the same time\ and (along with Ml) 



" Uk G P(Gi): lnitiateVoting(Gi, Uk) # -'lnitiateVoting(G 4 , Uk) [M4] 

i.e. it is not permitted to grant members the InitiateVoting right in Gi but not in G4, 
and, as an organizational integrity condition: 

3 j e {0, 1}: G3° ^ G2^ and 3 T(G2\ Ga”) operational [M5] 

i.e. we need a subgroup in G2 out of which Ga” can be generated by an existing and 
operational transformer. 





Fig. 2. Sample Meta Group 



Assuming proper rights allocation according to M4, these conditions M1-M5 are 
all met in the state depicted in figure 2 with users Ui, U2, U3 and transformer T(G2*, 
G3°). (Additional users would, of course, be required to establish a meaningful video 
conference scenario, but we leave them out in this example.) 

The following is a sample integrity condition on state transition: 

'sink(G3) '^^sink(G2) = 0 [M6] 

i.e. no sink may switch from G3 to G2 during a state transition. 

A typical traffic integrity condition demands that Gi, G2, and G3 remain in sync. 



"'For users who are hearing impaired 

^ An exception might again be appropriate for a transformer, and for monitoring purposes. 
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Note that MM(G) does not care how the G2 members are distributed among 
subgroups G2° and G2'. If we now further assume that Gs® ^ G2', but not G3° ^ G2°, 
an organizational integrity condition is imposed on G2 (and enforced by M(G2), not 
MM(G)) stating that G2* super-mirror G2°. It is then up to M(G2) to decide whether 
this be best accomplished by deploying a transformer T(G2°, G2’) or by requiring that 
all sources in G2*' must also be sources in G2*. 

At meta group level, action and transition policies state how to re-establish meta 
group integrity and how to handle group manager requests directed towards the meta 
group manager, respectively. A sample action policy associated with M 2 is: 

if Uk e source(Gi) \ source(G2) then { forced join of Uk to G2; commit} [AM 2 ] 
i.e. G] members who, for whatever reason, lost their member status in G2 are, by way 
of M(G2), forced to join G2 (again). 

A subgroup Gi^ always non-ambiguously forms part of group Gi, and, in most 
cases, a group Gi is associated only to a single meta group G, as in our example. 
However, it is sometimes appropriate to allow Gj to be associated to another meta 
group G’ at the same time (e.g. for a general newsfeed that is of interest to several 
parallel video conferences). If this relaxation was applied, more than one meta group 
manager would act as the "final authority" on Gi, resulting in potentially conflicting 
policies being applied to Gi since we do not require any policy alignment across meta 
groups. To overcome this problem, we introduce a passive association: If MM(G’) 
accepts Gi to be passively associated to G’, it agrees to have no turther control on Gi 
than the right to forcefully remove Gj again from G’. Any G’ integrity violation caused 
by Gi is ultimately resolved by a "remove Gi" meta group action policy. 



6 Related Work 

So far, group integrity has received little attention in the multicasting research 
domain. An early approach to formalize integrity is given in [ 9 ] proposing a group 
communication framework: A group association (not to be confused with our 
terminology in section 5 ) is established, for the purpose of data transfer, between a 
subset of group members. There are active and passive participants in a group 
association, with active participants forming the active group. Active group integrity 
(AGI) conditions are imposed on the active group membership of an association, such 
as a minimum number of participants. A multicast conversation (MC) within an 
association is an instance of communication, e.g. with one sender {master) and several 
receivers. Association topology integrity (ATI) conditions include AGI conditions on 
individual conversations (now referred to as MC-AGI) and conditions on the whole 
group association, such as a maximum number of concurrent conversations. Their 
concept is employed in [ 7 ] in a TINA context, and, on top of XTP, in [ 15 ] with 
separate treatment of group establishment conditions and communication integrity 
conditions. Generally, group management in XTP 4.0 [ 20 ] is based on receiver lists 
and allows reliable multicasting. Hence, if full reliability is required for all group 
members, failing members are said to destroy the group's integrity. XTP assumes that 
sufficient knowledge for a proper reaction, as for any decisions on valid group 
composition, is available at the application layer only and therefore makes no attempt 
to provide such functionality itself There is no framework for group integrity in XTP, 
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but XTP had a considerable influence on newer protocols. Further work touching 
multicast group integrity is found in [10] and [6]; a comprehensive overview of 
current multicasting research is provided in [16] and, with multimedia focus, in [13], 

[19] proposes a distributed generic membership algorithm for cooperative groups 
and devises mechanisms for synchronzing data exchange with the evolution of group 
membership over time. A cooperative group is formed by agents, organized in a 
cooperation graph expressing their relation. It is deeided at the application layer what 
rules or predicates a graph needs to fulfill in order to be considered valid. Hence 
integrity, though not specifically addressed, refers to synchronizing data exchange 
with membership changes and to choosing valid subgraphs of the cooperation graph. 

A language for specifying policies (Ponder) is suggested in [5]. [8] describes a 
policy based role object model for individuals performing roles in distributed systems, 
also allowing for relationships between roles. Policies for specifying the behavior of 
programmable networks are addressed in [17]. The RM-ODP ISO standard [14] 
defines viewpoints describing distributed processing in heterogeneous environments. 

Computer supported collaborative work (CSCW) systems deal with organizing 
work groups and data flow between group members. There are systems for 
asynchronous collaboration (i.e members do not process group data simultaneously) 
and systems for synchronous collaboration [19], sucb as video conferences with 
simultaneous presenee and processing by all participants [12] [1] [4]. Floor control 
and other group management functions in CSCW systems are generally performed at 
the application layer. As group members are humans, integrity refers to conditions on 
the composition of the set of human participants and their individual rights and roles. 



7 Conclusions and Future Work 

Following our observation that current multicast models are not well suited for group 
integrity management, we have described a novel concept for group management in 
multimedia multicasting. Groups were subdivided into subgroups, allowing for 
different formats for transmission of one medium; inter-related groups were said to 
form a meta group. We employed centralized group management performed by group 
and meta group managers. Special focus was given to integrity conditions imposed on 
subgroups, groups and meta groups, with regard to state, state transitions, and traffic. 
We additionally included action policies and transition policies in our policy set. It 
was shown in a number of examples that our framework is applicable to common 
scenarios in monomedia and multimedia multicasting. 

Several extensions of this framework are possible and left for future work: Fault 
tolerance, especially in case of group manager failure, is an issue to be resolved. We 
have, up to this point, considered only centrally managed groups (and sub- and meta 
groups). However, in future work, we intend to drop this limitation and analyze 
decentralized scenarios, e.g. with peering members who vote in order to reach a group 
management decision by themselves. Currently, we are evaluating if the Ponder 
language [5] can be used for policy specification in our context. We have so far not 
addressed in detail how inconsistencies among policies may be determined and 
resolved; we intend to look into this on a theoretical basis in future work. 
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Abstract. Applications such as multimedia streaming for mobile users, or video 
conferencing, require support within the network for transcoding, compression 
etc. Proxylets running on servers within the network may be used to transform 
the media flows in order to meet application or QoS requirements. In this paper 
we examine the feasibility of performing constraint based configuration of the 
required proxylets. A set of constraints can be defined to select the required 
proxylets. A second stage is to define constraints relating to the placement of 
proxylets on nodes in the network. Eventually we will investigate the use of 
constraints for dynamic re-configuration to accommodate user mobility, or QoS 
variation. Some preliminary implementations of the architecture are presented 
and we discuss our approach to incorporate dynamic configuration to cater for 
load and QoS variations. 



1 Introduction 

The Alpine project [2] is investigating the use of application-level proxylets which 
execute on servers within the network to support the rapid provision of new services, 
such as on-demand multi-point video conferencing or multi-media streaming services 
for mobile users. A proxylet based system provides many of the advantages of active 
or programmable network type of services [1], such as transformation of media 
encodings, to take place within the network but without the security risks of 
programming at the ‘fast-path’ level within networks. However there is the need to be 
able to configure the various proxylets required to support particular applications by 
selecting suitable proxylets from a database of the those available and deciding on the 
most appropriate servers on which these proxylets should be loaded. These 
configuration management decisions can be non-trivial when taking into account the 
various constraints imposed by the specific application requirements, services which 
the user may be authorized to use, physical capabilities of mobile computing devices 
and available quality of service (QoS) provided by a wireless network. Typical users 
will be non-technical and so will not be capable of making the selections required to 
support the service they require. Thus, there is a need to automate the configuration of 
proxylets, taking into consideration all the above constraints. This will avoid the 
errors which are often introduced, even by technically competent users, when 
configuring complex systems. 
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This paper describes initial work on the configuration of required proxylets, from an 
available collection, in a programmable network infrastructure. We are looking at 
applying constraint satisfaction techniques to facilitate automated provisioning of 
resources for a particular user/service in accordance with an application request. This 
requires integration of constraint based configuration for a dynamically changing net- 
work environment. The proposed system would accept user specification of the 
service required, derive a preliminary set of proxylet configurations, from the 
proxylets which support the required functionality, check for constraint violations of 
the above set of configurations and allocate the proxylets to servers, taking into 
consideration other constraints such as QoS requirements, available bandwidth, server 
loading, security risks or charging for use of servers. 

The configuration of software components can be defined by a set of attributes (or 
components) whose possible values belong to a finite set and a set of feasibility con- 
straints over these attributes which specify their compatible combinations of values. 
The problem is to find a feasible product (i.e., to choose a value such as a particular 
proxylet or server for each attribute which corresponds to a configuration variable) 
that satisfies not only the feasibility constraints but also some user requirements (such 
as QoS policy). Real-world problems in computer vision, planning, scheduling, 
configuration and diagnosing can be viewed as Constraint Satisfaction Problems 
(CSP) [4]. We are using Daniel Jackson’s Alloy/ALCOA [15] to express and analyse 
the constraints. Eventually we would like to extend this approach to cater for dynamic 
re-configuration of proxylets in which the proxylets may have to move to new nodes 
to support user mobility, or variations in aetual QoS within the network. 

This paper describes the prototype implementation of a simple scenario using eon- 
straint based configuration of proxylets and indicates how we intend to extend the 
work to cater for dynamic reconfiguration of proxylets. Section 2 of the paper outlines 
the Application Level Active Network (ALAN) proxylet approach being used in the 
Alpine project. In Section 3, we formally define constraint based satisfaction in terms 
of configuration spaces, and introduce constraint variables and values for the ALAN 
mechanism. The derivation of proxylet configuration and constraint checks are also 
presented in section 3 with the customer service requirements. The overall 
architecture of our approach and the current progress in the implementation are 
described in section 4. In Section 5, we provide a discussion of future work followed 
by a discussion of related work in section 6. 



2 ALAN System Overview 

The ALAN system [3] assumes clients access remote servers across the internet using 
the HTTP protocol. Protocol entities called Proxylets can be dynamically loaded onto 
intermediate Dynamic Proxy Servers (DPS) within the network, to perform applica- 
tion-specific functions such as compression / decompression, protocol transforma- 
tions, multicast reflecting, etc. The proxylet is dynamic code in a single jar file which 
is downloaded and run on a DPS. The proxylet can be referenced via a URL, and if 
not already on the DPS, it is loaded from a proxylet repository. The DPS is an 
application layer active network node which accepts requests and creates an 
environment for the execution of proxylets. The DPSs are selected at optimal distance 
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for an end-to-end path between client and end-server (Figure 1). We are also using 
proxylets to perform the configuration management tasks such as proxylet selection 
and allocation to optimal DPS servers. The reason is that configuration may be 
instigated by a mobile user with very limited processing resources, although our 
architecture does allow for a DPS server to be based on a more powerful mobile 
device such as a laptop computer. 




Fig. 1. Application Level Active Networking Architecture 



3 A Simple Scenario 

3.1 Example Description 

Typical real applications involve hundreds of constraints and values for each variable, 
but we have focused on a very simplified example based on a user accessing remote 
media streams from a wireless (wl) or wired device to illustrate the approach. There 
are three different classes of users. Gold, Silver and Economy which relate to the QoS 
they will receive as well as whether they can use wireless connections etc. We give 
some constraint variables for the scenario (see Figure 2): 

Browsers: Access to multi media streams from either wireless or wired devices. 
Mode: Real time mode (to transcode the video/audio stream as it is being 
downloaded) and download mode (to first download the compressed media stream, 
decompress it and then start playing the stream using a suitable media tool). 

Proxylet: It has been assumed that multiple proxylets are available for modifying the 
content presentation to be more suitable for the client device. We assume proxylets 
are available to cater for WAP phones, compression, decompression, real-time 
trancoding, a RealPlayer and DPS location selection. 

DPS Location: This is the location of the DPS in relation to the browser/server. For 
simplicity, this parameter is assumed to have values as such nearer to the browser, 
intermediate (within the network), nearer to the server. 

Cache: This is to indicate whether data can be cached at a local server. 

Payload Type: The multi media payload packets may contain video, audio or data 
streams. 

QoS package: There are 3 classes of users - Gold, Silver or Economy which relate to 
the class of Qos they will receive. 
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3.2 Constraint Specification 

A constraint is simply a logical relation among several unknowns (or variables), each 
taking a value in a given domain. For example X+Y > 5 defines a constraint on 
permitted values of X and Y and ( P V Q) A (^P V ~'S) is a constraint on the permitted 
values of the booleans P, Q and S. The specification of a configuration in terms of 
assembling the parts into a required system, involve two distinct phases. One is 
domain knowledge to describe the objects of an application and the relationships 
among them. The other is a specification of the desired product which defines 
requirements that must be satisfied by the product and the structure or topology of the 
product. 

A Constraint Satisfaction Problem (CSP) is defined as P= <V, Dv, Cv>, where 

• A set of variables V representing all the variables that may potentially become 
active and appear in a configuration. V = {Vi,...., VJ. 

• Dy is the set of domains, with valj representing the set of all possible values for 
variable Vj 

• A set of constraints (Cv) to restrict the value assignment of some variables or 
configure the components according to their behavioral models. 

Figure 3a shows some variables and their related values in the example shown in 
Figure 2. These constraints will be specified via a user interface yielding a text file of 
constraint specifications. Using these variables and values, we can derive an initial 
constraint model for the configuration. For this scenario, the domain knowledge is 
essentially static and it would be possible to find an initial configuration of compo- 
nents, for example to support a mobile browser, that satisfies the constraints. 

In Figure 3a, constraint (wl =!= video) states that if the browser is a wireless device 
then video content delivery is not supported. The (wired = audio) means that the 
wired browsers are allowed to download audio clips providing that the constraints 
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between the other necessary variables are not violated for this audio clip download. 
Constraint (wl =!= E) states that a user with Economy QoS Package is prevented from 
using wireless browsers to access the services provided in our system. 



Domains (D,,): 


Variables (V): 


DPSnode : local, remote, intermediate 


n : DPSnode 


Proxylet : wap, comp, decomp, deployment, config. 


pi : Proxylet 


rtpRx, rtpTx, realPlayer, handoff 


b : Browser 


Browser : wired, wl 


p : Payload 


Payload : text, audio, video 


q : QoSPack 


QoS Pack : G, S, E 


m : Mode 


Mode : realTime, download 


c : Cache 


Cache : true, false 




Constraint (CQ: 




b, p : (wired = text), (wired = audio), (wired = video), (wl = text), (wl =/= video) 


n, pi : (local = wap), (local = decomp), (local = rtpTx), (local = realPlayer), 


b, q : (wired = G), (wired = S), (wired = E), (wl = G), (wl = S), (wl =/= E) 


p, q : (text = G), (text = S), (video = G), (video =/= S), (video =/= E), (audio =/= E) 



Fig. 3a. Domain Knowledge - Variables, Values and Compatibility Constraints 



In Figure 3b, some of the complete set of constraint based configurations (CBC), 
which have been derived from the domain knowledge shown in Figure 3a, are listed. 
These configuration setups in XML will be the output of the system presented in sec- 
tion 4 of this paper. 



CBC_l(Pack=>Gold, payload=>audio) ={ 


CBC_2 (Pack=Gold, payload=audio) = { 


wired-browser, realtime-listening. 


wirelessbrowser, downloadmode. 


dps-local => (decompression-Proxylet, 


dps-local -> (deployment-Proxylet, 


realtime-audio-player-applet- 


handoffProxylet, wired-wireless- 


proxylet, rtpProxylet, deployment- 


converter-proxylet. 


Proxylet,), 


decompression-Proxylet) 


dps-remote => (compression-proxylet) 


dps-remote => (compression- 


} 


proxylet) 1 



Fig. 3b. Sample Constraint Based Proxylet Configuration Setups. 



The CBC l is for the case when the payload is audio and the QoS for the user is 
Gold which will lead to a real time listening of the audio stream. In this case, the 
required resources to be configured for a wired-browser are a realtime-audio-player- 
proxylet, location-proxylet, real-time-protocol (rtp) proxylet to be downloaded on 
local DPS and Compression proxylet at the DPS which is optimally located close to 
the server. 
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4 Implementation Approach 

Step 1: Constraint Verification using Alcoa / Alloy 

We are using “Alcoa / Alloy” constraint analyzer [15] which can perform a deep 
semantic analysis of models that incorporate complex textual constraints. Using this 
tool, we have checked the consistency of our constraints, generated sample configura- 
tions, simulated execution of operations, and checked that operations preserve con- 
straints. The Alloy language is used to specify constraints and the Alcoa tool for 
analysis of the constraints. We used Alcoa to interactively define the configuration 
scenario, incorporating constraints, in only 65 lines of Alloy code. However it is not 
possible to generate executable Java code from this. We use the Java Constraint 
Libraries to program our constraint based configuration of Proxylets similar to the 
Alcoa approach, as explained in Step 2 below. The main purpose of using Alloy for 
initial checking is to reduce development cycle time by detecting errors prior to 
implementation. 

We specify the scenario plus relevant constraints relating to the components in 
Alloy. Alcoa is a compiler which translates the model definition into a very large 
boolean formula. This formula then gets solved by the SAT solver in the tool and the 
solution is interpreted back into Alloy language for the model. Next, a paragraph or 
schema (e.g. a constraint) in the model is selected to be run for verification. Alcoa 
responds with an instance or with a message if no instance was found. We may then 
choose to edit the model, recompile or run. So, using this tool, we are able to analyze 
the constraints more effectively prior to the Java implementation of our constraint 
based Proxylet configuration framework. 

Figure 4 shows the Alloy specification for the scenario. An invariant (denoted by 
key word inv) defines a constraint in the model being defined. For example, inv PLC1 
indicates that the wireless browsers does not have the feature of downloading a video 
stream. Condition (cond) gives a hint to Alcoa on generating a sample architectural 
instance over a given scope. 

Step 2: Current Implementation 

Initially, all the constraint variables, domain values and compatibility constraints, 
which were analyzed using Alcoa, are manually derived from an Alloy model defini- 
tion. For example, the wireless browser is constrained by the PLCl invariant in 
Alloy. This invariant is mapped to the format shown in figure 5 for implementation 
purposes. 

The Constraint Solution Mechanism takes in all these parameters and generates par- 
tial configuration setups (subset of constraint variables which satisfy all the of the 
constraints within the subset) for the constraint specified. These subsets are stored in 
ConstraintDB as initial basic configuration setups (as shown in Figure 6). The Con- 
straintDB is currently stored in a text file but a relational database or directory would 
be needed for a large scale system with 100s of DPSs and Proxylets. The Java Con- 
straint Library has been used to implement the mechanism for populating the Con- 
straintDB. The constraint variables, values and the compatibility constraints can be 
specified or modified via the ConstraintDB UI. When a modification is made to the 
constraint specification, the ConstraintDB has to be regenerated to reflect the changes 
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and possibly new proxylets will have to be downloaded to an appropriate DPS and 
executed when there is a request for a HTTP content delivery. 



model ALPINE { 

domain {browser, proxylet, payload, DPS} 
state { 

// The following are the subjects or values of the variables and 

// their relationships in accordance to the ALOCA syntax. 

disjoint wireless, wired ; browser 

partition text, audio, video: payload 

disjoint E, S, G: QoSPack 

partition local, remote : DPS 

partition wapplet, decompresplet , compresplet, configplet, ... 
requires: browser -> local! 
runs: DPS -> proxylet+ 



supports: browser -> payload 
comp : compresplet -> payload+ 
decomp: decompresplet -> payload+ 



} 



inv PLCl { all b:wireless | b. supports != video } 
inv PLl { sole p : locationplet | p in local . runs } 



cond coni { 

some DPSl : local I some DPS2 : remote | one b:wireless| (DPSl != DPS2) 

} 



I 



Fig. 4. Alloy Sepecification of Scenarion Constraints 

Figure 6 shows the interactions involved. A DPS near the user’s browser is loaded 
with the config proxylet, if it is not already running. The user-specific constraint vari- 
ables and values are passed to the config proxylet to start selecting a suitable configu- 
ration setup (e.g. the parameters required by the config proxylet in the scenario are 
type of browser, class of service and the content type to be downloaded). In a real sys- 
tem, these parameters eould be detected automatically, but in our implementation, 
they are entered manually via a user interface. 



(b) browser (p) payload: (wired = text), (wired = audio), (wired = video), (wl = text), 

(wl = audio), (wl =/= video) 

Fig. 5. Constraints between Browser and Payload 

For a given set of constraint variables and their values, the ConstraintDB is queried 
and searched for a set of suitable configuration subsets to be composed to make a 
complete parameter list. The configuration process also involves identifying a DPS 
close to the web server which contains the requested content. During this process, the 
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Proxylet Store (PIB) is also checked to determine if the required proxylets are 
available in the network. The PIB is currently an XML fde but could be a database or 
directory for a large scale system. If the config proxylet could not find a suitable 
configuration satisfying the compatibility constraints e.g. because a particular 
proxylet cannot be found or a suitable server is not available, then an error is flagged. 



User Interface 
Constraint 
+ Domain 
+ Compatibility 
Constraint 



1. Aecepts 



User specific 
Domain 
for an HTTP 



Constrain 

Solution 

Mechanis 



Resource 
Properties] 
Store 



ConstraintDB: 


A text file database 


Config 1 


Config 2 


Config n 


n = local 


n = local 


n = remote 


pi = wap 


pi = wap 


pi = eomp 


b = wl 


b = wl 


b = wired 


p = text 


p = text 


p = audio 


q = G 


q = G 


q = S 


m = realTime 


m = download 


m = realTime 



1 7. Checks 
vDPS resourcei 




2. Checks 



y config 
\nroxylei 

rc ^ 



3. Checks 
availability 



Proxylet Store (PIB) 
List of 
proxylets 



j 5. Prompts to load 4. Outputs 

'deployment confi guration 

troxylgC 



8. Starts 
nroxyle^ 

Proxylets 



6. Reads config 
info 



XML document 
containing 
details e.g. 

compressProxylet@DPS 

deocmpressProxylet@DPS 



Fig. 6 . Prototype Implementation of Proxylet Configuration Framework 



The final configuration is translated into a list of the URLs of the needed proxylets 
and their corresponding execution environments in a single XML document and sub- 
mitted to the DPS deployment proxylet via the load() method. The deployment 
proxylet is started by the config proxylet on the same DPS. The configuration setup is 
also displayed in the GUI in the form shown in Figure 3b. For demonstration purpose, 
this GUI also allows the user to select whether the device is wired or wireless; class of 
user; video, audio, or text service etc. The config and deployment proxylets can 
contain multiple threads each of which is working on a different configuration for 
multiple users. 

The deployment proxylet running at a local DPS chooses a suitable eonfiguration 
setup by eheeking against its resource capability before downloading the 
computational proxylets or requesting the other DPSs to download the computational 
proxylets to perform the actual service required by the user. The deployment proxylet 
will also be able to determine whether installing a set of proxylets (on one or more 
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DPSs) violate constraints relating to available resources by checking against the 
properties of DPSs. However, this feature is not currently implemented in our 
experimental model. The availability of the resources for the constraint based 
configuration can be reserved. We intend to extend the deployment proxy let to 
perform checks on the bandwidth of the links between the DPS-local and DPS-remote 
to make sure it can handle the bit-rate required by the user. The current Framework 
also has a User Interfaces (UI) for modifying the configuration and specifying 
constraints. 



5 Further Work 

We intend to apply constraint specification to resource management so that allocation 
of Proxylets to nodes can take into consideration DPS loading, link bandwidth 
requirements etc. This includes routing decisions for choosing a path from source to 
destination. Dynamic configuration of an application may take different forms: 

• Programs and users may interact with an editable model of the underlying applica- 
tion - adding or removing proxylets, changing intermediate-DPS or modifying the 
settings of connections. One of the major requirements for a dynamically config- 
urable system is that it should allow the possibility of modifying the provisioning 
of the components, without requiring an application restart or any changes to the 
existing code. In order to integrate a new component to the current topology, the 
system needs to perform a series of checks for constraint compatibility. 

• User mobility may result in variations of QoS due to fading or loss of radio signal, 
which DPS is local to the user etc. Thus the configuration constraints will dynami- 
cally change requiring updates to the topology. Connections between DPSs may 
have to be rerouted, or a proxylet performing a ‘local’ function may have to be 
migrated to a different DPS which is now local to the user. This means that the 
topology which was originally adopted has to be reconfigured using a different 
CSP. 

• We are also looking into using the Ponder policy specification language [6] to 
define authorization policy in terms of what services a user is permitted to access 
and QoS policy in terms of what resources such as bandwidth should be allocated 
for an application or a user. Our approach is to translate these policy statements 
into constraint specifications for the proxylet deployment. 

There are several interesting issues emerging from this work that need further inves- 
tigation. One of the key issues is Proxylet Migration. It is a mechanism to continue 
the execution of a proxylet on another DPS node and it includes the transport of data 
stream and execution state of the proxylet. Migration only makes sense under certain 
network and resource conditions. So, here the basic motivations for proxylet 
migration are, to support user mobility or re-routing the data stream to maintain 
required QoS. This may be handled by adopting a constraint based re-routing 
mechanism. 
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We are concentrating on the infrastructure support for constraint based 
configuration, but in order for this to be useful to non-technical users, a very simple 
user-interface (UI) would be needed. We consider that it will be easier to investigate 
the UI once we have a clearer idea of the full functionality of the infrastructure 
support. It may be possible to make much of the functionality completely transparent 
to the user. For example, the user may not need to select a class of service, but would 
be allocated one depending on what service they have signed up for. 



6 Related Work 

The programmable network has been identified in [1] as an important research area 
from which ALAN has been identified as a key subtopic in [2]. In our current work, 
we are attempting to address problems in deploying proxylets and solving issues in 
dynamic routing with proxylets for programmable networks. We are also aware of 
some of the work done on runtime resource management for advanced network ser- 
vices, similar to that in active networking. 

Work on constraint satisfaction problem (CSP) has a long history in the field of 
Artificial Intelligence (AI) engineering [10]. CSP has been used for a range of 
applications such as aircraft maintenance scheduling, route planning for setting up the 
links for virtual private networks and various monitoring and control applications 

[11] , but we are unaware of any other applications of CSP to configuration 
management in a programmable or active networks. 

Programmable networks is a very active research area, but there is not much work 
on configuration of components. In the early work on ALAN [3], a similar application 
scenario based on streaming audio was described, but the proxylet configuration was 
performed manually. BT Colleagues in the ALAN project are using policy-based 
adaptive control techniques with genetic algorithms to configure proxylets for 
services [5, 13]. The idea is that the ‘useful’ proxylets, e.g. those that generate income 
for a service provider, will be replicated and propagated around the network whereas 
less useful ones will gradually die out. In our environment this would improve the 
probability that a required proxylet is already loaded in an appropriate DPS, but it 
would still have to be configured into a specific application. The paper does not 
address the issue of how to select a set of distributed proxylets for a particular 
application or service. 

Lancaster University colleagues are working on composing a complete functional 
proxylet for a service from predefined set of sub-components specified using XML 

[12] . The selection criteria could be based on the characteristics of the specific DPS 
platform. Part of our future work activities will be to investigate whether our 
constraint approach can be used to automate the composition of proxylet sub- 
components at run-time or whether the funtionality of the proxylet can be adapted by 
means of invoking management operations with new configuration parameters during 
runtime. 

There is considerable interest in using policies as a means specifying adaptive 
behaviour in programmable networks. Some initial work on policies for both 
management and security is described in [7] and work on policy based content 
delivery in an ALAN environment is described in [14]. However, none of the above 
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have addressed configuration of proxylets in a policy based AN. In ALAN, an 
enforcement of management or authentication policy means systematically making 
use of functional proxylets in the system. Some of oirr work will look at how the 
constraints can be deduced from, for example, authentication policies. 

In our project, we considered a novel approach for the configuration of proxylets in 
ALAN with two main domains in mind: constraint based configuration and support 
for dynamic routing. This led to the design of new framework for the configuration 
management of proxylets. First we targeted the new trend in networking related to 
“policy based content delivery”, then we approached the problem of how the 
proxylets can be configured without violating any pre-defined constraints. The aim is 
to produce an interactive real-time display for immediate diagnosis of configuration 
problems. There is not much work currently being done on interactive configuration 
management systems for active programmable networks. Our past work on interactive 
configuration management of distributed systems [8] inspired us to look at whether 
any of these ideas can be applied to proxylet configuration supporting the mobility of 
users. The Active Node (DPS) built with our above-mentioned framework can 
allocate resources to the various virtual end-to-end networks, undertaking 
configuration and reconfiguration functions with routing decisions and making the 
network more responsive to users’ demands. 



7 Summary 

In this paper, we described our initial implementation of constraint based 
configuration of proxylets. We have shown that it is possible to automate the selection 
and deployment of proxylets while satisfying diverse constraints related to a QoS 
class, what the users are permitted to do and what types of devices they are using. 
Although we have focused on configuration of proxylets in a programmable network 
environment, this approach could be used for deployments of software components in 
any distributed processing environment. 

An ubiquitous computing environment [16] could benefit from our framework. The 
mobile users will be able to join in the ALAN network without the need touse pre- 
configured or resource rich mobile browsers. The on-demand services could be 
dynamically composed and executed on local or intermediate nodes with the help of 
functional proxylets. For example, the user does not have to figure out which system 
supports an on-demand service since our framework could deploy the necessary com- 
ponents and protocols along the end-to-end path to enable a service to be reached at 
an end system. 
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